GENERAL SERVICES ADMINISTRATION

FEDERAL SUPPLY SERVICE

AUTHORIZED FEDERAL SUPPLY SCHEDULE PRICE LIST

On-line access to contract ordering information, terms and conditions, up-to-date pricing, and the option to create an electronic delivery order are available through GSA Advantage!, a menu driven database system.  The INTERNET address GSA Advantage! is: www.GSAAdvantage.gov.

SCHEDULE 58 I:
PROFESSIONAL AUDIO/VIDEO, TELEMETRY/TRACKING, REPRODUCING
AND SIGNAL DATA SOLUTIONS

Federal Supply Class
5820

SIN:
58-6 TELECOMMUNICATIONS EQUIPMENT, INCLUDING SPARE AND REPAIR PARTS, AND ACCESSORIES

Contract Number: GS-03F-0013U
Contract Period:  30 November 2012 – 01 December 2017
Contractor:  Systems Engineering & Management Company

(SEMCO)

1430 Vantage Court

Vista, CA 92081-8596

Point of Contact:  Douglas S. Pulver

Email:  Doug.Pulver@semco.com
Telephone: (760) 727-7800, ext. 1169 or

    (800) 995-0636, ext. 1100
Fax: (760) 727-5200

Web:  www.semco.com
A Small Business

Effective 11/30/2012
CUSTOMER INFORMATION

1a.  Awarded SIN:  58-6 Telecommunications Equipment, Including Spare




  and Repair Parts and Accessories
1b.  Lowest Priced Item:  102-0093 S-band; 2.5 dBm Omni Antenna w/ elbow  $33.00
2.  Maximum Order Limitation:  SIN 58-6  $100,000
3.  Minimum Order:  SIN 58-6  $100.00

4.  Scope of Delivery:  CONUS (additional charges to Hawaii, Alaska and Puerto Rico)
5.  Point of Production:  SEMCO’s plant in Vista (San Diego County) CA
6.  Discounts:  Prices shown herein are after GSA discount is included
7.  Volume Discounts:  The prices provided are net for quantities of 1 to 5 units per line item.  Additional quantity discounts are available as follows: 


  6 - 10 Units
5%


11 - 15 Units
7%


16 - 20 Units
9%


     >20 Units                              Negotiable, 10% minimum
These quantity discounts apply against each individual line item separately; different models cannot be combined to meet the threshold.  The qualifying quantity must be ordered at one time.

8.  Prompt Payment:  No Prompt Pay Discount, Net thirty (30) days.

9.  SEMCO will accept government credit cards up to $5,000
10.  Foreign Items:  N/A
11.  Delivery Time:

       a.  Normal -  90 days after receipt of order.

       b.  Expedited -  Not available.
       c.  Overnight and 2-day delivery -  Overnight and 2-day deliveries are available.  When the customer requests this service, shipping will be FOB Origin and an additional shipping charge will apply.

       d.  Urgent Requirements -  When the Federal Supply Schedule contract delivery period does not meet the bona fide urgent delivery requirement of an ordering agency, agencies are encouraged, if time permits, to contact the Contractor for the purpose of obtaining accelerated delivery.  The Contractor shall reply to the inquiry within 3 workdays after receipt.  (Telephonic replies shall be confirmed by the Contractor in writing.)  If the Contractor offers an accelerated delivery time acceptable to the ordering agency, any order(s) placed pursuant to the agreed upon accelerated delivery time frame shall be delivered within this shorter delivery time and in accordance with all other terms and conditions of the contract.

12.  FOB:  All items are FOB Destination (CONUS only)
13.  Ordering Address: 
Systems Engineering & Management Company





Attention:  Order Department





1430 Vantage Court







Vista, CA 92081-8596






Fax (760) 727-5200

14.  Payment Address:

Systems Engineering & Management Company





1430 Vantage Court







Vista, CA 92081-8596

SEMCO also accepts electronic payments.

15.  Warranty:  Systems Engineering & Management Company (SEMCO) RF Products Group warrants equipment manufactured by SEMCO to be free from defects of material and workmanship.  Any part or parts will be repaired or replaced, when proven by SEMCO examination to have been defective, within two years from date of shipment to the original purchaser.  All warranty repairs will be performed at the factory, or as otherwise authorized by SEMCO in writing.  Transportation charges shall be prepaid by the purchaser.


 This warranty does not extend to SEMCO equipment subjected to misuse, accident, neglect or improper application, nor repaired or altered by other than SEMCO or those authorized by SEMCO in writing.  This warranty is void if any seals are broken without prior approval from SEMCO.

This warranty is in lieu of all other warranties expressed or implied.  SEMCO shall not be liable for collateral or consequential damages.


For customer convenience, please contact SEMCO’s Customer Service Department (800-995-0636, Extension 1100) for return authorization of defective in-warranty products.  Our representative will request the following information:

a.
Model and Serial Number


b.
Your P.O. number or SEMCO invoice number


c.
Details of the problem


d.
Return address

Ship all warranty and non-warranty repairs/replacements to:


Systems Engineering & Management Company


Attention:  Customer Service


1430 Vantage Court


Vista, CA  92081-8596

Please use the original shipping containers in order to reduce the risk of damage in shipment.  SEMCO will return all repaired/replaced items using the same shipping mode as the customer.

16.  DUNS:  11-533-9111
17.  CCR Registration: SEMCO is registered in the Central Contractor Registration database.

	ATTS4000
	Automated Telemetry Test System; Full IRIG-Compatible Telemetry Receiver Combiner Testing; Lab-View Software; Documented tests; on-site installation, integration and training
	467,033
	429,670
	420,330

	C6030-003
	10 MHz Reference Module; Switched Control; High External Signal Input
	1,319
	1,213
	1,187

	C7000-001
	400W Removable Power Supply 
	600
	552
	540

	C7000-002
	PIV Single Board Computer w/video and ethernet
	1,239
	1,140
	1,115

	C7000-003
	80 GB Removable Hard Drive with XP OS and RC600A SW
	723
	665
	651

	C7000-004
	Floppy Drive
	23
	21
	21

	C7000-005
	CD-ROM Drive
	63
	58
	57

	C7000-006
	500W Removable Power Supply
	702
	646
	632

	C7000-007
	Single Board Computer (SBC)
	1,423
	1,309
	1,281

	CDC100A-2
	1U Dual Channel C-Band Down-Converter (4400-5150 MHz to C-IF Band)
	15,330
	14,104
	13,797

	CDC100A-4
	1U Quad Channel C-Band Down-Converter (4400-5150 MHz to C-IF Band)
	26,319
	24,213
	23,687

	CDC100AR-2
	1U Dual Channel C-Band Down-Converter (4400-5150 MHz to C-IF Band); Receiver RS-485 Expansion Chassis
	10,973
	10,095
	9,876

	CDC100AR-4
	1U Quad Channel C-Band Down-Converter (4400-5150 MHz to C-IF Band); Receiver RS-485 Expansion Chassis
	19,764
	18,183
	17,788

	CDCM100-2
	Pedestal-Mounted C-Band Down-Converter (4400-5150 MHz to C-IF Band)
	10,973
	10,095
	9,876

	DM200-2
	Dual Channel 2U External Demodulator; analog and digital FM, Legacy and IRIG-106-07 Demodulation; 70 MHz Linear Input; touch screen local control; ethernet remote control; eye pattern, constellation and spectral display
	26,923
	24,769
	24,231

	DM200-4
	Quad Channel 2U External Demodulator; analog and digital FM, Legacy and IRIG-106-07 Demodulation; 70 MHz Linear Input; touch screen local control; ethernet remote control; eye pattern, constellation and spectral display 
	48,901
	44,989
	44,011

	MC100-2
	1U RF Multi-Coupler; 200-4250 MHz; Programmable Gain; 2 Inputs & 8 Outputs
	8,764
	8,063
	7,888

	PC100A1
	Multi-Mode IRIG 106-07 Demodulation
	3,269
	3,007
	2,942

	PC100A2
	Multi-Mode IRIG 106-07 Demodulation
	6,154
	5,662
	5,539

	PC100A3
	Multi-Mode IRIG 106-07 Demodulation
	8,654
	7,962
	7,789

	PC100A4
	Multi-Mode IRIG 106-07 Demodulation
	10,769
	9,907
	9,692

	PC100A6
	Multi-Mode IRIG 106-07 Demodulation
	13,846
	12,738
	12,461

	PC100AL1
	Multi-Mode Legacy and IRIG 106-07 Demodulation
	4,413
	4,060
	3,972

	PC100AL2
	Multi-Mode Legacy and IRIG 106-07 Demodulation
	8,308
	7,643
	7,477

	PC100AL3
	Multi-Mode Legacy and IRIG 106-07 Demodulation
	11,683
	10,748
	10,514

	PC100AL4
	Multi-Mode Legacy and IRIG 106-07 Demodulation
	14,538
	13,375
	13,084

	PC100AL6
	Multi-Mode Legacy and IRIG 106-07 Demodulation
	18,692
	17,197
	16,823

	PC100L1
	Multi-Mode Legacy Demodulation
	1,635
	1,504
	1,471

	PC100L2
	Multi-Mode Legacy Demodulation
	3,077
	2,831
	2,769

	PC100L3
	Multi-Mode Legacy Demodulation
	4,327
	3,981
	3,894

	PC100L4
	Multi-Mode Legacy Demodulation
	5,385
	4,954
	4,846

	PC100L6
	Multi-Mode Legacy Demodulation
	6,923
	6,369
	6,231

	PC100M1
	Multi-Band Tuning Option
	1,758
	1,617
	1,582

	PC100M2
	Multi-Band Tuning Option
	3,297
	3,033
	2,967

	PC100M4
	Multi-Band Tuning Option
	5,714
	5,257
	5,143

	PC100ME1
	Multi-Band Tuning Option with Extended Range
	2,198
	2,022
	1,978

	PC100ME2
	Multi-Band Tuning Option with Extended Range
	4,121
	3,791
	3,709

	PC100ME4
	Multi-Band Tuning Option with Extended Range
	7,143
	6,572
	6,429

	PC100SC1
	PM/PSK Subcarrier Demod Option - 1 Channel
	1,648
	1,516
	1,483

	PC100SC3
	PM/PSK Subcarrier Demod Option - 3 Channel
	4,396
	4,044
	3,956

	PC100SC6
	PM/PSK Subcarrier Demod Option - 6 Channel
	7,088
	6,521
	6,379

	PC600TRG
	IRIG A/B Time Code Reader/Generator Option (New Price)
	1,999
	1,839
	1,799

	PCBS1601P
	32 MHz Programmable Bit Synchronizer
	9,235
	8,496
	8,311

	PCBS601
	32 MHz Bit Synchronizer
	5,804
	5,340
	5,224

	PCBS601B
	32 MHz Bit Synchronizer with BERT
	8,190
	7,535
	7,371

	PCBS601F
	32 MHz Bit Synchronizer with viterbi FEC
	6,698
	6,162
	6,028

	PCBS601FB
	32 MHz Bit Synchronizer with BERT and viterbi FEC
	9,084
	8,357
	8,176

	PCBS601M
	Dual Channel 32 MHz Bit Synchronizer
	9,822
	9,036
	8,840

	PCDC603
	Pre-D Diversity Combiner
	8,736
	8,037
	7,862

	PCFG600
	3 Channel RF Up-Converter; 2 S-band, 1 L-band
	11,086
	10,199
	9,977

	PCFS601
	PCM Frame Synchronizer
	6,871
	6,321
	6,184

	PCIP611
	Tape Interface; Single Channel Pre-d Record and Playback Option
	5,330
	4,904
	4,797

	PCIP623
	Multi-Channel Tape Interface Card
	10,316
	9,491
	9,284

	PCIP623P
	Multi-Channel Tape Interface Card; PCI
	10,316
	9,491
	9,284

	PCIP633
	Multi-Channel Tape Interface Card; 3 IF-to-Tape and 3 Playback Channels
	11,214
	10,317
	10,093

	PCR1S
	Single Channel Demodulator; PCM/FM; embedded bit synchronizer; 4 analog/digital outputs; eye pattern/constellation display
	4,670
	4,296
	4,203

	PCR1SM
	Single Channel Demodulator Module; PCM/FM; embedded bit synchronizer; 4 analog/digital outputs; eye pattern/constellation display
	4,341
	3,994
	3,907

	PCR2S
	Dual Demodulator; PCM/FM; embedded bit synchronizer; 4 analog/digital outputs; eye pattern/constellation display
	8,846
	8,138
	7,961

	PCR616SD
	IF Receiver/Demodulator; PCM/FM; embedded bit synchronizer; 4 analog/digital outputs; eye pattern/constellation display
	8,270
	7,608
	7,443

	PCR616SDP
	IF Receiver and Demodulator CCA; 300 kHz to 30 MHz; AC/DC Coupling; PCI
	8,270
	7,608
	7,443

	PCR628S
	Dual IF Receiver/Demodulator; PCM/FM; embedded bit synchronizer; 4 analog/digital outputs; eye pattern/constellation display
	9,615
	8,846
	8,653

	PCS603
	3 Channel Spectral Sweep
	5,000
	4,600
	4,500

	PCS606
	6 Channel Spectral Sweep Display Option; CF and Span Control
	6,538
	6,015
	5,884

	PCT601C
	Single Channel C-Band Option (4400-5250 MHz)
	5,467
	5,030
	4,920

	PCT601CIF
	Single Channel C-IF Band Option (400-460 and 600-1150 MHz)
	5,467
	5,030
	4,920

	PCT601P
	Single Channel P-Band Option (200-500 MHz)
	4,530
	4,168
	4,077

	PCT602C
	Dual Channel C-Band Option (4400-5250 MHz)
	6,480
	5,962
	5,832

	PCT602CIF
	Dual Channel C-IF Band Option (400-460 and 600-1150 MHz)
	6,480
	5,962
	5,832

	PCT602P
	Dual Channel P-Band Option (200-500 MHz)
	6,480
	5,962
	5,832

	PCT603
	RF Tuner; Single Band; AM and AGC Outputs; 70 MHz Outputs
	6,700
	6,164
	6,030

	PCT603P
	RF Tuner; Single Band; AM and AGC Outputs; 70 MHz Outputs; PCI
	6,700
	6,164
	6,030

	PCT604C
	Quad Channel C-Band Tuner Option (4400-4940 and 5091-5250 MHz)
	7,637
	7,026
	6,873

	PCT604CIF
	Quad Channel C-IF Band Option (400-460 and 600-1150 MHz)
	7,637
	7,026
	6,873

	PCT604P
	Quad Channel P-Band Option (200-500 MHz)
	7,637
	7,026
	6,873

	PCT622IF
	Dual Channel RF Tuner; 70 MHz Fixed Frequency
	7,374
	6,784
	6,637

	PCTP600
	All-In-One Telemetry Processing Card (Bit Sync/Decom/Time Code/Frame Sync)
	13,585
	12,498
	12,226

	PCTS601
	IRIG Time/PCM Simulator
	2,616
	2,407
	2,354

	PCVP602
	Dual channel Video Processor; NTSC video and audio sub-carriers
	7,848
	7,220
	7,063

	PCVP603
	3 channel Video Processor; NTSC video and audio sub-carriers
	9,532
	8,769
	8,579

	PFEC600
	Forward Error Correction Option
	896
	824
	806

	PTR110-1
	Portable Single channel, Single-band, FM Demod, embedded Bit Sync; 4 analog and digital baseband outputs per channel
	23,626
	21,736
	21,263

	PTR110-2
	Portable Dual channel, Single-band, FM Demods, embedded Bit Syncs; 4 analog and digital baseband outputs per channel
	37,088
	34,121
	33,379

	R100-1
	1U Single Channel Telemetry Receiver, Single Frequency Band; Analog and Digital PCM/FM; AM and AGC Outputs    
	17,722
	16,304
	15,950

	R100-2
	1U Dual Channel Telemetry Receiver, Single Frequency Band; Analog and Digital PCM/FM; AM and AGC Outputs             
	30,953
	28,477
	27,858

	R200-1
	2U Single Channel Receiver; Single Band; embedded bit synchronizer; analog and digital PCM/FM
	17,722
	16,304
	15,950

	R200-2
	2U Dual Channel Receiver; Single Band; embedded bit synchronizer; analog and digital PCM/FM
	30,953
	28,477
	27,858

	R200BIT
	Embedded BIT/BITE Diagnostics Module Option
	5,457
	5,020
	4,911

	R200SDR
	Switched RS-422 Output Option
	2,171
	1,997
	1,954

	RC100-2
	1U Dual Channel Receiver Combiner; Single Band, FM Demod in Combiner Channel, embedded Bit Sync; 4 analog and digital baseband outputs (Combiner Channel); eye pattern and constellation displays
	39,560
	36,395
	35,604

	RC200-2
	2U Dual Channel Receiver Combiner; Single Band, FM Demod in Combiner Channel, embedded Bit Sync, 4 analog and digital baseband outputs (Combiner Channel); 4.3” Touch Screen Display, eye pattern and constellation displays
	41,758
	38,417
	37,582

	RC200-2C1
	2U Dual Channel Receiver Combiner System; Single Band; Embedded Bit Synchronizer and PCM/FM (Combiner); AM/AGC
	37,967
	34,930
	34,170

	RC2400-2
	2U Dual Channel Receiver Combiner; Single Band, FM Demod in Combiner Channel, embedded Bit Sync, 4 analog and digital baseband outputs (Combiner Channel); 4.3” Touch Screen Display, eye pattern and constellation displays, 47 Hz to 400 Hz Input Power
	43,956
	40,440
	39,560

	RC400-2
	4U Dual Channel Receiver Combiner; Single band; FM; Digital and Analog Outputs
	52,747
	48,527
	47,472

	RC400-2C1
	4U Dual Channel Receiver Combiner; Single Band, FM Demod in Combiner Channel, embedded Bit Sync, 4 analog and digital baseband outputs (Combiner Channel); 4.3” Touch  Screen Display, eye pattern and constellation displays, S6111
	46,703
	42,967
	42,033

	RC400-4
	4U Quad Channel Receiver Combiner; Single band; FM; Digital and Analog Outputs
	94,615
	87,046
	85,153

	RC400-4C2
	4U Quad Channel Receiver Combiner; Single Band, FM Demods in Combiner Channels, embedded Bit Syncs, 4 analog and digital baseband outputs (Combiner Channels); 4.3” Touch  Screen Display, eye pattern and constellation displays, S6111
	68,022
	62,580
	61,220

	RC400CH1
	4U Chassis, Rear Panel TM I/O; 10 MHz Reference; RS232 Translator; Windows O/S; SBC and PC peripherals
	7,298
	6,714
	6,568

	RC400CH2
	4U TM Chassis; 7/4 ISA/PCI, TM I/O, 500W PS; Switched 10 MHz Reference; RS232 Translator; Windows O/S; SBC and PC peripherals
	10,104
	9,296
	9,094

	RC600 Factory Training
	5 Student minimum; field maintenance course for fault isolation, removal, replacement, alignment and adjustment at the circuit board level.
	2,800
	2,576
	2,520

	RC600-4R
	RC600A Front Panel Door Retrofit Kit; 4.3” Touch Screen Display
	1,593
	1,466
	1,434

	RC600-7R
	RC600A Front Panel Retrofit Kit; 7” Touch Screen Display, Removable 32 GB Solid State Drive and front panel USB ports
	3,791
	3,488
	3,412

	RC600A-2
	6U Dual Channel Receiver Combiner; Single band; FM; Digital and Analog Outputs
	56,044
	51,560
	50,440

	RC600A-2C1
	6U Dual Channel Receiver Combiner; Single Band, FM Demod in Combiner Channel, embedded Bit Sync, 4 analog and digital baseband outputs (Combiner Channel); 7” Touch  Screen Display, eye pattern and constellation displays, S6111, Dual redundant 500W power supplies
	50,000
	46,000
	45,000

	RC600A-4
	 6U Quad Channel Receiver Combiner; Single band; FM; Digital and Analog Outputs
	97,912
	90,079
	88,121

	RC600A-4C2
	6U Quad Channel Receiver Combiner; Single Band; FM Demods in Combiner Channels, embedded Bit Syncs, 4 analog and digital baseband outputs (Combiner Channels); 7” Touch  Screen Display, eye pattern and constellation displays, S6111, Dual redundant 500W power supplies
	71,319
	65,613
	64,187

	RC600CH5
	6U Chassis, Rear Panel TM I/O; 10 MHz Reference; RS232 Translator; Windows O/S; SBC and PC peripherals; 14/3 BP
	13,472
	12,394
	12,125

	RC600CH5T
	6U Chassis; rear panel TM/TGRS I/O; 320 MHz LO module; 10 MHz reference; RS232 Translator; Windows O/S; SBC and PC peripherals; 14/3 BP
	8,420
	7,746
	7,578

	RC600CH6
	6U Chassis, Rear Panel TM I/O; 10 MHz Reference; RS232 Translator; Windows O/S; SBC and PC peripherals; 11/6 BP
	13,472
	12,394
	12,125

	RC600MK
	RC600 Maintenance Kit
	4,032
	3,709
	3,629

	RC604FPD
	Rack-Mount folding monitor & keyboard drawer; 17” TFT display; touch pad: 8 port chassis control; 1U high with KVM switches on the Panel Display
	2464
	2,267
	2,218

	RC605 FPD
	Tri-Fold Wide Screen Display
	$5,489
	5,050
	4,940

	RT100-1
	Single Channel Tracking Receiver; 2185-2485 MHz; AM and Scalable AGC Outputs
	16,623
	15,293
	14,961

	RT100-2
	Dual Channel Tracking Receiver; 2185-2485 MHz; AM and Scalable AGC Outputs
	28,755
	26,455
	25,879

	RT200-1
	Single Channel Tracking Receiver; 2185-2485 MHz; AM and Scalable AGC Outputs
	18,821
	17,315
	16,939

	RT200-2
	Dual Channel Tracking Receiver; 2185-2485 MHz; AM and Scalable AGC Outputs
	30,953
	28,477
	27,858

	S6111-002
	Communications & Measurement Option with Freq. Deviation and Offset, Baseband Vp-p and AGC GUI Readout (all channels); Combiner AGC Zero Offset and Combined Scalable AGC Outputs (both Combiner channels)
	1,401
	1,289
	1,261

	TSS200A-M
	Telemetry Signal Simulator; 1415-1585, 1650-1850 and 2185-2485 MHz; FM Modulation
	25,247
	23,227
	22,722

	TSS200A-MM
	Telemetry Signal Simulator; 1415-1585, 1650-1850 and 2185-2485 MHz; FM, PM, BPSK, QPSK, SOQPSK and Multi-h CPM Modulation
	32,940
	30,305
	29,646

	TSS200A-S
	Telemetry Signal Simulator; 2185-2485 MHz; FM Modulation
	21,951
	20,195
	19,756

	TSS200A-SM
	Telemetry Signal Simulator; 2185-2485 MHz; FM, PM, BPSK, QPSK, SOQPSK and Multi-h CPM Modulation
	30,742
	28,283
	27,668

	TSS200C
	C-Band Frequency Option (4400-5150 MHz)
	10,852
	9,984
	9,767

	TSS200F
	Combiner Dynamic Test Option (Fade and Phase) - New Desc & Pricing
	5,467
	5,030
	4,920

	TSS200P
	P-Band Frequency Option (200-1150 MHz)
	5,247
	4,827
	4,722

	TSS200RFC
	Precision RF Power Meter Calibration Option
	3,434
	3,159
	3,091

	TSS200V
	NTSC Video Modulation Option
	6,538
	6,015
	5,884

	 
	 
	
	
	


	Note 1     
	The prices provided above are for quantities of 1 to 5 units per

	
	line item.  Additional quantity discounts are available as follows:

	
	
	
	
	
	
	
	

	
	
	
	  6 - 10 Units
	
	5%
	
	

	
	
	
	11 - 15 Units
	
	7%
	
	

	
	
	
	16 - 20 Units
	
	9%
	
	

	
	
	
	     >20 Units
	
	Negotiable, 10% minimum
	
	

	
	
	
	
	
	
	
	

	
	These quantity discounts apply against each individual line item 

	
	separately; different models cannot be combined to meet the

	
	threshold.  The qualifying quantity must be ordered at one time.

	
	
	
	
	
	
	
	

	Note 2     
	The prices provided above are exclusive of the IFF which will be paid to the GSA separately.

	
	

	Note 3     
	The GSA prices provided above are FOB destination (CONUS).

	
	

	Note 4     
	The List and Best Commercial Customer prices provided above are FOB origin.


	102-0066
	S-band antenna; omni-linear; 6 dBm 
	270
	248
	243

	102-0067
	L-band antenna; omni-linear; 6 dBm; 17”H
	275
	253
	247

	102-0093
	S-band; 2.5 dBm omni w/ elbow
	37
	34
	33

	102-0101
	S-band; 5 dBm omni
	37
	34
	33

	102-0107
	L-band; 5 dBm omni
	42
	39
	38

	102-0157
	L-band antenna; patch-linear; 5 dBm
	180
	166
	162

	102-0164
	Dual Band (L & S); 10 dBm
	490
	451
	441

	111-0055
	“Sectioned” 900 mAh rechargeable battery (for slim line PelBelt)
	157
	144
	141

	C291ML
	1 Camera Station w/ integrated day/night camera; 20X zoom lens; 2W video/audio transmitter; data transceiver; pan & tilt.  L-band 1.7-1.9 GHz.
	13,275
	12,213
	11,947

	C291MS
	1 Camera Station w/ integrated day/night camera; 20X zoom lens; 2W video/audio transmitter; data transceiver; pan & tilt.  S-band 2.2-2.5 GHz.
	13,275
	12,213
	11,947

	P267ML
	Multi-channel; 1.7-1.9 GHz (1 MHz steps); 5.8-6.8 MHz audio S/C; 8mm VCR; date, time, alarm; 5.6” sunlight-readable LCD display; volume control; headphone/ speaker; auto record; 10dB patch ant. ; internal battery and charger;  aux A/V out; 12 VDC/115 VAC
	10,030
	9,228
	9,027

	P267MS
	Multi-channel; 2.2-2.5 GHz (1 MHz steps); 5.8-6.8 MHz audio S/C; 8mm VCR; date, time, alarm; 5.6” sunlight-readable LCD display; volume control; headphone/ speaker; auto record; 10dB patch ant.; internal battery and charger; aux A/V out; 12 VDC/115 VAC
	9,740
	8,961
	8,766

	P270M
	Multi-channel; Dual Band 1.7-1.9 and 2.2-2.5 GHz) (1 MHz steps); 5.8-6.8 MHz audio S/C; 8mm VCR; date, time, alarm; 6.4” sunlight-readable LCD display; volume control; headphone/ speaker; auto record; 10dB patch ant. ; internal battery and charger;  aux A/V out; 12 VDC/115 VAC
	11,445
	10,529
	10,300

	P291ML
	1 Camera Station & 1 Receive System. L-band 1.7-1.9 GHz; Camera station w/ integrated day/night camera; 20X zoom lens; 2W video/audio transmitter; data transceiver; pan &tilt.  Receiving System w/ hand controller w/ sunlight-readable display, video/audio receiver; data transceiver; 8mm analog recorder.
	28,835
	26,528
	25,951

	P291MS
	1 Camera station & 1 Receive system. S-band 2.2-2.5 GHz; Camera station w/ integrated day/night camera; 20X zoom lens; 2W video/audio transmitter; data transceiver; pan & tilt.  Receiving System w/ hand controller w/ sunlight-readable display, video/audio receiver; data transceiver; 8mm analog recorder.
	28,835
	26,528
	25,951

	U220-BAT2000e
	12 VDC Battery Charger
	157
	144
	141

	U220CAM-BB
	Button camera, black & white
	1,290
	1,187
	1,161

	U220CAM-BC
	Button camera, color
	1,290
	1,187
	1,161

	U220PSBB
	Polo shirt and button camera, black & white
	1,310
	1,205
	1,179

	U220PSBC
	Polo shirt and button camera, color
	1,310
	1,205
	1,179

	U221PFL
	.25W fixed frequency PelBelt; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole camera; 5 dB dual patch antennas; microphone; ON/OFF switch; NiMH battery and charger
	3,220
	2,962
	2,898

	U221PFL
	Add video/audio digital video recorder.
	8,025
	7,383
	7,222

	U221PFS
	.25W fixed frequency PelBelt; 2.2-2.5 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole camera; 5 dB dual patch antennas; microphone; ON/OFF switch; NiMH battery and charger
	3,220
	2,962
	2,898

	U221PFS
	Add video/audio digital video recorder.
	8,025
	7,383
	7,222

	U221PML
	0.25W multi-channel PelBelt; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole camera; 5 dB dual patch antennas; microphone; ON/OFF switch; NiMH battery and charger
	4,005
	3,685
	3,604

	U221PML
	Add video/audio digital video recorder.
	8,815
	8,110
	7,933

	U221PMS
	0.25W multi-channel PelBelt; 2.2-2.5 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole camera; 5 dB dual patch antennas; microphone; ON/OFF switch; NiMH battery and charger
	4,005
	3,685
	3,604

	U221PMS
	Add video/audio digital video recorder.
	8,815
	8,110
	7,933

	U221PMS
	PelBelt system containing only the DVR, camera, microphone, and battery
	5,340
	4,913
	4,806

	U440-CAM-C
	Color pinhole camera kit
	280
	258
	252

	U441-CAM-C
	2 lux color camera kit
	615
	566
	553

	U441UL
	Utility Box. 0.25/2W video transmitter; 5 dB gain antenna; 1.7-1.9 GHz; .00015 lux B/W camera; 12-120mm motorized zoom lens; motorized P/T; remote control; 12 VDC/115 VAC; TM remote control
	15,345
	14,117
	13,810

	U441US
	Utility Box. 0.25/2W video transmitter; 5 dB gain antenna; 2.2-2.3  or 2.4-2.5 GHz; .00015 lux B/W camera; 12-120mm motorized zoom lens; motorized P/T; remote control; 12 VDC/115 VAC; TM remote control
	15,345
	14,117
	13,810

	U442-ANT
	Internal 5 dBm gain dual patch antennas
	485
	446
	436

	U442-ZCAM
	.00015 lux camera with w/8-48 mm lens
	1,225
	1,127
	1,102

	U443CL
	Clock Radio concealment; .25W video transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole cam/microphone.; 115 VAC
	3,680
	3,386
	3,312

	U443CS
	Clock Radio concealment; .25W video transmitter; 2.2-2.3 or 2.4-2.5 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole cam/microphone; 115 VAC
	3,680
	3,386
	3,312

	U444BL
	Boom Box concealment; .25W video transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole cam & microphone; 115 VAC
	5,465
	5,028
	4,918

	U444BS
	Boom Box concealment; .25W video transmitter; 2.2-2.3 or 2.4-2.5 GHz; 5.8-6.8 MHz audio S/C; B/W pinhole cam & microphone; 115 VAC
	5,465
	5,028
	4,918

	UB291
	Utility Box Concealment for P291 (Box only)
	1,840
	1,693
	1,656

	VR67FL
	Fixed frequency video receiver; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC
	3,150
	2,898
	2,835

	VR67FS
	Fixed frequency video receiver; 2.2-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC
	3,150
	2,898
	2,835

	VR67ML
	Multi-channel video/audio receiver, 1,7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC
	3,540
	3,257
	3,186

	VR67MS
	Multi-channel video/audio receiver, 2.2-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC
	3,540
	3,257
	3,186

	VR67PS-115
	VR67 115 VAC/12 VDC adapter
	126
	116
	113

	VR67RML
	19” rack mountable VR67; 1.7-1.9 GHz; 12 VDC
	4,240
	3,901
	3,816

	VR67RMS
	19” rack mountable VR67; 2.2-2.5 GHz; 12 VDC
	4,240
	3,901
	3,816

	VR70ELS
	Embeddable, dual band (L-band and S-band) video/audio receiver; 1 MHz channels; 5.8-6.8 MHz S/C
	5,140
	4,729
	4,626

	VR70PS-115
	VR70M 115 VAC/12 VDC adapter
	126
	116
	113

	VR70RLS
	19” rack mountable, multi-channel  VR70 video/audio receiver; dual band (L-band and S-band); 1 MHz channels; 5.8-6.8 MHz S/C; RSSI, PWR, and frequency select; 12 VDC
	5,650
	5,198
	5,085

	VR-F048Ra
	Cigarette lighter power adapter
	131
	121
	118

	VRT10LSM
	5 Watt freq. agile; 1 MHz channels; receive @1.7-1.9 GHz; transmit @ 2.4-2.5 GHz; dual audio sub-carriers (5.8-6.8 MHz); 12 VDC
	11,675
	10,741
	10,507

	VRT10SLM
	5 Watt freq. agile; 1 MHz channels; receive @2.4-2.5 GHz; transmit @ 1.7-1.9 GHz; dual audio sub-carriers (5.8-6.8 MHz); 12 VDC
	11,675
	10,741
	10,507

	VRT40LSM
	2 Watt freq. agile; 1 MHz channels; receive @1.7-1.9 GHz; transmit @ 2.4-2.5 GHz; dual audio sub-carriers (5.8-6.8 MHz); 12 VDC
	9,210
	8,473
	8,289

	VRT40SLM
	2 Watt freq. agile; 1 MHz channels; receive @2.4-2.5 GHz; transmit @ 1.7-1.9 GHz; dual audio sub-carriers (5.8-6.8 MHz); 12 VDC
	9,210
	8,473
	8,289

	VRT-F048Ra
	Cigarette lighter power adapter
	125
	115
	112

	VRT-PS115
	VRT 115 VAC adapter
	120
	110
	108

	VT10FL-5W
	5 Watt, fixed frequency video/audio transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 2.5 A; 3.5”x 2.5”x 1.5”
	5,150
	4,738
	4,635

	VT10FS-5W
	5 Watt, fixed frequency video/audio transmitter; 2.4-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 2.5 A; 3.5”x 2.5”x 1.5”
	5,150
	4,738
	4,635

	VT10ML-5W
	5 Watt, multi-channel video/audio transmitter; 1.7-1.9 GHz; 1 MHz channels; 5.8-6.8 MHz S/C; 12 VDC; 2.5 A; 3.5”x 2.5”x 1.5”
	6,440
	5,925
	5,796

	VT10MS-5W
	5 Watt, multi-channel video/audio transmitter; 2.4-2.5 GHz; 1 MHz channels; 5.8-6.8 MHz S/C; 12 VDC; 2.5 A; 3.5”x 2.5”x 1.5”
	6,440
	5,925
	5,796

	VT22FL
	.25 Watt, fixed frequency video/audio transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.5”x 1.9”x0 .4”
	1,545
	1,421
	1,390

	VT22FS
	.25 Watt, fixed frequency video/audio transmitter; 2.4-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.5”x 1.9”x 0.4”
	1,545
	1,421
	1,390

	VT22ML
	.25 Watt, multi-channel video/audio transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.5”x 1.9”x 0.4”
	2,325
	2,139
	2,092

	VT22MS
	.25 Watt, multi-channel video/audio transmitter; 2.2-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.5”x 1.9”x 0.4”
	2,325
	2,139
	2,092

	VT40FL
	.25/2 Watt, fixed frequency video/audio transmitter; 1.7-1.9 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.0” x 2.0” x 1.0”
	2,830
	2,604
	2,547

	VT40FS
	.25/2 Watt, fixed frequency video/audio transmitter; 2.4-2.5 GHz; 5.8-6.8 MHz audio S/C; 12 VDC; 3.0”x2.0”x1.0”
	2,830
	2,604
	2,547

	VT40ML
	.25/2 Watt, multi-channel video/audio transmitter; 1.7-1.9 GHz; 1 MHz channels; 5.8-6.8 MHz  S/C; 12 VDC; 3” x 2” x 1”
	3,220
	2,962
	2,898

	VT40MS
	.25/2 Watt, multi-channel video/audio transmitter; 2.4-2.5 GHz; 1 MHz channels; 5.8-6.8 MHz  S/C; 12 VDC; 3” x 2”x 1”
	3,220
	2,962
	2,898

	VT-F048Ra
	Cigarette lighter power adapter (12 VDC) for VT Series
	131
	121
	118

	VTPS-115
	115 VAC/12 VDC power adapter for VT Series
	126
	116
	113

	
	
	
	
	


	Note 1     
	The prices provided above are for quantities of 1 to 5 units per

	
	line item.  Additional quantity discounts are available as follows:

	
	
	
	
	
	
	
	

	
	
	
	  6 - 10 Units
	
	5%
	
	

	
	
	
	11 - 15 Units
	
	7%
	
	

	
	
	
	16 - 20 Units
	
	9%
	
	

	
	
	
	     >20 Units
	
	Negotiable, 10% minimum
	
	

	
	
	
	
	
	
	
	

	
	These quantity discounts apply against each individual line item 

	
	separately; different models cannot be combined to meet the

	
	threshold.  The qualifying quantity must be ordered at one time.

	
	
	
	
	
	
	
	

	Note 2     
	The prices provided above are exclusive of the IFF which will be paid to 

	
	the GSA separately.


	Note 3     
	The GSA prices provided above are FOB destination (CONUS).

	
	

	Note 4     
	The List and Best Commercial Customer prices provided above are FOB origin.


