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option to create an electronic delivery order is available through GSA Advantage!, a menu-driven 
database system.  The INTERNET address for GSA Advantage! is: http://www.gsaadvantage.gov 

 
 



 
 

 

GNB Industrial Power 

 

GNB Industrial Power (GNB), is a Division of Exide Technologies. GNB is comprised of four separate business entities specializing in various 
segments of the lead-acid battery industry. These segments include Communications & Power Control, Motive Power Electric Vehicles, 
Automotive and Truck Batteries, and Lead-Acid Battery Recycling. 
 
GNB, is an operating Division of Exide Technologies with industrial division headquarters in Lombard, Illinois.  The Industrial Battery Company of 
GNB manufactures, markets, and recycles lead-acid batteries.  GNB has manufacturing plants in Kankakee, Illinois, Fort Smith, Arkansas, Kansas 
City, Kansas, and Columbus, Georgia. 
 
GNB has defined the standards for industrial stationary valve regulated lead-acid batteries and has become the technological and market leader 
globally.  GNB is committed to maintaining this position and will continue to have a dominant presence in the worldwide stored electrical power 
industry 
 
GNB - the VRLA battery product leader, provides the highest quality batteries produced in modern manufacturing facilities and markets its 
products through an extensive global network of  direct factory sales offices and manufacturer's representatives throughout the world 
 
GNB provides batteries, battery chargers, and installation / product service for a wide range of markets: 
 
Aircraft Ground Support Equipment Microwave Stations 
Cellular Telephone Cell Sites  Mining 
Communications   PBX and Central Office Equipment 
Distributed Power   Photovoltaic and Alternative Energy 
Electric Forklift Trucks  Portable Power 
Electric Utility and Switch Gear Power Conditioning Systems 
Emergency Lighting   Railroad Signal and Communications 
Energy Management  Security and Alarm  
Engine-Starting   Uninterruptible Power Systems 
 
 
GNB Experience 
 
GNB has the experience.  In the past twenty years, GNB has manufactured millions of VRLA cells and batteries and has installed thousands of 
power systems worldwide in all climate conditions.  GNB has a US Patented technology in ABSOLYTE - the most cost-effective valve-regulated 
lead-acid battery design available today for critical backup power and demanding deep-cycle battery applications. 
 
ABSOLYTE IIP 
The field proven ABSOLYTE IIP, introduced in 1992, represents the "third" generation of the ABSOLYTE product line.  Without an increase in size, 
ABSOLYTE IIP offers 15% more capacity than its predecessor ABSOLYTE II that was introduced in 1986.  ABSOLYTE I was first introduced in 
1983. 
 
Superior ABSOLYTE IIP Performance 
 
Patented hybrid positive grid alloy  20 year design life in float applications 
Deep cycle capability   1,200 cycles to 80% depth of discharge 
Deep discharge recovery   Low internal resistance (fully charged) 
Absorbed glass mat separator (AGM)  UBC seismic zone 4 rating for module configurations 
High rate charge acceptance   Virtually spill proof, leak proof and explosion proof design 
High level of freezing tolerance  Spent cells are fully recyclable 
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CUSTOMER INFORMATION 
 
 
1a. Awarded Special Item Numbers: 
 
 383-5 (Batteries and Battery Chargers) 

  
 For awarded prices see price list starting on page 14. 
 

 

1b. Lowest Priced Model Number and Price per SIN: 
 

SIN Model GSA Net Price 

 383-5 .....................50A07 ...........................$150.53 per cell 
 

1c. Hourly Rates: 
 
 Not Applicable. 
 
 
2. Maximum Order: 
 

SIN Maximum Order 

 383-5 ...................................................................... $100,000 
 
 

3. Minimum Order: 
 
 The minimum dollar value of orders to be issued under this 

contract is $100.00. 
 
 
4. Geographic Coverage (delivery area): 
 
 The 48 contiguous states and the District of Columbia. 
 
 
5. Point of Production: 
 
 Exide Technologies 
 4115 South Zero Street 
 Ft. Smith, AR  72901 
 County:  Sebastian 
 Phone:  479-646-8341 
 
 
6. Discount From List Price: 
 

Prices shown herein are GSA Net (Discount has been 
deducted).  GSA unit price in effect at time of 
shipment/invoice shall apply.  Contract modifications may 
affect invoice pricing. 

 
 
7. Dollar Volume Discounts: 
 

 Order Dollar Amount Additional Discount 

 $10,000 - $24,999 1% 
 Greater than $25,000 2% 
 
 Discounts are per order and not cumulative.  Discounts are 

applied to the Net GSA price of the order. 
 
 

8. Prompt Payment Terms: 
 
 Terms are 0%, Net 30 days after date of invoice. 
 
 
9a. Government Purchase Cards: 
 
 The Government purchase credit cards are accepted up to 

the micro-purchase threshold.  
 

 

9b. Government Purchase Cards: 
 
 The Government purchase credit cards are accepted above 

the micro-purchase threshold.  
 

 

10. Foreign Items: 
 
 None. 
 
 
11a. Time of Delivery: 
 
 60 days after receipt of order or as negotiated between the 

Ordering Office and the Contractor. 
 
 
11b. Expedited Delivery: 
 
 Quicker delivery times than those set forth in paragraph 

(11a) above may be available from the Contractor based on 
the availability of product inventory.  Agencies are 
encouraged to contact the Contractor for the purpose of 
obtaining an accelerated delivery date. 

 
 
11c. Overnight and 2-Day Delivery Times: 

 
 Not Available. 
 
 
11d. Urgent Requirements: 
 
 When the FSS contract delivery period does not meet the 

bona fide urgent delivery requirements of an ordering 
agency, agencies are encouraged, if time permits, to contact 
the Contractor for the purpose of obtaining accelerated 
delivery. 

 

 

12. F.O.B: 
 
 a. Destination for the 48 contiguous states and the District 

of Columbia, routing is “BW” (best way).  Contact the 
Contractor for inside delivery and special truck 
requirements (i.e., lift gate, all terrain vehicle 4/4) which 
are available for an additional charge.  The additional 
charges for all such services are outside the scope of 
this contract. 

 
 b. Point of Exportation for all Alaska, Hawaii, the 

Commonwealth of Puerto Rico, and all other overseas 
locations.  Delivery will be F.O.B. inland carrier, point of  
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 exportation (FAR 52.247-38), with the transportation charges 
to be paid by the Government from point of exportation to 
destination in Alaska, Hawaii, the Commonwealth of Puerto 
Rico, and all other overseas locations as designated by the 
ordering office.  The Contractor shall add the actual cost of 
transportation to destination from the point of exportation in 
the 48 contiguous States nearest to the designated 
destination.  Such costs will, in all cases, be based upon the 
lowest regularly established rates on file with the Interstate 
Commerce Commission, The U.S. Maritime Commission (if 
shipped by water), or any State regulatory body, or those 
published by the U.S. Postal Service; and must be 
supported by paid freight or express receipt or by a 
statement of parcel post charges including weight of 
shipment. 

 
 
13a. Ordering Address(s): 
 
 Exide Corporation d/b/a Exide Technologies 
 Government and Military Business 
 3950 Sussex Avenue 
 Aurora, IL 60504 
 
 Or 
 
 Exide Corporation d/b/a Exide Technologies 
 c/o Participating Dealer 
 (See listing starting on page 5 for a dealer in your area.) 
 
 DUNS Number: 00-300-2347 
 CAGE Code: 88219 
 Taxpayer Identification Number (TIN): 23-055-2730 
 
 
13b. Ordering Procedures: 
 
 Ordering procedures:  For supplies and services, the 

ordering procedures, information on Blanket Purchase 
Agreements (BPA’s), and a sample BPA can be found at the 
GSA/FSS Schedule homepage (fss.gsa.gov/schedules).  

 
 
14. Payment Address(s): 
 
 Mail: 
 GNB Industrial Power (Industrial Lockbox) 
 A division of Exide Technologies 
 P.O. Box 403505 
 Atlanta, GA  30384-3505 
 
 Overnight: 
 Bank of America Lockbox Services 
 Lockbox 403505 
 600 Feldwood Road 
 College Park, GA  30349 
 
 ACH Instructions: 
 Bank of America 
 New York, NY 
 ACH ABA:  061000052 
 Beneficiary:  Exide Technologies 
 Account Number:  003282511791 
 

 FED Wire Instructions: 
 Bank of America 
 New York, NY 
 ABA:  026009593 
 SWIFT:  BOFAUS3N 
 Beneficiary:  Exide Technologies 
 Account Number:  003282511791 
 
 
15. Warranty Provisions: 
 
 GNB ABSOLYTE IIP batteries for stationary standby float 

applications and GNB ABSOLYTE IIP batteries for 
photovoltaic and alternative energy applications are 
guaranteed for one year from date of installation or 18 
months from date of shipment, whichever is less.  The 
Contractor is responsible for freight both ways for batteries 
found to be defective in material or workmanship. The 
Contractor may either repair or provide a replacement. 
Additional provisions: 

 
 
15a. Stationary Standby Float Applications: 
 
 The Contractor also warrants to the original Government 

user that GNB ABSOLYTE IIP stationary batteries used 
within the United States and Canada in UPS float service 
will furnish at least 80% of their rated capacity for 12 years 
after the date of shipment provided that the following 
conditions are satisfied: 

 
 1. The batteries are handled, stored, and installed in 

accordance with the Contractor’s published instructions 
furnished with the batteries, and 

 
 2. The batteries are operated in conjunction with a full 

float, voltage regulated charger and otherwise used and 
maintained in accordance with the Contractor’s 
published instructions furnished with the batteries, and 

 
 3. The average yearly ambient temperature in the area of 

use in any year is established not to exceed 80 F 
(27 C).  The Government shall maintain complete 
records on site regarding the temperature and 
conditions of use and the maintenance performed, and 
shall permit examination of these records by the 
Contractor.  The Government shall also promptly report 
any alleged defects to the Contractor, and permit 
examination of the batteries by its service personnel. 

 

 

15b. Photovoltaic and Alternative Energy Applications: 
 

The Contractor also warrants to the original Government 
user that GNB ABSOLYTE IIP batteries used in, “ 
photovoltaic service “ will furnish 80% of the specified 
capacity for each of the discharge currents within the 
specified range of discharge current (corresponding with the 
discharge time range between 100 hours and one hour) for 
“m” years* (15 b,3) after date of shipment provided that the 
following conditions are satisfied. 

 
 1. The batteries are handled, stored and installed in 

accordance with the Contractor’s published Installation 
and Operating instructions furnished with the batteries, 
taking into account the exceptions mentioned below. 
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 2a. The upper voltage level setting of the over charge 
protection controller of the photovoltaic (PV) charging 
system is adjusted for daily depth of discharge in the 
following way: 

 
• For a daily depth of discharge between 0% and 2%: 

2.300 +/- 0.02 volts per cell at 25 degrees C. 
2.275 +/- 0.02 volts per cell at 30 degrees C. 
2.250 +/- 0.02 volts per cell at 35 degrees C. 

 
• For a daily depth of discharge between 2% and 5%: 

2.350 +/- 0.02 volts per cell at 25 degrees C. 
2.325 +/- 0.02 volts per cell at 30 degrees C. 
2.300 +/- 0.02 volts per cell at 35 degrees C. 

 
• For a daily depth of discharge above 5%: 

2.400 +/- 0.02 volts per cell at 25 degrees C. 
2.375 +/- 0.02 volts per cell at 30 degrees C. 
2.350 +/- 0.02 volts per cell at 35 degrees C. 

 
 2b. If a supplemental charger system is used (such as a 

generator) separate written charging instructions 
should be obtained from GNB and followed. 

 
 3. In the case that the average daily ambient temperature 

in the area that the  battery is used in for any year is 
established, the following applies: 

 
not to exceed 25 degrees C. “m” is equal to 10 years. 
not to exceed 30 degrees C. “m” is equal to 7 years. 
not to exceed 35 degrees C. “m” is equal to 5 years. 

 
 The Government shall maintain complete records on site 

regarding temperature and conditions of use, and shall 
permit examination of these records by the Contractor.  The 
Government shall also promptly report any alleged defects 
to the Contractor, and permit examination of the batteries by 
its service personnel. 

 
 If the Contractor finds that the batteries have not satisfied 

this pro rata warranty, the Contractor agrees to repair or 
replace the batteries, FOB its factory on a pro rata basis 
with the Government allowed a credit based upon its original 
purchase price and the portion of the warranty term 
remaining to be applied towards the purchase of a 
replacement battery.  In no event shall the Government 
return batteries to the Contractor’s factory without the 
Contractor’s prior authorization. 

 
  

The above warranties are the only warranties and remedies 
provided by the Contractor to the Government.  The 
Contractor disclaims all implied warranties of merchantability 
and fitness.  In no event shall the Contractor be liable for 
consequential or incidental losses or damages under any 
theory of liability, except to the extent that this limitation is 
found to be unenforceable under applicable state law.   
Some states do not allow the exclusion or limitation of 
incidental or consequential damages, so this exclusion may 
not apply to you.  This warranty gives you specific legal 
rights, and you may also have other rights which vary from 
state to state. 

 

 

16. Export Packing: 
 
 The GSA price includes domestic commercial packaging.  

Export packaging is available upon request for an additional 
charge outside the scope of this contract.  Check with the 
Contractor for details. 

 
 
17. Terms and Conditions of Government Purchase Cards 

Acceptance: 

 
 Not Applicable. 
 
 
18. Terms and Conditions of Maintenance and Repair: 
 
 Not Applicable 
 

 

19. Terms and Conditions of Installation: 
 
 Not Applicable  
  
 
20. Terms and Conditions Applicable to Repair Parts: 
 
 Not Applicable 
 

 

20a. Terms and Conditions Applicable to Any Other Services: 
 
 Not Applicable  
 

 

21. List of Service and Distribution Points: 
 
 See list of Participating Dealers and Sales Representatives 

starting on page 8. 
 
 
22. List of Participating Dealers: 
 
 See list of Participating Dealers starting on page 8. 
 
 
23. Preventative Maintenance: 
 
 Not Applicable  
  
 
24a. Environmental Attributes (e.g., recycled content, energy 

efficiency, and/or reduced pollutants): 
 
 Not Applicable. 
 
 
24b. Section 508 Conformance Information: 
 
 Not Applicable. 
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25. Data Universal Number System (DUNS) Number: 
 

00-300-2347 
 

 

26. Notification Regarding Registration in Central 

Contractor Registration Database: 
 
 Contractor has registered with the Central Contractor 

Registration Database.  
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PARTICIPATING DEALERS 
 

 

ARKANSAS 

Exide Technologies 
3301 E. Plano Pkwy. 
Suite 200 
Plano, TX 75074 
Tel:  (972) 633-6919 
Fax:  (972) 633-6956 
Jerry.Fouke@exide.com 
Jerry Fouke 
 
FLORIDA (Except NW) 

Exide Technologies 
212 N. Park Avenue 
Sanford, FL  32771 
Phone:  (407) 330-0490 
Fax:  (407) 330-0513 
samcloper3@aol.com  
Sam Loper 
 

ILLINOIS (NORTH) 

Exide Technologies 
3950 Sussex Avenue 
Aurora, IL 60504 
Tel:  (630) 862-2200 
Fax:  (630) 862-2312 
jdaru@gnb.com 
John Daru 
kpearl@gnb.com 
Ken Pearl 
 
INDIANA (NW) 

Exide Technologies 
3950 Sussex Avenue 
Aurora, IL 60504 
Tel:  (630) 862-2200 
Fax:  (630) 862-2312 
jdaru@gnb.com 
John Daru 
kpearl@gnb.com 
Ken Pearl 
 
OKLAHOMA 

Exide Technologies 
3301 E. Plano Pkwy 
Suite 200 
Plano, TX 75074 
Tel:  (972) 633-6918 
Fax:  (972) 633-6956 
gtate@exide.com 
Gary Tate 
 

TEXAS (NORTH) 

Exide Technologies 
3301 E. Plano Parkway 
Suite 200 
Plano, TX 75074 
Tel:  (972) 633-6916 
Fax:  (972) 633-6956 
jclews@gnb.com 
Joe Clews X6915 
jerry.fouke@exide.com 
Jerry Fouke X6919 
gtate@exide.com 
Gary Tate 
 
TEXAS (SOUTH) 

Exide Technologies 
4800 Sugar Grove Blvd. 
Suite 290 
Stafford, TX  77477 
Phone:  (281) 207-5363 
Fax:  (281) 207-5364 
Chris.ferguson@exide.com 
Chris Ferguson 
Jay.Bartlett@exide.com 
Jay Bartlett 
 
CARRIBBEAN/PUERTO RICO 

Exide Technologies 
212 N. Park Avenue 
Sanford, FL  32771 
Phone:  (407) 330-0490 
Fax:  (407) 330-0513 
samcloper3@aol.com  
Sam Loper 
 
 
 

AUTHORIZED SALES 

REPRESENTATIVES 
 

 

ALABAMA 

Crim Sales & Engineering, Inc. 
2067 Valleydale Terrace 
Birmingham, AL  35244 
Phone:  (205) 988-0042 
Fax:  (205) 987-8967 
Crim@bellsouth.net 
Hollen Crim 
 
ALASKA 

Engineered Equipment Co. of Alaska 
11900 Industry Way, Unit M12 
Anchorage, AK  99515 
Phone:  (907) 345-3474 
Fax:  (907) 345-9525 
tmanion@engineeredequip.com 
Terry Manion 
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ARIZONA 

Telecom Marketing, Ltd. 
1750 S. Los Feliz 
Suite 102 
Tempe, AZ  85281 
Phone:  (800) 424-1925 
Fax:  (480) 832-7243 
telcombro@aol.com 
Tom Broschinsky 
 
CALIFORNIA (NORTH) 

Ingalls Power Products 
2525 Nelson Mandela Pkwy 
Oakland, CA  94607 
Tel:  (510) 874-1492 
Fax:  (510) 874-4230 
ringalls@ingallspower.com 
Rob Ingalls 
 
CALIFORNIA (SOUTH) 

Ingalls Power Products 
2240 Encinitas Blvd. 
Suite #D364 
Encinitas, CA  92024 
Phone:  (760) 753-3719 
Fax:  (760) 753-3145 
sgreenwl@ix.netcom.com 
Sally Greenwell 
 

CALIFORNIA (LA) 

Ingalls Power Products 
1334 Calle Rosa Maria 
San Dimas, CA 91773 
Tel:  (626) 331-9583 
Fax:  (626) 967-1910 
mdavidson@ingallspower.com 
Mike Davidson 
 
COLORADO 

Telecom Marketing, Ltd. 
7003 East 47th Avenue 
Drive Unit A-600 
Denver, CO  80216 
Tel:  (303) 468-8200 
Fax:  (303) 468-8201 
telcomkev@aol.com 
Kevin Patrick 
 
CONNECTICUT 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 

DELAWARE 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
FLORIDA (NW) 

Crim Sales & Engineering, Inc. 
2067 Valleydale Terrace 
Birmingham, AL  35244 
Phone:  (205) 988-0042 
Fax:  (205) 987-8967 
Crim@bellsouth.net 
Hollen Crim 
 

GEORGIA 

T.S. Williams & Associates 
102 Amos Drive 
Cumming, GA  30040 
Phone:  (678) 947-1400 
Fax:  (678) 947-1444 
office@tswilliams.com  
Sam Wilson 
 

HAWAII 

A&P Power Systems 
PMB 299 
305 Hahani Street 
Kailua, HI  96734 
Phone:  (808) 591-0333 
Fax:  (808) 591-0111 
david @appower.com 
David Rodriguez 
 
IDAHO (West) 

Battery Power Systems 
201 Frontage Road N. 
Suite A 
Pacific, WA  98047 
Phone:  (253) 931-8222 
Fax:  (253) 939-7380 
jclifford@batterypowersystems.com  
Jim Clifford 
 
IDAHO (East) 

Telcom Marketing, Ltd. 
P.O. Box 6251 
North Logan, UT  84341 
Phone:  (435) 492-4006 
Fax:  (435) 787-2958 
telcomdan@aol.com 
Dan Broschinsky 
 
ILLINOIS (SOUTH) 

Electrorep-Energy Products, Inc. 
208 East South Grand Avenue 
Suite 1 
Springfield, IL  62704 
Phone:  (217) 789-4504 
Fax:  (217) 789-0302 
raysitki@sbcglobal.net 
Ray Sitki 
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INDIANA (Except NW) 

Tri-City Industrial Power, Inc. 
915 N. Main Street 
Miamisburg, OH  45342 
Phone:  (937) 866-4099 
Fax:  (937) 866-5438 
Tcidayton@aol.com 
Bob Tyndall 
 
IOWA (EAST) 

Electrorep-Energy Products, Inc. 
208 East South Grand Avenue 
Suite 1 
Springfield, IL  62704 
Phone:  (217) 789-4504 
Fax:  (217) 789-0302 
raysitki@sbcglobal.net 
Ray Sitki 
 
IOWA (WEST) 

Electrorep-Energy Products, Inc. 
5415 Raytown Road 
Raytown, MO 64133 
Tel:  (816) 358-9200 
Fax:  (816) 358-9202 
shawn@eepikc.com 
Shawn Unthank 
bob@eepikc.com 
Bob Berland 
 

KANSAS 

Electrorep-Energy Products, Inc. 
5415 Raytown Road 
Raytown, MO 64133 
Tel:  (816) 358-9200 
Fax:  (816) 358-9202 
shawn@eepikc.com 
Shawn Unthank 
bob@eepikc.com 
Bob Berland 
KENTUCKY 

Tri-City Industrial Power, Inc. 
915 N. Main Street 
Miamisburg, OH  45342 
Phone:  (937) 866-4099 
Fax:  (937) 866-5438 
Tcipdayton@aol.com 
Bob Tyndall 
 
LOUISIANA (North) 

Kossen Equipment, Inc. 
4910 Hazel Jones Road 
Bossier City, LA  71111 
Phone:  (318) 742-4442 
Fax:  (318) 742-4447 
jcarrell@kossenequipment.com 
Jim Carrell 
 

LOUISIANA (South) 

Kossen Equipment, Inc. 
P.O. Box 7968 
6005 N. McRaven  
Jackson, MS  39209 
Phone:  (601) 992-4444 
Fax:  (601) 992-0800 
hmorganvp@kossenequipment.com 
Hersell Morgan 
dturman15@kossenequipment.com 
Dave Turman 
 
MAINE 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 

MARYLAND 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
MASSACHUSETTS 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 
MICHIGAN 

Tri-City Industrial Power, Inc. 
6504 Marina Drive 
Clay Township, MI 48001 
Tel:  (313) 215-0861 
Fax:  (810) 821-6982 
jrboswell@aol.com 
John Boswell 
 
MINNESOTA 

Telecom Marketing, Ltd. 
1955 East 40 St. Hwy. 37 
Hibbing, MN  55746 
Phone:  (218) 262-3801 
Fax:  (218) 262-3312 
dean.laliberte@powerproductservices.com 
Dean Laliberte 
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MISSISSIPPI (NORTH) 

Crim Sales & Engineering, Inc. 
2067 Valleydale Terrace 
Birmingham, AL  35244 
Phone:  (205) 988-0042 
Fax:  (205) 987-8967 
Crim@bellsouth.net 
Hollen Crim 
 

MISSISSIPPI (SOUTH) 

Kossen Equipment, Inc. 
748 Lakeside Drive 
Mobile, AL 36693 
Tel:  (251) 602-1444 
Fax:  (251) 602-1411 
micksuth@bellsouth.net 
Mick Sutherland 
 
MISSOURI (EAST) 

Electrorep-Energy Products, Inc. 
2121 Schuetz Road 
St. Louis, MO  63146 
Phone:  (314) 991-2600 
Fax:  (314) 991-3852 
fherdlick@elecrep.com 
Fred Herdlick 
tsupranowich@elecrep.com 
Tim Supranowich 
 
MISSOURI (WEST) 

Electrorep-Energy Products, Inc. 
5415 Raytown Road 
Raytown, MO 64133 
Tel:  (816) 358-9200 
Fax:  (816) 358-9202 
shawn@eepikc.com 
Shawn Unthank 
bob@eepikc.com 
Bob Berland 
 
MISSOURI 

Transportation Products (RAILROAD) 
618 Cepi Drive, Suite B 
Chesterfield, MO 63005 
Tel:  (636) 532-1144 
Fax:  (636) 532-1482 
wwinzen@tpsrail.com 
Walter Winzen 
 
MONTANA 

Telcom Marketing, Ltd. 
P.O. Box 6251 
North Logan, UT  84341 
Phone:  (435) 792-4006 
Fax:  (435) 787-2958 
telcomdan@aol.com 
Dan Broschinsky 
 

NEBRASKA 

Electrorep-Energy Products, Inc. 
5415 Raytown Road 
Raytown, MO 64133 
Tel:  (816) 358-9200 
Fax:  (816) 358-9202 
shawn@eepikc.com 
Shawn Unthank 
bob@eepikc.com 
 
NEVADA 

Ingalls Power Products 
2525 Nelson Mandela Pkwy 
Oakland, CA 94607 
Tel:  (510) 874-1492 
Fax:  (510) 874-4230 
Ringalls@ingallspower.com 
Rob Ingalls 
 
NEW HAMPSHIRE 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 
NEW JERSEY 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
NEW MEXICO 

Telecom Marketing, Ltd. 
1750 S. Los Feliz 
Suite 102 
Tempe, AZ  85281 
Phone:  (480) 981-0576 
Fax:  (480) 832-7243 
telcombro@aol.com 
Tom Broschinsky 
 
NEW YORK 

Octech 
8 Morgan Street 
Saratoga Springs, NY 12866 
Tel:  (518) 583-6038 
Fax:  (518) 583-6038 
Oconnorjt1@aol.com 
John O’Connor 
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NEW YORK (SOUTH) 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 

NORTH CAROLINA 

Electrorep-Energy Products, Inc. 
814 Tyvola Road 
Suite 115 
Charlotte, NC  28217 
Phone:  (704) 679-0797 
Fax:  (704) 679-3990 
eepiwm02@hotmail.com 
Wayne Munn 
eepileewest@hotmail.com 
Lee West 
 
NORTH DAKOTA 

Telecom Marketing, Ltd. 
1955 East 40 St. Hwy. 37 
Hibbing, MN  55746 
Phone:  (218) 262-3801 
Fax:  (218) 262-3312 
dean.laliberte@powerproductservices.com 
Dean Laliberte 
 
OHIO (NORTH) 

American Electric Equipment, Inc. 
27356 W. Oviatt Road 
Bay Village, OH  44140 
Phone:  (440) 835-2080 
Fax:  (440) 835-0383 
americanelectric@sbcglobal.net 
Larry Wynocker 
 
OHIO (SOUTH) 

Tri-City Industrial Power, Inc. 
915 N. Main Street 
Miamisburg, OH  45342 
Phone:  (937) 866-4099 
Fax:  (937) 866-5438 
Tcidayton@aol.com 
Bob Tyndall 
 
OREGON 

Battery Power Systems 
201 Frontage Road N. 
Suite A 
Pacific, WA  98047 
Phone:  (253) 931-8222 
Fax:  (253) 939-7380 
jclifford@batterypowersystems.com  
Jim Clifford 
 

PENNSYLVANIA (EAST) 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
PENNSYLVANIA (WEST) 

Muller Harper 
P.O. Box 15518 
Pittsburgh, PA  15244 
Phone:  (412) 787-0911 
Fax:  (412) 787-2532 
muller.harper@verizon.net 
Jeff Scott 
 
RHODE ISLAND 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 
SOUTH CAROLINA 

Electrorep-Energy Products, Inc. 
814 Tyvola Road 
Suite 115 
Charlotte, NC  28217 
Phone:  (704) 679-0797 
Fax:  (704) 679-3990 
eepiwm02@hotmail.com 
Wayne Munn 
eepileewest@hotmail.com 
Lee West 
 

SOUTH DAKOTA 

Telecom Marketing, Ltd. 
1955 East 40 St. Hwy. 37 
Hibbing, MN  55746 
Phone:  (218) 262-3801 
Fax:  (218) 262-3312 
dean.laliberte@powerproductservices.com 
Dean Laliberte 
 
TENNESSEE (EAST) 

T.S. Williams & Associates 
102 Amos Drive 
Cumming, GA  30040 
Phone:  (678) 947-1400 
Fax:  (678) 947-1444 
office@tswilliams.com 
Sam Wilson 
 



 
 

 

GS-07F-9432S www.exide.com Page 13 

TENNESSEE (WEST) 

Crim Sales & Engineering, Inc. 
2067 Valleydale Terrace 
Birmingham, AL  35244 
Phone:  (205) 988-0042 
Fax:  (205) 987-8967 
Crim@bellsouth.net 
Hollen Crim 
 
UTAH 

Telcom Marketing, Ltd. 
P.O. Box 6251 
North Logan, UT  84341 
Phone:  (435) 792-4006 
Fax:  (435) 787-2958 
telcomdan@aol.com 
Dan Broschinsky 
 
VERMONT 

Support Power, Inc. 
1593A Locust Avenue 
Bohemia, NY  11716 
Tel:  (631) 218-0876 
Fax:  (631) 218-2695 
spipower@aol.com 
Ken Isabelle 
Roger deRoziere 
 
VIRGINIA 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
WASHINGTON 

Battery Power Systems 
201 Frontage Road N. 
Suite A 
Pacific, WA  98047 
Phone:  (253) 931-8222 
Fax:  (253) 939-7380 
jclifford@batterypowersystems.com  
Jim Clifford 
 
WASHINGTON, D.C. 

Industrial Battery & Service, Inc. 
535 Andrews Road 
Suite 200 
Trevose, PA 19053 
Tel:  (215) 942-8797 
Fax:  (215) 942-8799 
ibs@ibsbattery.com 
William McKenty 
 
WEST VIRGINIA 

Keystone Mountaineer Power Systems, Inc. 
80 Stewart Avenue 
Washington, PA  15301 
Phone:  (724) 228-4160 
Fax:  (724) 228-4165 
briggs@kmpsi.com 
Charles Riggs 

WISCONSIN (NW) 

Telecom Marketing, Ltd. 
1955 East 40 St. Hwy. 37 
Hibbing, MN  55746 
Phone:  (218) 262-3801 
Fax:  (218) 262-3312 
dean.laliberte@powerproductservices.com 
Dean Laliberte 
 
WYOMING 

Telcom Marketing, Ltd. 
P.O. Box 6251 
North Logan, UT  84341 
Phone:  (435) 792-4006 
Fax:  (435) 787-2958 
telcomdan@aol.com 
Dan Broschinsky 
 
Guam 

A & P Power Guam 
PMB 201 674 Hamon Loop Road 
Dedeo, Guam  96912 
Phone:  (671) 637-5320 
Fax: (671) 637-5320 
david@appower.com 
David Rodriguez 
 
Nuclear Logistics, Inc. (Nuclear Batteries) 
7450 Whitehall Street 
Fort Worth, TX  76118 
Phone:  (817) 284-0077 
Fax: (817) 590-0484 
generalinfo@nuclearlogistics.com 
Archie Bell 
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STANDARD ABSOLYTE GP

          GSA PRICE LIST PRICE

 CELL

TYPE 

  PRICE PER 

CELL 

 12-VOLT 

6 CELLS 

 24-VOLT 

12 CELLS 

 48-VOLT

24 CELLS 

  PRICE PER 

CELL 

 12-VOLT 

6 CELLS 

 24-VOLT 

12 CELLS 

 48-VOLT

24 CELLS 

50G07 $150.53 $903.15 $1,806.30 $3,612.61 $331.99 $1,991.95 $3,983.90 $7,967.81

50G09 $178.04 $1,068.21 $2,136.42 $4,272.84 $392.67 $2,356.00 $4,712.00 $9,423.99

50G13 $227.35 $1,364.07 $2,728.14 $5,456.28 $501.42 $3,008.53 $6,017.07 $12,034.14

90G07 $189.45 $1,136.73 $2,273.45 $4,546.90 $417.85 $2,507.11 $5,014.22 $10,028.45

90G09 $221.64 $1,329.81 $2,659.63 $5,319.25 $488.83 $2,932.98 $5,865.96 $11,731.91

90G11 $261.08 $1,566.50 $3,133.00 $6,266.01 $575.83 $3,455.01 $6,910.01 $13,820.03

90G13 $304.68 $1,828.10 $3,656.21 $7,312.42 $672.00 $4,031.99 $8,063.97 $16,127.94

90G15 $334.27 $2,005.62 $4,011.24 $8,022.48 $737.25 $4,423.51 $8,847.01 $17,694.03

100G13 $318.18 $1,909.08 $3,818.15 $7,636.31 $701.76 $4,210.57 $8,421.15 $16,842.30

100G15 $360.22 $2,161.34 $4,322.67 $8,645.35 $794.49 $4,766.95 $9,533.89 $19,067.79

100G17 $399.15 $2,394.91 $4,789.82 $9,579.64 $880.35 $5,282.11 $10,564.21 $21,128.43

100G19 $434.45 $2,606.68 $5,213.37 $10,426.73 $958.20 $5,749.19 $11,498.37 $22,996.74

100G21 $471.30 $2,827.80 $5,655.60 $11,311.20 $1,039.48 $6,236.87 $12,473.74 $24,947.48

100G23 $506.60 $3,039.57 $6,079.15 $12,158.30 $1,117.32 $6,703.95 $13,407.90 $26,815.80

100G25 $542.41 $3,254.46 $6,508.92 $13,017.85 $1,196.32 $7,177.90 $14,355.79 $28,711.58

100G27 $584.97 $3,509.84 $7,019.67 $14,039.34 $1,290.19 $7,741.14 $15,482.28 $30,964.55

100G29 $628.05 $3,768.32 $7,536.65 $15,073.30 $1,385.21 $8,311.25 $16,622.50 $33,244.99

100G31 $672.69 $4,036.16 $8,072.31 $16,144.62 $1,483.66 $8,901.96 $17,803.93 $35,607.86

100G33 $715.77 $4,294.64 $8,589.29 $17,178.58 $1,578.68 $9,472.08 $18,944.15 $37,888.30

100G39 $937.93 $5,627.57 $11,255.14 $22,510.29 $2,068.65 $12,411.92 $24,823.84 $49,647.69

100G45 $1,074.44 $6,446.64 $12,893.27 $25,786.55 $2,369.74 $14,218.42 $28,436.83 $56,873.66

100G51 $1,197.97 $7,187.84 $14,375.69 $28,751.38 $2,642.20 $15,853.19 $31,706.38 $63,412.76

100G57 $1,304.38 $7,826.28 $15,652.56 $31,305.12 $2,876.88 $17,261.29 $34,522.59 $69,045.18

100G63 $1,415.46 $8,492.74 $16,985.49 $33,970.97 $3,121.87 $18,731.22 $37,462.44 $74,924.87

100G69 $1,520.83 $9,124.95 $18,249.90 $36,499.80 $3,354.26 $20,125.58 $40,251.17 $80,502.34

100G75 $1,627.75 $9,766.50 $19,533.00 $39,066.00 $3,590.09 $21,540.56 $43,081.11 $86,162.23

100G81 $1,754.92 $10,529.51 $21,059.01 $42,118.03 $3,870.57 $23,223.41 $46,446.83 $92,893.65

100G87 $1,885.20 $11,311.20 $22,622.40 $45,244.80 $4,157.91 $24,947.48 $49,894.96 $99,789.93

100G93 $2,062.64 $12,375.83 $24,751.65 $49,503.31 $4,549.26 $27,295.57 $54,591.15 $109,182.30

100G99 $2,147.32 $12,883.93 $25,767.86 $51,535.73 $4,736.04 $28,416.23 $56,832.45 $113,664.90

GS-07F-9432S Page 14
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UL 94 V 0 / 28% L.O.I.

          GSA PRICE LIST PRICE

 CELL

TYPE 

 PRICE PER 

CELL 

 12-VOLT 

6 CELLS 

 24-VOLT 

12 CELLS 

 48-VOLT

24 CELLS 

 PRICE PER 

CELL 

 12-VOLT 

6 CELLS 

 24-VOLT 

12 CELLS 

 48-VOLT

24 CELLS 

50G07V $162.46 $974.78 $1,949.56 $3,899.13 $358.32 $2,149.93 $4,299.87 $8,599.74

50G09V $192.57 $1,155.41 $2,310.82 $4,621.65 $424.72 $2,548.32 $5,096.65 $10,193.30

50G13V $246.03 $1,476.19 $2,952.37 $5,904.75 $542.64 $3,255.81 $6,511.62 $13,023.24

90G07V $204.51 $1,227.04 $2,454.08 $4,908.16 $451.05 $2,706.31 $5,412.61 $10,825.23

90G09V $239.28 $1,435.70 $2,871.40 $5,742.80 $527.75 $3,166.52 $6,333.03 $12,666.07

90G11V $282.36 $1,694.19 $3,388.38 $6,776.75 $622.77 $3,736.63 $7,473.25 $14,946.51

90G13V $328.56 $1,971.36 $3,942.73 $7,885.45 $724.66 $4,347.95 $8,695.90 $17,391.80

90G15V $361.26 $2,167.56 $4,335.13 $8,670.26 $796.78 $4,780.68 $9,561.37 $19,122.74

100G13V $344.13 $2,064.79 $4,129.58 $8,259.17 $759.00 $4,554.01 $9,108.03 $18,216.06

100G15V $389.29 $2,335.74 $4,671.48 $9,342.95 $858.60 $5,151.60 $10,303.20 $20,606.40

100G17V $431.85 $2,591.11 $5,182.22 $10,364.45 $952.47 $5,714.84 $11,429.68 $22,859.37

100G19V $469.74 $2,818.46 $5,636.91 $11,273.83 $1,036.04 $6,216.26 $12,432.53 $24,865.06

100G21V $509.19 $3,055.15 $6,110.29 $12,220.58 $1,123.05 $6,738.29 $13,476.59 $26,953.17

100G23V $547.60 $3,285.60 $6,571.21 $13,142.42 $1,207.76 $7,246.58 $14,493.17 $28,986.34

100G25V $586.01 $3,516.06 $7,032.13 $14,064.26 $1,292.48 $7,754.88 $15,509.75 $31,019.50

100G27V $631.69 $3,790.12 $7,580.25 $15,160.50 $1,393.22 $8,359.33 $16,718.66 $33,437.32

100G29V $679.44 $4,076.64 $8,153.28 $16,306.57 $1,498.54 $8,991.26 $17,982.52 $35,965.04

100G31V $726.67 $4,360.04 $8,720.09 $17,440.18 $1,602.72 $9,616.32 $19,232.64 $38,465.28

100G33V $772.87 $4,637.22 $9,274.44 $18,548.87 $1,704.61 $10,227.64 $20,455.29 $40,910.57

100G39V $1,012.15 $6,072.92 $12,145.84 $24,291.68 $2,232.36 $13,394.16 $26,788.32 $53,576.64

100G45V $1,160.08 $6,960.50 $13,921.00 $27,842.00 $2,558.63 $15,351.77 $30,703.54 $61,407.07

100G51V $1,293.48 $7,760.88 $15,521.76 $31,043.52 $2,852.84 $17,117.05 $34,234.10 $68,468.20

100G57V $1,408.71 $8,452.26 $16,904.52 $33,809.03 $3,106.99 $18,641.92 $37,283.85 $74,567.69

100G63V $1,528.61 $9,171.66 $18,343.33 $36,686.66 $3,371.44 $20,228.62 $40,457.23 $80,914.46

100G69V $1,642.28 $9,853.70 $19,707.40 $39,414.80 $3,622.15 $21,732.88 $43,465.77 $86,931.53

100G75V $1,759.07 $10,554.42 $21,108.84 $42,217.69 $3,879.73 $23,278.36 $46,556.73 $93,113.45

100G81V $1,895.06 $11,370.37 $22,740.75 $45,481.49 $4,179.66 $25,077.99 $50,155.98 $100,311.96

100G87V $2,035.73 $12,214.35 $24,428.71 $48,857.41 $4,489.91 $26,939.43 $53,878.87 $107,757.73

100G93V $2,178.98 $13,073.90 $26,147.81 $52,295.62 $4,805.87 $28,835.22 $57,670.44 $115,340.89

100G99V $2,319.13 $13,914.77 $27,829.54 $55,659.08 $5,114.97 $30,689.80 $61,379.60 $122,759.19
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Absolyte GP Module Weights and Dimensions

 Nom 

 Ah 

 Module  Cap 

 Type  Volts  (8hr.) IN MM IN MM IN MM LBS KGS LBS KGS LBS KGS

50A’s

6-50G07 12 160 21.69 551 8.53 217 16.22 412 209 95 228 104 280 127

6-50G09 12 210 26.19 665 8.53 217 16.22 412 252 114 271 123 323 147

6-50G13 12 320 35.19 894 8.53 217 16.22 412 356 162 381 173 433 197

90A’s

6-90G07 12 265 21.69 551 8.53 217 23.56 599 316 143 335 152 413 187

6-90G09 12 350 26.19 665 8.53 217 23.56 599 396 180 415 188 493 224

6-90G11 12 440 30.69 780 8.53 217 23.56 599 477 216 502 228 581 264

6-90G13 12 530 35.19 894 8.53 217 23.56 599 557 253 582 264 661 300

6-90G15 12 615 39.69 1008 8.59 218 23.56 599 637 289 668 303 747 339

100A’s

3-100G13 6 600 19.93 506 8.53 217 26.38 670 328 149 356 162 436 198

3-100G15 6 700 22.18 563 8.59 218 26.38 670 374 170 408 185 489 222

3-100G17 6 800 24.50 622 8.59 218 26.38 670 424 192 446 202 528 240

3-100G19 6 900 26.75 679 8.59 218 26.38 670 470 213 491 223 574 260

3-100G21 6 1000 29.00 737 8.59 218 26.38 670 515 234 539 245 623 283

3-100G23 6 1100 31.25 794 8.59 218 26.38 670 561 255 589 267 674 306

3-100G25 6 1200 33.50 851 8.59 218 26.38 670 608 276 637 289 723 328

3-100G27 6 1300 35.75 908 8.59 218 26.38 670 653 296 684 310 772 350

3-100G29 6 1400 38.00 965 8.59 218 26.38 670 704 319 736 334 824 347

3-100G31 6 1500 40.25 1022 8.59 218 26.38 670 750 340 783 355 873 396

3-100G33 6 1600 42.50 1080 8.59 218 26.38 670 795 361 829 376 920 417

1-100G39 2 1800 19.93 506 8.53 217 26.38 670 328 149 356 162 436 198

1-100G45 2 2100 22.18 563 8.59 218 26.38 670 374 170 408 185 489 222

1-100G51 2 2400 24.50 622 8.59 218 26.38 670 424 192 446 202 528 240

1-100G57 2 2700 26.75 679 8.59 218 26.38 670 470 213 491 223 574 260

1-100G63 2 3000 29.00 737 8.59 218 26.38 670 515 234 539 245 623 283

1-100G69 2 3300 31.25 794 8.59 218 26.38 670 561 255 589 267 674 306

1-100G75 2 3600 33.50 851 8.59 218 26.38 670 608 276 637 289 723 328

1-100G81 2 3900 35.75 908 8.59 218 26.38 670 653 296 684 310 772 350

1-100G87 2 4200 38.00 965 8.59 218 26.38 670 704 319 736 334 824 374

1-100G93 2 4500 40.25 1022 8.59 218 26.38 670 750 340 783 355 873 396

1-100G99 2 4800 42.50 1080 8.59 218 26.38 670 795 361 829 376 920 417

* Includes 77 mm (3") additional for Module Cover Assembly

Height* Weight Weight Weight

Stacking Dimensions Domestic Export

Length Width Depth or Unpacked Packed Packed
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Absolyte GP Performance Specifications - Amperes to 1.75 Final Volts Per Cell @25°C (77°F)

Cell 1 Min.

Type 24 12 10 8 7 6 5 4 3 2 1 30 15 1 to 1.50

50A’s

50G07V 7.7 14 16 19 22 24 28 33 41 56 87 142 199 283 464

50G09V 10 18 22 26 29 33 37 44 55 75 116 189 266 378 621

50G13V 15 28 33 39 44 49 56 67 83 112 175 284 399 543 891

90A’s

90G07V 12 23 27 32 36 41 47 55 69 93 151 214 264 352 629

90G09V 17 31 36 43 48 54 63 74 92 124 201 285 353 460 823

90G11V 21 39 46 54 60 68 78 93 115 155 251 357 441 559 999

90G13V 25 47 55 65 73 82 94 111 138 186 302 428 529 658 1176

90G15V 30 55 64 76 85 96 110 130 162 217 352 499 618 737 1316

100A’s

100G13V 29 54 62 75 83 93 107 128 158 212 312 446 559 680 1193

100G15V 33 63 73 87 96 109 125 149 184 248 364 520 652 757 1327

100G17V 38 72 83 100 110 125 143 170 211 283 416 595 745 991 1738

100G19V 43 81 94 112 124 140 161 192 237 319 468 669 838 1087 1906

100G21V 48 90 104 125 138 156 179 213 264 354 520 744 932 1187 2081

100G23V 53 99 115 137 152 172 197 234 290 390 572 818 1025 1271 2228

100G25V 58 108 125 150 166 187 215 256 316 425 624 892 1118 1361 2386

100G27V 62 117 135 162 180 203 233 277 343 461 676 967 1211 1434 2513

100G29V 67 127 146 175 193 219 251 298 369 496 728 1041 1304 1677 2939

100G31V 72 136 156 187 207 234 269 320 396 532 780 1116 1398 1781 3121

100G33V 77 145 167 200 221 250 287 341 422 567 832 1190 1491 1866 3270

100G39V 87 162 186 225 249 279 321 384 474 636 936 1338 1677 2040 3579

100G45V 99 189 219 261 288 327 375 447 552 744 1092 1560 1956 2271 3981

100G51V 114 216 249 300 330 375 429 510 633 849 1248 1785 2235 2973 5214

100G57V 129 243 282 336 372 420 483 576 711 957 1404 2007 2514 3261 5718

100G63V 144 270 312 375 414 468 537 639 792 1062 1560 2232 2796 3561 6243

100G69V 159 297 345 411 456 516 591 702 870 1170 1716 2454 3075 3813 6684

100G75V 174 324 375 450 498 561 645 768 948 1275 1872 2676 3354 4083 7158

100G81V 186 351 405 486 540 609 699 831 1029 1383 2028 2901 3633 4302 7539

100G87V 201 381 438 525 579 657 753 894 1107 1488 2184 3123 3912 5031 8817

100G93V 216 408 468 561 621 702 807 960 1188 1596 2340 3348 4194 5343 9363

100G99V 231 435 501 600 663 750 861 1023 1266 1701 2496 3570 4473 5598 9810

Hours Minutes
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Absolyte GP Performance Specifications - Amperes to 1.78 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1 30 15 1

50A’s
50G07V 7.7 13 16 19 21 24 27 33 41 55 85 136 189 267

50G09V 10 18 21 25 28 32 37 44 54 73 114 182 252 357

50G13V 15 27 32 38 43 48 55 66 82 110 171 273 378 513

90A’s
90G07V 12 23 27 32 36 40 46 54 67 90 145 200 244 322

90G09V 17 31 36 43 48 54 62 72 90 121 193 267 326 421

90G11V 21 39 45 54 60 68 77 91 112 151 242 334 408 512

90G13V 25 47 55 65 72 81 93 109 135 181 290 401 489 602

90G15V 30 55 64 76 84 95 109 127 157 212 338 468 571 674

100A’s
100G13V 28 54 62 73 82 92 106 126 157 207 306 421 480 631

100G15V 33 63 72 86 96 108 123 147 183 241 357 492 560 703

100G17V 38 72 83 98 109 123 141 168 209 276 408 562 640 920

100G19V 43 81 93 110 123 138 159 189 236 310 459 632 720 1009

100G21V 48 90 103 122 137 154 176 210 262 345 511 703 800 1102

100G23V 52 99 114 135 151 169 194 231 288 379 562 773 880 1180

100G25V 57 108 124 147 164 185 212 252 314 414 613 843 960 1263

100G27V 62 117 134 159 178 200 229 273 341 449 664 913 1041 1331

100G29V 67 126 145 172 192 216 247 294 367 483 715 984 1121 1556

100G31V 72 135 155 184 206 231 265 315 393 518 766 1054 1201 1653

100G33V 76 144 166 196 219 246 282 336 419 552 817 1124 1281 1731

100G39V 84 162 186 219 246 276 318 378 471 621 918 1263 1440 1893

100G45V 99 189 216 258 288 324 369 441 549 723 1071 1476 1680 2109

100G51V 114 216 249 294 327 369 423 504 627 828 1224 1686 1920 2760

100G57V 129 243 279 330 369 414 477 567 708 930 1377 1896 2160 3027

100G63V 144 270 309 366 411 462 528 630 786 1035 1533 2109 2400 3306

100G69V 156 297 342 405 453 507 582 693 864 1130 1686 2319 2640 3540

100G75V 171 324 372 441 492 555 636 756 942 1137 1839 2529 2880 3789

100G81V 186 351 402 477 534 600 687 819 1023 1242 1992 2739 3123 3993

100G87V 201 378 435 516 576 648 741 882 1101 1347 2145 2952 3363 4668

100G93V 216 405 465 552 618 693 795 945 1179 1449 2298 3162 3603 4959

100G99V 228 432 498 588 657 738 846 1008 1257 1554 2451 3372 3843 5193

Hours Minutes

GS-07F-9432S Page 18



EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.80 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1 30 15 1

50A’s
50G07V 7.7 13 16 19 21 24 27 32 40 54 83 132 181 253

50G09V 10 18 21 25 28 32 36 43 53 72 111 176 241 338

50G13V 15 27 32 38 42 48 54 65 80 108 167 264 362 486

90A’s
90G07V 12 23 27 32 35 40 45 53 66 88 141 192 230 293

90G09V 17 31 36 43 47 53 61 71 88 118 189 256 307 383

90G11V 21 39 45 53 59 67 76 88 110 147 236 321 384 466

90G13V 25 46 54 64 71 80 91 106 132 177 283 385 461 548

90G15V 29 54 63 75 83 93 107 124 154 206 331 449 538 613

100A’s
100G13V 28 53 62 73 82 91 105 124 155 201 301 406 460 575

100G15V 33 62 72 85 95 107 123 145 181 235 351 474 537 640

100G17V 38 71 82 97 109 122 140 165 207 269 401 542 614 838

100G19V 42 80 93 110 123 137 158 186 233 302 451 610 691 919

100G21V 47 89 103 122 136 153 175 207 259 336 502 678 768 1004

100G23V 52 98 113 134 150 168 193 228 285 369 552 745 845 1075

100G25V 57 107 124 146 164 183 211 248 311 403 602 813 921 1151

100G27V 61 116 134 159 177 199 228 269 337 437 652 881 998 1212

100G29V 66 125 144 171 191 214 246 290 363 470 702 949 1075 1418

100G31V 71 134 155 183 205 229 263 311 389 504 753 1017 1152 1506

100G33V 76 143 165 195 218 245 281 331 415 538 803 1084 1229 1577

100G39V 84 159 186 219 246 273 315 372 465 603 903 1218 1380 1725

100G45V 99 186 216 255 285 321 369 435 543 705 1053 1422 1611 1920

100G51V 114 213 246 291 327 366 420 495 621 807 1203 1626 1842 2514

100G57V 126 240 279 330 369 411 474 558 699 906 1353 1830 2073 2757

100G63V 141 267 309 366 408 459 525 621 777 1008 1506 2034 2304 3012

100G69V 156 294 339 402 450 504 579 684 855 1107 1656 2235 2535 3225

100G75V 171 321 372 438 492 549 633 744 933 1209 1806 2439 2763 3453

100G81V 183 348 402 477 531 597 684 807 1011 1311 1956 2643 2994 3636

100G87V 198 375 432 513 573 642 738 870 1089 1410 2106 2847 3225 4254

100G93V 213 402 465 549 615 687 789 933 1167 1512 2259 3051 3456 4518

100G99V 228 429 495 585 654 735 843 993 1245 1614 2409 3252 3687 4731

Hours Minutes
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.81 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1 30 15 1

50A’s
50G07V 7.6 13 15 19 21 23 27 32 40 53 82 129 177 244

50G09V 10 18 21 25 28 31 36 43 53 71 109 172 236 326

50G13V 15 27 31 38 42 47 54 64 80 106 164 259 354 468

90A’s
90G07V 12 23 27 32 35 39 45 53 65 87 138 187 224 284

90G09V 16 31 36 42 47 53 60 71 87 116 184 250 298 372

90G11V 21 38 45 53 59 66 76 89 109 145 230 312 373 451

90G13V 25 46 54 64 70 79 91 107 131 175 276 375 448 531

90G15V 29 54 63 74 82 93 106 125 153 204 322 437 522 595

100A’s
100G13V 28 53 61 73 81 91 104 123 156 201 298 397 449 550

100G15V 33 62 72 85 95 106 122 144 182 235 348 463 524 612

100G17V 37 71 82 97 108 122 139 164 208 268 398 529 599 802

100G19V 42 80 92 109 122 137 157 185 234 302 447 595 674 879

100G21V 47 89 103 121 135 152 174 205 260 335 497 662 749 960

100G23V 52 97 113 134 149 167 191 226 286 369 547 728 823 1028

100G25V 56 106 123 146 162 183 209 246 312 402 597 794 898 1101

100G27V 61 115 134 158 176 198 226 267 338 436 646 860 973 1160

100G29V 66 124 144 170 190 213 244 288 364 470 696 926 1048 1356

100G31V 71 133 154 182 203 228 261 308 390 503 746 993 1123 1440

100G33V 75 142 164 195 217 244 279 329 416 537 796 1059 1198 1509

100G39V 84 159 183 219 243 273 312 369 468 603 894 1191 1347 1650

100G45V 99 186 216 255 285 318 366 432 546 705 1044 1389 1572 1836

100G51V 111 213 246 291 324 366 417 492 624 804 1194 1587 1797 2406

100G57V 126 240 276 327 366 411 471 555 702 906 1341 1785 2022 2637

100G63V 141 267 309 363 405 456 522 615 780 1005 1491 1986 2247 2880

100G69V 156 291 339 402 447 501 573 678 858 1107 1641 2184 2469 3084

100G75V 168 318 369 438 486 549 627 738 936 1206 1791 2382 2694 3303

100G81V 183 345 402 474 528 594 678 801 1014 1308 1938 2580 2919 3480

100G87V 198 372 432 510 570 639 732 864 1092 1410 2088 2778 3144 4068

100G93V 213 399 462 546 609 684 783 924 1170 1509 2238 2979 3369 4320

100G99V 225 426 492 585 651 732 837 987 1248 1611 2388 3177 3594 4527

Hours Minutes
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.83 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 7.5 13 15 18 20 23 26 31 39 52 80

50G09V 10 18 20 24 27 31 35 41 52 69 106

50G13V 15 27 31 37 41 46 53 62 78 104 160

90A’s
90G07V 12 23 26 31 35 39 44 52 64 85 131

90G09V 16 30 35 41 46 52 59 70 86 113 175

90G11V 20 38 44 52 58 65 74 88 108 142 219

90G13V 25 46 53 62 70 78 89 105 129 170 263

90G15V 29 53 62 72 82 92 104 123 151 199 307

100A’s
100G13V 28 53 61 72 80 89 102 121 151 195 286

100G15V 32 61 71 84 94 104 119 141 176 227 334

100G17V 37 70 81 96 107 119 136 161 201 260 382

100G19V 42 79 91 108 120 134 153 181 227 293 430

100G21V 47 88 102 120 134 149 170 202 252 325 478

100G23V 51 97 112 132 147 164 187 222 277 358 525

100G25V 56 106 122 144 161 179 204 242 302 390 573

100G27V 61 115 132 156 174 194 221 262 328 423 621

100G29V 65 123 143 168 188 209 238 282 353 455 669

100G31V 70 132 153 180 201 224 255 303 378 488 717

100G33V 75 141 163 192 214 239 272 323 403 520 764

100G39V 84 159 183 216 240 267 306 363 453 585 858

100G45V 96 183 213 252 282 312 357 423 528 681 1002

100G51V 111 210 243 288 321 357 408 483 603 780 1146

100G57V 126 237 273 324 360 402 459 543 681 879 1290

100G63V 141 264 306 360 402 447 510 606 756 975 1434

100G69V 153 291 336 396 441 492 561 666 831 1074 1575

100G75V 168 318 366 432 483 537 612 726 906 1170 1719

100G81V 183 345 396 468 522 582 663 786 984 1269 1863

100G87V 195 369 429 504 564 627 714 846 1059 1365 2007

100G93V 210 396 459 540 603 672 765 909 1134 1464 2151

100G99V 225 423 489 576 642 717 816 969 1209 1560 2292

Hours
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.84 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 7.5 13 15 18 20 23 26 31 38 51 78

50G09V 10 18 20 24 27 30 35 41 51 68 104

50G13V 15 27 30 36 41 46 52 62 77 102 156

90A’s
90G07V 12 22 26 31 34 38 43 51 63 84 129

90G09V 16 30 35 41 46 51 58 68 84 112 172

90G11V 20 38 44 51 57 64 73 86 106 140 215

90G13V 25 45 53 62 69 77 87 103 127 168 258

90G15V 29 53 62 72 80 90 102 120 148 196 301

100A’s
100G13V 28 52 60 72 80 89 100 119 148 191 279

100G15V 32 61 70 84 93 103 117 139 173 223 325

100G17V 37 70 81 96 106 118 134 159 198 255 372

100G19V 42 79 91 108 120 133 151 179 222 287 418

100G21V 46 87 101 120 133 148 167 199 247 319 465

100G23V 51 96 111 132 146 163 184 219 272 350 511

100G25V 56 105 121 144 160 178 201 239 297 382 558

100G27V 60 114 131 156 173 193 218 259 322 414 604

100G29V 65 122 141 168 187 207 235 279 346 446 651

100G31V 70 131 152 180 200 222 251 299 371 478 697

100G33V 74 140 162 192 213 237 268 319 396 510 744

100G39V 84 156 180 216 240 267 300 357 444 573 837

100G45V 96 183 210 252 279 309 351 417 519 669 975

100G51V 111 210 243 288 318 354 402 477 594 765 1116

100G57V 126 237 273 324 360 399 453 537 666 861 1254

100G63V 138 261 303 360 399 444 501 597 741 957 1395

100G69V 153 288 333 396 438 489 552 657 816 1050 1533

100G75V 168 315 363 432 480 534 603 717 891 1146 1674

100G81V 180 342 393 468 519 579 654 777 966 1242 1812

100G87V 195 366 423 504 561 621 705 837 1038 1338 1953

100G93V 210 393 456 540 600 666 753 897 1113 1434 2091

100G99V 222 420 486 576 639 711 804 957 1188 1530 2232

Hours
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.86 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 7.3 13 15 18 20 22 25 30 37 49 75

50G09V 9.8 17 20 24 26 30 34 40 49 66 100

50G13V 14 26 30 36 40 45 51 61 74 99 150

90A’s
90G07V 12 22 26 30 34 38 43 51 62 80 123

90G09V 16 30 35 41 45 50 58 68 82 107 164

90G11V 20 37 43 51 56 63 72 86 103 134 205

90G13V 24 45 52 61 68 76 87 103 124 161 246

90G15V 28 52 61 71 79 89 101 120 144 188 287

100A’s
100G13V 27 51 59 70 77 86 98 115 141 181 265

100G15V 31 60 69 81 90 100 115 135 164 212 309

100G17V 36 68 79 93 103 115 131 154 188 242 353

100G19V 41 77 89 105 116 129 148 173 212 272 397

100G21V 45 85 99 117 129 144 164 193 235 303 442

100G23V 50 94 108 128 141 158 181 212 259 333 486

100G25V 54 103 118 140 154 173 197 231 282 363 530

100G27V 59 111 128 152 167 187 213 251 306 394 574

100G29V 63 120 138 163 180 201 230 270 329 424 618

100G31V 68 128 148 175 193 216 246 289 353 454 663

100G33V 73 137 158 187 206 230 263 309 377 484 707

100G39V 81 153 177 210 231 258 294 345 423 543 795

100G45V 93 180 207 243 270 300 345 405 492 636 927

100G51V 108 204 237 279 309 345 393 462 564 726 1059

100G57V 123 231 267 315 348 387 444 519 636 816 1191

100G63V 135 255 297 351 387 432 492 579 705 909 1326

100G69V 150 282 324 384 423 474 543 636 777 999 1458

100G75V 162 309 354 420 462 519 591 693 846 1089 1590

100G81V 177 333 384 456 501 561 639 753 918 1182 1722

100G87V 189 360 414 489 540 603 690 810 987 1272 1854

100G93V 204 384 444 525 579 648 738 867 1059 1362 1989

100G99V 219 411 474 561 618 690 789 927 1131 1452 2121

Hours
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.88 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 7.1 13 14 17 19 21 24 29 35 47 70

50G09V 9.5 17 19 23 25 28 32 38 47 62 94

50G13V 14 26 29 34 38 42 49 58 71 94 141

90A’s
90G07V 12 22 25 30 33 36 41 48 59 76 115

90G09V 16 29 33 40 44 48 55 64 79 102 153

90G11V 20 36 42 50 55 60 68 81 99 127 192

90G13V 24 44 50 60 66 73 82 97 119 153 230

90G15V 28 51 58 70 77 85 96 113 138 178 269

100A’s
100G13V 26 49 56 67 74 81 92 109 133 172 246

100G15V 30 58 66 78 86 95 107 127 156 200 287

100G17V 35 66 75 89 99 109 123 145 178 229 328

100G19V 39 74 85 100 11 122 138 163 200 258 369

100G21V 44 82 94 112 124 136 154 182 223 287 410

100G23V 48 91 104 123 136 150 169 200 245 315 451

100G25V 53 99 113 134 148 163 184 218 267 344 492

100G27V 57 107 123 145 161 177 200 236 290 373 533

100G29V 61 116 132 157 173 191 215 254 312 401 574

100G31V 66 124 142 168 186 204 231 273 334 430 615

100G33V 70 132 151 179 198 218 246 291 357 459 656

100G39V 78 147 168 201 222 243 276 327 399 516 738

100G45V 90 174 198 234 258 285 321 381 468 600 861

100G51V 105 198 225 267 297 327 369 435 534 687 984

100G57V 117 222 255 300 333 366 414 489 600 774 1107

100G63V 132 246 282 336 372 408 462 546 669 861 1230

100G69V 144 273 312 369 408 450 507 600 735 945 1353

100G75V 159 297 339 402 444 489 552 654 801 1032 1476

100G81V 171 321 369 435 483 531 600 708 870 1119 1599

100G87V 183 348 396 471 519 573 645 762 936 1203 1722

100G93V 198 372 426 504 558 612 693 819 1002 1290 1845

100G99V 210 396 453 537 594 654 738 873 1071 1377 1968

Hours
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EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.90 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 6.8 12 14 16 18 20 24 28 34 44 67

50G09V 9.1 16 18 22 25 27 32 37 46 59 89

50G13V 13 25 28 33 37 41 48 56 69 89 134

90A’s
90G07V 11 21 24 28 31 35 39 46 56 73 105

90G09V 15 28 32 38 42 46 53 62 75 98 140

90G11V 19 35 40 47 53 58 66 78 94 123 175

90G13V 23 42 48 57 63 70 79 93 113 147 210

90G15V 27 49 56 67 74 82 93 109 132 172 245

100A’s
100G13V 25 47 54 63 70 78 87 103 126 161 228

100G15V 29 55 63 74 82 91 102 120 147 188 266

100G17V 33 63 72 85 94 104 116 138 168 215 304

100G19V 38 71 81 95 106 117 131 155 189 242 342

100G21V 42 79 90 106 118 130 146 172 211 269 380

100G23V 46 87 99 117 129 143 160 190 232 295 418

100G25V 50 95 108 127 141 156 175 207 253 322 456

100G27V 55 103 117 138 153 169 189 224 274 349 494

100G29V 59 110 126 149 165 182 204 241 295 376 532

100G31V 63 118 135 159 177 195 219 259 316 403 570

100G33V 67 126 144 170 188 208 233 276 337 430 608

100G39V 75 141 162 189 210 234 261 309 378 483 684

100G45V 87 165 189 222 246 273 306 360 441 564 798

100G51V 99 189 216 255 282 312 348 414 504 645 912

100G57V 114 213 243 285 318 351 393 465 567 726 1026

100G63V 126 237 270 318 354 390 438 516 633 807 1140

100G69V 138 261 297 351 387 429 480 570 696 885 1254

100G75V 150 285 324 381 423 468 525 621 759 966 1368

100G81V 165 309 351 414 459 507 567 672 822 1047 1482

100G87V 177 330 378 447 495 546 612 723 885 1128 1596

100G93V 189 354 405 477 531 585 657 777 948 1209 1710

100G99V 201 378 432 510 564 624 699 828 1011 1290 1824

Hours

GS-07F-9432S Page 25



EXIDE TECHNOLOGIES www.exide.com

Absolyte GP Performance Specifications - Amperes to 1.92 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 6.5 11 13 15 17 19 22 26 32 42 62

50G09V 8.6 15 17 21 23 26 30 35 43 56 83

50G13V 13 23 26 31 35 39 45 53 64 84 125

90A’s
90G07V 11 20 23 27 30 33 37 44 53 68 99

90G09V 14 27 31 36 40 44 50 59 71 91 132

90G11V 18 34 38 45 51 55 63 74 88 114 165

90G13V 22 40 46 55 61 66 75 89 106 137 198

90G15V 25 47 54 64 71 77 88 103 124 160 231

100A’s
100G13V 24 45 50 59 66 72 81 96 116 148 206

100G15V 28 52 59 69 77 84 95 112 136 172 240

100G17V 32 60 67 79 88 96 108 128 155 197 275

100G19V 36 67 76 89 99 109 122 144 174 222 309

100G21V 40 75 84 99 110 121 136 160 194 247 344

100G23V 44 82 93 109 121 133 149 176 213 271 378

100G25V 48 90 101 119 132 145 163 192 233 296 412

100G27V 52 97 110 129 143 157 177 208 252 321 447

100G29V 56 105 118 139 155 169 190 224 272 345 481

100G31V 60 113 127 149 166 181 204 240 291 370 516

100G33V 64 120 135 159 177 193 217 256 311 395 550

100G39V 72 135 150 177 198 216 243 288 348 444 618

100G45V 84 156 177 207 231 252 285 336 408 516 720

100G51V 96 180 201 237 264 288 324 384 465 591 825

100G57V 108 201 228 267 297 327 366 432 522 666 927

100G63V 120 225 252 297 330 363 408 480 582 741 1032

100G69V 132 246 279 327 363 399 447 528 639 813 1134

100G75V 144 270 303 357 396 435 489 576 699 888 1236

100G81V 156 291 330 387 429 471 531 624 756 963 1341

100G87V 168 315 354 417 465 507 570 672 816 1035 1443

100G93V 180 339 381 447 498 543 612 720 873 1110 1548

100G99V 192 360 405 477 531 579 651 768 933 1185 1650

Hours
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Absolyte GP Performance Specifications - Amperes to 1.94 Final Volts Per Cell @25°C (77°F)

Cell

Type 24 12 10 8 7 6 5 4 3 2 1

50A’s
50G07V 6.1 11 12 14 16 18 21 24 30 36 56

50G09V 8.1 14 16 19 22 24 28 33 40 48 75

50G13V 12 22 25 29 33 36 42 49 60 73 112

90A’s
90G07V 10 19 21 26 28 31 35 41 49 63 91

90G09V 14 25 29 34 38 41 46 55 65 84 121

90G11V 17 32 36 43 47 52 58 69 82 105 151

90G13V 21 38 43 52 57 62 70 82 98 126 182

90G15V 24 45 50 60 66 73 81 96 115 147 212

100A’s
100G13V 22 42 47 55 62 67 75 88 107 135 182

100G15V 26 49 55 65 72 79 88 103 125 158 213

100G17V 30 56 63 74 82 90 100 118 143 181 243

100G19V 33 63 71 83 93 101 113 133 161 203 274

100G21V 37 70 79 92 103 113 126 148 179 226 304

100G23V 41 77 87 102 113 124 138 163 197 248 334

100G25V 45 84 95 111 124 135 151 177 215 271 365

100G27V 48 91 103 120 134 146 164 192 233 294 395

100G29V 52 98 110 130 145 158 176 207 251 316 426

100G31V 56 105 118 139 155 169 189 222 269 339 456

100G33V 60 112 126 148 165 180 201 237 287 362 487

100G39V 66 126 141 165 186 201 225 264 321 405 546

100G45V 78 147 165 195 216 237 264 309 375 474 639

100G51V 90 168 189 222 246 270 300 354 429 543 729

100G57V 99 189 213 249 279 303 339 399 483 609 822

100G63V 111 210 237 276 309 339 378 444 537 678 912

100G69V 123 231 261 306 339 372 414 489 591 744 1002

100G75V 135 252 285 333 372 405 453 531 645 813 1095

100G81V 144 273 309 360 402 438 492 576 699 882 1185

100G87V 156 294 330 390 435 474 528 621 753 948 1278

100G93V 168 315 354 417 465 507 567 666 807 1017 1368

100G99V 180 336 378 444 495 540 603 711 861 1086 1461

Hours
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