COLORLAB CORPORATION

Contract Number:  GS-25F-0069M

We are a Small Business providing products and services for Schedule 67—“Cameras, Photographic Printers and Related Supplies and Services”

SIN 19 100—“Photographic Services and Solutions”

Colorlab Corporation

Please visit  http://www.colorlab.com/gsa/index.html for a complete price list and ordering instructions.  Or call Customer Service:  

In Maryland—301-770-2128:  5708 Arundel Ave., Rockville, MD  20852

In New York City—212-633-8172:  27 West 20th St., #307, New York, NY  10011

Or e-mail us at info@colorlab.com 

Motion picture film processing; film-to-tape transfer (telecine); tape-to-film transfer; motion picture film preservation; tape preservation


Color Negative and Color Positive Services for 16mm, 35mm, Super 8mm—


Process and Workprint:


ECN process normal and process force 1 or 2 stops; Leader, prep, and clean



Best-lite workprint & fully timed workprint



35mm to 16mm reduction workprint 


Negative rewash; Bleach by-pass; Stabilizing for cross processing


Answer Prints:



A&B roll set-up; 
Ultra-sonic cleaning 

Single-strand, A&B, and A&B&C answer printing



Fades/dissolves; Additional roll printing


Sync optical soundtracks & 35mm optical tracks


Corrected Answer Prints: 
Single-strand and A&B printing


A&B Release Printing: 
Single-strand and A&B prints


Printing Intermediates: 
Single-strand and A&B interpositives, dupe negs, and internegatives


Special Telecine Stock: 
Kodak Teleprint Film 3395 and 2395


Release Prints from Intermediates (Color & B&W Positives): Checkprint & Release prints


Optical Reproductions 1:1 Liquid Gate



Single-strand and A&B interpositives, dupe negs, and internegatives



Single-strand positive master



Fades/Dissolves,  Frame repositioning/cropping,  Skip frame



35mm reduction print; Stretch optical; Optical cuts



Step printing, 1- and mixed ratio; In-camera dissolves; Dry running; Other special effects


Optical Blow-Ups from Small Gauge Formats, 8mm & Super 8, Liquid Gate



Blow-Ups to 16mm, S-16, and 35mm


Optical Blow-Ups from 16mm or Super 16 to 35mm, Liquid Gate



35mm color positive print, single strand and A&B



35mm color internegative, single strand and A&B  (5272)



35mm color interpositive single strand and A&B  (5244)



35mm color dupe negative, single strand and A&B (5244)


NOTE:  Original negative materials must be answer p0rinted by Colorlab before blow-up or for 1:1 optical reproduction


Black & White Negative & Positive Services for 16mm, 35mm—


Process & Workprint:



B/W neg. original processing and B/W neg—force 1 or 2; Leader, prep, and clean



Fully timed B/W workprints (timed on Digital Density Analyzer)



35mm to 16mm reduction workprint; Negative rewash


Answer Prints:



A&B roll set-up



Single-strand and A&B answer printing



Desmet Method printing pass



Fades/dissolves; 
Additional roll printing



Sync optical track to negative; 16mm optical soundtracks; 35mm optical tracks


Corrected Answer Prints: 
Single-strand and A&B  prints


Printing Intermediates:



Single-strand and A&B fine-grain master positive, 7366/5366



Single-strand and A&B duplicate negative, 7234/5234


Release Prints from Intermediates:  Checkprints and  Release prints


Optical Reproductions 1:1 Liquid Gate:



Fine-grain master positives, single strand and A&B, 7366/5366



Fine-grain duplicating negatives, single strand and A&B, 7234/5234



Single-strand positive master



Fades/dissolves; Additional roll printing; 35mm Reduction; Dry running time


Optical Blow-Ups from Small Gauge Formats, 8mm & Super 8, Liquid Gate:



Blow-ups to 16mm, S-16, & 35mm


Optical Blow-Ups from 16mm or Super 16 to 35mm, Liquid Gate:



35mm positive prints, single strand and A&B



35mm fine-grain master positive, single strand and A&B, 5366



35mm fine-grain duplicating negative, 5234, single strand and A&B


16mm Optical Sound Prints from Super 16 Original—Blow Down


Developed by Colorlab, this product enables filmmakers to deliver affordable film prints from A&B Super 16 originals to festivals or other screenings. We achieve this by liquid gate printing A&B Super 16 rolls directly on to a Super-16 7244 color interpositive. The full north-south/east-west picture is then optically repositioned on regular 16mm 7244 dupe neg stock and printed with a 16mm optical soundtrack. When this print is screened on any 16mm optical sound projector, the image size on the screen is no longer the 4:3 near-square 16mm shape usually seen, but a 1.66 theatrical-looking aspect ratio.


Miscellaneous Services—



8mm, Super 8, 9.5mm, 16mm, & 35mm Film Preservation



¼” to 16mm mag transfers; DAT to 16mm mag or video



Black and white leader; Orange-base leader—16mm/35mm; 16mm fill leader; 16mm color positive academy leader; 16mm negative academy leader



Splicing/repair; Tab-to-tab printing; Color positive tab printing


Film Raw Stock—16mm negative is stocked at Colorlab.  35mm negative is available on a per-order basis. Allow 2 days’ delivery from manufacturer to Colorlab



16mm Stock in 400’ loads:  EXR 50D 7245; EXR 100T 7248; EXR 200T 7293; EXR 320T 7277;Vision 200T 7274; Vision 250D 7246; EXR 500T 7279; Vision 800T 7289; DBL-X Neg 7222; Plus X Neg 7231



16mm Stock in 100’ daylight spools:  EXR 50D 7245; EXR 100T 7248; EXR 200T 7293; Vision 250D 7246; Vision 500T 7279; Vision 320T 7277; Vision 200T 7274;  Vision 800T 7289; DBL-X Neg 7222; Plus X Neg 7231


Video Tape Stock—


1” Tape


D-2 Digital Videotape:  DCM-12M; DCM-22M; DCM-34M; DCM-64M; DCM-94M


¾” u-Matic Master Broadcast & ¾” SP:  MBR-10 Album; MBR-20 Album; MBR-30 Album; MBR-60 Album; UCA-75 Album; SP-30 Album; SP-60 Album; BCT-30M SP; BCT-60ML SP; BCT-90ML SP


Mini-DV:  Mini-DV60; Mini-DV80


DV Cam:   PDV 34N; PDV 64N; PDV 94N; PDV 124N


VHS – ½” Broadcast (Color Plus):  T-15; T-20 Album; T-30 Album; T-60 Album; T-120 Album


Super VHS:  ST-030; ST-60; ST-120


DAT: DAT 34; DAT 64; DAT 124


Reels and Cans (plastic unless noted otherwise)--


16mm reels or cans:  400’; 600’; 800’; 1200’; 1600’; 2000’; 2300’


16mm shipping cases: 400’; 600’; 800’; 1200’; 1600’; 2000’


35mm:  1000’ metal reel; 2000’ reel or can; 4-reel ICC cases/metal;  2-reel ICC cases/metal; 3-reel/ICC cases/metal


8mm/Super 8:   400' reel & can sets


Estimating—The estimating fee charged for material that requires significant film handling is waived when the job is completed at Colorlab.  Turn-around:  allow up to 7 working days.


Film-to-Tape Transfers—NTSC & PAL—


Film-to-tape transfers are performed on two Rank Cintel MK IIICs and one URSA Enhanced Digiscan IV Flying Spot Scanners (two with 4:2:2 output and one with 4:4:4 output) featuring: enhanced pick-up tubes, digital component frame store, freeze frame, X/Y repositioning zoom, variable speed 16mm, 35mm, Super 8mm, 8mm, and 9.5mm formats with mag or optical sound, daVinci color correctors, Super 16 RTS Steadigates, Time Logic Controllers, and Peterson Wet Gate transfer system. All suites have Aaton KeyLink and Indaw digital audio work stations technology providing automatic syncing from Nagra T and DAT and keycode reading. Transfers are available to Digital Betacam, D3, D2, 1’ type C, BetacamSP NTSC & Pal, MII, ¾” BVU-950 SP, S-VHS, & PAL Digital Betacam, DVCam, MiniDV, PAL MiniDV, PAL DVCam.


NTSC—Scene-to-scene, color correction, ½ hr. min.: Supervised and non-supervised


NTSC—One-lite overall color correction, 1:1 running time, half-hour min.; reel changes charged separately (includes specialized framing)


NTSC Video Dailies—one-lite overall color correction with a minimum charge:  One-lite unscheduled, 35mm;  one-lite unscheduled, Super 16 or 16mm  (Includes specialized framing)


NTSC Video Dailies—Best-lite overall color correction with a minimum charge (every new set-up color corrected):  Best-lite, 35mm; Best-lite, super 16 or 16mm (reel changes charged separately)


Full color correction sessions for 8mm, Super 8, and 9.5mm transfers are billed at the same rate as other formats; no gate rental premiums are charged.  Transfers to DVD available. Fully color corrected broadcast quality transfers of home movies available.


PAL—Scene-to-scene color correction, 1 hour minimum:  Supervised and non-supervised



PAL ONE-LITE TRANSFERS ARE NOT AVAILABLE


Tape-to-Tape color correction, scene-to-scene:   Supervised and non-supervised


Standards Conversion to PAL, D-Beta, BCSP, & VHS:  30 minutes and 60 minutes, plus stock


The following services carry a minimum charge of 1 hour:


Keycode reading; digital frame store, Matchbox; Recording to Digital Betacam, D3, MII; recording to additional 1’ or Betacam machines; audio transfer and syncing on Nagra T/DAT smart slate or clap slate/beeper; audio transfer and syncing via Aaton KeyLink system; Simul DAT; assemble/insert edit; transfer via Peterson Wet Gate; transfer from 16mm or 35mm mag track mono, stereo, 3 or 4 track; simultaneous recording onto ¾’ or ½” (stock additional); FLEX file diskettes; DAT to 16mm mag, video, audio cassette; audio cassettes; CDs


Time code dubbing:  From D-Beta, DV Pro (stock additional), 2” Quad, Betacam, ¾”, and Betacam PAL


Preservation Services


Film Evaluations:  Include measuring shrinkage, fade percentage; repairing perforations and splices as needed; identifying emulsion-side projector scratches and rubs and re-washing as needed; identifying base-side scratches to see if liquid gate telecine is required; determining the amount of brittleness and cupping to see if film needs RePlasticizer Treatment before film or telecine preservation


Re-washing, all formats


RePlasticizer Treatment, all formats:  Involves chemically re-introducing pliability into severely brittle and distorted film, enabling preservation to film or video without the soft side-to-side and image movement characteristic of brittle and cupped film.


Hand cleaning and ultrasonic cleaning, all film formats:  Using ECCO 2000 Straight Film Cleaner and Webril Wipes, splice repair (Ultrasonic Splicing available for polyester material), perf repair, using A-D Strips for evaluation.  Perchloroethylene is used in Colorlab’s two Lipsner Smith CF3000 VCS machines.


Tape Preservation Services:  Tape Baking

