
      

 
 
 
 
                                                          GENERAL SERVICES ADMINISTRATION  
 

Federal Supply Service  
Authorized Federal Supply Schedule Price List 

 
On-line access to contract ordering information, terms and conditions, up-to-date pricing, and 

the option to create an electronic delivery order are available through GSA Advantage!, a menu-driven 
database system. 

The INTERNET address GSA Advantage! is:  GSAAdvantage.gov. 
 
 
 
Schedule Title    VEHICLE MULTIPLE AWARD SCHEDULE  (VMAS)     

FSC Group, Part, and Section or Standard Industrial Group –  GROUP 23 – SECTION V 
 
FSC Class  GROUP 38 - SPARE PARTS  (medium and heavy duty trucks) 
 (also includes military and commercial land and water based emergency and patrol vehicles)
       
Product code (SIN) 271-108 
 
Contract number  GS-30F-0032W 
 
For more information on ordering from Federal Supply Schedules click on the FSS 
Schedules button at fss.gsa.gov. 
 
Contract period   April 27, 2010  to April 27, 2015 
 
Contractor's name, address, and phone number  

Ecoair Corp. dba Eco-Tech Heavy Duty Alternators 
21 Overlook Drive, Hamden, CT 06514 
Toll Free: (866) 230-3100      Tel:  (203) 230-3000     Fax:  (203) 230-3200         

Contractor's internet address/web site          http://www.eco-techalternators.com        

Business size.  SMALL 

 

 

 



 
(ii) CUSTOMER INFORMATION:   
 

  1a. Table of awarded special item number(s) with appropriate cross-reference to item descriptions and 
   awarded price(s). 
 
      Please call us toll free (866) 230-3100 with any questions about your specific vehicle application 
 
                   Designed for vehicles that spend 
                   significant operating time at idle 
                and where fuel economy is  
                important 
                  GSA 
Part Number                 Product Description                                Discounted Price               Applications  
 
                             Alternator Output is 80% of Rated Output at Engine Idle 
 
J-305-I-US    J-180 Mount, Case Ground, 14V, 325A     $1354.84     Typical applications are fire, ambulance, shuttle bus,                  

8.5" Between Drive End Mounting Holes                                                      utility trucks & tow trucks where  high amps at idle needed 
 
 

J9-305-I-US   J-180 Mount, Case Ground, 14V, 325A   $1509.88  Typical applications are fire, trucks – a drop-in-replacement          
                     9.25" Between Drive End Mounting Holes                                             for C.E. Neihoff models A1-602, 7& 8; C611, C619, N1223 & 4 
 

P-305-I-US    Pad Mount, Case Ground, 14V, 325A          $1354.88   Typical applications are fire, ambulance, shuttle bus, utility         

                     Pre Drilled 4.25” and 5”  Holes                                                   trucks & tow trucks where high amps at idle needed  

 
J-28V/155-I-US   J-180 Mount, Case Ground, 28V, 165A    $1424.29      Typical applications are fire, ambulance, shuttle bus,                 
                     8.5" Between Drive End Mounting Holes                                                             utility trucks, tow trucks where  high amps needed 
 

IJ-28V/155-I-US   J-180 Mount,Isolated Ground,28V,165A    $1464.09     Typical applications are Isolated Ground allow for marine
                    8.5" Between Drive End Mounting Holes                                                            use for patrol and emergency  
                                                                                                                                                                                                                                                  

IJ-28V/155-IP-US   J-180 Mount,Isolated Ground,28V,165A    $1872.24      Typical  applications with Isolated Ground and Ignition     

                      Ignition Protected                                                                          Protected, allow for marine use for patrol and           
                                8.5" Between Drive End Mounting Holes                                                             emergency as well as Military  land based patrol, fire,  

                                                                                             ambulance, ulility trucks, tow trucks where  high amps 
                                                                                                                                                                                   needed 

J-28V/125-I-US   J-180 Mount, Case Ground, 28V, 125A      $1220.69 Typical applications are fire, ambulance, shuttle bus, utility          

8.5" Between Drive End Mounting Holes                                                          utility trucks, tow trucks where  high amps at idle needed 
                      

IJ-28V/125-IP-US   J-180 Mount,Isolated Ground,28V,125A     $1421.18    Typical  applications with Isolated Ground and Ignition     

                     Ignition Protected                                                       Protected, allow for marine use for patrol and              
                               8.5" Between Drive End Mounting Holes                                                        emergency as well as Military  land based patrol, fire,  

                                                                                     ambulance, ulility trucks, tow trucks where high amps 
                                                                                                                        at idle needed 

IJ-28V/200-IP-US   J-180 Mount,Isolated Ground,28V,200A     $2255.06    Typical  applications with Isolated Ground and Ignition     

                     Ignition Protected                                                        Protected, allow for marine use for patrol and              
                               8.5" Between Drive End Mounting Holes                                       emergency as well as Military  land based patrol, fire,  

                                                                                        ambulance, utility trucks, tow trucks where high amps 
                                                                                                                                                                              at idle needed 

IP-28V/200-IP-US   Pad Mount,Isolated Ground,28V,200A     $2255.06    Typical  applications with Isolated Ground and Ignition     

                     Ignition Protected                                                        Protected, allow for marine use for patrol and              
                               8.5" Between Drive End Mounting Holes                                       emergency as well as Military  land based patrol, fire,  

                                                                                        ambulance, utility trucks, tow trucks where high amps 
                                                                                                                                                                              at idle needed 
 
 
 
                                NOTE:  HEAVY DUTY ALTERNATOR OUTPUT CABLING IS INCLUDED WITH EACH ALTERNATOR  
  



  
  1b. Identification of the lowest priced model number J-28V/125-I-US  and lowest unit price $1220.69    

   for that model for each special item number awarded in the contract.  This price is the Government price 
   based on a unit of one, exclusive of any quantity/dollar volume, prompt payment, or any other  
   concession affecting price.  

1c. If the Contractor is proposing hourly rates    N/A. 
  2. Maximum order.    $500,000   

3. Minimum order.      1 ALTERNATOR UNIT 
4. Geographic coverage (delivery area).  DOMESTIC ONLY, TO TRANSIT POINT IF BEYOND 50 

STATES 
  5. Point(s) of production: HAMDEN, CT 
  6. Discount from list prices or statement of net price.    PRICES ARE NET PRICES 
  7. Quantity discounts.    PER ORDER:  5%, 20-99 UNITS; 7.5%, 100-299 UNITS; 10% OVER 300 UNITS 
  8. Prompt payment terms.  2% 10 DAYS, NET 30 DAYS 
  9a. Notification that Government purchase cards are accepted at or below the micro-purchase threshold.  
   ACCEPT GOVERNMENT VISA AND MASTERCARD 

9b. Notification whether Government purchase cards are accepted or not accepted above the micro-
purchase threshold.   ACCEPT GOVERNMENT VISA AND MASTERCARD 

  10. Foreign items: NONE  -  ALL ALTERNATORS ARE MANUFACTURED  IN THE USA 
  11a. Time of delivery.  30 – 60 DAYS 
  11b. Expedited Delivery.  All Items available for expedited delivery are noted in this price list. 
 11c. Overnight and 2-day delivery.  Overnight and 2-day delivery are available.   Customer may contact 

 the Contractor for rates for overnight and 2-day delivery. 
  11d. Urgent Requirements.  The Contractor will note in its price list the "Urgent Requirements" clause of its 
   contract and advise agencies that they can also contact the Contractor's representative to effect a faster 
   delivery. 
  12. F.O.B. point:     DESTINATION   
  13a. Ordering address(es).   ECO-TECH HEAVY DUTY ALTERNATORS 
                                                                             21 OVERLOOK DRIVE, HAMDEN, CT 06514 
                                                                             Or by FAX:  (203) 230-3200 
  13b. Ordering procedures:  For supplies and services, the ordering procedures, information on Blanket 
   Purchase Agreements (BPA's) are found in Federal Acquisition Regulation (FAR) 8.405-3. 
   14. Payment address(es).  ECO-TECH HEAVY DUTY ALTERNATORS 
                                                                             21 OVERLOOK DRIVE, HAMDEN, CT 06514 
  15. Warranty provision.  18 MONTHS or 2000 HOURS or 100,000 MILES, WHICHEVER COMES FIRST 
  16. Export packing charges, if applicable. N/A 
  17. Terms and conditions of Government purchase card acceptance – NO SPECIAL CONDITIONS 
  18. Terms and conditions of rental, maintenance, and repair (if applicable). N/A 
  19. Terms and conditions of installation (if applicable).  N/A 
  20. Terms and conditions of repair parts indicating date of parts price lists and any discounts from list prices 
   (if applicable).  N/A 
  20a. Terms and conditions for any other services (if applicable).  N/A 
  21. List of service and distribution points:  HAMDEN, CT 
  22. List of participating dealers (if applicable).  N/A 
  23. Preventive maintenance (if applicable).  N/A 
  24a. Special attributes such as environmental attributes (e.g., recycled content, energy efficiency, and/or 
   reduced pollutants).  The high efficiency of Eco-Tech alternators increases fuel economy and is 
   related  to electrical load, operating time, time at idle, and fuel cost.  The fuel use calculator at 
   eco-techalternators.com is available to determine the amount of the economic benefit.  
  24b. If applicable, indicate that Section 508 compliance information is available on Electronic and Information 
   Technology (EIT) supplies and services and show where full details can be found (e.g. contractor's 
   website or other location.)  The EIT standards can be found at:  www.Section508.gov/.  N/A 
  25. Data Universal Number System (DUNS) number.  866958853 
  26. Notification regarding registration in Central Contractor Registration (CCR) database.   
   REGISTERED - CAGE CODE 034K6 
 
 
 
 
 
 
 
 
 

http://www.section508.gov/


 
 
 

    

Eco-Tech® 14V 325A Alternators   
Models:   J-305-I-US 
                J9-305-US 
               P-305-US 

 
 

Features and Benefits 

P-305-I  
(SAE Pad Mount) 

 
• Exceptionally high output at idle 
• Typical applications: fire, utility and tow trucks; ambulances; school and 

shuttle buses; and commercial fishing boats 
• Industry leading 18 month warranty 
• Voltage set-point can be customized for marine applications 
• High efficiency of 80% @1800 rpm 
• Eliminate 50% fuel penalty caused by high idle 
• Patented technology 
• Permanent magnet and wound rotor design 
• Self-exciting 
• Soft-start  
• Large brushes for extended life 
• Heavy duty bearings 
• Load dump protection 
• Three high efficiency internal fans 

 
 
 
 

Specifications 
 

Operating ambient temperature   -40 to +93°C 
Rated Current      325 Amperes at 600
Idle Current      255 Amperes at 180
Voltage Set point     14.4 V ± 0.2V 
Efficiency @1800 rpm    80% 
Rotation direction     CW 
Max. Continuous Speed    8,000 rpm  
Max. Intermittent Speed    10,000 rpm 
Excitation type     Self 
Ground      Negative  
Weight      38 Lbs. 
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 (SAE J-180 Mount)
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Eco-Tech® 14V 325A Alternators   
Models:   J-305-I-US 
                J9-305-US 
               P-305-US 
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Eco-Tech® 14V 325A Alternators   
Models:   J-305-I-US 
                J9-305-US 

 
Overall Dimensions 
SAE J-180 Mount 

 
 
 
           Note:  J9 Dimension between Pivot and Mounting Ears is 9.25” 
 
 
 
 



    

Eco-Tech® 14V 325A Alternators   
Model:   P-305-US 
Overall Dimensions 
SAE Pad Mount                 

 

 
 
 
 
 
 
 
 
 
 
 



     

     Eco-Tech® 28V 165A Alternators   
J-28V/155-I-US – Case Ground 

IJ-28V/155-I-US – Isolated Ground 
IJ-28V/155-IP-US – Isolated Ground, Ignition Protected 

J-180 Mount  
 

Features and Benefits 
 
• Exceptionally high output at idle 
• Typical application: Navy 
• Industry leading 18 month warranty 
• Voltage set-point can be customized for marine applications 
• High efficiency of 80% @1800 rpm 
• Eliminate 50% fuel penalty caused by high idle 
• Patented technology 
• Permanent magnet and wound rotor design 
• Self-exciting 
• Soft-start  
• Large brushes for extended life 
• Heavy duty bearings 
• Load dump protection 
• Three high efficiency internal fans 

 
 
 
 

Specifications 
 

Operating ambient temperature   -40 to +93°C 
Rated Current      165 Amperes at 600
Idle Current      127 Amperes at 180
Voltage Set point     28.2 V ± 0.4 V 
Efficiency @1800 rpm    80% 
Rotation direction     CW 
Max. Continuous Speed    8,000 rpm  
Max. Intermittent Speed    10,000 rpm 
Excitation type     Self 
Ground      Negative  
Weight      38 Lbs. 

 
 
 
 
 
 
 

0 rpm 
0 rpm 



     

      Eco-Tech® 28V 165A Alternators   
J-28V/155-I-US – Case Ground 

IJ-28V/155-I-US – Isolated Ground 
IJ-28V/155-IP-US – Isolated Ground, Ignition Protected 

 J-180 Mount  
 
 

Output Performance 
Stabilized and Tested @28 V Per SAE J56 
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Input Horsepower & Torque at Full Output 
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      Eco-Tech® 28V 165A Alternators   
J-28V/155-I-US – Case Ground 

IJ-28V/155-I-US – Isolated Ground 
IJ-28V/155-IP-US – Isolated Ground, Ignition Protected 

 
Overall Dimensions 

 
SAE J Mount  

 
 
 
 
 

                      
 
 



 

     

   Eco-Tech® 28V 125A  Alternators   
IJ-28V/125-I-US 

J Mount, Isolated Ground  
IJ-28V/125-IP-US 

J Mount, Isolated Ground & Ignition Protected 
 

Features and Benefits 
 
• Exceptionally high output at idle 
• Isolated Ground 
• Typical application: Navy and Military  
• Industry leading 18 month warranty 
• Voltage set-point can be customized for marine applications 
• High efficiency of 80% @1800 rpm 
• Eliminate 50% fuel penalty caused by high idle 
• Patented technology 
• Permanent magnet and wound rotor design 
• Self-exciting 
• Soft-start  
• Large brushes for extended life 
• Heavy duty bearings 
• Load dump protection 
• Three high efficiency internal fans 

 
 
 
 

Specifications 
 

Operating ambient temperature   -40 to +93°C 
Rated Current      125 Amperes at 600
Idle Current      100 Amperes at 180
Voltage Set point     28.2 V ± 0.4 V 
Efficiency @1800 rpm    80% 
Rotation direction     CW 
Max. Continuous Speed    8,000 rpm  
Max. Intermittent Speed    10,000 rpm 
Excitation type     Self 
Ground      Negative  
Weight      38 Lbs. 

 
 
 
 
 

0 rpm 
0 rpm 



 

     

   Eco-Tech® 28V 125A  Alternators   
IJ-28V/125-I-US 

J Mount, Isolated Ground  
IJ-28V/125-IP-US 

J Mount, Isolated Ground & Ignition Protected 
 

Output Performance 
Stabilized and Tested @28 V Per SAE J56 
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   Eco-Tech® 28V 125A  Alternators   
IJ-28V/125-I-US 

J Mount, Isolated Ground  
IJ-28V/125-IP-US 

J Mount, Isolated Ground & Ignition Protected 
 
 

Overall Dimensions 
 
 
 
 

                          
 
 
 
 
 



 

 

Eco-Tech® 28V, 200A Alternators   
Models:   

IJ-28V/200-IP-US – J Mount, Isolated Ground, Ignition Protected 
IP-28V/200-IP-US  - Pad Mount, Isolated Ground, Ignition Protected           

 

                        J Mount                               Pad Mount 
      Product Features and Benefits                                                                 

• High Output Current                                                                                                      
• Patented Permanent Magnet Technology                                                            
• SAE J-180 and Pad Mounting Configurations  
• Ignition Protection  Conforms to SAE J1171, ISO 8846 and USCG 

Title 33 CFR 183.410 
• Adjustable Voltage Set Point 
• Remote Battery Voltage Sensing (optional) 
• Self Exciting 
• Soft Start (Standard) 
• Load Dump Protection 
• Internally Cooled Using (3) Highly Efficient Fans 
• 18 Month In-Service Warranty 
• Exceptionally High Output at Idle 
• Highly Efficient: 80% @ 1,800 rpm                                                        
• Extended Brush and Bearing Life 

                                                                                                                                           
Specifications 

 
Ambient Operating Temperature Range -40 to +93°C 
Rated Current      200 Amperes at 6,000 rpm 
Idle Current      145 Amperes at 1,800 rpm 
Voltage Set Point     28.2 V ± 0.4 V 
Efficiency @ 1,800 rpm    80% 
Rotation Direction     CW 
Maximum Continuous Speed   8,000 rpm  
Maximum Intermittent Speed   10,000 rpm 
Excitation Type     Self 
Ground      Negative  
Weight      38 lbs. 

 



 
 

 

Eco-Tech® 28V, 200A Alternators   
Model:  IJ-28V/200-IP-US 

 
Output Performance 

Stabilized Performance @ 28V, Per SAE J56 Test Specification 
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Typical Diesel Engine  
Idle Range

Alternator Rating Point 

Input Horsepower & Torque at Full Output 
 

0.0

1.5

3.0

4.5

6.0

7.5

9.0

10.5

12.0

13.5

0 2000 4000 6000 8000 10000

Alternator Speed (rpm)

Ho
rs

ep
ow

er

0.0

5.0

10.0

15.0

20.0

25.0

To
rq

ue
 (f

t-l
b)

 
 



 
 

 

Eco-Tech® 28V, 200A Alternators   
Model:  IJ-28V/200-IP-US 

 
Overall Dimensions 

 
 

 


	Input Horsepower & Torque at Full Output
	Input Horsepower & Torque at Full Output

