ISOMETRICS, INC
Reidsville, NC

Tank Trucks---Filter/Separators---Fuel Handling Equipment---Special Vehicles
Water Tanker Trucks---Vacuum Trucks

ShLY Advantage!’
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PO Box 660, (1266 N. Scales St.) Reidsville, NC 27320

Phone 336-349-2329 Fax 336-349-4774
www.isometrics-inc.com



GENERAL SERVICES ADMINISTRATION

Federal Supply Service
Authorized Federal Supply Schedule Price List

On-line access to contract ordering information, terms and conditions, up-to-date pricing, and
the option to create an electronic delivery order are available through GSA Advantage! , a menu-driven

database system.
The INTERNET address for GSA Advantage! is: GSAAdvantage.gov

VEHICULAR MULTIPLE AWARD SCHEDULE
FSC GROUP 42
FSC 2320

CONTRACT GS-30F-1032D

For more information on ordering from Federal Supply Schedules click on the FSS
Schedules button at fss.gsa.gov

Contract Period: 1 July 1996 - 30 June 2011

CONTRACTOR:
Isometrics, Inc
P.O. Box 660
1266 North Scales Street
Reidsville, North Carolina 27323-0660
Phone: 800-567-7510
Fax: 336-349-4744

www.isometrics-inc.com

'\ Advantage!

wergsaficteaniage. ooy’

Business size: Small



la.

1b.

lc.

9a.

9b.

CUSTOMER INFORMATION

Awarded Special Item Numbers (SIN) 618-02, 967-01, and 968-01

618-02 Waste Disposal Vehicles

967-01 Fuel and Petroleum Tank Trucks

968-01 Water Tank Trucks

SIN MODEL PRICE
618-02 528 $71,752
967-01 505 $81,428
968-01 753 $78.824

Not applicable

Maximum Order: SIN
618-02
967-01
968-01

Minimum Order: $100

Geographic Coverage:

Point of Production:

MODELS
527 & 528

25 Units
$5,000,000
$5,000,000

48 Contiguous States & District of Columbia

Reidsville, Rockingham Co., North Carolina

Prices Shown Herein are Net (discount deducted)

MOL Discounts:

These discounts are in
addition to the basic

discount .

Prompt Payment Terms:

618-02 967-01 & 968-01
1 UNIT - NET $500,000 - NET
4 UNITS - NET $1,000,000 - NET
8 UNITS - 1% $1,500,000 - 1%
15 UNITS - 2% $3,000,000 - 2%
25 UNITS - 2% $4,000,000 - 2%

$5,000,000 - 2%

Net 30 Days

Government purchase cards are accepted up to the micropurchase threshold

Government purchase cards not are accepted above the micropurchase threshold

505, 506, 507, 508, 510, 511, 513, 514, 515, & 516
750, 751, 752, 753, 754, 755, 756, 757, & 758



10. Foreign Items: None

11a. Time of delivery:  618-02 180 days ARO
967-01 270 days ARO
968-01 270 days ARO
11b. Expedited Delivery: Not available
11lc. Overnight and 2-day delivery are not available.
11.d In accordance with [-FSS-140-B, please contact Isometrics on the availability of an expedited delivery.
12. Prices are FOB Destination to 48 contiguous states (CONUS) and Washington, DC for

SIN's 967-01 and 968-01. SIN 618-02 is FOB Origin.
13a. Ordering Address: Isometrics, Inc.

P.O. Box 660
Reidsville, NC 27323-0660

13b. Ordering procedures: For supplies and services, the ordering procedures information on Blanket
Purchase Agreements (BPA's) are found in Federal Acquisition Regulation (FAR) 8.405-3.
14. Payment Address: Isometrics, Inc.
P.O. Box 660
Reidsville, NC 27323-0660
15. Warranty provision: See warranty statement at the end of the pricelist.
16. Export packaging is available. See pricelist options.
17 - 24b. Not applicable.

25. Isometrics DUNS number is 06-743-7483

26. Isometrics is registered in the CCR database.
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AVAILABLE COLORS

9219 WHITE
1675 BEIGE
2303 RED
0311 OMAHA ORANGE
6404 MEDIUM BLUE
4421 SCHOOL BUS YELLOW

4039 FIRE YELLOW

5128 GREEN

WARRANTY

Isometrics, Inc. (Company) hereby warrants its products to be free from
defects in materials and workmanship for a period of one (1) year from the date of
original purchase. If, upon examination by the Company, any part or parts are
determined to be defective, the Company will provide, free of charge, for the repair
or replacement of said items, as the Company may elect. This warranty is subject
to the following exceptions and limitations:

1. Customer Responsibilities - The customer shall be responsible for
normal maintenance and minor adjustment of the product.
Notification to the Company of the need for warranty service shall

be performed and any transportation charge and/or delivery of the
product to and from the place where warranty service is to be
performed must have prior written approval from the Company.

2. This warranty does not apply to component parts or accessories
applicable to the cab and chassis and tractors, which carry the
warranty of the manufacturer thereof.

3. This warranty applies only to products which are placed in normal
use, and does not apply to any product which has been mistreated,
neglected or damaged by accident.

4. This warranty does not apply to any product repaired or altered by
anyone other than a Company representative, unless such repair or
alteration has been authorized by the home office.
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CHASSIS SPECIFICATIONS

INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P84)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 29,000. Calc. GVWR: 29,000
Calc. Start/Grade Ability: 22.4% / 1.92% @ 55 MPH
Calc. Gear Speed: 75.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-100SG} ,I-Beam Type ,10,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 190608} Single Reduction, 19,000 Ib Capacity, Hypoid Gearing with 190 Wheel
SINGLE Ends, Gear Ratio: 5.57
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA(GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA(GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 20,000 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

1,200 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 4086, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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CHASSIS SPECIFICATIONS

INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P84)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 29,000. Calc. GVWR: 29,000
Calc. Start/Grade Ability: 22.4% / 1.92% @ 55 MPH
Calc. Gear Speed: 75.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-100SG} ,I-Beam Type ,10,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 190608} Single Reduction, 19,000 Ib Capacity, Hypoid Gearing with 190 Wheel
SINGLE Ends, Gear Ratio: 5.57
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA(GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA(GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 20,000 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

1,500 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 4086, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P85)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

2,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 4086, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P88)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 52,000. Calc. GVWR: 52,000
Calc. Start/Grade Ability: 29.1%/2.3% @ 55 MPH
Calc. Gear Speed: 79.6MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION,

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Dana Spicer I-120W} Wide Track, |-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (8) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
SUSPENSION, REAR, | {Hendrickson RT-403} Walking Beam Type 52” Axle Spacing; 40,000-lb Capacity With Rubber
TANDEM Center Bushings
FRAME Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;

REINFORCEMENT

(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

3,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 406, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P85)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

Dual compartment 2,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection,
vapor recovery flange, 20” manhole with venting, full length subframe, hardwood sills,
capacity marker, bottom loading capability (APl and D-1 adaptors), level sensor controlled
shut-off for bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance. Customer to specify compartment sizes.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet each side for pumping systems. Full skirting,
shown above, is optional.

PLUMBING SYSTEM

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 4086, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P88)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 52,000. Calc. GVWR: 52,000
Calc. Start/Grade Ability: 29.1%/2.3% @ 55 MPH
Calc. Gear Speed: 79.6MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION,

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Dana Spicer I-120W} Wide Track, |-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (8) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
SUSPENSION, REAR, | {Hendrickson RT-403} Walking Beam Type 52” Axle Spacing; 40,000-lb Capacity With Rubber
TANDEM Center Bushings
FRAME Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;

REINFORCEMENT

(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

Dual compartment 3,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection,
vapor recovery flange, 20” manhole with venting, full length subframe, hardwood sills,
capacity marker, bottom loading capability (APl and D-1 adaptors), level sensor controlled
shut-off for bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance. Customer to specify compartment sizes.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet each side for pumping systems. Full skirting,
shown above, is optional.

PLUMBING SYSTEM
(2) EACH

Positive displacement pump with mechanical seal, 100 GPM rating, PTO control in cab, 40
mesh inlet strainer, flow meter with reset counter and totalizer, manual rewind hose reel
with 100’ of 1 1/2 noncollapsible hose, 1 1/2 automatic shut-off trigger action nozzle,
aluminum piping with grooved type couplings, suction stub with 3” manual valve (also used
for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction hoses, optional speed
ends for de-drumming, ground cable and reel, self-loading and metered gravity discharge
capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 406, tool storage in cab, vapor recovery connection, rear
aluminum ladder.
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MEETS NFPA 407 AND ATA 103
CHASSIS SPECIFICATIONS

INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P85)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

2,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Centrifugal pump with mechanical seal, 200 GPM rating, PTO control in cab, 40 mesh inlet
strainer, flow meter with temperature compensator, reset counter and totalizer, manual
rewind hose reel with 50’ of 2” noncollapsible hose, flow control and bypass valves,
deadman control, control panel with gauges, aluminum piping with grooved type couplings,
suction stub with 3” manual valve (also used for nonmetered gravity discharge), 4 optional
2 1/2” X 10’ suction hoses, optional speed ends for de-drumming, ground cable and reel,
API 1581 Group Il, Class C filter separator with water slug control and air eliminator, fuel
sampling fitting, fuel quality monitor, relaxation chamber, overwing closed circuit and
underwing (D-1) nozzles with dry break couplings, emergency dry break, self-loading,
recirculation, defuel and metered gravity discharge capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 406, tool storage in cab, vapor recovery connection, rear
aluminum ladder. Electromagnetic radiation suppression IAW SAE J551 limits.
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P88)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 52,000. Calc. GVWR: 52,000
Calc. Start/Grade Ability: 51.5%/1.89% @ 55 MPH
Calc. Gear Speed: 79.6MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Dana Spicer I-120W} Wide Track, |-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (8) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
SUSPENSION, REAR, | {Hendrickson RT-403} Walking Beam Type 52” Axle Spacing; 40,000-lb Capacity With Rubber
TANDEM Center Bushings
FRAME Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;

REINFORCEMENT

(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

3,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery
flange, 20" manhole with venting, full length subframe, hardwood sills, capacity marker,
bottom loading capability (APl and D-1 adaptors), level sensor controlled shut-off for
bottom loading, automatic flow control valve with emergency controls, DOT 406
compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction,
aluminum doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note:
Vehicle comes standard with one cabinet for pumping system. Additional cabinet is
optional. Full skirting, shown above, is optional.

PLUMBING SYSTEM

Centrifugal pump with mechanical seal, 200 GPM rating, PTO control in cab, 40 mesh inlet
strainer, flow meter with temperature compensator, reset counter and totalizer, manual
rewind hose reel with 50’ of 2” noncollapsible hose, flow control and bypass valves,
deadman control, control panel with gauges, aluminum piping with grooved type couplings,
suction stub with 3” manual valve (also used for nonmetered gravity discharge), 4 optional
2 1/2” X 10’ suction hoses, optional speed ends for de-drumming, ground cable and reel,
API 1581 Group Il, Class C filter separator with water slug control and air eliminator, fuel
sampling fitting, fuel quality monitor, overwing closed circuit and underwing (D-1) nozzles
with dry break couplings, emergency dry break, self-loading, recirculation, and gravity
discharge capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500,
Grade B) rear bumper per DOT 406, tool storage in cab. Electromagnetic radiation
suppression IAW SAE J551 limits.
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MEETS NFPA 407 AND ATA 103
CHASSIS SPECIFICATIONS
INTERNATIONAL 7500 SFA 6 X 4 (SF537) (90)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 66,000. Calc. GVWR: 66,000
Calc. Start/Grade Ability: 56.26%/2.04% @ 55 MPH
Calc. Gear Speed: 75.6 MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Dana Spicer I-200W} Wide Track, |-Beam Type, 20,000 |Ib Capacity.
AXLE, REAR, {Meritor RT-46-160} Single Reduction, 46,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.56
CAB Conventional, Steel
TIRES, FRONT (2) 425/65R22.5 UNISTEEL G286A (GOODYEAR) 470 rev/mile, load range L, 20 ply
TIRES, REAR (8) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
SUSPENSION, REAR, | {Hendrickson RT-463} Walking Beam Type 54” Axle Spacing; 46,000-Ib Capacity With Bronze
TANDEM Center Bushings
FRAME Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;

REINFORCEMENT

(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

5,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery flange, 20”
manhole with venting, full length subframe, hardwood sills, capacity marker, bottom loading
capability (APl and D-1 adaptors), level sensor controlled shut-off for bottom loading, automatic
flow control valve with emergency controls, DOT 406 compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction, aluminum
doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes
standard with one cabinet for pumping system. Additional cabinet is optional. Full skirting,
shown above, is optional.

PLUMBING SYSTEM

Centrifugal pump with mechanical seal, 200 GPM rating, PTO control in cab, 40 mesh inlet
strainer, flow meter with temperature compensator, reset counter and totalizer, manual rewind
hose reel with 50’ of 2” noncollapsible hose, flow control and bypass valves, deadman control,
control panel with gauges, aluminum piping with grooved type couplings, suction stub with 3”
manual valve (also used for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction
hoses, optional speed ends for de-drumming, ground cable and reel, APl 1581 Group Il, Class
C filter separator with water slug control and air eliminator, fuel sampling fitting, fuel quality
monitor, overwing closed circuit and underwing (D-1) nozzles with dry break couplings,
emergency dry break, self-loading, recirculation, and gravity discharge capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500, Grade B)
rear bumper per DOT 4086, tool storage in cab. Electromagnetic radiation suppression IAW
SAE J551 limits.
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MEETS NFPA 407 AND ATA 103
CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 5500i 6 X 4 (DF557) (P89)

APPLICATION

Fuel Tank Truck

MISSION

Requested GVWR: 72,000. Calc. GVWR: 66,720
Calc. Start/Grade Ability: 30.3%/3.17% @ 55 MPH
Calc. Gear Speed: 75.6 MPH

ENGINE, DIESEL

{Cummins ISM 425V} 50 State 410 HP @ 2100 RPM Governed Speed; 1550 Ib-ft Torque @
1200 RPM, 425 Peak HP (Max)

TRANSMISSION

{Fuller RTLO(F)-16913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Meritor FL-941} |-Beam Type, 20,000 Ib Capacity.
AXLE, REAR, {Meritor RT-52-185} Single Reduction, 52,000 Ib Capacity, with Lube Pump and “R” Wheel
TANDEM Ends, Gear Ratio: 4.56
CAB Conventional, Aluminum
TIRES, FRONT (2) 425/65R22.5 UNISTEEL G286A (GOODYEAR) 470 rev/mile, load range L, 20 ply
TIRES, REAR (8) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
SUSPENSION, REAR, | {Hendrickson RT-523} Walking Beam Type 54” Axle Spacing; 52,000-lIb Capacity With Bronze
TANDEM Center Bushings
FRAME Outer “C” Channel, Heat Treated Alloy Steel (110,000 PSI Yeild) 12.934” X 3.687” X 0.312;

REINFORCEMENT

(328.5mm X 93.6mm X 8.0mm); 287.5” (7303mm) Maximum OAL

BODY SPECIFICATIONS

TANK

6,000 U.S. gallons, aluminum alloy, fully baffled, overturn protection, vapor recovery flange, 20"
manhole with venting, full length subframe, hardwood sills, capacity marker, bottom loading
capability (APl and D-1 adaptors), level sensor controlled shut-off for bottom loading, automatic
flow control valve with emergency controls, DOT 406 compliance.

PUMPING SYSTEM
CABINET

14 gauge galvanealled steel construction, full length both sides, bolt on construction, aluminum
doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes
standard with one cabinet for pumping system. Additional cabinet is optional. Full skirting,
shown above, is optional.

PLUMBING SYSTEM

Centrifugal pump with mechanical seal, 200 GPM rating, PTO control in cab, 40 mesh inlet
strainer, flow meter with temperature compensator, reset counter and totalizer, manual rewind
hose reel with 50’ of 2” noncollapsible hose, flow control and bypass valves, deadman control,
control panel with gauges, aluminum piping with grooved type couplings, suction stub with 3”
manual valve (also used for nonmetered gravity discharge), 4 optional 2 1/2” X 10’ suction
hoses, optional speed ends for de-drumming, ground cable and reel, APl 1581 Group Il, Class
C filter separator with water slug control and air eliminator, fuel sampling fitting, fuel quality
monitor, overwing closed circuit and underwing (D-1) nozzles with dry break couplings,
emergency dry break, self-loading, recirculation, and gravity discharge capabilities.

MISCELLANEOUS

Brake interlocks for bottom loading and pumping operations, vaporproof lighting, fuel load
chart, operating instruction and schematic diagram plates, tubular steel (ASTM A500, Grade B)
rear bumper per DOT 4086, tool storage in cab. Electromagnetic radiation suppression IAW
SAE J551 limits.
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2000 GALLON VACUUM TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300V SBA 4 X 2 (MA065) (148)
APPLICATION Vacuum Truck
MISSION Requested GVWR: 35,000. Calc. GVWR: 35,000

Calc. Start/Grade Ability: 18.1%/1.6% @ 55 MPH
Calc. Gear Speed: 73.5 MPH

ENGINE, DIESEL

{International MaxxForce 7} 50 State 200 HP @ 2600 RPM, 560 Ib-ft Torque @ 1400 RPM,
2800 RPM Governed Speed, 200 Peak HP (Max)

TRANSMISSION

{Fuller FS-5406N} 6-Speed; Fully Synchronized, Short Shift Stroke

CLUTCH (Eaton Fuller SAS1401} Single Plate, Stamped Angle Spring; Ceramic, 14” Diameter. 8-Spring
coaxial Free Travel Damper, Mechanical Pull-Type Control, with Kwik-adjust (Manual) Feature;
620 Ib-ft Torque Capacity
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 23082T} Two Speed, 23,000 Ib Capacity, with 200 Wheel Ends, Gear Ratios:
SINGLE 4.56, 6.20
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR

(4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,

SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS
TANK 2,000 U.S. gallons, carbon steel tank, fully baffled, 20” manhole, level gauge, float shut-off, surge
tank with secondary shut-off, ASME code “U” stamped and certified, large rear clean-out, 40 psi
pressure and full vacuum. Oil catch muffler.
CABINETS 14 gauge mild steel cabinets, 60” long, one on each side.
PLUMBING Fruitland PTO/Belt driven vane type vacuum pump, 300 GPM @ 10 ft suction lift. 300 GPM
SYSTEM

discharge, 320 CFM air flow @ 18" Hg., 28.5” max vacuum, 35 psi max discharge.
4 each 3” x 25’ discharge hoses and 4 each 3” x 25’ hardwall suction hoses, with floats.

MISCELLANEOUS

Splash and stone throw protection, floating skimming weir hear for cleaning oil spills, telescoping
rod for positioning weir head.




MODEL 528

1800 GALLON VACUUM TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300V SBA 4 X 2 (MA065) (148)

APPLICATION

Vacuum Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 19.1%/1.71% @ 55 MPH
Calc. Gear Speed: 77.4 MPH

ENGINE, DIESEL

{International MaxxForce 7} 50 State 200 HP @ 2600 RPM, 560 Ib-ft Torque @ 1400 RPM,
2800 RPM Governed Speed, 200 Peak HP (Max)

TRANSMISSION

{Fuller FS-5406N} 6-Speed; Fully Synchronized, Short Shift Stroke

CLUTCH (Eaton Fuller SAS1401} Single Plate, Stamped Angle Spring; Ceramic, 14" Diameter. 8-Spring
coaxial Free Travel Damper, Mechanical Pull-Type Control, with Kwik-adjust (Manual) Feature;
620 Ib-ft Torque Capacity
AXLE, FRONT {International [-120SG} I-Beam Type, 12,000 Ib Capacity.
AXLE, REAR, {Dana Spicer 21060T} Two Speed, 21,000 Ib Capacity, with 190 Wheel Ends, Gear Ratios:
SINGLE 4.33, 5.91
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS
TANK 1,800 U.S. gallons, carbon steel tank, fully baffled, 20" manhole, level gauge, float shut-off, surge
tank with secondary shut-off, ASME code “U” stamped and certified, large rear clean-out, 40 psi
pressure and full vacuum. Oil catch muffler.
CABINETS 14 gauge mild steel cabinets, 60” long, one on each side.
PLUMBING Fruitland PTO/Belt driven vane type vacuum pump, 300 GPM @ 10 ft suction lift. 300 GPM
SYSTEM discharge, 320 CFM air flow @ 18” Hg., 28.5” max vacuum, 35 psi max discharge.

4 each 3” x 25’ discharge hoses and 4 each 3” x 25’ hardwall suction hoses, with floats.

MISCELLANEOUS

Splash and stone throw protection, floating skimming weir hear for cleaning oil spills, telescoping
rod for positioning weir head.




MODEL 750

1500 GALLON POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300V SBA 4 X 2 (MA065) (151)

APPLICATION

Potable Water Truck

MISSION

Requested GVWR: 29,000. Calc. GVWR: 29,000
Calc. Start/Grade Ability: 24.6%/2.17% @ 55 MPH
Calc. Gear Speed: 73.4 MPH

ENGINE, DIESEL

{International MaxxForce 7} 50 State 215 HP @ 2600 RPM, 560 Ib-ft Torque @ 1400 RPM,
2800 RPM Governed Speed, 215 Peak HP (Max)

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls, Wide Ratio 5-Speed with Overdrive; On/Off

AUTOMATIC Hwy 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder
AXLE, FRONT {International 1-100SG} I-Beam Type, 10,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 19060S} Single Reduction, 19,000 Ib Capacity, Hypoid Gearing with 190 Wheel
SINGLE Ends, Gear Ratios: 6.17
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

1,500 U.S. gallons, 304 stainless steel tank, fully baffled, 3” overflow pipe, bracket type body
mounting,20” manhole with 10” fill cover, full length catwalk, access ladder at rear.

PUMPING SYSTEM

14 gauge galvanealled steel construction, full length both sides, bolt on construction, aluminum

CABINET doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes
standard with one cabinet for pumping system. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM brass pump, stainless steel piping, optional hose reel with hose and
SYSTEM nozzle.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 751

2000 GALLON POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P97)

APPLICATION

Potable Water Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

2,000 U.S. gallons, 304 stainless steel tank, fully baffled, 3” overflow pipe, bracket type body
mounting,20” manhole with 10” fill cover, full length catwalk, access ladder at rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM brass pump, stainless steel piping, optional hose reel with hose and
SYSTEM nozzle.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 752

3000 GALLON POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P98)

APPLICATION

Potable Water Truck

MISSION

Requested GVWR: 54,000. Calc. GVWR: 54,000
Calc. Start/Grade Ability: 51.5%/1.89% @ 55 MPH
Calc. Gear Speed: 79.6 MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Meritor MFS-14-143A} Wide Track, |-Beam Type, 14,000 |b Capacity
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, TANDEM

{Hendrickson RT-403} Walking Beam Type, 52" Axle Spacing; 40,000 Ib Capacity with Rubber
Center Bushings

FRAME
REINFORCEMENT

Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;
(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

3,000 U.S. gallons, 304 stainless steel tank, fully baffled, 3” overflow pipe, bracket type body
mounting,20” manhole with 10” fill cover, full length catwalk, access ladder at rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM brass pump, stainless steel piping, optional hose reel with hose and
SYSTEM nozzle.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 753

1500 GALLON NON-POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS

INTERNATIONAL 4300V SBA 4 X 2 (MA065) (151)

APPLICATION

Non-Potable Water Truck

MISSION

Requested GVWR: 29,000. Calc. GVWR: 29,000
Calc. Start/Grade Ability: 24.6%/2.17% @ 55 MPH
Calc. Gear Speed: 73.4 MPH

ENGINE, DIESEL

{International MaxxForce 7} 50 State 215 HP @ 2600 RPM, 560 Ib-ft Torque @ 1400 RPM,
2800 RPM Governed Speed, 215 Peak HP (Max)

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls, Wide Ratio 5-Speed with Overdrive; On/Off

AUTOMATIC Hwy 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder
AXLE, FRONT {International 1-100SG} I-Beam Type, 10,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 19060S} Single Reduction, 19,000 Ib Capacity, Hypoid Gearing with 190 Wheel
SINGLE Ends, Gear Ratios: 6.17
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

1,500 U.S. gallons, aluminum alloy constructions (stainless steel optional), fully baffled, 3”
overflow pipe, bracket type body mounting, 20” manhole with 10” fill cover, full length catwalk,
access ladder at rear.

PUMPING SYSTEM

14 gauge galvanealled steel construction, full length both sides, bolt on construction, aluminum

CABINET doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes
standard with one cabinet for pumping system. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM pump, aluminum piping, optional hose reel with hose and nozzle.
SYSTEM

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 754

2000 GALLON NON-POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P97)

APPLICATION

Non-Potable Water Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

2,000 U.S. gallons, Aluminum alloy tank (stainless steel optional), fully baffled, 3” overflow pipe,
bracket type body mounting,20” manhole with 10” fill cover, full length catwalk, access ladder at
rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM pump, aluminum piping, optional hose reel with hose and nozzle.
SYSTEM

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 755

3000 GALLON NON-POTABLE WATER TRUCK
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P98)

APPLICATION

Non-Potable Water Truck

MISSION

Requested GVWR: 54,000. Calc. GVWR: 54,000
Calc. Start/Grade Ability: 51.5%/1.89% @ 55 MPH
Calc. Gear Speed: 79.6 MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Meritor MFS-14-143A} Wide Track, |-Beam Type, 14,000 |b Capacity
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, TANDEM

{Hendrickson RT-403} Walking Beam Type, 52" Axle Spacing; 40,000 Ib Capacity with Rubber
Center Bushings

FRAME
REINFORCEMENT

Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;
(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

3,000 U.S. gallons, Aluminum alloy tank (stainless steel optional), fully baffled, 3" overflow pipe,
bracket type body mounting, 20" manhole with 10” fill cover, full length catwalk, access ladder at
rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING PTO Driven 100 GPM pump, aluminum piping, optional hose reel with hose and nozzle.
SYSTEM

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 756

1500 GALLON FLUSHER/DUST SUPPRESSOR TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300V SBA 4 X 2 (MA065) (151)

APPLICATION

Flusher/Dust Suppressor Water Truck

MISSION

Requested GVWR: 29,000. Calc. GVWR: 29,000
Calc. Start/Grade Ability: 24.6%/2.17% @ 55 MPH
Calc. Gear Speed: 73.4 MPH

ENGINE, DIESEL

{International MaxxForce 7} 50 State 215 HP @ 2600 RPM, 560 Ib-ft Torque @ 1400 RPM,
2800 RPM Governed Speed, 215 Peak HP (Max)

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls, Wide Ratio 5-Speed with Overdrive; On/Off

AUTOMATIC Hwy 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder
AXLE, FRONT {International I-100SG} I-Beam Type, 10,000 Ib Capacity.
AXLE, REAR, {Dana Spicer 190608} Single Reduction, 19,000 Ib Capacity, Hypoid Gearing with 190 Wheel
SINGLE Ends, Gear Ratios: 6.17
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

1,500 U.S. gallons, aluminum alloy constructions (stainless steel optional), fully baffled, 3”
overflow pipe, bracket type body mounting, 20” manhole with 10” fill cover, full length catwalk,
access ladder at rear.

PUMPING SYSTEM

14 gauge galvanealled steel construction, full length both sides, bolt on construction, aluminum

CABINET doors with stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes
standard with one cabinet for pumping system. Additional cabinet is optional.
PLUMBING 450 GPM @ 60 PSI Centrifugal pump, 2 each front flusher nozzles, 2 each rear sprinkler heads,
SYSTEM galvanized piping.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




MODEL 757

2000 GALLON FLUSHER/DUST SUPPRESSOR TRUCK
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CHASSIS SPECIFICATIONS
INTERNATIONAL 4300 SBA 4 X 2 (MA025) (P97)

APPLICATION

Flusher/Dust Suppressor Water Truck

MISSION

Requested GVWR: 33,000. Calc. GVWR: 33,000
Calc. Start/Grade Ability: 18.5%/1.43% @ 55 MPH
Calc. Gear Speed: 79.5 MPH

ENGINE, DIESEL

{International MaxxForce DT} 50 State 225 HP, 560 Ib-ft Torque @ 1400 RPM, 2600 RPM
Governed Speed, # 2 Bell Housing

TRANSMISSION,

{Allison 2500_RDS_P} 4" Generation Controls; Wide Ratio, 5-Speed; with Overdrive: On/Off

AUTOMATIC Hwy; 33,000 Ib GVW & GCW Max., With PTO Provision, Less Retarder.
AXLE, FRONT {International 1-120SG} I-Beam Type, 12,000 |Ib Capacity.
AXLE, REAR, {Dana Spicer 210608} Single Reduction, 21,000 Ib Capacity, with 190 Wheel Ends, Gear
SINGLE Ratio: 5.29
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, SINGLE

Vari-Rate; 23.500 Ib Capacity, with 4500 Ib Auxiliary Rubber Spring

BODY SPECIFICATIONS

TANK

2,000 U.S. gallons, Aluminum alloy tank (stainless steel optional), fully baffled, 3” overflow pipe,
bracket type body mounting, 20" manhole with 10” fill cover, full length catwalk, access ladder at
rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING 450 GPM @ 60 PSI Centrifugal pump, 2 each front flusher nozzles, 2 each rear sprinkler heads,
SYSTEM galvanized piping.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.
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3000 GALLON FLUSHER/DUST SUPPRESSOR TRUCK
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CHASSIS SPECIFICATIONS

INTERNATIONAL Diamond SPEC 7500 SFA 6 X 4 (SF537) (P98)

APPLICATION

Flusher/Dust Suppressor Water Truck

MISSION

Requested GVWR: 54,000. Calc. GVWR: 54,000
Calc. Start/Grade Ability: 51.5%/1.89% @ 55 MPH
Calc. Gear Speed: 79.6 MPH

ENGINE, DIESEL

{International MaxxForce 10} 50 State 310 HP, 1050 Ib-ft Torque @ 1200 RPM, 2100 RPM
Governed Speed, # 1 Bell Housing

TRANSMISSION

{Fuller RTLO(F)-12913A} 13-Speed Manual; With Double Overdrive and With Air Shift,
Includes Internal Lube Oil Pump

CLUTCH {Eaton Fuller EP1552} Easy-Pedal Plus, Two-Plate, Cast Angle Spring; Ceramic, 15.5”
Diameter, Soft Clutch 7-Spring Damper, Mechanical Pull-Type Control, With Kwik-Adjust
(Manual) Feature, 1700 Ib-ft Torque Capacity
AXLE, FRONT {Meritor MFS-14-143A} Wide Track, |-Beam Type, 14,000 |b Capacity
AXLE, REAR, {Meritor RT-40-145} Single Reduction, 40,000 Ib Capacity, with 200 Wheel Ends, Gear Ratio:
TANDEM 4.33
CAB Conventional, Steel
TIRES, FRONT (2) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply
TIRES, REAR (4) 11R22.5 UNISTEEL G149 RSA (GOODYEAR) 501 rev/mile, load range G, 14 ply

SUSPENSION, REAR,
SPRING, TANDEM

{Hendrickson RT-403} Walking Beam Type, 52" Axle Spacing; 40,000 |b Capacity with Rubber
Center Bushings

FRAME
REINFORCEMENT

Outer “C” Channel, Heat Treated Alloy Steel (120,000 PSI Yeild) 10.813” X 3.892” X 0.312”;
(274.6mm X 98.9mm X 8.0mm); 480.0” (12192mm) Maximum OAL

BODY SPECIFICATIONS

TANK

3,000 U.S. gallons, Aluminum alloy tank (stainless steel optional), fully baffled, 3" overflow pipe,
bracket type body mounting, 20" manhole with 10” fill cover, full length catwalk, access ladder at
rear.

PUMPING SYSTEM

14 gauge mild steel construction, full length both sides, bolt on construction, aluminum doors with

CABINET stainless steel hinges, bar grating cabinet floor, cabinet lights. Note: Vehicle comes standard with
one cabinet. Additional cabinet is optional.
PLUMBING 450 GPM @ 60 PSI Centrifugal pump, 2 each front flusher nozzles, 2 each rear sprinkler heads,
SYSTEM galvanized piping.

MISCELLANEOUS

Operating Instruction plate, schematic diagram, load chart, optional suction and gravity
loading/discharge hoses and tubes.




