
AUTHORIZED FEDERAL SUPPLY SERVICE 
INFORMATION TECHNOLOGY SCHEDULE PRICELIST 

GENERAL PURPOSE COMMERCIAL INFORMATION TECHNOLOGY  
EQUIPMENT, SOFTWARE AND SERVICES 

ABERDEEN LLC 

Aberdeen Stirling Storage Servers   Aberdeen XDAS Direct Attached Storage Servers 
Aberdeen AberSAN iSCSI Storage Servers  Aberdeen AberNAS Network Attached Storage Servers 
Aberdeen is offering its storage servers and general purpose Stirling and Stonehaven computer servers. 

SIN 132-8 PURCHASE OF EQUIPMENT 

FSC CLASS 7010 - SYSTEM CONFIGURATION 

Servers 

FSC CLASS 7025 - INPUT/OUTPUT AND STORAGE DEVICES 

Storage Devices including Magnetic Storage, Magnetic Tape Storage and Optical Disk Storage 

The following services are offered for equipment provided by Aberdeen under SIN 132-8 

- Unlimited telephone support for Self-Installation (FPDS Code N070)  
- Unlimited telephone support for Self-Deinstallation (FPDS N070) 
- Unlimited telephone support for Self-Reinstallation (FPDS N070) 

SIN 132-12 - MAINTENANCE OF EQUIPMENT, REPAIR SERVICE, AND REPAIR PARTS/SPARE 
PARTS (FPDS Code J070 - Maintenance and Repair Service)(Repair Parts/Spare Parts - See FSC Class for 
basic equipment) 

Aberdeen offers the following for products it has provided under SIN 132-8 

- Repair Service - Factory 
- Repair Parts/Spare Parts 

SIN 132-8 NOTE:  Installation must be incidental to, in conjunction with and in direct support of the products sold 
under SIN 132-8 of this contract and cannot be purchased separately. If the construction, alteration or repair is 
segregable and exceeds $2,000, then the requirements of the Davis-Bacon Act apply. In applying the Davis-Bacon 
Act, ordering activities are required to incorporate wage rate determinations into orders, as applicable. 

Note 1: All non-professional labor categories must be incidental to and used solely to support hardware, software 
and/or professional services, and cannot be purchased separately. 

Note 2: Offerors and Agencies are advised that the Group 70 – Information Technology Schedule is not to be used 
as a means to procure services which properly fall under the Brooks Act. These services include, but are 
not limited to, architectural, engineering, mapping, cartographic production, remote sensing, geographic 
information systems, and related services. FAR 36.6 distinguishes between mapping services of an A/E 
nature and mapping services which are not connected nor incidental to the traditionally accepted A/E 
Services. 

Note 3: This solicitation is not intended to solicit for the reselling of IT Professional Services, except for the 
provision of implementation, maintenance, integration, or training services in direct support of a product. 
Under such circumstances the services must be performance by the publisher or manufacturer or one of 
their authorized agents. 

Aberdeen LLC 
9130 Norwalk Boulevard 

Santa Fe Springs, CA 90670-2534 
TEL:  800-552-6868   FAX:  562-695-5570 

Email:  JackT@aberdeeninc.com  Website:  www.aberdeeninc.com  

CONTRACT NUMBER:  GS-35F-0849R 
Period Covered by Contract:  September 12, 2005 through September 11, 2010 

General Services Administration 
Federal Supply Service 

Pricelist Current through Modification # PO-0018, dated May 14, 2008 

Products and ordering information in this Authorized FSS Information Technology Schedule Pricelist are also 
available on the GSA Advantage! System. Agencies can browse GSA Advantage! By accessing the Federal Supply 
Service’s Home page via the Internet at http://www.fss.gsa.gov/  
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INFORMATION FOR ORDERING ACTIVITIES 
APPLICABLE TO ALL SPECIAL ITEM NUMBERS 

 

SPECIAL NOTICE TO AGENCIES:  Small Business Participation 

SBA strongly supports the participation of small business concerns  in the Federal Supply Schedules Program. To 
enhance Small Business Participation SBA policy allows agencies to include in their procurement base and goals, 
the dollar value of orders expected to be placed against the Federal Supply Schedules, and to report 
accomplishments against these goals.   

For orders exceeding the micropurchase threshold, FAR 8.404  requires agencies to consider the catalogs/pricelists 
of at least three schedule contractors or consider reasonably available information by using the GSA Advantage!™ 
on-line shopping service (www.fss.gsa.gov). The catalogs/pricelists, GSA Advantage!™ and the Federal Supply 
Service Home Page (www.fss.gsa.gov) contain information on a broad array of products and services offered by 
small business concerns.  

This information should be used as a tool to assist ordering activities in meeting or exceeding established small 
business goals. It should also be used as a tool to assist in including small, small disadvantaged, and women-owned 
small businesses among those considered when selecting pricelists for a best value determination.  

For orders exceeding the micropurchase threshold, customers are to give preference to small business concerns 
when two or more items at the same delivered price will satisfy their requirement. 

 

1. Geographic Scope of Contract: 

Domestic delivery is delivery within the 48 contiguous states, Alaska, Hawaii, Puerto Rico, Washington, DC, and 
U.S. Territories.  Domestic delivery also includes a port or consolidation point, within the aforementioned areas, for 
orders received from overseas activities. 
 
Overseas delivery is delivery to points outside of the 48 contiguous states, Washington, DC, Alaska, Hawaii, Puerto 
Rico, and U.S. Territories. 
 
Offerors are requested to check one of the following boxes: 
 

[X] The Geographic Scope of Contract will be domestic and overseas delivery. 
[  ] The Geographic Scope of Contract will be overseas delivery only. 
[  ] The Geographic Scope of Contract will be domestic delivery only. 
 

__________________________________________________________________________________________ 
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2. Contractor's Ordering Address and Payment Information: 

Ordering Address: 

Aberdeen LLC 

9130 Norwalk Boulevard 

Santa Fe Springs, CA 90670 

ATTN: Jack Tateel  

 

Payment Information: 

 

Aberdeen LLC 

Department 2613-01 

Los Angeles, CA 90084-2613 

 

Contractors are required to accept credit cards for payments equal to or less than the micro-purchase threshold for 
oral or written delivery orders.  Credit cards  will be acceptable for payment above the micro-purchase threshold.  In 
addition, bank account information for wire transfer payments will be shown on the invoice. 

 

The following telephone number(s) can be used by ordering activities to obtain technical and/or ordering assistance: 

Telephone Number for ordering assistance: 

(800)552-6868 or (562)699-6998 x157 Jack Tateel 

Telephone Number for Technical Assistance: 

(800)552-6868 or (562)699-6998 Option 2 

 

3. LIABILITY FOR INJURY OR DAMAGE 

The Contractor shall not be liable for any injury to ordering activity personnel or damage to ordering activity 
property arising from the use of equipment maintained by the Contractor, unless such injury or damage is due to the 
fault or negligence of the Contractor. 

 

4. Statistical Data for Government Ordering Office Completion of Standard Form 279:  

Block 9:  G.  Order/Modification Under Federal Schedule     
Block 16:  Data Universal Numbering System (DUNS) Number:   626392500 
Block 30:  Type of Contractor -  B. Other Small Business 

Block 31:  Woman-Owned Small Business -           No   . 
Block 36:  Contractor's Taxpayer Identification Number (TIN):  95-4620568 

4a. CAGE Code:   1EAC3 
4b. Contractor has registered with the Central Contractor Registration Database. 

5. FOB Destination 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC                            

                                                             

-  I-3  - 

 

6. DELIVERY SCHEDULE 

a. TIME OF DELIVERY:  The Contractor shall deliver to destination within the number of calendar days 
after receipt of order (ARO), as set forth below: 

SPECIAL ITEM NUMBER DELIVERY TIME (Days ARO) 

         132-8           20        Days 

 

For Expedited Delivery 

                 132-8           10        Days 

 

b. URGENT REQUIREMENTS:  When the Federal Supply Schedule contract delivery period does not meet 
the bona fide urgent delivery requirements of an ordering activity, ordering activities are encouraged, if time 
permits, to contact the Contractor for the purpose of obtaining accelerated delivery.  The Contractor shall reply to 
the inquiry within 3 workdays after receipt.  (Telephonic replies shall be confirmed by the Contractor in writing.)  If 
the Contractor offers an accelerated delivery time acceptable to the ordering activity, any order(s) placed pursuant to 
the agreed upon accelerated delivery time frame shall be delivered within this shorter delivery time and in 
accordance with all other terms and conditions of the contract. 

 

7. Discounts:  Prices shown are NET Prices; Basic Discounts have been deducted. 

a. Prompt Payment:  Not applicable. 
b. Quantity:  Not applicable 
c. Dollar Volume: Not applicable 
d. Government Educational Institutions: The same discounts as all other Government customers. 

e. Other: None 

 

8. Trade Agreements Act of 1979, as amended: 

All items are U.S. made end products, designated country end products, Caribbean Basin country end products, 
Canadian end products, or Mexican end products as defined in the Trade Agreements Act of 1979, as amended. 

 

9. Statement Concerning Availability of Export Packing: 

 

10. Small Requirements:  The minimum dollar value of orders to be issued is $ 25    . 
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11. Maximum Order (All dollar amounts are exclusive of any discount for prompt payment.) 

a. The Maximum Order value for the following Special Item Numbers (SINs) is $500,000: 

Special Item Number 132-3 - Leasing of Product 
Special Item Number 132-4 – Daily / Short Term Rental 
Special Item Number 132-8 - Purchase of Equipment 
Special Item Number 132-12 – Maintenance of  Equipment, Repair Service, and Repair Parts/Spare Parts 
Special Item Number 132-32 - Term Software Licenses 
Special Item Number 132-33 - Perpetual Software Licenses 
Special Item Number 132-34 – Maintenance of Software 
Special Item Number 132-51 - Information Technology (IT) Professional Services 
Special Item Number 132-52 - Electronic Commerce (EC) Services 
Special Item Number 132-53 – Wireless Services 
Special Item Number 132-60 – Authentication Products and Services 
 

b. The Maximum Order value for the following Special Item Numbers (SINs) is $25,000: 

Special Item Number 132-50 - Training Courses 

 

12. ORDERING PROCEEDURES FOR FEDERAL SUPPLY SCHEDULE CONTRACTS 

Ordering activities shall use the ordering procedures of Federal Acquisition Regulation (FAR) 8.405 when placing 
an order or establishing a BPA for supplies or services.  These procedures apply to all schedules. 

a. FAR 8.405-1 Ordering procedures for supplies, and services not requiring a statement of work. 

b. FAR 8.405-2 Ordering procedures for services requiring a statement of work. 
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13.  FEDERAL INFORMATION TECHNOLOGY/TELECOMMUNICATION STANDARDS 
REQUIREMENTS:  ordering activities acquiring products from this Schedule must comply with the provisions of 
the Federal Standards Program, as appropriate (reference:  NIST Federal Standards Index).  Inquiries to determine 
whether or not specific products listed herein comply with Federal Information Processing Standards (FIPS) or 
Federal Telecommunication Standards (FED-STDS), which are cited by ordering activities, shall be responded to 
promptly by the Contractor. 
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13.1 FEDERAL INFORMATION PROCESSING STANDARDS PUBLICATIONS (FIPS PUBS): Information 
Technology products under this Schedule that do not conform to Federal Information Processing Standards (FIPS) 
should not be acquired unless a waiver has been granted in accordance with the applicable "FIPS Publication."  
Federal Information Processing Standards Publications (FIPS PUBS) are issued by the U.S. Department of 
Commerce,  National Institute of Standards and Technology (NIST), pursuant to National Security Act.  
Information concerning their availability and applicability should be obtained from the National Technical 
Information Service (NTIS), 5285 Port Royal Road, Springfield, Virginia  22161.  FIPS PUBS include voluntary 
standards when these are adopted for Federal use.  Individual orders for FIPS PUBS should be referred to the NTIS 
Sales Office, and orders for subscription service should be referred to the NTIS Subscription Officer, both at the 
above address, or telephone number (703) 487-4650. 

13.2 FEDERAL TELECOMMUNICATION STANDARDS (FED-STDS):  Telecommunication products under 
this Schedule that do not conform to Federal Telecommunication Standards (FED-STDS) should not be acquired 
unless a waiver has been granted in accordance with the applicable "FED-STD."  Federal Telecommunication 
Standards are issued by the  U.S. Department of Commerce, National Institute of Standards and Technology 
(NIST), pursuant to National Security Act. Ordering information and information concerning the availability of 
FED-STDS should be obtained from the GSA, Federal Supply Service, Specification Section, 470 East L’Enfant 
Plaza, Suite 8100, SW, Washington, DC  20407, telephone number (202)619-8925.  Please include a self-addressed 
mailing label when requesting information by mail.  Information concerning their applicability can be obtained by 
writing or calling the U.S. Department of Commerce, National Institute of Standards and Technology, Gaithersburg, 
MD  20899, telephone number (301)975-2833. 

14. CONTRACTOR TASKS / SPECIAL REQUIREMENTS (C-FSS-370) (NOV 2001)   

(a) Security Clearances:  The Contractor may be required to obtain/possess varying levels of security clearances in the 
performance of orders issued under this contract.  All costs associated with obtaining/possessing such security clearances 
should be factored into the price offered under the Multiple Award Schedule. 

(b) Travel:  The Contractor may be required to travel in performance of orders issued under this contract.  Allowable travel 
and per diem charges are governed by Pub .L. 99-234 and FAR Part 31, and are reimbursable by the ordering agency or 
can be priced as a fixed price item on orders placed under the Multiple Award Schedule.  The Industrial Funding Fee does 
NOT apply to travel and per diem charges. 

 NOTE:  Refer to FAR Part 31.205-46 Travel Costs, for allowable costs that pertain to official company business travel in 
regards to this contract. 

(c) Certifications, Licenses and Accreditations:  As a commercial practice, the Contractor may be required to obtain/possess 
any variety of certifications, licenses and accreditations for specific FSC/service code classifications offered.  All costs 
associated with obtaining/ possessing such certifications, licenses and accreditations should be factored into the price 
offered under the Multiple Award Schedule program. 

(d) Insurance:  As a commercial practice, the Contractor may be required to obtain/possess insurance coverage for specific 
FSC/service code classifications offered.  All costs associated with obtaining/possessing such insurance should be factored 
into the price offered under the Multiple Award Schedule program. 

(e) Personnel:  The Contractor may be required to provide key personnel, resumes or skill category descriptions in the 
performance of orders issued under this contract.  Ordering activities may require agency approval of additions or 
replacements to key personnel. 

(f) Organizational Conflicts of Interest:  Where there may be an organizational conflict of interest as determined by the 
ordering agency, the Contractor’s participation in such order may be restricted in accordance with FAR Part 9.5. 

(g) Documentation/Standards:  The Contractor may be requested to provide products or services in accordance with rules, 
regulations, OMB orders, standards and documentation as specified by the agency’s order. 
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(h) Data/Deliverable Requirements:  Any required data/deliverables at the ordering level will be as specified or negotiated in 
the agency’s order. 

(i) Government-Furnished Property:  As specified by the agency’s order, the Government may provide property, equipment, 
materials or resources as necessary. 

(j) Availability of Funds:  Many Government agencies’ operating funds are appropriated for a specific fiscal 
year.  Funds may not be presently available for any orders placed under the contract or any option year.  The 
Government’s obligation on orders placed under this contract is contingent upon the availability of appropriated 
funds from which payment for ordering purposes can be made.  No legal liability on the part of the Government for 
any payment may arise until funds are available to the ordering Contracting Officer. 

 

15. CONTRACT ADMINISTRATION FOR ORDERING ACTIVITIES:  Any ordering activity, with respect 
to any one or more delivery orders placed by it under this contract, may exercise the same rights of termination as 
might the GSA Contracting Officer under provisions of FAR 52.212-4, paragraphs (l) Termination for the ordering 
activity’s convenience, and (m) Termination for Cause (See C.1.) 

 

16. GSA Advantage!  

GSA Advantage! is an on-line, interactive electronic information and ordering system that provides on-line access 
to vendors' schedule prices with ordering information.  GSA Advantage! will allow the user to perform various 
searches across all contracts including, but not limited to: 

(1) Manufacturer; 
(2) Manufacturer's Part Number; and 
(3) Product categories. 

Agencies can browse GSA Advantage! by accessing the Internet World Wide Web utilizing a browser (ex.: 
NetScape).  The Internet address is http://www.fss.gsa.gov/. 

 

17. PURCHASE OF OPEN MARKET ITEMS 

NOTE:  Open Market Items are also known as incidental items, noncontract items, non-Schedule items, and items 
not on a Federal Supply Schedule contract.  ODCs (Other Direct Costs) are not part of this contract and should be 
treated at open market purchases.  Ordering Activities procuring open market items must follow FAR 8.401(d). 

For administrative convenience, an ordering activity contracting officer may add items not on the Federal Supply 
Multiple Award Schedule (MAS) -- referred to as open market items -- to a Federal Supply Schedule blanket 
purchase agreement (BPA) or an individual task or delivery order, only if-  

(1) All applicable acquisition regulations pertaining to the purchase of the items not on the Federal 
Supply Schedule have been followed (e.g., publicizing (Part 5), competition requirements (Part 6), 
acquisition of commercial items (Part 12), contracting methods (Parts 13, 14, and 15), and small business 
programs (Part 19));  

(2) The ordering activity contracting officer has determined the price for the items not on the Federal 
Supply Schedule is fair and reasonable;  

(3) The items are clearly labeled on the order as items not on the Federal Supply Schedule; and  

(4) All clauses applicable to items not on the Federal Supply Schedule are included in the order. 
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18. CONTRACTOR COMMITMENTS, WARRANTIES AND REPRESENTATIONS 

a. For the purpose of this contract, commitments, warranties and representations include, in addition to those 
agreed to for the entire schedule contract: 

(1) Time of delivery/installation quotations for individual orders; 

(2) Technical representations and/or warranties of products concerning performance, total system 
performance and/or configuration, physical, design and/or functional characteristics and capabilities of a 
product/equipment/ service/software package submitted in response to requirements which result in orders 
under this schedule contract. 

(3) Any representations and/or warranties concerning the products made in any literature, description, 
drawings and/or specifications furnished by the Contractor. 

b. The above is not intended to encompass items not currently covered by the GSA Schedule contract. 

 

19. OVERSEAS ACTIVITIES 

The terms and conditions of this contract shall apply to all orders for installation, maintenance and repair of 
equipment in areas listed in the pricelist outside the 48 contiguous states and the District of Columbia, except as 
indicated below: 

   All Aberdeen equipment covered by this contract is considered to be self-installable, self-deinstallable and 
self-reinstallable.  . No on-site services are provided. Repairs are performed at the Aberdeen factory located  
in Santa Fe Springs, CA USA      .  

Upon request of the Contractor, the ordering activity may provide the Contractor with logistics support, as available, 
in accordance with all applicable ordering activity regulations.  Such ordering activity support will be provided on a 
reimbursable basis, and will only be provided to the Contractor's technical personnel whose services are exclusively 
required for the fulfillment of the terms and conditions of this contract. 

 

20.  BLANKET PURCHASE AGREEMENTS (BPAs) 

The use of BPAs under any schedule contract to fill repetitive needs for supplies or services is allowable.  BPAs 
may be established with one or more schedule contractors.  The number of BPAs to be established is within the 
discretion of the ordering activity establishing the BPA and should be based on a strategy that is expected to 
maximize the effectiveness of the BPA(s).  Ordering activities shall follow FAR 8.405-3 when creating and 
implementing BPA(s). 
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21. CONTRACTOR TEAM ARRANGEMENTS 

Contractors participating in contractor team arrangements must abide by all terms and conditions of their respective 
contracts.  This includes compliance with Clauses 552.238-74, Industrial Funding Fee and Sales Reporting, i.e., 
each contractor (team member) must report sales and remit the IFF for all products and services provided under its 
individual contract. 

 

22. INSTALLATION, DEINSTALLATION, REINSTALLATION 

The Davis-Bacon Act (40 U.S.C. 276a-276a-7) provides that contracts in excess of $2,000 to which the United 
States or the District of Columbia is a party for construction, alteration, or repair (including painting and decorating) 
of public buildings or public works with the United States, shall contain a clause that no laborer or mechanic 
employed directly upon the site of the work shall received less than the prevailing wage rates as determined by the 
Secretary of Labor.  The requirements of the Davis-Bacon Act do not apply if the construction work is incidental to 
the furnishing of supplies, equipment, or services.  For example, the requirements do not apply to simple installation 
or alteration of a public building or public work that is incidental to furnishing supplies or equipment under a supply 
contract.  However, if the construction, alteration or repair is segregable and exceeds $2,000, then the requirements 
of the Davis-Bacon Act applies. 

The ordering activity issuing the task order against this contract will be responsible for proper administration and 
enforcement of the Federal labor standards covered by the Davis-Bacon Act.  The proper Davis-Bacon wage 
determination will be issued by the ordering activity at the time a request for quotations is made for applicable 
construction classified installation, deinstallation, and reinstallation services under SIN 132-8. 

 

23. SECTION 508 COMPLIANCE. 

If applicable, Section 508 compliance information on the supplies and services in this contract are available in 
Electronic and Information Technology (EIT) at the following: 

   
The EIT standard can be found at:  www.Section508.gov/. 

 

24. PRIME CONTRACTOR ORDERING FROM FEDERAL SUPPLY SCHEDULES. 

Prime Contractors (on cost reimbursement contracts) placing orders under Federal Supply Schedules, on behalf of 
an ordering activity, shall follow the terms of the applicable schedule and authorization and include with each order 
– 

(a) A copy of the authorization from the ordering activity with whom the contractor has the prime 
contract (unless a copy was previously furnished to the Federal Supply Schedule contractor); and 

(b) The following statement: 

This order is placed under written authorization from _______ dated _______.  In the event of any 
inconsistency between the terms and conditions of this order and those of your Federal Supply 
Schedule contract, the latter will govern. 
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25. INSURANCE—WORK ON A GOVERNMENT INSTALLATION (JAN 1997)(FAR 52.228-5) 

(a) The Contractor shall, at its own expense, provide and maintain during the entire performance of this 
contract, at least the kinds and minimum amounts of insurance required in the Schedule or elsewhere in the contract. 

(b) Before commencing work under this contract, the Contractor shall notify the Contracting Officer in writing 
that the required insurance has been obtained.  The policies evidencing required insurance shall contain an 
endorsement to the effect that any cancellation or any material change adversely affecting the Government's interest 
shall not be effective— 

(1) For such period as the laws of the State in which this contract is to be performed prescribe; or  

(2) Until 30 days after the insurer or the Contractor gives written notice to the Contracting Officer, 
whichever period is longer. 

(c) The Contractor shall insert the substance of this clause, including this paragraph (c), in subcontracts under 
this contract that require work on a Government installation and shall require subcontractors to provide and 
maintain the insurance required in the Schedule or elsewhere in the contract.  The Contractor shall maintain a copy 
of all subcontractors' proofs of required insurance, and shall make copies available to the Contracting Officer upon 
request.  

 

26. SOFTWARE INTEROPERABILITY. 

 

Offerors are encouraged to identify within their software items any component interfaces that support open standard 
interoperability.  An item’s interface may be identified as interoperable on the basis of participation in a 
Government agency-sponsored program or in an independent organization program.  Interfaces may be identified by 
reference to an interface registered in the component registry located at http://www.core.gov. 

 

27. ADVANCE PAYMENTS 

 

A payment under this contract to provide a service or deliver an article for the United States Government may not 
be more than the value of the service already provided or the article already delivered.  Advance or pre-payment is 
not authorized or allowed under this contract. (31 U.S.C. 3324)
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TERMS AND CONDITIONS APPLICABLE TO PURCHASE OF 
GENERAL PURPOSE COMMERCIAL INFORMATION TECHNOLOGY EQUIPMENT 

(SPECIAL ITEM NUMBER 132-8) 

1. MATERIAL AND WORKMANSHIP 

All equipment furnished hereunder must satisfactorily perform the function for which it is intended. 

 

2. ORDER 

Written orders, EDI orders (GSA Advantage! and FACNET), credit card orders, and orders placed under blanket 
purchase agreements (BPA) agreements shall be the basis for purchase in accordance with the provisions of this 
contract.  If time of delivery extends beyond the expiration date of the contract, the Contractor will be obligated to 
meet the delivery and installation date specified in the original order. 

For credit card orders and BPAs, telephone orders are permissible. 

 

3. TRANSPORTATION OF EQUIPMENT 

FOB DESTINATION.  Prices cover equipment delivery to destination, for any location within the geographic scope 
of this contract. 

 

4. INSTALLATION AND TECHNICAL SERVICES 

a. INSTALLATION.  When the equipment provided under this contract is not normally self-installable, the 
Contractor's technical personnel shall be available to the ordering activity, at the ordering activity's location, to 
install the equipment and to train ordering activity personnel in the use and maintenance of the equipment. The 
charges, if any, for such services are listed below, or in the price schedule: 

   All Aberdeen equipment included in this contract is considered to be self-installable. Free Aberdeen 
telephone support and installation assistance is provided as part of this contract. 
  
  

b. INSTALLATION, DEINSTALLATION, REINSTALLATION.  The Davis-Bacon Act (40 U.S.C. 
276a-276a-7) provides that contracts in excess of $2,000 to which the United States or the District of Columbia is a 
party for construction, alteration, or repair (including painting and decorating) of public buildings or public works 
with the United States, shall contain a clause that no laborer or mechanic employed directly upon the site of the 
work shall received less than the prevailing wage rates as determined by the Secretary of Labor.  The requirements 
of the Davis-Bacon Act do not apply if the construction work is incidental to the furnishing of supplies, equipment, 
or services.  For example, the requirements do not apply to simple installation or alteration of a public building or 
public work that is incidental to furnishing supplies or equipment under a supply contract.  However, if the 
construction, alteration or repair is segregable and exceeds $2,000, then the requirements of the Davis-Bacon Act 
applies. 
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The ordering activity issuing the task order against this contract will be responsible for proper administration and 
enforcement of the Federal labor standards covered by the Davis-Bacon Act.  The proper Davis-Bacon wage 
determination will be issued by the ordering activity at the time a request for quotations is made for applicable 
construction classified installation, deinstallation, and reinstallation services under SIN 132-8. 

c. OPERATING AND MAINTENANCE MANUALS.  The Contractor shall furnish the ordering activity 
with one (1) copy of all operating and maintenance manuals which are normally provided with the equipment being 
purchased.  

 

5. INSPECTION/ACCEPTANCE 

The Contractor shall only tender for acceptance those items that conform to the requirements of this contract.  The 
ordering activity reserves the right to inspect or test any equipment that has been tendered for acceptance.  The 
ordering activity may require repair or replacement of nonconforming equipment at no increase in contract price.  
The ordering activity must exercise its postacceptance rights (1) within a reasonable time after the defect was 
discovered or should have been discovered; and (2) before any substantial change occurs in the condition of the 
item, unless the change is due to the defect in the item. 

 

6. WARRANTY 

a. Unless specified otherwise in this contract, the Contractor’s standard commercial warranty as stated in the 
contract’s commercial pricelist will apply to this contract.   

5-YEAR RACKMOUNT WARRANTY 
All Aberdeen fully configured rackmount solutions are warranted to be free of defects in materials for a 
period of five years from date of shipment or the lifetime of the product to be free of workmanship defects. A 
fully configured rackmount system is defined as a system, which in a single purchase includes the rackmount 
chassis, motherboard, processor(s) with appropriate cooling equipment, memory and hard disk drive(s) all 
assembled.  

This warranty does not cover any abuse, misuse or modification of Products. We reserve the right to repair 
or replace the defective Product under warranty as we see appropriate.  We do not warrant uninterrupted or 
error-free operation of a Product. We do not warrant that any product that you acquire will meet your 
individual requirements  

b. The Contractor warrants and implies that the items delivered hereunder are merchantable and fit for use for 
the particular purpose described in this contract. 

c. Limitation of Liability.  Except as otherwise provided by an express or implied warranty, the Contractor 
will not be liable to the ordering activity for consequential damages resulting from any defect or deficiencies in 
accepted items. 

d.          If inspection and repair of defective equipment under this warranty will be performed at the Contractor's 
plant, the address is as follows:  Aberdeen LLC, 9130 Norwalk Boulevard, Santa Fe Springs, CA 90670 USA 

 

7. PURCHASE PRICE FOR ORDERED EQUIPMENT 

The purchase price that the ordering activity will be charged will be the ordering activity purchase price in effect at 
the time of order placement, or the ordering activity purchase price in effect on the installation date (or delivery date 
when installation is not applicable), whichever is less. 

 

8. RESPONSIBILITIES OF THE CONTRACTOR 

The Contractor shall comply with all laws, ordinances, and regulations (Federal, State, City or otherwise) covering 
work of this character, and shall include all costs, if any, of such compliance in the prices quoted in this offer. 
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9. TRADE-IN OF INFORMATION TECHNOLOGY EQUIPMENT 

When an ordering activity determines that Information Technology equipment will be replaced, the ordering activity 
shall follow the contracting policies and procedures in  the Federal Acquisition Regulation (FAR), the policies and 
procedures regarding disposition of information technology excess personal property in the Federal Property 
Management Regulations (FPMR) (41 CFR 101-43.6), and the policies and procedures on exchange/sale contained 
in the FPMR (41 CFR part 101-46).  



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-14  - 

 

TERMS AND CONDITIONS APPLICABLE TO MAINTENANCE, REPAIR  
SERVICE AND REPAIR PARTS/SPARE PARTS FOR GOVERNMENT-OWNED  

GENERAL PURPOSE COMMERCIAL INFORMATION TECHNOLOGY  
EQUIPMENT (AFTER EXPIRATION OF GUARANTEE/WARRANTY  

PROVISIONS AND/OR WHEN REQUIRED SERVICE IS NOT COVERED  
BY GUARANTEE/WARRANTY PROVISIONS) AND FOR LEASED EQUIPMENT 

(SPECIAL ITEM NUMBER 132-12) 

 

1. SERVICE AREAS 

a. The maintenance and repair service rates listed herein are applicable to any ordering activity location 
within a -No on-site services are provided. Repairs are performed at the Aberdeen factory located in Santa Fe 
Springs, CA USA.  If any additional charge is to apply because of the greater distance from the Contractor's service 
locations, the mileage rate or other distance factor shall be stated in paragraphs 7.d and 8.d of this Special Item 
Number 132-12. 

b. When repair services cannot be performed at the ordering activity installation site, the repair services will 
be performed at the Contractor's plant(s) listed below: 

Aberdeen LLC, 9130 Norwalk Boulevard, Santa Fe Springs, CA 90670 USA               
  
  

 

2. MAINTENANCE ORDER 

a. Agencies may use written orders, EDI orders, credit card orders, or BPAs, for ordering maintenance under 
this contract.  The Contractor shall confirm orders within fifteen (15) calendar days from the date of receipt, except 
that confirmation of orders shall be considered automatic for renewals for maintenance (Special Item Number 132-
12).  Automatic acceptance of order renewals for maintenance service shall apply for machines which may have 
been discontinued from use for temporary periods of time not longer than 120 calendar days.  If the order is not 
confirmed by the Contractor as prescribed by this paragraph, the order shall be considered to be confirmed by the 
Contractor. 

b. The Contractor shall honor orders for maintenance for the duration of the contract period or a lessor period 
of time, for the equipment shown in the pricelist.  Maintenance service shall commence on a mutually agreed upon 
date, which will be written into the maintenance order.  Maintenance orders shall not be made effective before the 
expiration of any applicable maintenance and parts guarantee/warranty period associated with the purchase of 
equipment.  Orders for maintenance service shall not extend beyond the end of the contract period. 

c. Maintenance may be discontinued by the ordering activity on thirty (30) calendar days written notice, or 
shorter notice when agreed to by the Contractor; such notice to become effective thirty (30) calendar days from the 
date on the notification.  However, the ordering activity may extend the original discontinuance date upon written 
notice to the Contractor, provided that such notice is furnished at least ten (10) calendar days prior to the original 
discontinuance date. 

d. Annual Funding.  When annually appropriated funds are cited on a maintenance order, the period of 
maintenance shall automatically expire on September 30th of the contract period, or at the end of the contract 
period, whichever occurs first.  Renewal of a maintenance order citing the new appropriation shall be required, if 
maintenance is to continue during any remainder of the contract period. 
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e. Cross-year Funding Within Contract Period.  Where an ordering activity's specific appropriation authority 
provides for funds in excess of a 12 month, fiscal year period, the ordering activity may place an order under this 
schedule contract for a period up to the expiration of the contract period, notwithstanding the intervening fiscal 
years. 

f. Ordering activities should notify the Contractor in writing thirty (30) calendar days prior to the expiration 
of maintenance service, if maintenance is to be terminated at that time.  Orders for continued maintenance will be 
required if maintenance is to be continued during the subsequent period. 

 

3.  REPAIR SERVICE AND REPAIR PARTS/SPARE PARTS ORDERS 

a. Agencies may use written orders, EDI orders, credit card orders, blanket purchase agreements (BPAs), or 
small order procedures for ordering repair service and/or repair parts/spare parts under this contract.  Orders for 
repair service shall not extend beyond the end of the contract period. 

b. When repair service is ordered, only one chargeable repairman shall be dispatched to perform repair 
service, unless the ordering activity agrees, in advance, that additional repair personnel are required to effect repairs. 

 

4. LOSS OR DAMAGE 

When the Contractor removes equipment to his establishment for repairs, the Contractor shall be responsible for any 
damage or loss, from the time the equipment is removed from the ordering activity installation, until the equipment 
is returned to such installation. 

 

5. SCOPE 

a. The Contractor shall provide maintenance for all equipment listed herein, as requested by the ordering 
activity  during the contract term.  Repair service and repair parts/spare parts shall apply exclusively to the 
equipment types/models within the scope of this Information Technology Schedule. 

b. Equipment placed under maintenance service shall be in good operating condition. 

(1) In order to determine that the equipment is in good operating condition, the equipment shall be 
subject to inspection by the Contractor, without charge to the ordering activity. 

(2) Costs of any repairs performed for the purpose of placing the equipment in good operating 
condition shall be borne by the Contractor, if the equipment was under the Contractor's guarantee/warranty 
or maintenance responsibility prior to the effective date of the maintenance order. 

(3) If the equipment was not under the Contractor's responsibility, the costs necessary to place the 
equipment in proper operating condition are to be borne by the ordering activity, in accordance with the 
provisions of Special Item Number 132-12 (or outside the scope of this contract). 

 

6. RESPONSIBILITIES OF THE ORDERING ACTIVITY 

a. Ordering activity personnel shall not perform maintenance or attempt repairs to equipment while such 
equipment is under the purview of a maintenance order, unless agreed to by the Contractor. 

b. Subject to security regulations, the ordering activity shall permit access to the equipment which is to be 
maintained or repaired. 
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7. RESPONSIBILITIES OF THE CONTRACTOR 

For equipment not covered by a maintenance contract or warranty, the Contractor's repair service personnel shall 
complete repairs as soon as possible after notification by the ordering activity that service is required.  Within the 
service areas, this repair service should normally be done within 4 hours after notification. 

 

8. MAINTENANCE RATE PROVISIONS 

a. The Contractor shall bear all costs of maintenance, including labor, parts, and such other expenses as are 
necessary to keep the equipment in good operating condition, provided that the required repairs are not occasioned 
by fault or negligence of the ordering activity. 

b. REGULAR HOURS 

The basic monthly rate for each make and model of equipment shall entitle the ordering activity to maintenance 
service during a mutually agreed upon nine (9) hour principal period of maintenance, Monday through Friday, 
exclusive of holidays observed at the ordering activity location. 

c. AFTER HOURS 

Should the ordering activity require that maintenance be performed outside of Regular Hours, charges for such 
maintenance, if any, will be specified in the pricelist.  Periods of less than one hour will be prorated to the nearest 
quarter hour. 

d. TRAVEL AND TRANSPORTATION 

If any charge is to apply, over and above the regular maintenance rates, because of the distance between the 
ordering activity location and the Contractor's service area, the charge will be: 

NOT APPLICABLE  

e. QUANTITY DISCOUNTS 

Quantity discounts from listed maintenance service rates for multiple equipment owned and/or leased by a ordering 
activity  are indicated below: 

  NOT APPLICABLE 

 

9. REPAIR SERVICE RATE PROVISIONS 

a. CHARGES.  Charges for repair service will include the labor charge, computed at the rates set forth below, 
for the time during which repairmen are actually engaged in work, and, when applicable, the charge for travel or 
transportation. 

b. MULTIPLE MACHINES.  When repairs are ordered by a ordering activity  on two or more machines 
located in one or more buildings within walking distance of each other, the charges will be computed from the time 
the repairman commences work on the first machine, until the work is completed on the last machine.  The time 
required to go from one machine to another, or from one building to another, will be considered actual work 
performance, and chargeable to the ordering activity, provided the time consumed in going between machines (or 
buildings) is reasonable. 
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c. TRAVEL OR TRANSPORTATION 

(1) AT THE CONTRACTOR'S SHOP 

(a) When equipment is returned to the Contractor's shop for adjustments or repairs which are 
not covered by the guarantee/warranty provision, the cost of transportation, packing, etc., from the 
ordering activity location to the Contractor's plant, and return to the ordering activity location, 
shall be borne by the ordering activity. 

(b) The ordering activity should not return defective equipment to the Contractor for 
adjustments and repairs or replacement without his prior consultation and instruction. 

(2) AT THE ORDERING ACTIVITY LOCATION (Within Established Service Areas) 

When equipment is repaired at the ordering activity location, and repair service rates are established for 
service areas or zones, the listed rates are applicable to any ordering activity location within such service 
areas or zones.  No extra charge, time, or expense will be allowed for travel or transportation of repairmen 
or machines to or from the ordering activity office; such overhead is included in the repair service rates 
listed. 

(3) AT THE ORDERING ACTIVITY LOCATION (Outside Established Service Areas) 

(a) The repair service rates listed for subparagraph (2) above apply, except that a travel 
charge of    N/A     per mile for repairmen will apply to the round-trip distance between the 
geographic limits of the applicable service area and the ordering activity location.  Such charge 
will apply as an additional charge, but it will be limited to one round trip for each request that is 
made by the ordering activity for repair service, regardless of whether repairs are performed at the 
ordering activity location or at the Contractor's shop. 

(b) When the overall travel charge computed at the above mileage rate is unreasonable 
(considering the time required for travel, actual and necessary transportation costs, and the 
allowable ordering activity per diem rate for each night the repairman is required to remain 
overnight at the ordering activity location), the ordering activity shall have the option of 
reimbursing the Contractor for actual costs, provided that the actual costs are reasonable and 
allowable.  The Contractor shall furnish the ordering activity with a report of travel performed and 
related expenses incurred.  The report shall include departure and arrival dates, times, and the 
applicable mode of travel. 

d. LABOR RATES 

(1) REGULAR HOURS 

The Regular Hours repair service rates listed herein shall entitle the ordering activity to repair service 
during the period 8:00 a.m. to 5:00 p.m., Monday through Friday, exclusive of holidays observed at the 
ordering activity location.  There shall be no additional charge for repair service which was requested 
during Regular Hours, but performed outside the Regular Hours defined above, at the convenience of the 
Contractor. 

(2) AFTER HOURS 

When the ordering activity requires that repair service be performed outside the Regular Hours defined 
above, except Sundays and Holidays observed at the ordering activity location, the After Hours repair 
service rates listed herein shall apply.  The Regular Hours rates defined above shall apply when repair 
service is requested during Regular Hours, but performed After Hours at the convenience of the 
Contractor. 

(3) SUNDAYS AND HOLIDAYS 

When the ordering activity requires that repair service be performed on Sundays and Holidays observed at 
the ordering activity location, the Sundays and Holidays repair service rates listed herein shall apply.  
When repair service is requested to be performed during Regular Hours and/or After Hours, but is 
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performed at the convenience of the Contractor on Sundays or Holidays observed at the ordering activity 
location, the Regular Hours and/or After Hours repair service rates, as applicable, shall apply. 

 

REPAIR SERVICE RATES 

  REGULAR AFTER SUNDAYS AND 
 MINIMUM HOURS HOURS HOLIDAYS 
LOCATION CHARGE* PER HOUR** PER HOUR** PER HOUR 

CONTRACTOR'S SHOP      $60.45             $60.45        Not Available Not Available  

ORDERING ACTIVITY LOCATION 
(WITHIN ESTABLISHED  
SERVICE AREAS) Not Available Not Available Not Available Not Available 

ORDERING ACTIVITY LOCATION 
(OUTSIDE ESTABLISHED 
SERVICE AREAS) Not Available Not Available Not Available Not Available  

*MINIMUM CHARGES INCLUDE   1 (one)  FULL HOUR ON THE JOB. 

**FRACTIONAL HOURS, AT THE END OF THE JOB, WILL BE PRORATED TO THE NEAREST QUARTER 
HOUR. 

 

10. REPAIR PARTS/SPARE PARTS RATE PROVISIONS 

All parts, furnished as spares or as repair parts in connection with the repair of equipment, unless otherwise 
indicated in this pricelist, shall be new, standard parts manufactured by the equipment manufacturer.  All parts shall 
be furnished at prices indicated in the Contractor's commercial pricelist which is generated daily and available 
online at www.aberdeeninc.com  at a discount of    7   % from such listed prices. 

 

11. GUARANTEE/WARRANTY—REPAIR SERVICE AND REPAIR PARTS/SPARE PARTS 

a. REPAIR SERVICE 

All repair work will be guaranteed/warranted for a period of  90 (ninety) days  

All repairs performed by Aberdeen at its facility on a billable basis outside the scope of a system warranty 
are warranted for a period of 90 days from the date of the repair. If such repair is performed on a system 
having a remaining Aberdeen  warranty in excess of 90 days, the overall system warranty is not affected. 
    

b. REPAIR PARTS/SPARE PARTS 

All parts, furnished either as spares or repairs parts will be guaranteed/warranted for a period of 1 (one) year 

All Components purchased from Aberdeen which are not sold as part of an Aberdeen System are warranted 
to be free of defects in materials and workmanship for a period of one year from date of shipment. 
Components may have additional warranties by their publisher or manufacturer in replacement or addition 
to this warranty.   

This warranty does not cover any abuse, misuse or modification of Products. We reserve the right to repair 
or replace the defective Product under warranty as we see appropriate. We do not warrant uninterrupted or 
error-free operation of a Product. We do not warrant that any product that you acquire will meet your 
individual requirements. 
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12. INVOICES AND PAYMENTS 

a. Maintenance Service 

(1) Invoices for maintenance service shall be submitted by the Contractor on a quarterly or monthly 
basis, after the completion of such period.  Maintenance charges must be paid in arrears (31 U.S.C. 3324).  
PROMPT PAYMENT DISCOUNT, IF APPLICABLE, SHALL BE SHOWN ON THE INVOICE. 

(2) Payment for maintenance service of less than one month's duration shall be prorated at 1/30th of 
the monthly rate for each calendar day. 

b. Repair Service and Repair Parts/Spare Parts 

Invoices for repair service and parts shall be submitted by the Contractor as soon as possible after completion of 
work.  Payment under blanket purchase agreements will be made quarterly or monthly, except where cash payment 
procedures are used.  Invoices shall be submitted separately to each ordering activity office ordering services under 
the contract.  The cost of repair parts shall be shown as a separate item on the invoice, and shall be priced in 
accordance with paragraph #10, above.  PROMPT PAYMENT DISCOUNT, IF APPLICABLE, SHALL BE 
SHOWN ON THE INVOICE. 
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ABERDEEN LLC 

PRODUCTS PRICE LIST FOR ITEMS OFFERED UNDER SIN 132-8 

 

This price list is an excerpt of the overall Aberdeen Commercial Price List as published online at 
www.aberdeeninc.com. This online price list is regularly maintained and available for access at all times. All 
products are Aberdeen brand manufactured by Aberdeen in Santa Fe Springs, California, USA. 

 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 
AberNAS 120R2 1U Rackmount NAS R2 Storage Appliance with 1 TeraByte Storage – Hdw RAID – 1TB NAS $2,470.84 

AberNAS 120X 1U Rackmount NAS Storage Appliance with 1 TeraByte Storage w/ iSCSI – Hdw RAID – 1TB NAS $2,929.26 

AberNAS 128R2 1U Rackmount NAS R2 Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS $2,745.89 

AberNAS 128X 1U Rackmount NAS Storage Appliance with 2 TeraByte Storage w/ iSCSI – Hdw RAID – 2TB NAS $3,204.30 

AberNAS 130R2 1U Rackmount NAS R2 Storage Appliance with 3 TeraByte Storage - Hdw RAID - 3TB NAS $3,112.62 

AberNAS 130X 1U Rackmount NAS Storage Appliance with 3 TeraByte Storage w/ iSCSI - Hdw RAID - 3TB NAS $3,571.03 

AberNAS 135R2 1U Rackmount NAS R2 Storage Appliance with 4 TeraByte Storage - Hdw RAID - 4TB NAS $3,479.35 

AberNAS 135X 1U Rackmount NAS Storage Appliance with 4 TeraByte Storage w/ iSCSI - Hdw RAID - 4TB NAS $3,937.76 

AberNAS 170 1U Rackmount NAS-L Storage Appliance with 1 TeraByte Storage – Hdw RAID – 1TB NAS $2,287.48 

AberNAS 178 1U Rackmount NAS-L Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS $2,562.53 

AberNAS 180 1U Rackmount NAS Linux Storage Appliance with 3 TeraByte Storage - Hdw RAID - 3TB NAS $3,020.94 

AberNAS 185 1U Rackmount NAS Linux Storage Appliance with 4 TeraByte Storage - Hdw RAID - 4TB NAS $3,387.67 

AberNAS 211R2 2U Rackmount NAS R2 Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS $3,662.72 

AberNAS 211X 2U Rackmount NAS Storage Appliance with 2 TeraByte Storage w/ iSCSI – Hdw RAID – 2TB NAS $4,121.13 

AberNAS 213R2 2U Rackmount NAS R2 Storage Appliance with 4 TeraByte Storage – Hdw RAID – 4TB NAS $4,121.13 

AberNAS 213X 2U Rackmount NAS Storage Appliance with 4 TeraByte Storage w/ iSCSI – Hdw RAID – 4TB NAS $4,579.54 

AberNAS 214R2 2U Rackmount NAS R2 Storage Appliance with 6 TeraByte Storage - Hdw RAID - 6TB NAS $5,037.95 

AberNAS 214X 2U Rackmount NAS Storage Appliance with 6 TeraByte Storage w/ iSCSI - Hdw RAID - 6TB NAS $5,496.37 

AberNAS 215R2 2U Rackmount NAS R2 Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS $5,954.78 

AberNAS 215X 2U Rackmount NAS Storage Appliance with 8 TeraByte Storage w/ iSCSI - Hdw RAID - 8TB NAS $6,413.19 

AberNAS 244R2 2U Rackmount NAS R2 Storage Appliance with 9 TeraByte Storage - Hdw RAID - 9TB NAS $6,413.19 

AberNAS 244X 2U Rackmount NAS Storage Appliance with 9 TeraByte Storage w/ iSCSI - Hdw RAID - 9TB NAS $6,871.60 

AberNAS 245R2 2U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS $7,788.43 

AberNAS 245X 2U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS $8,246.84 

AberNAS 271 2U Rackmount NAS-L Storage Appliance with 2 TeraByte  Storage – Hdw RAID – 2TB NAS $3,662.72 

AberNAS 273 2U Rackmount NAS-L Storage Appliance with 4 TeraByte  Storage – Hdw RAID – 4TB NAS $4,121.13 

AberNAS 274 2U Rackmount NAS Linux Storage Appliance with 6 TeraByte Storage - Hdw RAID - 6TB NAS $5,037.95 

AberNAS 275 2U Rackmount NAS Linux Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS $5,771.41 

AberNAS 284 2U Rackmount NAS Linux Storage Appliance with 9 TeraByte Storage - Hdw RAID - 9TB NAS $6,413.19 

AberNAS 285 2U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS $7,788.43 
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ABERDEEN LLC 

PRODUCTS PRICE LIST FOR ITEMS OFFERED UNDER SIN 132-8 

CONTINUED 

 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 
AberNAS 373 3U Rackmount NAS Linux Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS $7,330.02 

AberNAS 374 3U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS $8,980.30 

AberNAS 375 3U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS $10,355.54 

AberNAS 383R2 3U Rackmount NAS R2 Storage Appliance with 8 TeraByte Storage – Hdw RAID – 8TB NAS $7,330.02 

AberNAS 383X 3U Rackmount NAS Storage Appliance with 8 TeraByte Storage w/ iSCSI - Hdw RAID - 8TB NAS $7,605.06 

AberNAS 384R2 3U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS $8,980.30 

AberNAS 384X 3U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS $9,163.67 

AberNAS 385R2 3U Rackmount NAS R2 Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS $10,355.54 

AberNAS 385X 3U Rackmount NAS Storage Appliance with 16 TeraByte Storage w/ iSCSI - Hdw RAID - 16TB NAS $10,538.90 

AberNAS 513R2 5U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage – Hdw RAID – 12TB NAS $9,622.08 

AberNAS 513X 5U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS $9,897.13 

AberNAS 514R2 5U Rackmount NAS R2 Storage Appliance with 18 TeraByte Storage - Hdw RAID - 18TB NAS $11,914.14 

AberNAS 514X 5U Rackmount NAS Storage Appliance with 18 TeraByte Storage w/ iSCSI - Hdw RAID - 18TB NAS $12,189.19 

AberNAS 515R2 5U Rackmount NAS R2 Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS $14,206.20 

AberNAS 515X 5U Rackmount NAS Storage Appliance with 24 TeraByte Storage w/ iSCSI - Hdw RAID - 24TB NAS $14,664.62 

AberNAS 573 5U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS $9,622.08 

AberNAS 574 5U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS $11,914.14 

AberNAS 575 5U Rackmount NAS Linux Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS $14,206.20 

AberNAS 613R2 6U Rackmount NAS R2 Storage Appliance with 16 TeraByte Storage – Hdw RAID – 16TB NAS $12,372.55 

AberNAS 613X 6U Rackmount NAS Storage Appliance with 16 TeraByte Storage w/ iSCSI - Hdw RAID - 16TB NAS $12,647.60 

AberNAS 614R2 6U Rackmount NAS R2 Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS $15,123.03 

AberNAS 614X 6U Rackmount NAS Storage Appliance with 24 TeraByte Storage w/ iSCSI - Hdw RAID - 24TB NAS $15,581.44 

AberNAS 615R2 6U Rackmount NAS R2 Storage Appliance with 32 TeraByte Storage - Hdw RAID - 32TB NAS $18,331.92 

AberNAS 615X 6U Rackmount NAS Storage Appliance with 32 TeraByte Storage w/ iSCSI - Hdw RAID - 32TB NAS $18,790.33 

AberNAS 673 6U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS $12,372.55 

AberNAS 674 6U Rackmount NAS Linux Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS $15,123.03 

AberNAS 675 6U Rackmount NAS Linux Storage Appliance with 32 TeraByte Storage - Hdw RAID - 32TB NAS $18,331.92 

AberNAS 813R2 8U Rackmount NAS R2 Storage Appliance with 20 TeraByte Storage – Hdw RAID – 20TB NAS $14,664.62 

AberNAS 813X 8U Rackmount NAS Storage Appliance with 20 TeraByte Storage w/ iSCSI - Hdw RAID - 20TB NAS $15,123.03 

AberNAS 814R2 8U Rackmount NAS R2 Storage Appliance with 30 TeraByte Storage - Hdw RAID - 30TB NAS $18,331.92 

AberNAS 814X 8U Rackmount NAS Storage Appliance with 30 TeraByte Storage w/ iSCSI - Hdw RAID - 30TB NAS $18,790.33 

AberNAS 815R2 8U Rackmount NAS R2 Storage Appliance with 40 TeraByte Storage - Hdw RAID - 40TB NAS $21,999.22 

AberNAS 815X 8U Rackmount NAS Storage Appliance with 40 TeraByte Storage w/ iSCSI - Hdw RAID - 40TB NAS $22,457.63 
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AberNAS 873 8U Rackmount NAS Linux Storage Appliance with 20 TeraByte Storage - Hdw RAID - 20TB NAS $14,664.62 

AberNAS 874 8U Rackmount NAS Linux Storage Appliance with 30 TeraByte Storage - Hdw RAID - 30TB NAS $18,331.92 

AberNAS 875 8U Rackmount NAS Linux Storage Appliance with 40 TeraByte Storage - Hdw RAID - 40TB NAS $21,999.22 

Stirling 102T 1U Rackmount Server P4/PD/Xeon SATA                                                                      $1,008.51 

Stirling 103T 1U Rackmount Server P4/PD/Xeon SATA                                                                     $1,087.35 

Stirling 106T 1U Rackmount Server P4/PD/Xeon SATA                                                                  $1,015.84 

Stirling 107T 1U Rackmount Server P4/PD/Xeon SATA                                                                  $1,135.03 

Stirling 114S 1U Rackmount Server P4 SCSI Rdt PS                                                                 $1,680.54 

Stirling 114T 1U Rackmount Server P4 SATA Rdt PS                                                                 $1,399.07 

Stirling 121S 1U Rackmount Server Xeon SCSI Rdt PS                                                              $2,072.02 

Stirling 121T 1U Rackmount Server Xeon SATA Rdt PS                                                           $1,823.56 

Stirling 122T 1U Rackmount Server Twin Node Xeon SATA/Infiniband                                      $2,162.79 

Stirling 123 1U Rackmount Server Xeon Universal I/O Rdt PS                                                  $1,785.06 

Stirling 127 1U Rackmount Storage Server Dual Xeon SATA                                                 $1,297.31 

Stirling 128Q 1U Rackmount Server Dual Xeon SAS Rdt PS                                                     $2,094.95 

Stirling 128S 1U Rackmount Storage Server Dual Xeon SCSI                                          $1,940.92 

Stirling 128T 1U Rackmount Storage Server Dual Xeon SATA                                       $1,684.21 

Stirling 129 1U Rackmount Storage Server Dual Xeon SATA Rdt PS                                        $1,986.76 

Stirling 132T 1U Rackmount Server Twin Node Xeon SATA/Infiniband                              $2,595.53 

Stirling 144 1U Rackmount Storage Server Quad-Core Quad Xeon SATA                        $6,429.69 

Stirling 206 2U Rackmount Server P4/PD/Xeon SCSI PS                                                     $1,393.57 

Stirling 226S 2U Rackmount Server Dual Xeon SCSI                                                       $1,843.74 

Stirling 226T 2U Rackmount Server Dual Xeon SATA                                                 $1,705.29 

Stirling 228Q 2U Rackmount Server Dual Xeon SAS Rdt PS                                                 $1,896.91 

Stirling 228S 2U Rackmount Storage Server Dual Xeon SCSI Rdt PS                                $2,210.47 

Stirling 228T 2U Rackmount Storage Server Dual Xeon SATA Rdt PS                         $2,036.27 

Stirling 229 2U Rackmount Server Dual Xeon SAS Rdt PS                                                      $2,576.28 

Stirling 244 2U Rackmount Storage Server Quad-Core Quad Xeon SAS                         $7,067.80 

Stirling 328S 3U Rackmount Server Dual Xeon SCSI Rdt PS                                                    $2,279.23 

Stirling 428S 4U Rackmount Server Dual Xeon SCSI Rdt PS                                                       $2,188.46 

Stirling 428T 4U Rackmount Server Dual Xeon SATA Rdt PS                                                   $1,972.09 

Stirling 429 4U Rackmount Server Dual Xeon SAS Rdt PS                                                    $2,606.53 

Stirling 54T 1U Mini-Rackmount Server P4/PD/Xeon SATA                                                         $912.24 
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Stirling 55T 1U Mini-Rackmount Server P4/PD/Xeon SATA                                                        $1,010.34 

Stirling 56T 1U Mini-Rackmount Server Multi-Core Dual Xeon SATA                                            $1,212.04 

Stirling W414 4U Rackmount Server/Workstation Dual Xeon SAS Rdt PS                                     $2,488.26 

Stirling X30-8 Backup Monster 3U Multi-Core Rackmount Storage Server with 8 TeraBytes of Storage - 8TB $4,552.04 

Stirling X31-8 Backup Monster 3U Multi-Core Rackmount Storage Server with 8 TeraBytes of Storage - 8TB $4,658.39 

Stirling X314-12 Backup Monster 3U Multi-Core Rackmount Storage Server with 12 TeraBytes of Storage - 12TB $6,484.70 

Stirling X315-12 Backup Monster 3U Multi-Core Rackmount Storage Server with 12 TeraBytes of Storage - 12TB  $6,614.89 

Stirling X318-16 Backup Monster 3U Multi-Core Rackmount Storage Server with 16 TeraBytes of Storage - 16TB  $7,942.45 

Stirling X319-16 Backup Monster 3U Multi-Core Rackmount Storage Server with 16 TeraBytes of Storage - 16TB $8,072.64 

Stirling X418-16 TeraBuster 4U Multi-Core Rackmount Storage Server w/16 TeraBytes of Storage - 16TB $8,035.05 

Stirling X419-16 TeraBuster 4U Multi-Core Rackmount Storage Server w/16 TeraBytes of Storage - 16TB $8,165.24 

Stirling X526-24 TeraStorus 5U Multi-Core Rackmount Storage Server w/24 TeraBytes of Storage - 24TB $11,445.64 

Stirling X527-24 TeraStorus 5U Multi-Core Rackmount Storage Server w/24 TeraBytes of Storage - 24TB  $11,575.83 

Stirling X633-32 Terazilla 6U Multi-Core Rackmount Storage Server with 32 Terabytes of Storage - 32TB  $15,125.78 

Stirling X634-32 Terazilla 6U Multi-Core Rackmount Storage Server with 32 Terabytes of Storage - 32TB $15,255.97 

Stirling X840-40 Teralith 8U Multi-Core Rackmount Storage Server with 40 Terabytes of Storage - 40TB  $18,553.79 

Stirling X841-40 Teralith 8U Multi-Core Rackmount Storage Server with 40 Terabytes of Storage - 40TB  $18,683.98 

Stonehaven A122 1U Rackmount Server Opteron SATA                                                                              $925.08 

Stonehaven A135S 1U Rackmount Server Quad Opteron Socket F SCSI -                                                   $3,424.34 

Stonehaven A135T 1U Rackmount Server Quad Opteron Socket F SATA -                                                $3,166.71 

Stonehaven A142S 1U Rackmount Server Opteron SCSI Rdt PS                                                                   $1,750.22 

Stonehaven A142T 1U Rackmount Server Opteron SATA Rdt PS                                                                    $1,475.17 

Stonehaven A144S 1U Rackmount Server Opteron SCSI Rdt PS                                                                   $1,865.74 

Stonehaven A144T 1U Rackmount Server Opteron SATA Rdt PS                                                              $1,618.20 

Stonehaven A151S 1U Rackmount Server Dual Opteron Socket F SCSI -                                                      $1,654.87 

Stonehaven A151T 1U Rackmount Server Dual Opteron Socket F SATA -                                                $1,388.07 

Stonehaven A261S 2U Rackmount Server Opteron SCSI -                                                                             $2,822.90 

Stonehaven A261T 2U Rackmount Server Opteron SATA                                                                          $2,574.44 

Stonehaven A284S 2U Rackmount Server Opteron SCSI Rdt PS                                                                                           $2,003.26 

Stonehaven A284T 2U Rackmount Server Opteron SATA Rdt PS                                                                $1,819.90 

Stonehaven A381S 3U Rackmount Server Opteron SCSI Rdt PS                                                                                             $2,737.64 

Stonehaven A381T 3U Rackmount Server Opteron SATA Rdt PS                                                                  $2,397.50 

Stonehaven A484S 4U Rackmount Server Opteron SCSI Rdt PS -                                                    $5,819.09 

Stonehaven A484T 4U Rackmount Server Opteron SATA RDT PS -                                                      $5,391.85 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-24  - 

ABERDEEN LLC 

PRODUCTS PRICE LIST FOR ITEMS OFFERED UNDER SIN 132-8 

CONTINUED 

 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 
Stonehaven A53 1U Rackmount Server Opteron SATA                                                                        $859.98 

Stonehaven X30-8 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 8 Terabytes of Storage - 8TB $4,521.78 

Stonehaven X314-12 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 12 Terabytes of Storage - 12TB  $6,464.53 

Stonehaven X318-16 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 16 Terabytes of Storage - 16TB  $7,922.28 

Stonehaven X418-16 TeraStorus 4U Dual-Core Opteron Rackmount Storage Server with 16 Terabytes of Storage - 16TB $8,013.97 

Stonehaven X526-24 TeraStorus 5U Dual-Core Opteron Rackmount Storage Server with 24 Terabytes of Storage - 24TB  $11,514.41 

Stonehaven X633-32 Terazilla 6U Dual-Core Opteron Rackmount Storage Server with 32 Terabytes of Storage - 32TB  $15,194.54 

Stonehaven X840-40 Teralith 8U Dual-Core Opteron Rackmount Storage Server with 40 Terabytes of Storage - 40TB  $18,621.63 

XDAS 1001 2U Rackmount SCSI-to-SATA RAID Storage Unit with 8 TeraByte Storage - 8TB DAS $5,954.78 

XDAS 1002 2U Rackmount SCSI-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS $7,788.43 

XDAS 1002F 2U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 12 TeraByte Storage - 12TB DAS $9,163.67 

XDAS 1002SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $8,521.89 

XDAS 1003 3U Rackmount SCSI-to-SATA RAID Storage Unit with 16 TeraByte Storage - 16TB DAS $10,080.49 

XDAS 1003F 3U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 16 TeraByte Storage - 16TB DAS $11,455.73 

XDAS 1003FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS $11,914.14 

XDAS 1003J 3U Rackmount SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD $8,705.25 

XDAS 1004 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 24 TeraByte Storage – 24TB DAS $15,123.03 

XDAS 1004F 4U Rackmount Fibre-toSATA RAID Storage Unit with 24 TeraByte Storage - 24TB DAS $15,581.44 

XDAS 1013J 3U Rackmount SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD $8,246.84 

XDAS 1014J 4U Rackmount SAS JBOD Expansion Storage Unit with 24 TeraByte SATA Storage - 24TB JBOD $11,914.14 

XDAS 1022SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage – 12TB DAS $10,813.95 

XDAS 1023F 3U Rackmount Dual Fibre-toSATA RAID Storage Unit with 16 TeraByte Storage - 16TB DAS $13,747.79 

XDAS 1023FSA 3U Rackmount Dual Fibre-toSAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS $14,664.62 

XDAS 1023J 3U Rackmount Dual SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD $9,163.67 

XDAS 1023SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS $13,747.79 

XDAS 1024F 4U Rackmount Dual Fibre-toSATA RAID Storage Unit with 24 TeraByte Storage - 24TB DAS $19,248.74 

XDAS 102SS 2U Rackmount SCSI-toSCSI RAID Storage Unit with 1.75 TeraByte Storage – 1.75TB DAS $8,246.84 

XDAS 103SS 3U Rackmount SCSI-to-SCSI RAID Storage Unit with 2.3 TeraByte Storage – 2.3TB DAS $10,997.32 

XDAS 302SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 3.6 TeraByte SAS Storage – 3.6TB DAS $11,914.14 

XDAS 303FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS $16,498.27 

XDAS 303SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS $15,581.44 

XDAS 304F 4U Rackmount Fibre-to-SAS RAID Storage Unit with 7.2 TeraByte SAS Storage – 7.2TB DAS $22,916.04 
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XDAS 313J 3U Rackmount SAS JBOD Expansion Storage Unit with 4.8 TeraByte SAS Storage - 4.8TB JBOD $12,830.97 

XDAS 314J 4U Rackmount SAS JBOD Expansion Storage Unit with 7.2 TeraByte SAS Storage - 7.2TB JBOD $18,331.92 

XDAS 322SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 3.6 TeraByte SAS Storage – 3.6TB DAS $14,206.20 

XDAS 323FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS $19,248.74 

XDAS 323SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS $18,331.92 

XDAS 501 2U Rackmount SCSI-to-SATA RAID Storage Unit with 4 TeraByte Storage – 4TB DAS $4,121.13 

XDAS 501F 2U Rackmount Fibre-to-SATA RAID Storage Unit with 4 TeraByte Storage – 4TB DAS $5,037.95 

XDAS 502 2U Rackmount SCSI-to-SATA RAID Storage Unit with 6 TeraByte Storage – 6TB DAS $5,496.37 

XDAS 502F7 2U Rackmount Fibre-toSATA PPC RAID Storage Unit with 6 TeraByte Storage - 6TB DAS $6,871.60 

XDAS 502SA 2U Rackmount SAS-toSAS RAID Storage Unit with 6 TeraByte SATA Storage - 6TB DAS $6,229.83 

XDAS 503 3U Rackmount SCSI-to-SATA RAID Storage Unit with 8 TeraByte Storage – 8TB DAS $6,871.60 

XDAS 503F7 3U Rackmount Fibre-toSATA PPC RAID Storage Unit with 8 TeraByte Storage - 8TB DAS $8,246.84 

XDAS 503FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS $8,705.25 

XDAS 503SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS $7,788.43 

XDAS 504 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 12 TeraByte Storage – 12TB DAS $10,538.90 

XDAS 504F 4U Rackmount Fibre-to-SATA RAID Storage Unit with 12 TeraByte Storage – 12TB DAS $10,997.32 

XDAS 522SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 6 TeraByte SATA Storage – 6TB DAS $8,521.89 

XDAS 523F 3U Rackmount Dual Fibre-to-SATA II RAID Storage Unit with 8 TeraByte Storage – 8TB DAS $10,997.32 

XDAS 523FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage – 8TB DAS $11,455.73 

XDAS 523SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage – 8TB DAS $10,538.90 

XDAS 524F 4U Rackmount Dual Fibre-to-SATA II RAID Storage Unit with 12 TeraByte Storage – 12TB DAS $14,664.62 

XDAS 702SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 9 TeraByte SATA Storage - 9TB DAS $7,330.02 

XDAS 703FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $10,080.49 

XDAS 703J 3U Rackmount SAS JBOD Expansion Storage Unit with 12 TeraByte SATA Storage - 12TB JBOD $7,330.02 

XDAS 703SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $9,163.67 

XDAS 704 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 18 TeraByte Storage – 18TB DAS $12,830.97 

XDAS 704F 4U Rackmount Fibre-to-SATA RAID Storage Unit with 18 TeraByte Storage - 18TB DAS $13,289.38 

XDAS 722SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 9 TeraByte SATA Storage – 9TB DAS $9,622.08 

XDAS 723F 3U Rackmount Dual Fibre-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS $12,372.55 

XDAS 723FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $12,830.97 

XDAS 723J 3U Rackmount Dual SAS JBOD Expansion Storage Unit with 12 TeraByte SATA Storage - 12TB JBOD $7,788.43 

XDAS 723SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $11,914.14 

XDAS 724F 4U Rackmount Dual Fibre-to-SATA RAID Storage Unit with 18 TeraByte Storage - 18TB DAS $16,956.68 
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XDAS 751 2U Rackmount SCSI-to-SATA RAID Storage Unit with 6 TeraByte Storage – 6TB DAS $5,037.95 

XDAS 751F 2U Rackmount Fibre-to-SATA RAID Storage Unit with 6 TeraByte Storage – 6TB DAS $5,771.41 

XDAS 752 2U Rackmount SCSI-to-SATA RAID Storage Unit with 9 TeraByte Storage – 9TB DAS $6,413.19 

XDAS 752F7 2U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 9 TeraByte Storage - 9TB DAS $7,788.43 

XDAS 753 3U Rackmount SCSI-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS $8,246.84 

XDAS 753F7 3U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 12 TeraByte Storage - 12TB DAS $9,622.08 

XDAS HD 1002 2U Rackmount SAS Video JBOD/RAID Controller Kit with 12 TeraByte SATA Storage – 12TB JBOD $7,330.02 

XDAS HD 1003 3U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 16 TeraByte SATA Storage – 16TB JBOD $9,163.67 

XDAS HD 302 2U Rackmount SAS Video JBOD/RAID Controller Kit with 3.6 TeraByte SAS Storage – 3.6TB JBOD $10,538.90 

XDAS HD 303 3U Rackmount SAS Video JBOD/RAID Controller Kit with 4.8 TeraByte SAS Storage – 4.8TB JBOD $13,289.38 

XDAS HD 322 2U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 3.6 TeraByte SAS Storage – 3.6TB JBOD $11,914.14 

XDAS HD 323 3U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 4.8 TeraByte SAS Storage – 4.8TB JBOD $14,664.62 

XDAS iSCSI 1003 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS $9,163.67 

XDAS iSCSI 303 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage - 4.8TB DAS $13,747.79 

XDAS iSCSI 503 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS $6,413.19 

XDAS iSCSI 753 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS $7,788.43 
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BAT1256 Battery Backup - 3Ware 9650SE $110.01 

BAT139 Battery Backup - LSI 320-2E $297.97 

BAT140 Battery Backup - Areca $110.01 

BNE128 Accelerator - iSCSI $519.83 

CS1492 Case - A261S $348.38 

CS1524 Case - A234T $843.45 

CS1526 Case - A234S $843.45 

CS159 Case - Stirling X526/X525 $2,007.84 

CS1593 Case - X527/X526 $1,833.65 

CS161 Case - Stonehaven A484T $1,347.72 

CS162SA Case - X319/X318/X317 $1,054.35 

CS1762 Case - Stonehaven A261T $311.71 

CS180SA Case - X315/X314/X313 $939.75 

CS182 Case - AberNAS 1U $343.81 

CS1843 Case - AberNAS 2U $870.98 

CS185 Case - A484S $1,375.19 

CS187SA Case - X419/X418/X417 $1,100.19 

CS1984 Case - Stirling X634/X633/X632 $2,292.06 

CS701 Case - X841/X840 $2,979.68 

CS2182 Case - SAN100 $311.71 

CS2497 Case - X38/X39 SPS $485.91 

CS250 Case - X38/X39/SAN350/SAN300 RPS $742.62 

CS258 Case - Stirling X31/X30 SP $445.57 

CS2587 Case - Stirling X31/X30 RPS / Stonehaven A381T $715.11 

CS2588 Case - Stonehaven A381S $760.96 

DAX336 Video Card ATI FireGL V3600 256MB $197.12 

DAX356 Video Card ATI FireGL V5600 512MB $481.33 

DAX376 Video Card ATI FireGL V7600 512MB $893.90 

DAX386 Video Card ATI FireGL V8600 1GB $1,581.52 

DAX3865 Video Card ATI FireGL V8650 2GB $2,956.76 
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DAX648 Video Card Matrox QID 128MB $728.88 

DAX656 Video Card Matrox P690 128MB $174.20 

DAX657 Video Card Matrox P690 Plus LP 256MB $247.54 

DAX695 Video Card Matrox APVe 128MB $320.89 

DAX905 Video Card PNY Quadro FX570 256MB $197.12 

DAX907 Video Card PNY Quadro FX1700 512MB $481.33 

DAX931 Video Card PNY Quadro NVS440 256MB $481.33 

DAX935 Video Card PNY Quadro NVS290 256MB $151.28 

DAX937 Video Card PNY Quadro FX3700 512MB $893.90 

DAX946 Video Card PNY Quadro FX4600 768MB $1,581.52 

DAX956 Video Card PNY Quadro FX5600 1.5GB $2,956.76 

FD200  Floppy Diskette Drive Black $17.41 

FD202 Floppy Diskette Drive - Slim, Black $22.91 

FD501 Floppy Diskette Drive - Black $8.24 

HCB314 CD ROM Drive - Slim, Black $45.83 

HCV1812 DVD-RW Drive Slim Black $72.42 

HCV192 DVD Drive - Slim Black $50.42 

HCV195 DVD-RW Drive Slim Black $73.34 

HDF141 Hard Drive 146GB Fibre $390.56 

HDG14007 Hard Drive 146GB SCSI 10K S $292.46 

HDG14012 Hard Drive 146GB SCSI 15K S $337.38 

HDG30007 Hard Drive 300GB SCSI 10K S $539.08 

HDG30014 Hard Drive 300GB SCSI 15K S $539.08 

HDG7327 Hard Drive 73GB SCSI 15K S $229.20 

HDM105 Hard Drive 100GB 2.5" $210.86 

HDM606 Hard Drive 60GB 2.5" $119.18 

HDS1001 Hard Drive 1TB SATA $320.88 

HDS1002 Hard Drive 1TB SATA SES $320.88 

HDS1500 Hard Drive 150GB SATA $198.03 

HDS2510 Hard Drive 250GB SATA WRE2 $71.50 

HDS2511 Hard Drive 250GB SATA SBES $80.67 

HDS2515 Hard Drive 250GB SATA SES $80.67 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC                            

                                                             

-  I-29  - 

ABERDEEN LLC 

PRODUCTS PRICE LIST FOR SPARE PARTS OFFERED UNDER SIN 132-12 

CONTINUED 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 

HDS361 Hard Drive 36GB SATA $113.68 

HDS5000 Hard Drive 500GB SATA $116.43 

HDS5010 Hard Drive 500GB SATA W $137.51 

HDS5007 Hard Drive 500GB SATA SES $137.51 

HDS5015 Hard Drive 500GB SATA SES $137.51 

HDS741 Hard Drive 74GB SATA $148.52 

HDS7500 Hard Drive 750GB SATA S $198.03 

HDS7515 Hard Drive 750GB SATA SES $229.20 

HDS808 Hard Drive 80GB SATA $42.16 

HDS812 Hard Drive 80GB SATA $45.83 

HDSA1400 Hard Drive 146GB SAS 15K S $270.45 

HDSA3000 Hard Drive 300GB SAS 15K S $549.17 

HDSA4000 Hard Drive 400GB SAS 10K S $814.13 

HDSA732 Hard Drive 73GB SAS 15K S $206.28 

IC1011 Processor - Xeon DCW 1.6GHz 2MB $243.87 

IC1012 Processor - Xeon DCW 1.86GHz 2MB $308.04 

IC1013 Processor - Xeon DCW 2.0GHz 2MB $362.14 

IC1014 Processor - Xeon DCW 2.33GHz 2MB $531.73 

IC1014LV Processor - Xeon DCW-Ultra 2.33GHz 2MB $609.68 

IC1015 Processor - Xeon DCW 2.66GHz 2MB $737.12 

IC1016 Processor - Xeon DCW 3.0GHz 2MB $969.99 

IC1017 Processor - Xeon DCW 1.8GHz 1066FSB 6MB $231.03 

IC1021 Processor - Xeon QCC 1.60GHz 8MB $261.29 

IC1022 Processor - Xeon QCC 1.86GHz 8MB $318.13 

IC1023 Processor - Xeon QCC-Ultra 2.0GHz 8MB $385.97 

IC1024 Processor - Xeon QCC-Ultra 2.33GHz 8MB $542.75 

IC1025 Processor - Xeon QCC-Ultra 2.66GHz 8MB $837.97 

IC1035 Processor - Xeon QCC-Ultra 3.0GHz 8MB $1,330.30 

IC1040 Processor - Xeon QCC 2.0GHz 1333FSB 12MB $259.45 

IC1041 Processor - Xeon QCC 2.33GHz 1333FSB 12MB $308.96 

IC1041LV Processor - Xeon QCC 2.333GHz 1333FSB 12MB Low Voltage $381.39 

IC1042 Processor - Xeon QCC 2.5GHz 1333FSB 12MB $397.89 
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CONTINUED 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 

IC1042LV Processor - Xeon QCC 2.5GHz 1333FSB 12MB Low Voltage $474.91 

IC1043 Processor - Xeon QCC 2.66GHz 1333FSB 12MB $531.75 

IC1044 Processor - Xeon QCC 2.83GHz 1333FSB 12MB $831.55 

IC1045 Processor - Xeon QCC 3.0GHz 1333FSB 12MB $1,093.76 

IC490 Processor - P4 2.4GHz 1MB $122.84 

IC621 Processor - Xeon MP QCC 1.6GHz 4MB $963.57 

IC622 Processor - Xeon MP QCC 2.13GHz 4MB $1,342.22 

IC623 Processor - Xeon MP QCC 2.4GHz 6MB $1,595.27 

IC624 Processor - Xeon MP QCC 2.4GHz 8MB $2,270.05 

IC625 Processor - Xeon MP QCC-Ultra 2.93GHz 8MB $2,638.61 

IC6316 Processor - Cel-D 2.66GHz $45.83 

IC702 Processor - P4D 2.8GHz 2MB $144.85 

IC703 Processor - P4D 3.0GHz 2MB $171.44 

IC7045 Processor - P4D 3.4GHz 2MB $183.36 

IC706 Processor - P4D 3.6GHz 2MB $371.30 

IC78182 Processor - P4 3.0GHz $110.01 

IC7830 Processor - Xeon 2.8GHz 2MB $201.69 

IC7836 Processor - Xeon 3.0GHz 2MB $247.53 

IC7837 Processor - Xeon 3.2GHz 2MB $308.96 

IC7838 Processor - Xeon 3.4GHz 2MB $481.32 

IC7839 Processor - Xeon 3.6GHz 2MB $729.78 

IC7840 Processor - Xeon 3.8GHz 2MB $896.65 

IC7906 Processor - Xeon QCC 2.8GHz 1600FSB 12MB $894.81 

IC7907 Processor - Xeon QCC 3.0GHz 1600FSB 12MB $1,153.36 

IC7915 Processor - Xeon QCC-Ultra 3.0GHz 1333FSB 12MB $984.66 

IC7916 Processor - Xeon QCC-Ultra 3.16GHz 1333FSB 12MB $1,370.64 

IC7917 Processor - Xeon QCC-Ultra 3.0GHz 1600FSB 12MB $1,080.01 

IC7918 Processor - Xeon QCC 3.2GHz 1600FSB 12MB $1,439.41 

IC8079 Processor - Opt Q 2.8GHz $768.29 

IC808 Processor - Opt D 2.2GHz $192.52 

IC8087 Processor - Opt QDC 2.2GHz $577.59 
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CONTINUED 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 

IC8088 Processor - Opt QDC 2.4GHz $775.62 

IC8089 Processor - Opt QDC 2.6GHz $962.66 

IC812 Processor - Opt D 2.4GHz $220.03 

IC814 Processor - Opt D 2.6GHz $247.53 

IC816 Processor - Opt D 2.8GHz $293.37 

IC850 Processor - Opt SDC 1.8GHz $101.76 

IC851 Processor - Opt SDC 2.0GHz $121.93 

IC852 Processor - Opt SDC 2.2GHz $153.10 

IC853 Processor - Opt SDC 2.4GHz $182.34 

IC854 Processor - Opt SDC 2.6GHz $253.95 

IC860 Processor - Opt DDC 1.8GHz $205.36 

IC862 Processor - Opt DDC 2.2GHz $220.03 

IC8635 Processor - Opt DDC 2.4GHz $286.04 

IC8645 Processor - Opt DDC 2.6GHz $421.73 

IC869 Processor - Opt DDC 2.0GHz F $183.36 

IC870 Processor - Opt DDC 2.2GHz F $229.20 

IC871 Processor - Opt DDC 2.4GHz F $267.70 

IC8725 Processor - Opt DDC 2.6GHz F $396.06 

IC873 Processor - Opt DDC-Ultra 2.8GHz F $568.42 

IC881 Processor - Opt QDC-Ultra 2.8GHz F $1,279.88 

IC882 Processor - Opt QDC 2.6GHz F $914.98 

IC883 Processor - Opt QDC 2.4GHz F $731.62 

IC884 Processor - Opt QDC 2.2GHz F $548.25 

IC994 Processor - Xeon UP DCC 1.86GHz 4MB $213.61 

IC995 Processor - Xeon UP DCC 2.13GHz 4MB $220.03 

IC9954 Processor - Xeon UP QCC-Ultra 2.13GHz 8MB $262.20 

IC9955 Processor - Xeon UP QCC-Ultra 2.4GHz 8MB $330.05 

IC9956 Processor - Xeon UP QCC-Ultra 2.67GHz 8MB $638.10 

IC996 Processor - Xeon UP DCC 2.4GHz 4MB $262.20 

IC9965 Processor - Xeon UP DCC 2.33GHz 1333FSB 4MB $209.94 

IC997 Processor - Xeon UP DCC 2.66GHz 4MB $369.47 

IC9975 Processor - Xeon UP DCC 2.66GHz 1333FSB 4MB $234.70 
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CONTINUED 

PRODUCT 
NUMBER NAME/DESCRIPTION PRICE 

W/IFF 

IC998 Processor - Xeon UP DCC 3.0GHz 1333FSB 4MB $330.96 

IC999 Processor - Xeon UP DCC 3.0GHz 1333FSB 6MB $234.70 

IS120 Controller 2 Port SCSI  $174.19 

IS121 Controller - SCSI RAID $385.06 

IS123 Controller - 2Ch SCSI RAID $660.10 

IS138 Controller - Fibre 4Gb RAID $815.97 

IS948 Controller - LP ZCR $220.03 

IS952 Controller - CC ZCR $229.20 

ISA250 Controller - 4 Port 3WR6 SATA Multilane $286.04 

ISA252 Controller - 12 Port 3WR6 SATA Multilane $639.02 

ISA253 Controller - 16 Port 3WR6 SATA Multilane $812.30 

ISA254 Controller - 24 Port 3WR6 SATA Multilane $1,141.44 

ISA255 Controller - 2 Port 3WR6 SATA Multilane $190.69 

ISA400 Controller - 4 Port SATA L $237.46 

ISA507 Controller - ZCR $320.88 

ISA702 Controller - 8 Port SATA $458.40 

ISA705 Controller - 4 Port SATA $302.54 

ISA706M Controller - 12 Port SATA Multilane $614.26 

ISA707M Controller - 16 Port SATA Multilane $733.45 

ISA711 Controller - 8 Port SATA $467.57 

ISA712 Controller - 24 Port SATA $930.57 

ISA714 Controller - 4 Port SATA PCIE Multilane $311.71 

ISA901 Controller - 4 Port SATA A $302.54 

ISA902 Controller - LP ZCR $275.04 

ISX100 Controller - 2Ch SCSI PCIE RAID $660.10 

ISX712 Controller - 12 Port SATA PCIE Multilane $666.52 

ISX716 Controller - 16 Port SATA PCIE Multilane $798.55 

ISX724 Controller - 24 Port SATA PCIE Multilane $1,039.67 

MB1060 Motherboard - i100 $522.58 

MB1063 Motherboard - X524/X416/X316/X312/X38/i300 $447.40 

MB1071 Motherboard - NAS231 $416.23 

MB1114 Motherboard/Case - X38S $1,443.99 
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PRODUCT 
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MB1129 Motherboard/Case - 208S $1,124.02 

MB1130 Motherboard/Case - 208S RPS $1,376.15 

MB1143 Motherboard/Case - 111S $1,307.38 

MB1149 Motherboard/Case - 111S $1,169.86 

MB1158 Motherboard/Case - 208T $1,215.70 

MB1159 Motherboard/Case - 208T $1,329.39 

MB1176 Motherboard/Case - 104T $665.61 

MB1184 Motherboard/Case - 111T $1,146.94 

MB1185 Motherboard/Case - 111T $1,284.46 

MB1205 Motherboard/Case - 114S $1,169.86 

MB1207 Motherboard/Case - 114S RPS $1,032.34 

MB12092 Motherboard/Case - 206 $917.73 

MB1215 Motherboard/Case - 114T $1,078.18 

MB1217 Motherboard/Case - 114T $940.65 

MB1219 Motherboard/Case - 54T $551.00 

MB12192 Motherboard/Case - 54T $551.00 

MB12282 Motherboard/Case - 106T $665.61 

MB12292 Motherboard/Case - 102T $642.69 

MB1250 Motherboard/Case - 128S $1,307.38 

MB1251 Motherboard/Case - 128T $1,215.70 

MB1252 Motherboard/Case - 226S $1,238.62 

MB1253 Motherboard/Case - 226T $1,168.94 

MB1254 Motherboard/Case - 228S $1,581.51 

MB1255 Motherboard/Case - 228T $1,467.83 

MB1257 Motherboard/Case - 328S $1,398.15 

MB1258 Motherboard/Case - 328S RPS $1,696.12 

MB1259 Motherboard/Case - 428S $1,489.83 

MB1260 Motherboard/Case - 428T $1,398.15 

MB1270 Motherboard/Case - 128Q RPS $1,260.63 

MB1271 Motherboard/Case - 228Q $1,260.63 

MB1272 Motherboard/Case - 128Q $1,124.02 

MB1273 Motherboard/Case - 228Q RPS $1,398.15 

ABERDEEN LLC 
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MB1283 Motherboard/Case - 127 $780.21 

MB1277 Motherboard/Case - 122T INFINIBAND $1,742.88 

MB1278 Motherboard/Case - W414 $1,077.26 

MB1279 Motherboard/Case - 122T $1,399.07 

MB1282 Motherboard/Case - 229 $1,330.30 

MB1283 Motherboard/Case - 127 $780.21 

MB1284 Motherboard/Case - 127 SAS $848.97 

MB1288 Motherboard/Case - 429 $1,306.47 

MB1291 Motherboard/Case - 55T $505.16 

MB1292 Motherboard/Case - 103T $642.69 

MB1293 Motherboard/Case - 129 RPS $1,238.62 

MB1294 Motherboard/Case - 107T $688.53 

MB1295 Motherboard/Case - 129 $1,007.59 

MB1297 Motherboard/Case - 132T INFINIBAND $1,834.56 

MB1299 Motherboard/Case - 132T $1,536.59 

MB13011 Motherboard - NAS (215X/214X/213X/210X/275/274/273/271) $265.87 

MB13052 Motherbd - NAS (135X/130X/128X/120X/185/180/178/170) $247.53 

MB1608 Motherboard/Case - A142S $1,191.86 

MB1609 Motherboard/Case - A142T $1,101.10 

MB1610 Motherboard/Case - A142S $1,055.26 

MB1611 Motherboard/Case - A142T $962.66 

MB1612 Motherboard/Case - A53 $527.17 

MB1613 Motherboard/Case - A122 $596.84 

MB1614 Motherboard/Case - A144S $1,283.55 

MB1615 Motherboard/Case - A144T $1,192.78 

MB1616 Motherboard/Case - A142T $1,146.02 

MB1617 Motherboard/Case - A144T $1,055.26 

MB1618 Motherboard/Case - A134S $1,650.28 

MB1620 Motherboard/Case - A134T $1,490.75 

MB1623 Motherboard/Case - A284S $1,398.15 

MB1624 Motherboard/Case - A284T $1,214.78 

MB1625 Motherboard/Case - A151S $1,077.26 
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MB1626 Motherboard/Case - A151T $939.74 

MB1629 Motherboard/Case - A135S $1,787.80 

MB1630 Motherboard/Case - A135T $1,604.43 

MB5752 Motherboard - X634/X527/X419/X319/X315/X31/NAS 3U/5U/6U/8U $573.92 

MB6228 Motherboard/Case - 244 $2,407.57 

MB6229 Motherboard/Case - 444 $2,383.74 

MB6798 Motherboard - X633/X526/X418/X318/X314/X30/NAS 3U/5U/6U/8U $458.41 

MB7023 Motherboard/Case - A141T $385.97 

MB7027 Motherboard/Case - A141S $475.82 

MB7028 Motherboard - A141T/A261T $363.05 

MB7030 Motherboard - A141S/A261S $465.74 

MB7034 Motherboard - A234S/A234T/A484S/A484T $1,234.04 

MI1863 IPMI $91.68 

MI5415 SATA Drive Tray - X416 $12.82 

MI5416 SATA Drive Tray - X524/X316/X312 $12.82 

MI5418 SATA Drive Tray $18.33 

MI5419 SATA Drive Tray - NAS $14.66 

MI5566 IPMI $73.34 

MI5567 IPMI $73.34 

MI5567K IPMI $119.18 

MI5568 IPMI $73.34 

MI5570 IPMI $73.34 

MI5571 IPMI $73.34 

MI5572 IPMI $73.34 

MI5578 IPMI $82.51 

MI5585 Rails $36.66 

MI5586 Rails $29.34 

MICK640 Fan $22.92 

MICK641 Fan $18.33 

MICK642 Fan $22.91 

MICK6461 Fan $32.09 

MICK6462 Fan $25.67 
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MICK657 Fan $18.34 

MICK720 Fan $22.92 

MICK728 Fan $24.75 

MICK735 Fan $27.50 

MYC297 Memory - 512MB DDR400 $75.17 

MYC3033 Memory - 1GB (2x512MB) DDR400 $211.79 

MYC311 Memory - 1GB ECC Reg DDR333 $83.42 

MYC316 Memory - 512MB ECC Reg DDR400 $50.42 

MYC317 Memory - 2GB ECC Reg DDR333 $355.72 

MYDD202 Memory - 256MB ECC Reg DDR266 $31.16 

MYDD206 Memory - 512MB ECC Reg DDR266 $50.42 

MYDD410 Memory - 512MB DDR2 ECC Reg LP $43.08 

MYDD424 Memory 4GB DDR2 667 ECC Registered SR $241.12 

MYFH400 Memory - Flash Module 128 $45.84 

MYFH404 Memory - Flash Module 2GB $73.34 

MYK016 Memory - 512MB Registered $33.00 

MYK017 Memory - 1GB ECC Registered $55.00 

MYK0179 Memory - 256MB ECC DDR400 $16.49 

MYK018 Memory - 512MB ECC   $29.33 

MYK0181 Memory - 1GB ECC DDR400 $48.58 

MYK023 Memory - 256MB DDR333 $20.16 

MYK024 Memory - 512MB DDR333 $33.00 

MYK025 Memory - 1GB DDR333 $55.00 

MYK036 Memory - 256MB ECC Reg DDR400 $20.16 

MYK038 Memory - 1GB ECC Reg DDR400 $55.00 

MYK046 Memory - 2GB ECC Reg DDR400 $229.20 

MYK047 Memory - 1GB (2x512MB) ECC Reg DDR400 $65.09 

MYK201 Memory 256MB DDR2 $15.58 

MYK202 Memory 512MB DDR2 $13.74 

MYK203 Memory 1GB DDR2 $21.99 

MYK211 Memory - 512MB DDR2 ECC $13.74 

MYK212 Memory - 1GB DDR2 ECC $23.83 
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MYK213 Memory - 2GB DDR2 ECC $46.75 

MYK220 Memory 256MB ECC Registered $34.83 

MYK221 Memory - 512MB ECC Registered  $75.17 

MYK222 Memory - 1GB ECC Registered  $44.00 

MYK224 Memory 2GB ECC Registered $121.01 

MYK227 Memory 4GB ECC Registered $235.61 

MYK233 Memory - 512MB DDR2 ECC  $13.74 

MYK234 Memory - 1GB DDR2 ECC $23.83 

MYK241 Memory 512MB DDR2 667 ECC Registered  $23.83 

MYK243 Memory 1GB DDR2 667 ECC Registered  $45.83 

MYK245 Memory 2GB DDR2 667 ECC Registered  $58.67 

MYK2451 Memory 2GB DDR2 667 ECC Registered SR $133.85 

MYK246 Memory 4GB DDR2 667 ECC Registered  $235.61 

MYKB101 Memory - 512MB DDR2 533 FBDIMM $33.91 

MYKB102 Memory - 512MB DDR2 667 FBDIMM $33.91 

MYKB103 Memory - 1GB DDR2 533 FBDIMM $51.33 

MYKB104 Memory - 1GB DDR2 667 FBDIMM $51.33 

MYKB105 Memory - 2GB DDR2 533 FBDIMM $101.76 

MYKB106 Memory - 2GB DDR2 667 FBDIMM $101.76 

MYKB109 Memory - 4GB DDR2 667 FBDIMM $253.03 

MYKB111 Memory - 8GB DDR2 667 FBDIMM $4,206.38 

MYKB120 Memory - 512MB DDR2 800 FBDIMM $35.75 

MYKB121 Memory - 1GB DDR2 800 FBDIMM $53.17 

MYKB122 Memory - 2GB DDR2 800 FBDIMM $119.18 

PS323 Power Supply - 300W $87.09 

PS418 Power Supply - 460W RPS $366.72 

PS453 Power Supply 1350W 3+1 Redundant Module $342.88 

PS510 Power Supply - 550W $150.35 

PS605 Power Supply 650W 2+1 Redundant $458.41 

PS6051 Power Supply 650W 2+1 Redundant Module $153.11 

PS950 Power Supply 950W 3+1 Redundant $916.86 

PS9501 Power Supply 950W 3+1 Redundant Module $305.91 

ABERDEEN LLC 
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SO375 Backup Software $1,006.66 

SO7674 OS - Microsoft OEM SBS Client Access Lic 5-pack $504.24 

SO7675 OS - Microsoft OEM SBS 2003 $473.07 

SO7678 OS - Microsoft OEM SBS 2003 Premium $1,112.10 

SO7875 OS - Microsoft OEM Windows XP Prof. Edition $144.85 

SO803 OS - Microsoft OEM Server 2003 Standard Edition $711.45 

SO804 OS - Microsoft OEM Server 2003 Enterprise Edition $2,849.48 

SO805 OS - Microsoft OEM Client Access License 5-pack $141.18 

SO806 OS - Microsoft OEM Server 2003 Web Edition $380.47 

SO810 OS - Microsoft OEM Windows XP Prof. X64 Edition $148.52 

SO820 OS - Microsoft OEM Server 2003 Standard Ed X64 $738.03 

SO830 OS - Microsoft OEM Srvr 2003 Enterprise Ed X64 $2,852.23 

SO922 OS - Enterprise Linux Advanced 5 Standard $1,303.72 

SO923 OS - Enterprise Linux 5 Basic $316.30 

SO924 OS - Enterprise Linux 5 Standard $716.03 

SO925 OS - Linux Desktop/Workstation 5 Standard $272.29 

SP178 Transceiver Fibre Channel - 4GB/2GB/1GB $64.17 

TP205 Tape Drive 100/260GB $1,220.28 

TP214 Tape Drive 80/200GB $784.79 

TP215 Tape Drive 200/520GB $2,123.36 

TP220 Tape Drive 400/1040GB $2,636.78 
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USA COMMITMENT TO PROMOTE 
SMALL BUSINESS PARTICIPATION  

PROCUREMENT PROGRAMS 

PREAMBLE 

Aberdeen LLC provides commercial products and services to ordering activities. We are committed to promoting 
participation of small, small disadvantaged and women-owned small businesses in our contracts.  We pledge to 
provide opportunities to the small business community through reselling opportunities, mentor-protégé programs, 
joint ventures, teaming arrangements, and subcontracting. 

COMMITMENT 

To actively seek and partner with small businesses. 

To identify, qualify, mentor and develop small, small disadvantaged and women-owned small businesses by 
purchasing from these businesses whenever practical. 

To develop and promote company policy initiatives that demonstrate our support for awarding contracts and 
subcontracts to small business concerns. 

To undertake significant efforts to determine the potential of small, small disadvantaged and women-owned small 
business to supply products and services to our company. 

To insure procurement opportunities are designed to permit the maximum possible participation of small, small 
disadvantaged, and women-owned small businesses. 

To attend business opportunity workshops, minority business enterprise seminars, trade fairs, procurement 
conferences, etc., to identify and increase small businesses with whom to partner. 

To publicize in our marketing publications our interest in meeting small businesses that may be interested in 
subcontracting opportunities. 

We signify our commitment to work in partnership with small, small disadvantaged and women-owned small 
businesses to promote and increase their participation in ordering activity contracts. To accelerate potential 
opportunities please contact Jack Tateel, Vice President of Sales, Aberdeen LLC, (800)552-6868 x157, 

jackt@aberdeeninc.com, fax (562)695-5570. 
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BEST VALUE 
BLANKET PURCHASE AGREEMENT 

FEDERAL SUPPLY SCHEDULE 

Aberdeen LLC  

In the spirit of the Federal Acquisition Streamlining Act   (ordering activity) and Aberdeen LLC enter into a 
cooperative agreement to further reduce the administrative costs of acquiring commercial items from the General 
Services Administration (GSA) Federal Supply Schedule Contract(s) ____________________. 

Federal Supply Schedule contract BPAs eliminate contracting and open market costs such as: search for sources; the 
development of technical documents, solicitations and the evaluation of offers.  Teaming Arrangements are 
permitted with Federal Supply Schedule Contractors in accordance with Federal Acquisition Regulation (FAR) 9.6.  

This BPA will further decrease costs, reduce paperwork, and save time by eliminating the need for repetitive, 
individual purchases from the schedule contract.  The end result is to create a purchasing mechanism for the 
ordering activity that works better and costs less. 

 

Signatures 

 

      
Ordering Activity Date  Aberdeen LLC Date 
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BPA NUMBER_____________ 

(CUSTOMER NAME) 
BLANKET PURCHASE AGREEMENT 

Pursuant to GSA Federal Supply Schedule Contract Number(s)____________, Blanket Purchase Agreements, the 
Contractor agrees to the following terms of a Blanket Purchase Agreement (BPA) EXCLUSIVELY WITH 
(ordering activity): 

(1) The following contract items can be ordered under this BPA. All orders placed against this BPA are subject 
to the terms and conditions of the contract, except as noted below: 

MODEL NUMBER/PART NUMBER  *SPECIAL BPA DISCOUNT/PRICE 
 
    
    
    

(2) Delivery:   

DESTINATION  DELIVERY SCHEDULES / DATES 
 
    
    
    

(3) The ordering activity estimates, but does not guarantee, that the volume of purchases through this 
agreement will be _________________________. 

(4) This BPA does not obligate any funds. 

(5) This BPA expires on _________________ or at the end of the contract period, whichever is earlier. 

(6) The following office(s) is hereby authorized to place orders under this BPA: 

OFFICE  POINT OF CONTACT 
 
    
    
    

(7) Orders will be placed against this BPA via Electronic Data Interchange (EDI), FAX, or paper.      

(8) Unless otherwise agreed to, all deliveries under this BPA must be accompanied by delivery tickets or sales 
slips that must contain the following information as a minimum: 

(a) Name of Contractor; 

(b) Contract Number; 

(c) BPA Number;  

(d) Model Number or National Stock Number (NSN); 

(e) Purchase Order Number; 

(f) Date of Purchase; 
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(g) Quantity, Unit Price, and Extension of Each Item (unit prices and extensions need not be shown 
when incompatible with the use of automated systems; provided, that the invoice is itemized to show the 
information); and 

(h) Date of Shipment. 

(9) The requirements of a proper invoice are specified in the Federal Supply Schedule contract.  Invoices will 
be submitted to the address specified within the purchase order transmission issued against this BPA. 

(10) The terms and conditions included in this BPA apply to all purchases made pursuant to it.  In the event of 
an inconsistency between the provisions of this BPA and the Contractor’s invoice, the provisions of this BPA will 
take precedence. 
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******************************************************************************************* 

BASIC GUIDELINES FOR USING  
“CONTRACTOR TEAM ARRANGEMENTS” 

Federal Supply Schedule Contractors may use “Contractor Team Arrangements” (see FAR 9.6) to provide solutions 
when responding to a ordering activity requirements. 

These Team Arrangements can be included under a Blanket Purchase Agreement (BPA).  BPAs are permitted under 
all Federal Supply Schedule contracts. 

Orders under a Team Arrangement are subject to terms and conditions or the Federal Supply Schedule Contract. 

Participation in a Team Arrangement is limited to Federal Supply Schedule Contractors. 

Customers should refer to FAR 9.6 for specific details on Team Arrangements. 

Here is a general outline on how it works: 

• The customer identifies their requirements. 

• Federal Supply Schedule Contractors may individually meet the customers needs, or - 

• Federal Supply Schedule Contractors may individually submit a Schedules “Team Solution” to 
meet the customer’s requirement. 

• Customers make a best value selection. 
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SUMMARY LIST OF THE ABERDEEN SERVERS OFFERED UNDER SIN 132-8 

 
AberNAS 120R2 1U Rackmount NAS R2 Storage Appliance with 1 TeraByte Storage – Hdw RAID – 1TB NAS 

AberNAS 120X 1U Rackmount NAS Storage Appliance with 1 TeraByte Storage w/ iSCSI – Hdw RAID – 1TB NAS 

AberNAS 128R2 1U Rackmount NAS R2 Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS 

AberNAS 128X 1U Rackmount NAS Storage Appliance with 2 TeraByte Storage w/ iSCSI – Hdw RAID – 2TB NAS 

AberNAS 130R2 1U Rackmount NAS R2 Storage Appliance with 3 TeraByte Storage - Hdw RAID - 3TB NAS 

AberNAS 130X 1U Rackmount NAS Storage Appliance with 3 TeraByte Storage w/ iSCSI - Hdw RAID - 3TB NAS 

AberNAS 135R2 1U Rackmount NAS R2 Storage Appliance with 4 TeraByte Storage - Hdw RAID - 4TB NAS 

AberNAS 135X 1U Rackmount NAS Storage Appliance with 4 TeraByte Storage w/ iSCSI - Hdw RAID - 4TB NAS 

AberNAS 170 1U Rackmount NAS-L Storage Appliance with 1 TeraByte Storage – Hdw RAID – 1TB NAS 

AberNAS 178 1U Rackmount NAS-L Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS 

AberNAS 180 1U Rackmount NAS Linux Storage Appliance with 3 TeraByte Storage - Hdw RAID - 3TB NAS 

AberNAS 185 1U Rackmount NAS Linux Storage Appliance with 4 TeraByte Storage - Hdw RAID - 4TB NAS 

AberNAS 211R2 2U Rackmount NAS R2 Storage Appliance with 2 TeraByte Storage – Hdw RAID – 2TB NAS 

AberNAS 211X 2U Rackmount NAS Storage Appliance with 2 TeraByte Storage w/ iSCSI – Hdw RAID – 2TB NAS 

AberNAS 213R2 2U Rackmount NAS R2 Storage Appliance with 4 TeraByte Storage – Hdw RAID – 4TB NAS 

AberNAS 213X 2U Rackmount NAS Storage Appliance with 4 TeraByte Storage w/ iSCSI – Hdw RAID – 4TB NAS 

AberNAS 214R2 2U Rackmount NAS R2 Storage Appliance with 6 TeraByte Storage - Hdw RAID - 6TB NAS 

AberNAS 214X 2U Rackmount NAS Storage Appliance with 6 TeraByte Storage w/ iSCSI - Hdw RAID - 6TB NAS 

AberNAS 215R2 2U Rackmount NAS R2 Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS 

AberNAS 215X 2U Rackmount NAS Storage Appliance with 8 TeraByte Storage w/ iSCSI - Hdw RAID - 8TB NAS 

AberNAS 244R2 2U Rackmount NAS R2 Storage Appliance with 9 TeraByte Storage - Hdw RAID - 9TB NAS 

AberNAS 244X 2U Rackmount NAS Storage Appliance with 9 TeraByte Storage w/ iSCSI - Hdw RAID - 9TB NAS 

AberNAS 245R2 2U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS 

AberNAS 245X 2U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS 

AberNAS 271 2U Rackmount NAS-L Storage Appliance with 2 TeraByte  Storage – Hdw RAID – 2TB NAS 

AberNAS 273 2U Rackmount NAS-L Storage Appliance with 4 TeraByte  Storage – Hdw RAID – 4TB NAS 

AberNAS 274 2U Rackmount NAS Linux Storage Appliance with 6 TeraByte Storage - Hdw RAID - 6TB NAS 

AberNAS 275 2U Rackmount NAS Linux Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS 

AberNAS 284 2U Rackmount NAS Linux Storage Appliance with 9 TeraByte Storage - Hdw RAID - 9TB NAS 

AberNAS 285 2U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS 

AberNAS 373 3U Rackmount NAS Linux Storage Appliance with 8 TeraByte Storage - Hdw RAID - 8TB NAS 

AberNAS 374 3U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS 

AberNAS 375 3U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS 

AberNAS 383R2 3U Rackmount NAS R2 Storage Appliance with 8 TeraByte Storage – Hdw RAID – 8TB NAS 

AberNAS 383X 3U Rackmount NAS Storage Appliance with 8 TeraByte Storage w/ iSCSI - Hdw RAID - 8TB NAS 

AberNAS 384R2 3U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS 

AberNAS 384X 3U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS 
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AberNAS 385R2 3U Rackmount NAS R2 Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS 

AberNAS 385X 3U Rackmount NAS Storage Appliance with 16 TeraByte Storage w/ iSCSI - Hdw RAID - 16TB NAS 

AberNAS 513R2 5U Rackmount NAS R2 Storage Appliance with 12 TeraByte Storage – Hdw RAID – 12TB NAS 

AberNAS 513X 5U Rackmount NAS Storage Appliance with 12 TeraByte Storage w/ iSCSI - Hdw RAID - 12TB NAS 

AberNAS 514R2 5U Rackmount NAS R2 Storage Appliance with 18 TeraByte Storage - Hdw RAID - 18TB NAS 

AberNAS 514X 5U Rackmount NAS Storage Appliance with 18 TeraByte Storage w/ iSCSI - Hdw RAID - 18TB NAS 

AberNAS 515R2 5U Rackmount NAS R2 Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS 

AberNAS 515X 5U Rackmount NAS Storage Appliance with 24 TeraByte Storage w/ iSCSI - Hdw RAID - 24TB NAS 

AberNAS 573 5U Rackmount NAS Linux Storage Appliance with 12 TeraByte Storage - Hdw RAID - 12TB NAS 

AberNAS 574 5U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS 

AberNAS 575 5U Rackmount NAS Linux Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS 

AberNAS 613R2 6U Rackmount NAS R2 Storage Appliance with 16 TeraByte Storage – Hdw RAID – 16TB NAS 

AberNAS 613X 6U Rackmount NAS Storage Appliance with 16 TeraByte Storage w/ iSCSI - Hdw RAID - 16TB NAS 

AberNAS 614R2 6U Rackmount NAS R2 Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS 

AberNAS 614X 6U Rackmount NAS Storage Appliance with 24 TeraByte Storage w/ iSCSI - Hdw RAID - 24TB NAS 

AberNAS 615R2 6U Rackmount NAS R2 Storage Appliance with 32 TeraByte Storage - Hdw RAID - 32TB NAS 

AberNAS 615X 6U Rackmount NAS Storage Appliance with 32 TeraByte Storage w/ iSCSI - Hdw RAID - 32TB NAS 

AberNAS 673 6U Rackmount NAS Linux Storage Appliance with 16 TeraByte Storage - Hdw RAID - 16TB NAS 

AberNAS 674 6U Rackmount NAS Linux Storage Appliance with 24 TeraByte Storage - Hdw RAID - 24TB NAS 

AberNAS 675 6U Rackmount NAS Linux Storage Appliance with 32 TeraByte Storage - Hdw RAID - 32TB NAS 

AberNAS 813R2 8U Rackmount NAS R2 Storage Appliance with 20 TeraByte Storage – Hdw RAID – 20TB NAS 

AberNAS 813X 8U Rackmount NAS Storage Appliance with 20 TeraByte Storage w/ iSCSI - Hdw RAID - 20TB NAS 

AberNAS 814R2 8U Rackmount NAS R2 Storage Appliance with 30 TeraByte Storage - Hdw RAID - 30TB NAS 

AberNAS 814X 8U Rackmount NAS Storage Appliance with 30 TeraByte Storage w/ iSCSI - Hdw RAID - 30TB NAS 

AberNAS 815R2 8U Rackmount NAS R2 Storage Appliance with 40 TeraByte Storage - Hdw RAID - 40TB NAS 

AberNAS 815X 8U Rackmount NAS Storage Appliance with 40 TeraByte Storage w/ iSCSI - Hdw RAID - 40TB NAS 

AberNAS 873 8U Rackmount NAS Linux Storage Appliance with 20 TeraByte Storage - Hdw RAID - 20TB NAS 

AberNAS 874 8U Rackmount NAS Linux Storage Appliance with 30 TeraByte Storage - Hdw RAID - 30TB NAS 

AberNAS 875 8U Rackmount NAS Linux Storage Appliance with 40 TeraByte Storage - Hdw RAID - 40TB NAS 

Stirling 102T 1U Rackmount Server P4/PD/Xeon SATA                                                                      

Stirling 103T 1U Rackmount Server P4/PD/Xeon SATA                                                                     

Stirling 106T 1U Rackmount Server P4/PD/Xeon SATA                                                                  

Stirling 107T 1U Rackmount Server P4/PD/Xeon SATA                                                                  

Stirling 114S 1U Rackmount Server P4 SCSI Rdt PS                                                                 

Stirling 114T 1U Rackmount Server P4 SATA Rdt PS                                                                 

Stirling 121S 1U Rackmount Server Xeon SCSI Rdt PS                                                              

Stirling 121T 1U Rackmount Server Xeon SATA Rdt PS                                                           
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Stirling 122T 1U Rackmount Server Twin Node Xeon SATA/Infiniband                                      

Stirling 123 1U Rackmount Server Xeon Universal I/O Rdt PS                                                  

Stirling 127 1U Rackmount Storage Server Dual Xeon SATA                                                 

Stirling 128Q 1U Rackmount Server Dual Xeon SAS Rdt PS                                                     

Stirling 128S 1U Rackmount Storage Server Dual Xeon SCSI                                          

Stirling 128T 1U Rackmount Storage Server Dual Xeon SATA                                       

Stirling 129 1U Rackmount Storage Server Dual Xeon SATA Rdt PS                                        

Stirling 132T 1U Rackmount Server Twin Node Xeon SATA/Infiniband                              

Stirling 144 1U Rackmount Storage Server Quad-Core Quad Xeon SATA                        

Stirling 206 2U Rackmount Server P4/PD/Xeon SCSI PS                                                     

Stirling 226S 2U Rackmount Server Dual Xeon SCSI                                                       

Stirling 226T 2U Rackmount Server Dual Xeon SATA                                                 

Stirling 228Q 2U Rackmount Server Dual Xeon SAS Rdt PS                                                 

Stirling 228S 2U Rackmount Storage Server Dual Xeon SCSI Rdt PS                                

Stirling 228T 2U Rackmount Storage Server Dual Xeon SATA Rdt PS                         

Stirling 229 2U Rackmount Server Dual Xeon SAS Rdt PS                                                      

Stirling 244 2U Rackmount Storage Server Quad-Core Quad Xeon SAS                         

Stirling 328S 3U Rackmount Server Dual Xeon SCSI Rdt PS                                                    

Stirling 428S 4U Rackmount Server Dual Xeon SCSI Rdt PS                                                       

Stirling 428T 4U Rackmount Server Dual Xeon SATA Rdt PS                                                   

Stirling 429 4U Rackmount Server Dual Xeon SAS Rdt PS                                                    

Stirling 54T 1U Mini-Rackmount Server P4/PD/Xeon SATA                                                         

Stirling 55T 1U Mini-Rackmount Server P4/PD/Xeon SATA                                                        

Stirling 56T 1U Mini-Rackmount Server Multi-Core Dual Xeon SATA                                            

Stirling W414 4U Rackmount Server/Workstation Dual Xeon SAS Rdt PS                                     

Stirling X30-8 Backup Monster 3U Multi-Core Rackmount Storage Server with 8 TeraBytes of Storage - 8TB 

Stirling X31-8 Backup Monster 3U Multi-Core Rackmount Storage Server with 8 TeraBytes of Storage - 8TB 

Stirling X314-12 Backup Monster 3U Multi-Core Rackmount Storage Server with 12 TeraBytes of Storage - 12TB 

Stirling X315-12 Backup Monster 3U Multi-Core Rackmount Storage Server with 12 TeraBytes of Storage - 12TB  

Stirling X318-16 Backup Monster 3U Multi-Core Rackmount Storage Server with 16 TeraBytes of Storage - 16TB  

Stirling X319-16 Backup Monster 3U Multi-Core Rackmount Storage Server with 16 TeraBytes of Storage - 16TB 

Stirling X418-16 TeraBuster 4U Multi-Core Rackmount Storage Server w/16 TeraBytes of Storage - 16TB 

Stirling X419-16 TeraBuster 4U Multi-Core Rackmount Storage Server w/16 TeraBytes of Storage - 16TB 

Stirling X526-24 TeraStorus 5U Multi-Core Rackmount Storage Server w/24 TeraBytes of Storage - 24TB 

Stirling X527-24 TeraStorus 5U Multi-Core Rackmount Storage Server w/24 TeraBytes of Storage - 24TB  

Stirling X633-32 Terazilla 6U Multi-Core Rackmount Storage Server with 32 Terabytes of Storage - 32TB  

Stirling X634-32 Terazilla 6U Multi-Core Rackmount Storage Server with 32 Terabytes of Storage - 32TB 

Stirling X840-40 Teralith 8U Multi-Core Rackmount Storage Server with 40 Terabytes of Storage - 40TB  
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Stirling X841-40 Teralith 8U Multi-Core Rackmount Storage Server with 40 Terabytes of Storage - 40TB  

Stonehaven A122 1U Rackmount Server Opteron SATA                                                                              

Stonehaven A135S 1U Rackmount Server Quad Opteron Socket F SCSI -                                                   

Stonehaven A135T 1U Rackmount Server Quad Opteron Socket F SATA -                                                

Stonehaven A142S 1U Rackmount Server Opteron SCSI Rdt PS                                                                   

Stonehaven A142T 1U Rackmount Server Opteron SATA Rdt PS                                                                    

Stonehaven A144S 1U Rackmount Server Opteron SCSI Rdt PS                                                                   

Stonehaven A144T 1U Rackmount Server Opteron SATA Rdt PS                                                              

Stonehaven A151S 1U Rackmount Server Dual Opteron Socket F SCSI -                                                      

Stonehaven A151T 1U Rackmount Server Dual Opteron Socket F SATA -                                                

Stonehaven A261S 2U Rackmount Server Opteron SCSI -                                                                             

Stonehaven A261T 2U Rackmount Server Opteron SATA                                                                          

Stonehaven A284S 2U Rackmount Server Opteron SCSI Rdt PS                                                                                           

Stonehaven A284T 2U Rackmount Server Opteron SATA Rdt PS                                                                

Stonehaven A381S 3U Rackmount Server Opteron SCSI Rdt PS                                                                                             

Stonehaven A381T 3U Rackmount Server Opteron SATA Rdt PS                                                                  

Stonehaven A484S 4U Rackmount Server Opteron SCSI Rdt PS -                                                    

Stonehaven A484T 4U Rackmount Server Opteron SATA RDT PS -                                                      

Stonehaven A53 1U Rackmount Server Opteron SATA                                                                        

Stonehaven X30-8 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 8 Terabytes of Storage - 8TB 

Stonehaven X314-12 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 12 Terabytes of Storage - 12TB  

Stonehaven X318-16 Backup Monster 3U Dual-Core Opteron Rackmount Storage Server with 16 Terabytes of Storage - 16TB  

Stonehaven X418-16 TeraStorus 4U Dual-Core Opteron Rackmount Storage Server with 16 Terabytes of Storage - 16TB 

Stonehaven X526-24 TeraStorus 5U Dual-Core Opteron Rackmount Storage Server with 24 Terabytes of Storage - 24TB  

Stonehaven X633-32 Terazilla 6U Dual-Core Opteron Rackmount Storage Server with 32 Terabytes of Storage - 32TB  

Stonehaven X840-40 Teralith 8U Dual-Core Opteron Rackmount Storage Server with 40 Terabytes of Storage - 40TB  

XDAS 1001 2U Rackmount SCSI-to-SATA RAID Storage Unit with 8 TeraByte Storage - 8TB DAS 

XDAS 1002 2U Rackmount SCSI-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS 

XDAS 1002F 2U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 12 TeraByte Storage - 12TB DAS 

XDAS 1002SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 

XDAS 1003 3U Rackmount SCSI-to-SATA RAID Storage Unit with 16 TeraByte Storage - 16TB DAS 

XDAS 1003F 3U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 16 TeraByte Storage - 16TB DAS 

XDAS 1003FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS 

XDAS 1003J 3U Rackmount SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD 

XDAS 1004 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 24 TeraByte Storage – 24TB DAS 

XDAS 1004F 4U Rackmount Fibre-toSATA RAID Storage Unit with 24 TeraByte Storage - 24TB DAS 

XDAS 1013J 3U Rackmount SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD 
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XDAS 1014J 4U Rackmount SAS JBOD Expansion Storage Unit with 24 TeraByte SATA Storage - 24TB JBOD 

XDAS 1022SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage – 12TB DAS 

XDAS 1023F 3U Rackmount Dual Fibre-toSATA RAID Storage Unit with 16 TeraByte Storage - 16TB DAS 

XDAS 1023FSA 3U Rackmount Dual Fibre-toSAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS 

XDAS 1023J 3U Rackmount Dual SAS JBOD Expansion Storage Unit with 16 TeraByte SATA Storage - 16TB JBOD 

XDAS 1023SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS 

XDAS 1024F 4U Rackmount Dual Fibre-toSATA RAID Storage Unit with 24 TeraByte Storage - 24TB DAS 

XDAS 102SS 2U Rackmount SCSI-toSCSI RAID Storage Unit with 1.75 TeraByte Storage – 1.75TB DAS 

XDAS 103SS 3U Rackmount SCSI-to-SCSI RAID Storage Unit with 2.3 TeraByte Storage – 2.3TB DAS 

XDAS 302SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 3.6 TeraByte SAS Storage – 3.6TB DAS 

XDAS 303FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS 

XDAS 303SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS 

XDAS 304F 4U Rackmount Fibre-to-SAS RAID Storage Unit with 7.2 TeraByte SAS Storage – 7.2TB DAS 

XDAS 313J 3U Rackmount SAS JBOD Expansion Storage Unit with 4.8 TeraByte SAS Storage - 4.8TB JBOD 

XDAS 314J 4U Rackmount SAS JBOD Expansion Storage Unit with 7.2 TeraByte SAS Storage - 7.2TB JBOD 

XDAS 322SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 3.6 TeraByte SAS Storage – 3.6TB DAS 

XDAS 323FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS 

XDAS 323SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage – 4.8TB DAS 

XDAS 501 2U Rackmount SCSI-to-SATA RAID Storage Unit with 4 TeraByte Storage – 4TB DAS 

XDAS 501F 2U Rackmount Fibre-to-SATA RAID Storage Unit with 4 TeraByte Storage – 4TB DAS 

XDAS 502 2U Rackmount SCSI-to-SATA RAID Storage Unit with 6 TeraByte Storage – 6TB DAS 

XDAS 502F7 2U Rackmount Fibre-toSATA PPC RAID Storage Unit with 6 TeraByte Storage - 6TB DAS 

XDAS 502SA 2U Rackmount SAS-toSAS RAID Storage Unit with 6 TeraByte SATA Storage - 6TB DAS 

XDAS 503 3U Rackmount SCSI-to-SATA RAID Storage Unit with 8 TeraByte Storage – 8TB DAS 

XDAS 503F7 3U Rackmount Fibre-toSATA PPC RAID Storage Unit with 8 TeraByte Storage - 8TB DAS 

XDAS 503FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS 

XDAS 503SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS 

XDAS 504 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 12 TeraByte Storage – 12TB DAS 

XDAS 504F 4U Rackmount Fibre-to-SATA RAID Storage Unit with 12 TeraByte Storage – 12TB DAS 

XDAS 522SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 6 TeraByte SATA Storage – 6TB DAS 

XDAS 523F 3U Rackmount Dual Fibre-to-SATA II RAID Storage Unit with 8 TeraByte Storage – 8TB DAS 

XDAS 523FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage – 8TB DAS 

XDAS 523SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage – 8TB DAS 

XDAS 524F 4U Rackmount Dual Fibre-to-SATA II RAID Storage Unit with 12 TeraByte Storage – 12TB DAS 

XDAS 702SA 2U Rackmount SAS-to-SAS RAID Storage Unit with 9 TeraByte SATA Storage - 9TB DAS 

XDAS 703FSA 3U Rackmount Fibre-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 
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XDAS 703J 3U Rackmount SAS JBOD Expansion Storage Unit with 12 TeraByte SATA Storage - 12TB JBOD 

XDAS 703SA 3U Rackmount SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 

XDAS 704 4U Rackmount SCSI-to-SATA II RAID Storage Unit with 18 TeraByte Storage – 18TB DAS 

XDAS 704F 4U Rackmount Fibre-to-SATA RAID Storage Unit with 18 TeraByte Storage - 18TB DAS 

XDAS 722SA 2U Rackmount Dual SAS-to-SAS RAID Storage Unit with 9 TeraByte SATA Storage – 9TB DAS 

XDAS 723F 3U Rackmount Dual Fibre-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS 

XDAS 723FSA 3U Rackmount Dual Fibre-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 

XDAS 723J 3U Rackmount Dual SAS JBOD Expansion Storage Unit with 12 TeraByte SATA Storage - 12TB JBOD 

XDAS 723SA 3U Rackmount Dual SAS-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 

XDAS 724F 4U Rackmount Dual Fibre-to-SATA RAID Storage Unit with 18 TeraByte Storage - 18TB DAS 

XDAS 751 2U Rackmount SCSI-to-SATA RAID Storage Unit with 6 TeraByte Storage - 6TB DAS 

XDAS 751F 2U Rackmount Fibre-to-SATA RAID Storage Unit with 6 TeraByte Storage - 6TB DAS 

XDAS 752 2U Rackmount SCSI-to-SATA RAID Storage Unit with 9 TeraByte Storage - 9TB DAS 

XDAS 752F7 2U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 9 TeraByte Storage - 9TB DAS 

XDAS 753 3U Rackmount SCSI-to-SATA RAID Storage Unit with 12 TeraByte Storage - 12TB DAS 

XDAS 753F7 3U Rackmount Fibre-to-SATA PPC RAID Storage Unit with 12 TeraByte Storage - 12TB DAS 

XDAS HD 1002 2U Rackmount SAS Video JBOD/RAID Controller Kit with 12 TeraByte SATA Storage – 12TB JBOD 

XDAS HD 1003 3U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 16 TeraByte SATA Storage – 16TB JBOD 

XDAS HD 302 2U Rackmount SAS Video JBOD/RAID Controller Kit with 3.6 TeraByte SAS Storage – 3.6TB JBOD 

XDAS HD 303 3U Rackmount SAS Video JBOD/RAID Controller Kit with 4.8 TeraByte SAS Storage – 4.8TB JBOD 

XDAS HD 322 2U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 3.6 TeraByte SAS Storage – 3.6TB JBOD 

XDAS HD 323 3U Rackmount SAS Video JBOD/Dual RAID Controller Kit with 4.8 TeraByte SAS Storage – 4.8TB JBOD 

XDAS iSCSI 1003 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 16 TeraByte SATA Storage - 16TB DAS 

XDAS iSCSI 303 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 4.8 TeraByte SAS Storage - 4.8TB DAS 

XDAS iSCSI 503 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 8 TeraByte SATA Storage - 8TB DAS 

XDAS iSCSI 753 3U Rackmount iSCSI-to-SAS RAID Storage Unit with 12 TeraByte SATA Storage - 12TB DAS 
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ABERDEEN STIRLING X526 AND X525 RACKMOUNT 
"TERASTORUS" BACKUP SERVER 

      

MANUFACTURER PART# X526 and X525 
BLACK RACK 

ABERDEEN PART# KITX524 

PROCESSOR Dual Socket 604 
Dual Intel® Xeon™ Processors EM64T Support 

CHIPSET Intel E7520 "Lindenhurst" chipset  
800 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-400 registered ECC 
Dual channel memory bus 
ECC Registerd DDR2 SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O 1 x Floppy Connector 
2 x Serial 16550 compatible ports 
2 x USB 2.0 Ports 
PS/2 keyboard and mouse ports  

ON BOARD IDE Dual EIDE ports support Ultra DMA 100MB/s of 
Burst data transfer rate, supports UDMA Mode 5, 
PIO Mode 4 and ATAPI  

VIDEO ATI Rage XL 8MB PCI graphic controller  

ON BOARD LAN Intel 82546GB Dual Gigabit controller 
2 x 10/100/1000 ports  

SCSI CONTROLLER LSI Logic 21320 Dual Channel Ultra320 SCSI card 
External Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

OS DRIVE MIRROR For added system safety and system failover 
Fixed internal IDE drives  

SATA RAID 2 x 3WARE Escalade 9500S 12-Port SATA150 RAID 
SATA backplane provides power, bus termination 
24 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

  

  

 

 
Click image for larger version.  

Includes 1 x 3.5" floppy drive 
Slim CD-ROM Drive 
Rackmount Rails  
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ABERDEEN STIRLING X418 AND X417 RACKMOUNT 
"TERABUSTER" BACKUP SERVER 

      

MANUFACTURER PART# X418 and X417 
BLACK RACK 

ABERDEEN PART# KITX416 

PROCESSOR Dual Socket 604 
Dual Intel® Xeon™ Processors EM64T Support 

CHIPSET Intel E7520 "Lindenhurst" chipset  
800 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-400 registered ECC 
Dual channel memory bus 
ECC Registerd DDR2 SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O 1 x Floppy Connector 
2 x Serial 16550 compatible ports 
2 x USB 2.0 Ports 
PS/2 keyboard and mouse ports  

ON BOARD IDE Dual EIDE ports support Ultra DMA 100MB/s of 
Burst data transfer rate, supports UDMA Mode 5, 
PIO Mode 4 and ATAPI  

VIDEO ATI Rage XL 8MB PCI graphic controller  

ON BOARD LAN Intel 82546GB Dual Gigabit controller 
2 x 10/100/1000 ports  

SATA RAID 2 x 3WARE Escalade 9500S 8-Port SATA150 RAID 
SATA backplane provides power, bus termination 
16 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

SCSI CONTROLLER LSI Logic 21320 Dual Channel Ultra320 SCSI card 
External Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

BIOS   

EXPANSION SLOTS  

BOARD SIZE  

EXPANSION BAYS  

 

 
Click image for larger version.  

 
Includes 1 x 3.5" floppy drive 

Rackmount Rails  
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ABERDEEN STIRLING X30 AND X39 RACKMOUNT 
"BACKUP MONSTER" SERVER 

      

MANUFACTURER PART# X30 and X39 
BLACK RACK 

ABERDEEN PART# SRVX38 
(EM64T/DDR2 revision) 

PROCESSOR Dual Socket 604 
Dual Intel® Xeon™ Processors EM64T Support 

CHIPSET Intel E7520 "Lindenhurst" chipset  
800 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-400 registered ECC 
Dual channel memory bus 
ECC Registerd DDR2 SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs) 

ON BOARD I/O 1 x Floppy Connector 
2 x Serial 16550 compatible ports 
2 x USB 2.0 Ports 
PS/2 keyboard and mouse ports  

ON BOARD IDE Dual EIDE ports support Ultra DMA 100MB/s of 
Burst data transfer rate, supports UDMA Mode 5, 
PIO Mode 4 and ATAPI  

VIDEO ATI Rage XL 8MB PCI graphic controller  

ON BOARD LAN Intel 82546GB Dual Gigabit controller 
2 x 10/100/1000 ports  

SATA RAID 3WARE Escalade 9500S 8-Port SATA150 RAID 
SATA backplane provides power, bus termination 
8 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

SCSI CONTROLLER LSI Logic 21320 Dual Channel Ultra320 SCSI card 
External Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

 

 

 
Click images for larger versions.  
(redundant power pictured)  

Includes 1 x 3.5" floppy drive 
Slim CD-Rom Drive 
Rackmount Rails  
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ABERDEEN STIRLING X314 AND X313 
3U RACKMOUNT BACKUP SERVER 

      

MANUFACTURER PART# X314 and X313 
BLACK RACK 

ABERDEEN PART# KITX312 

PROCESSOR Dual Socket 604 
Dual Intel® Xeon™ Processors EM64T Support 

CHIPSET Intel E7520 "Lindenhurst" chipset  
800 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-400 registered ECC 
Dual channel memory bus 
ECC Registerd DDR2 SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O 1 x Floppy Connector 
2 x Serial 16550 compatible ports 
2 x USB 2.0 Ports 
PS/2 keyboard and mouse ports  

ON BOARD IDE Dual EIDE ports support Ultra DMA 100MB/s of 
Burst data transfer rate, supports UDMA Mode 5, 
PIO Mode 4 and ATAPI  

VIDEO ATI Rage XL 8MB PCI graphic controller  

ON BOARD LAN Intel 82546GB Dual Gigabit controller 
2 x 10/100/1000 ports  

SATA RAID 1 x 3WARE Escalade 9500S 12-Port SATA150 RAID 
SATA backplane provides power, bus termination 
12 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

SCSI CONTROLLER LSI Logic 21320 Dual Channel Ultra320 SCSI card 
External Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

  

 

 
Click images for larger versions.  

Includes Floppy drive 
Slim CD-ROM drive 
Rackmount Rails  
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ABERDEEN STIRLING X318 AND X317 
3U RACKMOUNT BACKUP SERVER 

      

MANUFACTURER PART# X318 and X317 
BLACK RACK 

ABERDEEN PART# KITX316 

PROCESSOR Dual Socket 604 
Dual Intel® Xeon™ Processors EM64T Support 

CHIPSET Intel E7520 "Lindenhurst" chipset  
800 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-400 registered ECC 
Dual channel memory bus 
ECC Registerd DDR2 SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O 1 x Floppy Connector 
2 x Serial 16550 compatible ports 
2 x USB 2.0 Ports 
PS/2 keyboard and mouse ports  

ON BOARD IDE Dual EIDE ports support Ultra DMA 100MB/s of 
Burst data transfer rate, supports UDMA Mode 5, 
PIO Mode 4 and ATAPI  

VIDEO ATI Rage XL 8MB PCI graphic controller  

ON BOARD LAN Intel 82546GB Dual Gigabit controller 
2 x 10/100/1000 ports  

SATA RAID 2 x 3WARE Escalade 9500S 8-Port SATA150 RAID 
SATA backplane provides power, bus termination 
16 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

SCSI CONTROLLER LSI Logic 21320 Dual Channel Ultra320 SCSI card 
External Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

 

 
Click images for larger versions.  
Includes Slim Floppy drive 

Slim CD-ROM drive 
Rackmount Rails  
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ABERDEEN XDAS 501 - 4TB 
SCSI-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS581  

ABERDEEN PART# KITDAS-501  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 8 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 

 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13kgs / 28lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase  
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ABERDEEN XDAS 501F - 4TB 
FIBRE-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS591  

ABERDEEN PART# KITDAS-501F  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 8 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13kgs / 28lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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ABERDEEN XDAS 502 - 6TB 
SCSI-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS580  

ABERDEEN PART# KITDAS-502  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13.5kgs / 29.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase  
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ABERDEEN XDAS 503 - 8TB 
SCSI-to-SATA II RAID 3U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS579  

ABERDEEN PART# KITDAS-503  

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 18.5" (D) 
18kgs / 39.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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ABERDEEN XDAS 102S/S - 2U/1.75TB 
SCSI-to-SCSI RAID SCALABLE STORAGE SOLUTION  

RAID 
• Multiple arrays configurable with 

dedicated or global hot spares  
• Supports RAID 0, 1 (0+1), 3, 5, 10, 30, 50, 

NRAID and JBOD  
• Online expansion by  

o Adding new drives  

o Copying and replacing drives with 
drives of larger capacity  

System Components 
Redundant, hot-swappable components , 
designed for no single point of failure  

• One (1) XDAS enhanced 2U enclosure  
• One (1) RAID controller module  

• One (1) 256MB or above DDR RAM DIMM 
module (pre-installed on the controller 
module)  

• Two (2) hot-swappable, redundant, 350W 
power supply units  

• 2 hot-swappable fan modules  
• Sixteen (12) hot-swappable drive trays  
• Two (2) front handles; one (1) with LCD 

panel  
• Optional battery backup unit (BBU)  

Host Interface 
• Two (2) SCSI-320 through dual-stacked 

VHDCI 68-pin SCSI port; SCSI-160 
backward compatible  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Concurrent I/O commands  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Sixteen (12) SCSI drive trays that 
accommodate 1-inch pitch, 3.5-inch SCSI-
320 disk drives; SCSI-160 backward 
compatible  

• Dual channels across 12 drives within each 
subsystem  

• Automatic bad-sector reassignment  
• Drives hot-swappable  

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  

 

 

Click images for larger versions.  

FEATURES  

- SCSI to SCSI single controller RAID 
subsystem with SCSI-320 host I/F 
providing full-featured RAID functionality 
- Hardware XOR engine by dedicated 
ASIC266 chipsets 
- Dual-speed fans to reduce system noise 
and power consumption 
- Redundant hot-swappable components 
- RAID controller supports up to 2GB DDR 
RAM DIMM module 
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• Host-side SES emulation with pass-
through to back-end SES emulation  

• 10/100 BaseT Ethernet for out-of-band 
management  

• Two (2) COM ports for local access to 
firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o VT-100 terminal emulation via 
RS232 serial port  

o Telnet access via onboard Ethernet 
port  

o Cross-platform, remote 
administration with SSL  

o Out-of-band access via Ethernet  

o Centralized management to monitor 
and administer multiple RAID units 
on one screen  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set 
commands  

Indicators 
• Onboard alarm is triggered when one of 

the following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module (if installed)  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, 

LAN broadcast, SNMP traps, MSN 
messenger, ICQ, SMS short messages  

• System alerts through Java-based 
RAIDWatch manager  

  

Interfaces 
• Two (2) dual-stacked VHDCI SCSI ports  
• Two (2) audio jack RS-232C serial port 

(38400, n, 8, 1)  

• One RJ-45 Ethernet port  

Power Supply Module 
Two (2) redundant, hot-swappable power 
supplies with PFC  

Cooling Module 
3 cooling fans in three separate modules  

•   
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ABERDEEN XDAS 103S/S - 3U/2.3TB 
SCSI-to-SCSI RAID SCALABLE STORAGE SOLUTION  

      
RAID 

• Multiple arrays configurable with dedicated or 
global hot spares  

• Supports RAID 0, 1 (0+1), 3, 5, 10, 30, 50, NRAID 
and JBOD  

• Automatic background rebuilds  
• Configurable stripe size and write policy per array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable blocks 
to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• One (1) XDAS enhanced 3U enclosure  
• One (1) RAID controller module  
• One (1) 256MB or above DDR RAM DIMM module 

(pre-installed on the controller module)  
• Two (2) hot-swappable, redundant, 460W power 

supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Sixteen (16) hot-swappable drive trays  
• Two (2) front handles; one (1) with LCD panel  
• Optional battery backup unit (BBU)  

Host Interface 
• Two (2) SCSI-320 through dual-stacked VHDCI 

68-pin SCSI port; SCSI-160 backward compatible  
• Auto-negotiate FC-AL, point-to-point, or switched 

fabric  
• Concurrent I/O commands  
• Tagged command queuing up to 256  
• Variable stripe size per logical drive  

Drive Interface 
• Sixteen (16) SCSI drive trays that accommodate 

1-inch pitch, 3.5-inch SCSI-320 disk drives; SCSI-
160 backward compatible  

• Dual channels across 16 drives within each 
subsystem  

• Automatic bad-sector reassignment  
• Drives hot-swappable  

Management 
• Firmware-embedded utility via LCD keypad or RS-

232C port  
• Host-side SES emulation with pass-through to 

back-end SES emulation  

 

 
Click images for larger versions.  

FEATURES  
- SCSI to SCSI single controller 
RAID subsystem with SCSI-320 
host I/F providing full-featured 
RAID functionality 
- Hardware XOR engine by 
dedicated ASIC266 chipsets 
- Dual-speed fans to reduce system
noise and power consumption 
- Redundant hot-swappable 
components 
- RAID controller supports up to 
2GB DDR RAM DIMM module 
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• 10/100 BaseT Ethernet for out-of-band 
management  

• Two (2) COM ports for local access to firmware-
embedded utility and UPS connectivity  

• Firmware-embedded Java-based RAIDWatch® 
manager:  

o VT-100 terminal emulation via RS232 serial 
port  

o Telnet access via onboard Ethernet port  
o Cross-platform, remote administration with 

SSL  
o Out-of-band access via Ethernet  
o Centralized management to monitor and 

administer multiple RAID units on one 
screen  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
Indicators 

• Onboard alarm is triggered when one of the 
following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module (if installed)  

• Module status LED indicators:  
o Two (2) per drive tray  
o Three (3) per LCD panel  
o Four (4) per RAID controller module  
o Two (2) per Ethernet port  
o Two (2) per cooling module  
o One (1) per power supply unit  
o One (1) per BBU module  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, LAN 

broadcast, SNMP traps, MSN messenger, ICQ, SMS 
short messages  

• System alerts through Java-based RAIDWatch 
manager  

Interfaces 
• Two (2) dual-stacked VHDCI SCSI ports  
• Two (2) audio jack RS-232C serial port (38400, n, 

8, 1)  
• One RJ-45 Ethernet port  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies with 
PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules Maximum 
Air Flow: High speed: 31.8 CFM  
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ABERDEEN XDAS 523F - 3U/8TB 
FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 
      

 

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

Host Interface 
• Two (2) FC-2G host channels with embedded 

bypass circuit to four (4) FC ports on two (2) 
hot-swappable, independent host connection 
modules  

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Sixteen (16) hot-swappable 3Gbps SATA-II 
drive trays that accommodate 1-inch pitch, 
3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 

to back-end SES emulation  
• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  

 

 

Click images for larger versions.  

FEATURES  

- Full-featured redundant controllers 
with two (2) FC-2G host channels; 
transfer rate up to 2Gb/s each 
- Independent host connection modules 
that ensure channel availability 
- Accommodates sixteen (16)SATA-II 
hard drives, backward compatible with 
SATA-I drives 
- Hardware XOR engine by dedicated 
ASIC266 chipsets 
- Support up to 2GB DDR RAM DIMM 
modules that are protected by standard 
BBUs 
- Dual-speed cooling modules to reduce 
noise 
- SAN-ready subsystem in an enhanced 
modular enclosure provides daisy 
chaining and clustering capabilities  

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-68  - 

• 10/100 BaseT Ethernet for out-of-band 
management  

• Two (2) COM ports for local access to 
firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
Indicators 

• Onboard alarm is triggered when one of the 
following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Six (6) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

• Event notifications sent over email, fax, LAN 
broadcast, SNMP traps, MSN messenger, ICQ, 
SMS short messages  

Interfaces 
• Four (4) FC ports, each using a short-

wavelength adapter  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port on each 
controller module  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC  
Two (2) redundant, dual-fan cooling modules 
Maximum Air Flow: High speed: 31.8 CFM   
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ABERDEEN XDAS 524F - 4U/12TB 
FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 
      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

Host Interface 
• Four (4) FC-2G host channels with embedded 

bypass circuit to eight (8) Fibre ports on two 
(2) hot-swappable, independent host 
connection modules  

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps 
SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 

to back-end SES emulation  
• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  

 

 
Click images for larger versions.  

FEATURES  
- Dual-active controllers with two (2) 
2Gbps, Hub embedded Fibre host 
channels. 
- Eight (8) Fibre ports via independent 
host connection modules for multi-path 
access and channel availability 
- Accommodates twenty-four (24) 
3Gbps, SATA-II hard drives, backward 
compatible with SATA-I drives 
- Highest density 4U chassis providing 
up to 12TB of storage capacity 
- Support up to 2GB DDR RAM DIMM 
module 
- Hot-Swappable Battery Backup Units 
(BBUs) 
- Modular and passive backplane, high-
availability architecture with no single 
point of failure  
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• Two (2) COM ports for local access to 
firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
Indicators 

• Onboard alarm is triggered when one of the 
following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Five (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

Event notifications sent over email, fax, LAN 
broadcast, SNMP traps, MSN messenger, ICQ, SMS 
short messages  

Interfaces 
• Eight (8) FC ports, each using a short-

wavelength adapter  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port on each 
controller module  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules 
Maximum Air Flow: High speed: 48.12 CFM   
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ABERDEEN XDAS 504F - 4U/12TB 
FIBRE-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

Host Interface 
• 8xFC-2G ports w/ hub  
• DIP switch settings to change host port 

attributes  
• Auto-negotiate FC-AL, point-to-point, or 

switched fabric  
• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps 
SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 

to back-end SES emulation  
• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 

 

 
Click images for larger versions.  

FEATURES  
- Fibre controller with two (2) 2Gbps, 
Hub embedded Fibre host channels. 
- Eight (8) Fibre ports via independent 
host connection modules for multi-path 
access and channel availability 
- Accommodates twenty-four (24) 
3Gbps, SATA-II hard drives, backward 
compatible with SATA-I drives 
- Highest density 4U chassis providing 
up to 12TB of storage capacity 
- Support up to 2GB DDR RAM DIMM 
module 
- Hot-Swappable Battery Backup Unit 
(BBU) 
- Modular and passive backplane, high-
availability architecture with no single 
point of failure  

 

  

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-72  - 

connectivity  
• Firmware-embedded Java-based 

RAIDWatch® manager:  
o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
Indicators 

• Onboard alarm is triggered when one of the 
following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Five (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Event notifications sent over email, fax, LAN 
broadcast, SNMP traps, MSN messenger, ICQ, 
SMS short messages  

Interfaces 
• Eight (8) FC ports, each using a short-

wavelength adapter  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port on each 
controller module  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules Maximum Air Flow: 
High speed: 48.12 CFM   
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OPTIMIZE:  
• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity  
• Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 
FEATURES:  

• 1 Terabyte of Pure Storage Capacity  
• 4 Hot Swap Drives  
• Single RAID Array w/o Limitations  
• Browser-based Hardware RAID Manager  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 170 stresses 
speed, ease of management and dependable storage. Configured 
with 1TB of hardware RAID storage, the AberNAS by Aberdeen 
yields the best ROI of its kind and the largest storage capacity. 

The AberNAS 170 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 
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SPECIFICATIONS 

MODEL AberNAS170 

FORM FACTOR 1U, 19" Rackmount 

BASE CAPACITY 1.0 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

1.0 Terabytes 

MAX  RAID 1 
CAPACITY 

500 Gigabytes 

MAX  RAID 5 
CAPACITY 

750 Gigabytes 

MAX SINGLE  
ARRAY SIZE 

1.0 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 512MB Dual Channel DDR400 
SDRAM (Low Latency) 

RAID ENVIRONMENT 4-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 4 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

4 x 250GB SATA 8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 300W 

RAILS Included 

 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.  
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OPTIMIZE:  
• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity  
• Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 
FEATURES:  

• 2 Terabytes of Pure Storage Capacity  
• 4 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Single RAID Array w/o Limitations  
• Browser-based Hardware RAID Manager  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 178 stresses 
speed, ease of management and dependable storage. Configured 
with a full 2TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 

The AberNAS 178 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 
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SPECIFICATIONS 

MODEL AberNAS178 

FORM FACTOR 1U, 19" Rackmount 

BASE CAPACITY 2 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

2 Terabytes 

MAX  RAID 1 
CAPACITY 

1 Terabytes 

MAX  RAID 5 
CAPACITY 

1.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

2 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 512MB Dual Channel DDR400 
SDRAM (Low Latency) 

RAID ENVIRONMENT 4-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 4 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

4 x 500GB SATA II 8MB Cache with 
3Gb/s transfer rate 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 300W 

RAILS Included 

WARRANTY 5-Year Limited 
 
 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you."  
 - "Storage Central", PC Magazine, April. 26, 2005 

OPTIMIZE:  
• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity and Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 
FEATURES:  

• 4 TeraBytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• 8 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Hardware RAID, Redundancy and Reliability  
• Browser-based Hardware RAID Manager  
• Single RAID Array w/o Limitations  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 271 stresses 
speed, ease of management and dependable storage. Configured 
with 2TB of hardware RAID storage, the AberNAS by Aberdeen 
yields the best ROI of its kind and the largest storage capacity. 

The AberNAS 271 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 
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SPECIFICATIONS 

MODEL AberNAS 271 

FORM FACTOR 2U, 19" Rackmount 

BASE CAPACITY 2.0 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

2.0 Terabytes 

MAX  RAID 1 
CAPACITY 

1.0 Terabytes 

MAX  RAID 10 
CAPACITY 

1.0 Terabytes 

MAX  RAID 5 
CAPACITY 

1.75 Terabytes 

MAX  RAID 6 
CAPACITY 

1.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

2.0 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 1GB Dual Channel DDR400 SDRAM 
(Low Latency) 

RAID ENVIRONMENT 8-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 8 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

8 x 250GB SATA 8MB Cache  

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 

RAILS Included 

WARRANTY 5-Year Limited 

  

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you."  
 - "Storage Central", PC Magazine, April. 26, 2005 

OPTIMIZE:  
• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity and Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 
FEATURES:  

• 4 TeraBytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• 8 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Hardware RAID, Redundancy and Reliability  
• Browser-based Hardware RAID Manager  
• Single RAID Array w/o Limitations  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 273 stresses 
speed, ease of management and dependable storage. Configured 
with a full 2TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 

The AberNAS 273 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
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storage without the high cost of ownership or sacrificing on security. 

SPECIFICATIONS 

MODEL AberNAS 273 

FORM FACTOR 2U, 19" Rackmount 

BASE CAPACITY 4.0 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

4 Terabytes 

MAX  RAID 1 
CAPACITY 

2 Terabytes 

MAX  RAID 10 
CAPACITY 

2 Terabytes 

MAX  RAID 5 
CAPACITY 

3.5 Terabytes 

MAX  RAID 6 
CAPACITY 

3 Terabytes 

MAX SINGLE  
ARRAY SIZE 

4 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 1GB Dual Channel DDR400 SDRAM 
(Low Latency) 

RAID ENVIRONMENT 8-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 8 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

8 x 500GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 

RAILS Included 

WARRANTY 5-Year Limited 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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Incomparable 
Aberdeen is proud to announce the newest addition 
to our world famous Line of Stirling Servers. The 
Dual-Core  Stirling 102T is our new entry level 
SATA 1U rackmount server. This server features 2 
hot-swappable SATA drives with up to 500GB of 
storage. We have powered the Stirling 102T with 
an Intel® Pentium® D with up to 1066MHz Front 
Side Bus, DDR2-667 memory, dual Gigabit LAN and
a 300w power supply. Featuring Intel's newest Dual-

Core processor at speeds up to 3.8GHz, this 
magnificent machine out performs any server on 
the market.  Housed in a super cooled 1U chassis 
and utilizing Supermicro's PDSMi motherboard, it 
guarantees the most computing power in any 1U 
platform, and it provides scalability for any 
enterprise looking for expansion.  

Reliability 
Aberdeen brings an industry leading  5-year 
warranty to the table with every fully configured 
rackmount server. Our custom configured 
rackmounts and along with our pre-configured 
Stirling line of servers come with a  5-year 
warranty standard unlike of some other companies 
1 or 3 year warranties. Take advantage of the 
speed, storage and security of the Stirling 102T 
and configure yours today.   
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Reliability 
Aberdeen offers an industry 
leading 5-year warranty to the 
table with every fully configured 
rackmount server. Our custom 
configured rackmounts and along
with our pre-configured Stirling 
line of servers come with a  5-
year warranty standard unlike of 
some other companies 1 or 3 
year warranties. Take advantage 
of the speed, storage and 
security of the Stirling 114 and 
configure yours today.  
 

   

Incomparable 
The Aberdeen Stirling 114T redundant 400W power 
rackmount features the newly released Intel E7230 
chipset with PCI Express and DDR2 capability, 
Extended Memory 64 Technology (EM64T), and up 
to an 1066MHz processor system bus to support 
the latest Intel Pentium D Dual-Core processors 
with 1MB L2 cache for servers and workstations. 
The combination of Dual-Core Technology, the 
NetBurst® micro architecture and Hyper-Threading 
Technology provides outstanding performance and 
headroom for peak workloads, resulting in faster 
customer response times and support for more 
users. This 1U rackmount server delivers the 
greatest computing power available and comes 
standard with a 400W power supply also available 
with optional redundant hot-swap power.  

Included are 4 hot-swappable SATA disk drives 
with DDR2 667 memory support that can deliver 
over 2TB of storage space in a 1U rackmount 
solution. The Stirling 114 utilizes, dual gigabit LAN 
with an ultra-dense 1U chassis and a fine 
Supermicro motherboard, the PDSMP-8(SCSI) or 
with the PCSMP-i(SATA). With Intel's newest (Dual-
Core) based Pentium D processor, it guarantees 
double the computing power and reliability in any 
1U platform.  
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Incomparable 
The Stirling 54T is our newest mini 1/2U sized  
Dual-Core rackmount server. This is the ideal 1U 
entry level rackmount server. The Stirling 54T 
server features a condensed compact 14" 1U rack 
platform with a 260w power supply, dual Gigabit 
LAN and SATA II 3Gb/s support. Featuring Intel's 
newest Dual-Core processors at speeds up to 
3.8GHz and 2MB cache and up to a 1066MHz FSB. 
This magnificent machine surpasses any 
comparably priced server on the market.   

Utilizing Supermicro's PDSMi motherboard with the 
Intel E7230 chipset, DDR2-667 memory and 64-bit 
support. It guarantees premium server 
performance for a 1/2U size server and double the 
computing power in any 1U platform, and it also 
provides a robust solution for the entry level 
servers.  

Reliability 
Aberdeen brings an industry leading  5-year 
warranty to the table with every fully configured 
rackmount server. Our custom configured 
rackmounts and along with our pre-configured 
Stirling line of servers come with a  5-year 
warranty standard unlike of some other companies 
1 or 3 year warranties. Take advantage of the 
speed, storage and security of the Stirling 54T and 
configure yours today.   

 
 

 

 

   

 
 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-84  - 

 

 

 

 
 

 

 
   

Rated 4.5 out of 5 Stars 
PC Magazine, Dec. 27, 2004 
Aberdeen Stonehaven A261 

 
 
 
 
 

     “Highest WebBench numbers” 
Oct. 2004 PC Magazine article "Servers: More Power 2U"  
by Joel Santo Domingo.  

Incomparable 
The robust and beefy Stonehaven A261T Opteron
server provides top-of-the-line scalability with peek 
performance for high-end servers, SQL Opteron 
servers, HPCCs (High Performance Computer 
Cluster) and EPICs (Explicitly Parallel Instruction 
Computing). The AMD Opteron servers starting at 
1.40 GHz with 1MB of cache is optimized for dual-
processor, high-performance technical and 
scientific computing systems and clusters, entry-
level and front-end enterprise systems. Enabling 
systems for less than $3,000.  Included are 6 hot-
swappable SATA disk drives that astoundingly can 
deliver over 2.4TB of storage space in a 2U 
rackmount solution. 1GB of DDR400 memory is 
included and can be expanded to up to 16GB. Dual 
Gigabit NICs come standard along with a 460w 
redundant power supply in this Opteron server. 

Reliability 
Aberdeen brings an industry leading  5-year 
warranty to the table with every fully configured 
rackmount server. Our custom configured 
rackmounts and along with our pre-configured 
Stonehaven line of servers come with a  5-year 
warranty standard unlike of some other companies 
1 or 3 year warranties. Take advantage of the 
speed, storage and security of the Stonehaven 
A261, AMD Opteron servers and configure yours 
today.   
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STONEHAVEN A53  

      

  

ABERDEEN PART# Stonehaven A53 

PROCESSOR Single 939-pin ZIF Sockets 
Supports one Dual-Core AMD Opteron 100 Series 
processor 
1MB Cache 
4 phase VRM  

CHIPSET ServerWorks HT1000 
HyperTransport Link  

CACHE MEMORY 1MB L2 Cache (2MB w/ Dual Core) 

SYSTEM MEMORY Four 184-pin DIMM sockets 
Supports up to 8 GB DDR 400 / 333MHz ECC 
(unbuffered) memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O NS PC87427 Super I/O 
Up to two SATA devices 
One EIDE channel supports up to two UDMA IDE 
devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Rear USB 2.0 ports 
2 x Internal USB 2.0 headers 
PS/2 keyboard and mouse ports 
2 x Fast UART 16550 serial port 
1 x Header  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit Ethernet Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SATA 4 SATA Ports using ServerWorks HT1000 
controller 
1x 3.5" internal SATA drive bay  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Monitor for HyperTransport voltage 1.2V, DDR 
termination 1.25V 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
CPU Thermal Trip support 
I2C temperature sensing logic 
CPU / Overheat LED, Suspend-state indicator 
LED  
Supermicro System Management utility  

BIOS  4Mb Flash EEPROM with AMI® BIOS 
SST-49LF004B BIOS Chip 
Hardware BIOS Virus Protection  

EXPANSION SLOTS 64-bit 3.3V PCI-X Slot  

BOARD SIZE ATX 
12" x 8" in.(W x H)  

 

 

 
Click image for larger version.  

 
Includes 1 x 3.5" floppy drive 

Includes 1 x slim CD-ROM drive  
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CHASSIS 19" rackmount ATX (1U height) - SC512C-260/B 
Mini-1U Rackmount (14 in. Depth) Rackmount Kit 
optional 
Thermal Control 260W AC Power Supply with 
PFC 
Auto-switching 100/240V AC power 
1x 5K RPM 10cm Blower Fan w/ Air Shroud 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat and Fan Failure 
LEDs 
Chassis intrusion detection  

EXPANSION BAYS  One 5.25" slim drive bay (populated w/ slim CD 
drive) 
One slim floppy bay (populated w/ slim floppy 
drive) 
One internal SATA drive bay  

 

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers.. 
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STONEHAVEN A122 OPTERON SATA SERVER  

      

  

ABERDEEN PART# Stonehaven A122 

PROCESSOR Single 939-pin ZIF Sockets 
Supports one Dual-Core AMD Opteron 100 Series 
processor 
1MB Cache 
4 phase VRM  

CHIPSET ServerWorks HT1000 
HyperTransport Link  

CACHE MEMORY 1MB L2 Cache (2MB w/ Dual Core) 

SYSTEM MEMORY Four 184-pin DIMM sockets 
Supports up to 8 GB DDR 400 / 333MHz ECC 
(unbuffered) memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O NS PC87427 Super I/O 
Up to two SATA devices 
One EIDE channel supports up to two UDMA IDE 
devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Rear USB 2.0 ports 
2 x Internal USB 2.0 headers 
PS/2 keyboard and mouse ports 
2 x Fast UART 16550 serial port 
1 x Header  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit Ethernet Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SATA 4 SATA Ports using ServerWorks HT1000 
controller 
2 x Hot-Swap SATA drive bays  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Monitor for HyperTransport voltage 1.2V, DDR 
termination 1.25V 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
CPU Thermal Trip support 
I2C temperature sensing logic 
CPU / Overheat LED, Suspend-state indicator 
LED  
Supermicro System Management utility  

BIOS  4Mb Flash EEPROM with AMI® BIOS 
SST-49LF004B BIOS Chip 
Hardware BIOS Virus Protection  

EXPANSION SLOTS 64-bit 3.3V PCI-X Slot 
(Full height/ Half length)  

 

 
Click image for larger version.  

Includes 1 x floppy drive 
Includes slim CD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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BOARD SIZE 

 

ATX 
12" x 8" in.(W x H)  

CHASSIS 19" rackmount ATX (1U height) - SC811FT-
260/B 
1U Rackmount (22.6 in. Depth) Thermal Control 
260W AC Power Supply with PFC 
Auto-switching 100/240V AC power 
2 x 4200RPM 10cm blower fans 
4 x 4cm Counter Rotating Fans 
Air Duct 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat and Fan Failure 
LEDs 
Chassis intrusion detection  

EXPANSION BAYS  One 5.25" slim drive bay (populated w/ slim CD 
drive) 
One slim floppy bay (populated w/ slim floppy 
drive) 
Two Hot Swap SATA drive bays  

 

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. 
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STONEHAVEN A142S  OPTERON  SCSI Server 

      

  

ABERDEEN PART# Stonehaven A142S 

PROCESSOR Single 940-pin ZIF Socket 
Supports one Dual-Core AMD Opteron 200 Series 
processor 
VRMx3  

CHIPSET ServerWorks HT2000 
ServerWorks HT1000 
1000MHz HyperTransport Link 

SYSTEM MEMORY 4 x 184-Pin DIMM Sockets 
Up to 8GB DDR400 SDRAM Up to 16GB 
DDR333/DDR266 SDRAM 
ECC Registerd DDR Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O NS PC87427 Super I/O chip 
One EIDE channel supports up to two UDMA IDE 
devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN ServerWorks® HT2000 Dual Gigabit Ethernet 
Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902W Controller 
Dual-Channel Ultra320 SCSI with Host RAID 
Host RAID 0, 1, 10, JBOD 
Support for Supermicro All-In-One ZCR Card: 
AOC-LPZCR1 
(NOT included) 
4 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

 

 

 

 

 
Click image for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x Universal (SXB-E) slot for [1 (x4) PCI-E Slot] 
OR [1x 64-bit PCI-X 133MHz slot] 
1 x 64-bit PCI-X 100MHz slot (ZCR Support) 
1 x 1U IPMI Slot  

BOARD SIZE Proprietary 
11.24" x 16.2" (28.5cm x 41.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816S-
R400/B or SC816S-400/B 
400W Hot-swap Redundant PS or 400W Cold-swap PS 
I2C for Remote Management 
Auto-switching 100/240V AC power 
3 x 15000 RPM Dual Blade Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan Fail 
LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers.  
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STONEHAVEN A142T OPTERON SATA SERVER  

      

  

ABERDEEN PART# Stonehaven A142T 

PROCESSOR Single 940-pin ZIF Socket 
Supports one Dual-Core AMD Opteron 200 Series 
processor 
VRMx3  

CHIPSET ServerWorks HT2000 
ServerWorks HT1000 
1000MHz HyperTransport Link 

SYSTEM MEMORY 4 x 184-Pin DIMM Sockets 
Up to 8GB DDR400 SDRAM Up to 16GB 
DDR333/DDR266 SDRAM 
ECC Registerd DDR Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O NS PC87427 Super I/O chip 
One EIDE channel supports up to two UDMA IDE 
devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit Ethernet Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SATA  4 SATA Ports using ServerWorks HT1000 
controller 
Zero Channel RAID Support 
4 x 1" SATA Hot-swap drive bays 
SAS/SATA Backplane  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication  
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

 

 
Click image for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x Universal (SXB-E) slot for [1 (x4) PCI-E Slot] 
OR [1x 64-bit PCI-X 133MHz slot] 
1 x 64-bit PCI-X 100MHz slot (ZCR Support) 
1 x 1U IPMI Slot  

BOARD SIZE Proprietary 
11.24" x 16.2" (28.5cm x 41.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816T-
R400/B or SC816T-400/B 
400W Hot-swap Redundant PS or 400W Cold-swap PS 
I2C for Remote Management 
Auto-switching 100/240V AC power 
3 x 15000 RPM Dual Blade Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan Fail 
LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers.  
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STONEHAVEN A144S OPTERON SCSI SERVER  

      

  

ABERDEEN PART# Stonehaven A144S 

PROCESSOR Dual 940-pin ZIF Sockets 
Supports up to two Dual-Core AMD Opteron 200 
Series processors 
VRMx3  

CHIPSET ServerWorks HT2000 
ServerWorks HT1000 
1000MHz HyperTransport Link 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB DDR400 SDRAM Up to 32GB 
DDR333/DDR266 SDRAM 
ECC Registerd DDR Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O NS PC87427 Super I/O chip 
One EIDE channel supports up to two UDMA IDE 
devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN ServerWorks® HT2000 Dual Gigabit Ethernet 
Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902W Controller 
Dual-Channel Ultra320 SCSI with Host RAID 
Host RAID 0, 1, 10, JBOD 
Support for Supermicro All-In-One ZCR Card: 
AOC-LPZCR1 
(NOT included) 
4 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

 

 

PC HEALTH Onboard voltage monitors for CPU 

 

 
Click image for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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MONITORING Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x Universal (SXB-E) slot for [1 (x4) PCI-E Slot] 
OR [1x 64-bit PCI-X 133MHz slot] 
1 x 64-bit PCI-X 100MHz slot (ZCR Support) 
1 x 1U IPMI Slot  

BOARD SIZE Proprietary 
11.24" x 16.2" (28.5cm x 41.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816S-
R700/B or SC816S-700/B 
700W Hot-swap Redundant PS or 700W Cold-swap PS 
I2C for Remote Management 
Auto-switching 100/240V AC power 
4 x 15000 RPM Nidec Dual Blade Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan Fail 
LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers.  
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STONEHAVEN A144T OPTERON SATA SERVER  

      

  

ABERDEEN PART# Stonehaven A144T 

PROCESSOR Dual 940-pin ZIF Sockets 
Supports up to two Dual-Core AMD Opteron 200 
Series processors 
VRMx3  

CHIPSET ServerWorks HT2000 
ServerWorks HT1000 
1000MHz HyperTransport Link 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB DDR400 SDRAM Up to 32GB 
DDR333/DDR266 SDRAM 
ECC Registerd DDR Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O NS PC87427 Super I/O chip 
One EIDE channel supports up to two UDMA IDE 
devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN ServerWorks® HT2000 Dual Gigabit Ethernet 
Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SATA  4 SATA Ports using ServerWorks HT1000 
controller 
Zero Channel RAID Support 
4 x 1" SATA Hot-swap drive bays 
SAS/SATA Backplane  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

 

 

 

 

 
Click image for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x Universal (SXB-E) slot for [1 (x4) PCI-E Slot] 
OR [1x 64-bit PCI-X 133MHz slot] 
1 x 64-bit PCI-X 100MHz slot (ZCR Support) 
1 x 1U IPMI Slot  

BOARD SIZE Proprietary 
11.24" x 16.2" (28.5cm x 41.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816T-
R700/B or SC816T-700/B 
700W Hot-swap Redundant PS or 700W Cold-swap PS 
I2C for Remote Management 
Auto-switching 100/240V AC power 
4 x 15000 RPM Nidec Dual Blade Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan Fail 
LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. 
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ABERDEEN XDAS 504F - 4U/12TB 
FIBRE-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 

5, 10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

System Components 
Single controller provides full RAID functionalities  

• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module (pre-

installed on the controller module)  
• Three (3) hot-swappable, redundant, 405W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  
• Two (2) front handles  
• One (1) independent battery backup unit 

(BBU)  
• One (1) host connection module  

Host Interface 
• 8xFC-2G ports w/ hub  
• DIP switch settings to change host port 

attributes  
• Auto-negotiate FC-AL, point-to-point, or 

switched fabric  
• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps 
SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected 

drive  

 

 
Click images for larger versions.  

FEATURES  
- Fibre controller with two (2) 2Gbps, 
Hub embedded Fibre host channels. 
- Eight (8) Fibre ports via independent 
host connection modules for multi-path 
access and channel availability 
- Accommodates twenty-four (24) 
3Gbps, SATA-II hard drives, backward 
compatible with SATA-I drives 
- Highest density 4U chassis providing 
up to 12TB of storage capacity 
- Support up to 2GB DDR RAM DIMM 
module 
- Hot-Swappable Battery Backup Unit 
(BBU) 
- Modular and passive backplane, high-
availability architecture with no single 
point of failure  
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Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 

to back-end SES emulation  
• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
SAN Management 

Up to 1024 LUNs (if sufficiently large memory is 
used with the proper settings)  

Indicators 
• Onboard alarm is triggered when one of the 

following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Five (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, LAN 

broadcast, SNMP traps, MSN messenger, ICQ 
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STONEHAVEN A381S OPTERON 3U SCSI SERVER 
      

  

ABERDEEN PART# Stonehaven A381S 

PROCESSOR Dual µPGA 940-pin ZIF sockets 
AMD Opteron™ processors 
Two onboard 3-phase VRMs 
128-bit DDR dual-channel memory controller 
 (integrated in CPU) 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Analog Devices ADM1027 Hardware Monitoring 
IC 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB ECC Registered DDR SDRAM 
Compatible with ECC Registered DDR400 or 
slower 
ECC Registerd DDR SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked two USB v1.1 ports + 1 RJ45 10/100 
Base-T port w/ activity LED 
Two 9-pin UART serial ports 
One 15-pin VGA port  
Two RJ45 10/100/1000 Base-T ports with 
activity LED  

ON BOARD VIDEO ATI Rage XL SVGA 8MB PCI video controller 

ON BOARD LAN Tri-LAN Ports 
Broadcom BCM5704C dual-channel GbE 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A 
Intel 82551QM 10/100 LOM 
- Operating at 32-bit/33MHz PCI bus  

SCSI RAID LSI Logic MegaRAID SCSI 320-2X Dual Channel RAID 
Controller 
Intel® Xscale® IOP321 integrated I/O processor 
64-bit, 133 MHz PCI-X, PCI-X 1.0 compliant 
8 Hot-Swap/Hot-Spare SCSI U320 drive bays 
Optional Battery Backup (Sold Separately) 
Microsoft® Cluster Server Support  
Advanced management and configuration 
utilities  
Supports up to 40 logical drives per controller  
Supports up to 30 disk drives per array  
Auto resume during array reconstruction  
Background initialization for Quick RAID 5 setup  
FlexRAID®: Online capacity expansion, Online 
RAID level migration 
RAID 0, 1, 10, 5, and JBOD support 

ON BOARD SCSI Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim CD-ROM drive 

Includes Rails  

 
Click image for larger version.  
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External Bracket w/ Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

BIOS  Phoenix 4Mb Flash ROM 
RTC (Real-Time Clock) wakeup 
External modem remote ring-on when system is 
in Soft-Off state 
BIOS rescue hot keys for rescuing BIOS chip 
from flash failure 
Hardware BIOS virus protection 
Chipkill support  

EXPANSION SLOTS 1 x (x8) PCI Express Slot 
Total of 5 PCI-X 
(1 x 64-bit PCI slot populated with 3Ware 
controller) 
(4 x Empty 64-bit PCI-X Slots)  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (3U height, 25.4" Depth) 
760W Triple Redundant Hot-Plug 
(PS380 for Spare Modules) 
Auto-switching 100/240V AC power 
4 x 5000 RPM Hot-swappable Cooling Fans 
2 x 5000 RPM Rear Exhaust Fan 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch 

EXPANSION BAYS  1 x 3.5" drive bay 
1 x Slim 5.25" drive bay 
2 x 5.25" drive bays 
8 x 3.5" x 1" drive bays  
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STONEHAVEN A381T OPTERON 3U SATA SERVER 

      

MANUFACTURER PART# KITA381T 
BLACK RACK 

ABERDEEN PART# KITA381T 

PROCESSOR Dual µPGA 940-pin ZIF sockets 
AMD Opteron™ processors 
Two onboard 3-phase VRMs 
128-bit DDR dual-channel memory controller 
 (integrated in CPU) 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Analog Devices ADM1027 Hardware Monitoring 
IC 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB ECC Registered DDR SDRAM 
Compatible with ECC Registered DDR400 or 
slower 
ECC Registerd DDR SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked two USB v1.1 ports + 1 RJ45 10/100 
Base-T port w/ activity LED 
Two 9-pin UART serial ports 
One 15-pin VGA port  
Two RJ45 10/100/1000 Base-T ports with 
activity LED  

ON BOARD VIDEO ATI Rage XL SVGA 8MB PCI video controller 

ON BOARD LAN Tri-LAN Ports 
Broadcom BCM5704C dual-channel GbE 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A 
Intel 82551QM 10/100 LOM 
- Operating at 32-bit/33MHz PCI bus  

SATA II RAID 8-Port PCI-X SATA II 3.0Gb/s RAID Controller 
(256MB DDR333 SDRAM with ECC protection) 
Greater than 2TB per volume set (64-bit LBA support) 
SATA backplane provides power, bus termination 
8 Hot-Swap/Hot-Spare SATA300 drive bays 
ASIC supports extreme performance RAID 6 function 
RAID level 0, 1 (0+1), 3, 5, 6 and JBOD 
RAID Battery Backup Module(BBM) Optional 
SCSI performance feature set 
*SATA II 3.0Gb/s Compatible Hard Drives Requires for 
full SATA II support 

ON BOARD SCSI n/a  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH Onboard voltage monitors for CPU 
Fan status 

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim CD-ROM drive 

Includes Rails  

 
Click image for larger version.  
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MONITORING Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility 

BIOS  Phoenix 4Mb Flash ROM 
RTC (Real-Time Clock) wakeup 
External modem remote ring-on when system is 
in Soft-Off state 
BIOS rescue hot keys for rescuing BIOS chip 
from flash failure 
Hardware BIOS virus protection 
Chipkill support  

EXPANSION SLOTS 1 x (x8) PCI Express Slot 
Total of 5 PCI-X 
(1 x 64-bit PCI slot populated with 3Ware 
controller) 
(4 x Empty 64-bit PCI-X Slots)  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (3U height, 25.4" Depth) 
760W Triple Redundant Hot-Plug 
(PS380 for Spare Modules) 
Auto-switching 100/240V AC power 
4 x 5000 RPM Hot-swappable Cooling Fans 
2 x 5000 RPM Rear Exhaust Fan 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch 

EXPANSION BAYS  1 x 3.5" drive bay 
1 x Slim 5.25" drive bay 
2 x 5.25" drive bays 
8 x 3.5" x 1" drive bays  
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OPTIMIZE:  

• Network Storage Capacity  

• Hardware Redundancy and Reliability  

• Network Performance  

• Management Simplicity  

• Scalability  

• Cost / GB Ratio  

• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 

FEATURES:  
• 3 Terabytes of Pure Storage Capacity  
• 4 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Single RAID Array w/o Limitations  
• Browser-based Hardware RAID Manager  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 180 stresses 
speed, ease of management and dependable storage. Configured 
with a full 3TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 
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The AberNAS 180 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 

SPECIFICATIONS 

MODEL AberNAS180 

FORM FACTOR 1U, 19" Rackmount 

BASE CAPACITY 3 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

3 Terabytes 

MAX  RAID 1 
CAPACITY 

1.5 Terabytes 

MAX  RAID 5 
CAPACITY 

2.25 Terabytes 

MAX SINGLE  
ARRAY SIZE 

3 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 512MB Dual Channel DDR400 
SDRAM (Low Latency) 

RAID ENVIRONMENT 4-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 4 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

4 x 750GB SATA II 8MB Cache with 
3Gb/s transfer rate 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 300W 

RAILS Included 

 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you."  
 - "Storage Central", PC Magazine, April. 26, 2005 

OPTIMIZE:  

• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity and Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 

FEATURES:  

• 6 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• 8 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Hardware RAID, Redundancy and Reliability  
• Browser-based Hardware RAID Manager  
• Single RAID Array w/o Limitations  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 274 stresses 
speed, ease of management and dependable storage. Configured 
with a full 6TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 
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The AberNAS 274 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 

SPECIFICATIONS 

MODEL AberNAS 274 

FORM FACTOR 2U, 19" Rackmount 

BASE CAPACITY 6 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

6 Terabytes 

MAX  RAID 1 
CAPACITY 

3 Terabytes 

MAX  RAID 10 
CAPACITY 

3 Terabytes 

MAX  RAID 5 
CAPACITY 

5.25 Terabytes 

MAX  RAID 6 
CAPACITY 

4.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

6 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 1GB Dual Channel DDR400 SDRAM 
(Low Latency) 

RAID ENVIRONMENT 8-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 8 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

8 x 750GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 

RAILS Included 

WARRANTY 5-Year Limited 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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Click to learn 

more about Dantz 
Retrospect Backup Software.  

  

 

   

   

Incomparable 
The massive Aberdeen Stirling X633 storage 
backup server, dubbed the "Terazilla" can provide 
up to 24TB of true SATA II 3Gb/s pure single 
array storage.  

With the continued storage file explosion and the need 
for high-volume access such as digital video editing 
and real-time streaming media, the "Terazilla" was 
developed to change the dynamics of the storage 
server framework.  

The custom configurable "Stirling X633" rackmount 
server features the Intel 5000P chipset (Blackford) 
and is configured with the Dual-Core Intel® Xeon® 
(Dempsey/Woodcrest) processor series. New 
advancements and features to the Dual-Core Intel 
Xeon Processor include; 65nm fabrication, 2MB L2 
cache per core, up to 1333 MHz system, and lower 
power consumption to the storage server market. 
With the addition of SATA II disk drives with 3.0Gb/s 
transfer speeds and no RAID array limitation, there is 
a vast improvement over the archaic IDE disk drives 
and offers a great savings from the over-priced SCSI 
drives. 

Included are 36 hot-swap/hot-spare drive bays with 
storage capacity up to 24 terabytes of 750GB SATA-II 
3Gb/s drives, an additional 2 rear hot-swap OS drive 
bays, dual gigabit NICs, SATA II controllers supporting
RAID 0,1,5, 6 & 10, a remote RAID management port 
and the massive Terazilla can be supersized even 
more via an external SCSI port for expansion up to 
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60TB through the addition of up to five 12TB XDAS 
scalable storage expansion boxes per SCSI channel, 
thus creating a scalable NAS server.   

The custom configurable "Terazilla" rackmount server 
is configured with a triple redundant 1350W power 
supply and up to 32GB of the new Fully Buffered 
DIMM memory (L2 2MB Cache, 2x2MB). The Stirling 
X633 performs with multiple OS platforms for full 
interoperability in heterogeneous environments. 
Options include the flexibility for; DVD-R or CD-RW, 
and upgrades such as iSCSI, NAS and backup 
software.  

The complete Aberdeen line of Stirling storage servers 
satisfy any need for high-volume speed and builds 
upon the greatest flexibility and scalability to provide 
a better, faster and more cost-effective storage 
solution. Call for AMD Opteron™ approved models. 

Reliability 
Aberdeen brings an industry leading  5-year 
warranty to the table with every fully configured 
rackmount server. Our custom configured rackmounts 
and along with our pre-configured Stirling line of 
servers come with a  5-year warranty standard unlike 
of some other companies 1 or 3 year warranties. Take 
advantage of the speed, storage and security of the 
Stirling X633 and configure yours today.   
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STONEHAVEN A134S - SCSI  

      

MANUFACTURER 
PART# 

A134S 
BLACK RACK 

ABERDEEN PART# MB1620 

PROCESSOR Quad 940-pin ZIF Sockets 
Supports up to two Dual-Core AMD Opteron 
800 Series processors 
VRMx4  

CHIPSET nVidia nForce Pro 2200 (CK804) 
AMD 8132 PCI-X Tunnel 
1000MHz HyperTransport Link 

SYSTEM MEMORY Four 184-pin DIMM sockets per processor 
memory bank (1 bank for each processor) 
Supports up to 32GB ECC Reg DDR400 and 
up to 64GB ECC Reg DDR333/266 
Dual Channel memory support 
DDR 400/333/266MHz buffered (registered) 
ECC SDRAM  

ON BOARD I/O Winbond 83627HF-AW 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
1 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics 8MB  

ON BOARD LAN Dual Intel 82546GB Ethernet Controllers 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SATA  nVidia nForce Pro 2200 SATA 3.0Gbps Controller 
nVidia RAID 2.0 
SATA RAID 0, 1, 0+1 support 3 x 1" Hot-swap 
SATA drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 
indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 

 

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x PCI-Express x8 OR 
1 x HyperTransport  
(Optional: AOC-IPMI20-E) Card not included  

BOARD SIZE Extended ATX 
16" x 13" (40.6 cm x 33.0 cm)  

CHASSIS 19" rackmount ATX (1U height) - SC818TQ+-
1000 
1000W AC power supply w/ PFC 
(Front Cold-Swap) 
I2C Temperature Sensing Logic 
Auto-switching 100/240V AC power 
6x Counter-rotating 3-pin Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Three x 3.5" x 1" drive bays  

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  
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STONEHAVEN A134T - SATA  

      

MANUFACTURER 
PART# 

A134T 
BLACK RACK 

ABERDEEN PART# MB1620 

PROCESSOR Quad 940-pin ZIF Sockets 
Supports up to two Dual-Core AMD Opteron 
800 Series processors 
VRMx4  

CHIPSET nVidia nForce Pro 2200 (CK804) 
AMD 8132 PCI-X Tunnel 
1000MHz HyperTransport Link 

SYSTEM MEMORY Four 184-pin DIMM sockets per processor 
memory bank (1 bank for each processor) 
Supports up to 32GB ECC Reg DDR400 and 
up to 64GB ECC Reg DDR333/266 
Dual Channel memory support 
DDR 400/333/266MHz buffered (registered) 
ECC SDRAM  

ON BOARD I/O Winbond 83627HF-AW 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
1 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO On-board ATI RageXL graphics 8MB  

ON BOARD LAN Dual Intel 82546GB Ethernet Controllers 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902W Controller 
Dual-Channel Ultra320 SCSI with Host RAID 
Host RAID 0, 1, 10, JBOD 
3 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 
indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 

 

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 x PCI-Express x8 OR 
1 x HyperTransport  
(Optional: AOC-IPMI20-E) Card not included  

BOARD SIZE Extended ATX 
16" x 13" (40.6 cm x 33.0 cm)  

CHASSIS 19" rackmount ATX (1U height) - SC818S+-
1000/B 
1000W AC power supply w/ PFC 
(Front Cold-Swap) 
I2C Temperature Sensing Logic 
Auto-switching 100/240V AC power 
6x Counter-rotating 3-pin Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Three x 3.5" x 1" drive bays  

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  
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ABERDEEN STONEHAVE A234S 

HPC QUAD OPTERON 2U RACK - SCSI  
      

MANUFACTURER PART# KITA234S 
BLACK RACK 

ABERDEEN PART# KITA234T 

PROCESSOR Quad µPGA 940-pin ZIF sockets 
AMD Opteron™ 800 series processors 
Four onboard 3-phase VRMs 
Integrated 128-bit DDR memory controller 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Hardware Monitoring IC: 
- 1 x ADM1027 
- 4 x LM63 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 16 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 32GB ECC Registered DDR SDRAM 
Supports DDR 400 / 333 / 266 / 200 
Supports Chipkill technology 
(memory must be used in groups of four)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked 2 x USB v1.1 ports 
Base-T port w/ activity LED 
One 9-pin UART serial port 
One 15-pin VGA port 
Two RJ45 10/100/1000 Base-T ports 
LEDs: Power, Network, HD1, HD2  

ON BOARD VIDEO ATI® RAGE™ XL PCI graphics controller 
8MB Frame Buffer of video memory  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A  

SATA RAID n/a 

ON BOARD SCSI LSI® 53C1030 controller 
Dual-channel Ultra320 SCSI 
Connects to PCI-X Bridge A 
Supports LSI® ZCR (Zero Channel RAID)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 
- Power Management S1, S4, and S5 support  

EXPANSION SLOTS 3x Low Profile 64-bit 133MHz PCI-X (full length) 

 
Includes Rails  

 
Click image for larger version.  
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BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (2U height) 
700W Power Supply 
Supports up to 3 devices hot swappable SATA 
HDD 
8 x High Power Ball Bearing Cooling Fans  

EXPANSION BAYS  One 5.25" bay 
Three 1" HDD bays 

WARRANTY 1-year parts and labor  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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ABERDEEN STONEHAVE A234T 

HPC QUAD OPTERON 2U RACK - SATA  
      

MANUFACTURER PART# KITA234T 
BLACK RACK 

ABERDEEN PART# KITA234T 

PROCESSOR Quad µPGA 940-pin ZIF sockets 
AMD Opteron™ 800 series processors 
Four onboard 3-phase VRMs 
Integrated 128-bit DDR memory controller 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Hardware Monitoring IC: 
- 1 x ADM1027 
- 4 x LM63 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 16 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 32GB ECC Registered DDR SDRAM 
Supports DDR 400 / 333 / 266 / 200 
Supports Chipkill technology 
(memory must be used in groups of four)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked 2 x USB v1.1 ports 
Base-T port w/ activity LED 
One 9-pin UART serial port 
One 15-pin VGA port 
Two RJ45 10/100/1000 Base-T ports 
LEDs: Power, Network, HD1, HD2  

ON BOARD VIDEO ATI® RAGE™ XL PCI graphics controller 
8MB Frame Buffer of video memory  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A  

SATA RAID 3WARE Escalade 9500S 4-Port SATA150 RAID 
SATA backplane provides power, bus termination 
4 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

ON BOARD SCSI n/a  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 

 
Includes Rails  

 
Click image for larger version.  
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- Power Management S1, S4, and S5 support  

EXPANSION SLOTS 3x Low Profile 64-bit 133MHz PCI-X (full length) 

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (2U height) 
700W Power Supply 
Supports up to 3 devices hot swappable SATA 
HDD 
8 x High Power Ball Bearing Cooling Fans  

EXPANSION BAYS  One 5.25" bay 
Three 1" HDD bays 

WARRANTY 1-year parts and labor  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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ABERDEEN STONEHAVEN A484S 

HPC QUAD OPTERON 4U RACK - SCSI  
      

MANUFACTURER PART# KITA484S 
BLACK RACK 

ABERDEEN PART# KITA484S 

PROCESSOR Quad µPGA 940-pin ZIF sockets 
AMD Opteron™ 800 series processors 
Four onboard 3-phase VRMs 
Integrated 128-bit DDR memory controller 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Hardware Monitoring IC: 
- 1 x ADM1027 
- 4 x LM63 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 16 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 32GB ECC Registered DDR SDRAM 
Supports DDR 400 / 333 / 266 / 200 
Supports Chipkill technology 
(memory must be used in groups of four)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked 2 x USB v1.1 ports 
Base-T port w/ activity LED 
One 9-pin UART serial port 
One 15-pin VGA port 
Two RJ45 10/100/1000 Base-T ports 
LEDs: Power, Network, HD1, HD2  

ON BOARD VIDEO ATI® RAGE™ XL PCI graphics controller 
8MB Frame Buffer of video memory  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A  

SCSI RAID MegaRAID SCSI 320-2X Dual Channel SCSI RAID 
SCSI backplane provides power, bus termination 
8 Hot-Swap/Hot-Spare SCA drive bays 
Intel® Xscale® IOP321 integrated I/O processor 
RAID levels 0, 1, 5, 10, and 50 supported 
Online Capacity Expansion and RAID Level 
Migration  

ON BOARD SCSI n/a  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 

 
Includes Rails  

 
Click image for larger version.  
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- Power Management S1, S4, and S5 support  

EXPANSION SLOTS Two independent PCI-X buses 
2 x 64-bit 66 MHz (3.3-Volt) PCI-X slots from 
PCI-X bridge A 
2 x 64-bit 133 MHz (3.3-Volt) PCI-X slots from 
PCI-X bridge B 
(raid controller uses single slot) 1 x 32-bit 
33MHz (5-Volt) PCI slot 
- Total of 4 usable slots  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (4U height) 
950W (3+1) hot-swap redundant Power Supply 
Supports up to 8 devices hot swappable SCSI 
HDD 
3 x 97mm Modular Intake Fans 
4 x High Power Rear Exhaust Cooling Fans  

EXPANSION BAYS  2 x 5.25" bays (1 used) 
Eight 1" HDD bays  

WARRANTY 1-year parts and labor  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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ABERDEEN STONEHAVEN A484T 

HPC QUAD OPTERON 4U RACK - SATA  
      

MANUFACTURER PART# KITA484T 
BLACK RACK 

ABERDEEN PART# KITA484T 

PROCESSOR Quad µPGA 940-pin ZIF sockets 
AMD Opteron™ 800 series processors 
Four onboard 3-phase VRMs 
Integrated 128-bit DDR memory controller 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Hardware Monitoring IC: 
- 1 x ADM1027 
- 4 x LM63 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 16 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 32GB ECC Registered DDR SDRAM 
Supports DDR 400 / 333 / 266 / 200 
Supports Chipkill technology 
(memory must be used in groups of four)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked 2 x USB v1.1 ports 
Base-T port w/ activity LED 
One 9-pin UART serial port 
One 15-pin VGA port 
Two RJ45 10/100/1000 Base-T ports 
LEDs: Power, Network, HD1, HD2  

ON BOARD VIDEO ATI® RAGE™ XL PCI graphics controller 
8MB Frame Buffer of video memory  

ON BOARD LAN Broadcom BCM5704C Dual Gigabit 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A  

SATA RAID 3WARE Escalade 9500S 8-Port SATA150 RAID 
SATA backplane provides power, bus termination 
8 Hot-Swap/Hot-Spare SATA150 drive bays 
StorSwitch™ non-blocking architecture for 
reliable, scalable, and high-performance 
hardware RAID isolation. 
RAID 0, 1, 10, 5, and JBOD support 
SCSI performance feature set  

ON BOARD SCSI n/a  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 

 
Includes Rails  

 
Click image for larger version.  
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- Power Management S1, S4, and S5 support  

EXPANSION SLOTS Two independent PCI-X buses 
2 x 64-bit 66 MHz (3.3-Volt) PCI-X slots from 
PCI-X bridge A 
2 x 64-bit 133 MHz (3.3-Volt) PCI-X slots from 
PCI-X bridge B 
(raid controller uses single slot) 1 x 32-bit 
33MHz (5-Volt) PCI slot 
- Total of 4 usable slots  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (4U height) 
950W (3+1) hot-swap redundant Power Supply 
Supports up to 8 devices hot swappable SATA 
HDD 
3 x 97mm Modular Intake Fans 
4 x High Power Rear Exhaust Cooling Fans  

EXPANSION BAYS  2 x 5.25" bays (1 used) 
Eight 1" HDD bays  

WARRANTY 1-year parts and labor  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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ABERDEEN XDAS 704F - 4U/18TB 

704F FIBRE-to-SATA II RAID SCALABLE STORAGE 

 704 SCSI-to-SATA II RAID SCALABLE STORAGE 

      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
System Components 

Single controller provides full RAID functionalities  
• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module (pre-

installed on the controller module)  
• Three (3) hot-swappable, redundant, 405W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  

Host Interface 
• 8xFC-2G ports w/hub in XDAS704F or SCSI 

in XDAS704 

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps 
SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 
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to back-end SES emulation  
• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL  

• Configuration Client for easy access to the 
configuration utility screen  

• SNMP 2.0 MIBs with get and set commands  
Indicators 

• Onboard alarm is triggered when one of the 
following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Five (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, LAN 

broadcast, SNMP traps, MSN messenger, ICQ, 
SMS short messages  

• System alerts through Java-based 
RAIDWatch manager  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC  
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ABERDEEN XDAS 723F - 3U/12TB 
FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 
      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant controller configuration provides full 
RAID functionalities  

• One (1) XDAS enhanced 3U enclosure  
• Two (2) RAID controller modules  
• Two (2) 256MB DDR RAM DIMM modules 

(pre-installed on the controller modules)  
• Two (2) hot-swappable, redundant, 460W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Sixteen (16) hot-swappable drive trays  
• Two (2) front handles  
• Two (2) independent battery backup units 

(BBUs)  
• One (1) enclosure configuration card  
• Two (2) host connection modules  

Host Interface 
• Two (2) FC-2G host channels with embedded 

bypass circuit to four (4) FC ports on two (2) 
hot-swappable, independent host connection 
modules  

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-124  - 

• Sixteen (16) hot-swappable 3Gbps SATA-II 
drive trays that accommodate 1-inch pitch, 
3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port  
• Host-side SES emulation with pass-through 

to back-end SES emulation  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o Secure link over SSL 

Indicators 
• Onboard alarm is triggered when one of the 

following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Six (6) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

• Event notifications sent over email, fax, LAN 
broadcast, SNMP traps, MSN messenger, ICQ, 
SMS short messages  

• System alerts through Java-based 
RAIDWatch manager  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC   
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ABERDEEN XDAS 724F - 4U/18TB 

FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 
SOLUTION  

      

RAID 
• Multiple arrays configurable with dedicated or 

global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 10, 

30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with drives of 

larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable blocks 
to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant controller configuration provides full RAID 
functionalities  

• One (1) XDAS enhanced 4U enclosure  
• Two (2) RAID controller modules  
• Two (2) 512MB DDR RAM DIMM modules (pre-

installed on the controller modules)  
• Three (3) hot-swappable, redundant, 405W power 

supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  
• Two (2) front handles  
• Two (2) independent battery backup units (BBUs)  
• One (1) enclosure configuration card  
• Two (2) host connection modules  

Host Interface 
• Four (4) FC-2G host channels with embedded 

bypass circuit to eight (8) Fibre ports on two (2) 
hot-swappable, independent host connection 
modules  

• DIP switch settings to change host port attributes  
• Auto-negotiate FC-AL, point-to-point, or switched 

fabric  
• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or sequential 

I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps SATA-II 
drive trays that accommodate 1-inch pitch, 3.5-
inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
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• Dedicated bandwidth to each connected drive  
Management 

• Firmware-embedded utility via LCD keypad or RS-
232C port  

• Host-side SES emulation with pass-through to 
back-end SES emulation  

• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to firmware-

embedded utility and UPS connectivity  
• Firmware-embedded Java-based RAIDWatch® 

manager:  
o Graphical user interface  
o Local/remote management; in-band or out-

of-band via TCP/IP  
o Centralized management to monitor and 

administer multiple RAID units on one 
screen  

o Secure link over SSL  
• Configuration Client for easy access to the 

configuration utility screen  
• SNMP 2.0 MIBs with get and set commands  

Indicators 
• Onboard alarm is triggered when one of the 

following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  
o Three (3) per LCD panel  
o Five (5) per RAID controller module  
o Two (2) per Ethernet port  
o Two (2) per cooling module  
o One (1) per power supply unit  
o One (1) per BBU module  
o Two (2) per FC port (One LED is reserved)  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, LAN 

broadcast, SNMP traps, MSN messenger, ICQ, SMS 
short messages  

• System alerts through Java-based RAIDWatch 
manager  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies with 
PFC   
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ABERDEEN XDAS 751 - 6TB 
SCSI-to-SATA RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS581  

ABERDEEN PART# KITDAS-751  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 8 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 

 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13kgs / 28lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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ABERDEEN XDAS 751F - 6TB 
FIBRE-to-SATA RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS591  

ABERDEEN PART# KITDAS-751F  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 8 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA ADG – (Dual Parity RAID Scheme – RAID-6) with 

 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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GUARDIAN  built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13kgs / 28lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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ABERDEEN XDAS 752 - 9TB 

SCSI-to-SATA RAID RAID 2U SCALABLE STORAGE SOLUTION
      

MANUFACTURER PART# CS580  

ABERDEEN PART# KITDAS-752  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13.5kgs / 29.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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ABERDEEN XDAS 753 - 12TB 
SCSI-to-SATA RAID RAID 3U SCALABLE STORAGE SOLUTION
      

MANUFACTURER PART# CS579  

ABERDEEN PART# KITDAS-753  

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 18.5" (D) 
18kgs / 39.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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STIRLING 106T - 1U RACK  

      

MANUFACTURER PART# SYS-5015M-MT+B 
BLACK RACK 

ABERDEEN PART# MB12282 

PROCESSOR Intel® Xeon® (Conroe Dual Core) processor 
Intel® Pentium® D (Smithfield Dual Core) 
processor 
Intel® Pentium® 4 Extreme Edition processor 
Intel® Pentium® 4 processor 
Intel® Celeron® D processor 
Hyper-Threading (HT) capable  

CHIPSET Intel 3000 (Mukilteo-2) chipset 
ICH7R + PXH-V + Intel® 82573V + Intel® 
82573L 
1066 / 800 / 533 MHz system bus 

CACHE MEMORY 2MB or 1MB L2 Cache (built into processors) 

SYSTEM MEMORY Four 240-pin DIMM sockets 
Supports up to 8 GB DDRII 667 / 533MHz ECC 
(unbuffered) or non-ECC memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O Winbond 83627EHG chip 
One EIDE channel supports up to two UDMA IDE 
devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
White Connector for Compact Flash (CF) card 
only 
Floppy controller header 
4 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port 
1 x Header 
1x ECP / EEP Parallel Header  

ON BOARD VIDEO On-board ATI ES1000 16MB graphics  

ON BOARD LAN 1 x Intel® 82573V Gigabit PCI-Express Ethernet 
1 x Intel® 82573L Gigabit PCI-Express Ethernet 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

ON BOARD SATA Intel® ICH7R SATA controller 
Four Serial ATA ports (3 Gbps performance) 
RAID 0, 1, 5, 10 support 
4 x 1" SATA Hot-swap drive bays  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

 

 
Click image for larger version.  

Includes 1 x floppy drive 
Includes slim CD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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ABERDEEN STIRLING 114S 
1U DUAL CORE PENTIUM D SERVER  

      

MANUFACTURER 
PART# 

SYS-5015P-8RB 
BLACK RACK 

ABERDEEN PART# MB1205 

PROCESSOR Intel® Pentium® D (Smithfield Dual Core) 
processor 
Intel® Pentium® 4 Extreme Edition 
processor 
Intel® Pentium® 4 processor 
Intel® Celeron® D processor 
Hyper-Threading (HT) capable  

CHIPSET Intel E7230 (Mukilteo) Smithfield chipset 
ICH7R + PXH-V + Intel® 82573V 
1066 / 800 / 533 MHz system bus 

SYSTEM MEMORY Four 240-pin DIMM sockets 
Supports up to 8 GB DDRII 667 / 533MHz ECC 
(unbuffered) or non-ECC memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O Winbond 83627HF chip 
One EIDE channel supports up to two UDMA 
IDE devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
4 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
2 x Fast UART 16550 serial headers  

ON BOARD VIDEO On-board ATI RageXL graphics, 8MB  

ON BOARD LAN Dual-port Intel® 82573V Gigabit PCI-Express 
Ethernet (Tekoa) 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902 
Host RAID 0, 1, 10 support 
Support for Supermicro All-In-One ZCR Card: 
AOC-LPZCR1 or Adaptec 2010S/2020S ZCR 
Cards 
(NOT included) 
4 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth 
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 

 

 
Click image for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
APM 1.2 / DMI 2.3 /PCI 2.2/ ACPI 1.0 
Hardware BIOS Virus protection 
USB Keyboard support  

EXPANSION SLOTS 1 x Universal (SXB-E) slot for [1 (x4) PCI-E 
Slot] OR [1x 64-bit PCI-X 133MHz slot] 
1 x 64-bit PCI-X 100MHz slot (ZCR Support) 
1 x 1U IPMI Slot  

BOARD SIZE Proprietary 
9.6" x 16.2" (24.4cm x 41.1cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816T-
R400B or SC816T-400B 
400W Hot-swap Redundant PS or 400W Cold-swap
PS 
Supply w/ I2C for Remote Management 
Auto-switching 100/240V AC power 
3 x 4cm 12,000 RPM Nidec dual blade fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase 
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STIRLING 128S – 1U SERVER – DUAL XEON - SCSI  
      

MANUFACTURER PART# Stirling 128S 
BLACK RACK 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 compatible serial ports 
6 USB ports (3 internal/3 rear) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channel supports up to two UDMA 
IDE devices (IDE-M, IDE-S) including 
CF(Compact Flash) Card  
Compact Flash (40-pin connector, IDE 1, single 
channel) slot  
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD SCSI / SATA 
SATA RAID / ZCR CARD 

Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-SOZCR1) 
support  
SCA Subsystem 
4 hot-swap Ultra320 SCA drive bays (for one-
inch high, 80-pin SCA SCSI drives) 
SCA backplane provides power, bus termination  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

Four onboard voltage monitors for CPU cores, + 
5V and + 12V  
Four fan status  
Environmental temperature monitor and control  
Chassis and CPU overheat alarm, LED indication 
and control 
CPU fan auto-off in sleep mode  

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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Chassis intrusion switch header  
System resource alert  
Supermicro System Management Utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS 1x Full-height / Full-length Slot 
For 64-bit 133MHz PCI-X OR PCI-e (x8) 

BOARD SIZE Extended ATX 
13.68" x 13" (34.7cm x 33cm) 

CHASSIS 19" rackmount ATX (1U height) - SC815S-700 
Height 1.7" (43mm) x Width 19" (483mm) x 
Depth 27" (686mm)  
Gross Weight 38.5 lbs (17.5kg)  
700W AC power supply w/ PFC 
Supply w/ I2C for Remote Management 
Auto-switching 140/240V AC power 
5 x 4cm 12,000 RPM Nidec dual blade fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 128T – 1U SERVER – DUAL XEON - SATA 

      

MANUFACTURER PART# STIRLING 128T 
BLACK RACK 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY 16 x 240-Pin DIMM Sockets 
Up to 64GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 compatible serial ports 
6 USB ports (3 internal/3 rear) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channel supports up to two UDMA 
IDE devices (IDE-M, IDE-S) including 
CF(Compact Flash) Card  
Compact Flash (40-pin connector, IDE 1, single 
channel) slot  
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD SATA  
SATA RAID 

Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
SATA Subsystem 
4 hot-swap SATA drive bays 
SAS-814 1U SATA Backplane provides power, 
bus termination 

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

Four onboard voltage monitors for CPU cores, + 
5V and + 12V  
Four fan status  
Environmental temperature monitor and control  
Chassis and CPU overheat alarm, LED indication 
and control 
CPU fan auto-off in sleep mode  
Chassis intrusion switch header  

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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System resource alert  
Supermicro System Management Utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS 1x Full-height / Full-length Slot 
For 64-bit 133MHz PCI-X OR PCI-e (x8) 

BOARD SIZE Extended ATX 
13.68" x 13" (34.7cm x 33cm) 

CHASSIS 19" rackmount ATX (1U height) - SC815TQ-700 
Height 1.7" (43mm) x Width 19" (483mm) x 
Depth 27" (686mm)  
Gross Weight 38.5 lbs (17.5kg)  
700W AC power supply w/ PFC 
Supply w/ I2C for Remote Management 
Auto-switching 140/240V AC power 
5 x 4cm 12,000 RPM Nidec dual blade fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 128Q – 1U SERVER – DUAL XEON - SAS 

      

MANUFACTURER PART# STIRLING 128Q 
BLACK RACK 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 compatible serial ports 
6 USB ports (3 internal/3 rear) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channel supports up to two UDMA 
IDE devices (IDE-M, IDE-S) including 
CF(Compact Flash) Card  
Compact Flash (40-pin connector, IDE 1, single 
channel) slot  
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD SAS / SATA  
SATA RAID / ZCR CARD 

Adaptec AIC-9410 Serial-Attached SCSI (SAS) 
Controller 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-LPZCR2) 
support  
SAS Subsystem 
4 hot-swap SAS drive bays 
1U SAS Backplane w/ SES2 Enclosure 
Management  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

Four onboard voltage monitors for CPU cores, + 
5V and + 12V  
Four fan status  
Environmental temperature monitor and control  
Chassis and CPU overheat alarm, LED indication 
and control 
CPU fan auto-off in sleep mode  

 

 
Click images for larger versions.  

Includes 1 x slim DVD-ROM drive 
Includes Rails and Telco 
accessories for mounting  
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Chassis intrusion switch header  
System resource alert  
Supermicro System Management Utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS Left Universal Slot (Full-height / Full-length): 
1 64-bit 133MHz PCI-X or 1 (x8) PCI-Express 
Right Universal Slot (Low-Profile): 
1 64-bit 100MHz PCI-X or 1 (x8) PCI-Express 

BOARD SIZE Extended ATX 
13.68" x 13" (34.7cm x 33cm) 

CHASSIS 19" rackmount ATX (1U height) - SC815TQ-560B 
or R650B 
Height 1.7" (43mm) x Width 19" (483mm) x 
Depth 25.6" (650mm)  
Gross Weight 40 lbs (18.1kg)  
560W High-efficiency 1U Power Supply or 
650W High-efficiency Redundant Power Supply 
Supply w/ I2C for Remote Management 
Auto-switching 140/240V AC power 
5 x 4cm 12,000 RPM Nidec dual blade fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 206 – 2U SERVER  

      

MANUFACTURER PART# STIRLING 206 
BLACK RACK 

PROCESSOR Intel® Xeon® (Conroe Dual Core) processor 
Intel® Pentium® D (Smithfield Dual Core) 
processor 
Intel® Pentium® 4 Extreme Edition processor 
Intel® Pentium® 4 processor 
Intel® Celeron® D processor 
Hyper-Threading (HT) capable  

CHIPSET Intel 3010 (Mukilteo-2P) chipset 
ICH7R + PXH + Intel® 82573V + Intel® 82573L 
1066 / 800 / 533 MHz system bus 

SYSTEM MEMORY Four 240-pin DIMM sockets 
Supports up to 8 GB DDRII 667 / 533MHz ECC 
(unbuffered) or non-ECC memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O Winbond 83627EHG chip 
On-board ATI ES1000 16MB graphics One EIDE 
channel supports up to two UDMA IDE devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
1 x Floppy controller 
4 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port, 1 header  

ON BOARD SCSI / ZCR 
CARD 

Single channel Adaptec® AIC-7901 controller for 
Ultra320 SCSI 
Host RAID 0, 1, 10 support 
6 hot-swap Ultra320 SCA drive bays 
ZCR Support (Optional: AOC-LPZCR2 Card) 
RAID 0, 1, 5, 10 supported with ZCR card (not 
included) 
SCA backplane provides power, bus termination  

ON BOARD LAN 1 x Intel® 82573V Gigabit PCI-Express Ethernet 
1 x Intel® 82573L Gigabit PCI-Express Ethernet 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, 
RJ45 output  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitors 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
APM 1.2 / DMI 2.3 /PCI 2.2/ ACPI 1.0 
Hardware BIOS Virus protection 
USB Keyboard support  

EXPANSION SLOTS 1 x PCI-Express (x4) (low profile) 
2 x 64-bit 133MHz PCI-X (low profile) 

 

 
Includes 1 x 3.5" floppy drive 

Includes 1 x slim CD-ROM drive 
Includes Rails and Telco 

accessories for mounting.  
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2 x 64-bit 100MHz PCI-X (low profile) 

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD drive bay 
1 x 5.25" drive bay 
6 x 3.5" SCA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) - SC823S-550LP 
2U 550W AC power supply with PFC 
Auto-switching 100/240 AC power 
Optimized air flow 
4 x 80mm Hot Swap Chassis Fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 226S – 2U SERVER – DUAL XEON - SCSI 

      

MANUFACTURER PART# STIRLING 226S 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Eight 240-pin DIMM sockets 
Supports up to 32 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SCSI / SATA 
SATA RAID / ZCR CARD 

Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-SOZCR1) 
support  
SCA Subsystem -  - (Host RAID only supports 4 
drives)  
Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
6 hot-swap Ultra320 SCA drive bays  
- (for one-inch high, 80-pin SCA SCSI drives) 
SCA backplane provides power, bus termination  

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 

 

 

 

Includes 1 x 3.5" floppy drive 
Includes 1 x slim CD-DVD drive 

Includes Rails and Telco 
accessories for mounting 

 

 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC                            

                                                             

-  I-147  - 

(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) PCI-e slots  
1 (x4) PCI-e (using x8) slot  
1 SEPC (Supermicro PCI-e Power Connector) slot 
for 2U active riser cards with a power extension 
(i.e. CSE-RR2UE-AX)  
2x 64-bit 133MHz PCI-X (3.3V) slots  
1x 64-bit 100MHz PCI-X (3.3V) slot  

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 5.25" drive bay 
6 x 3.5" SATA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) 
550W power supply - SC823T-550LP 
Auto-switching 100/240 AC power 
Optimized air flow 
4 x 80mm Hot Swap Chassis Fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 226T – 2U SERVER – DUAL XEON - SATA 

      

MANUFACTURER PART# STIRLING 226T 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Eight 240-pin DIMM sockets 
Supports up to 32 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SATA Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
SATA Subsystem 
6 hot-swap SATA drive bays 
SATA backplane provides power, bus termination 

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

 

 

 

Includes 1 x 3.5" floppy drive 
Includes 1 x slim CD-DVD drive 

Includes Rails and Telco 
accessories for mounting  
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EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) PCI-e slots  
1 (x4) PCI-e (using x8) slot 
2x 64-bit 133MHz PCI-X (3.3V) slots  
1x 64-bit 100MHz PCI-X (3.3V) slot  

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 5.25" drive bay 
6 x 3.5" SATA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) 
550W power supply - SC823T-550LP 
Auto-switching 100/240 AC power 
Optimized air flow 
4 x 80mm Hot Swap Chassis Fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 228S – 2U SERVER – DUAL XEON - SCSI 

      

MANUFACTURER PART# STIRLING 228S 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SCSI / SATA 
SATA RAID / ZCR CARD 

Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-
LPZCR1/LPZCR2) support  
SCA Subsystem -  - (Host RAID only supports 4 
drives)  
Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
8 hot-swap Ultra320 SCA drive bays  
- (for one-inch high, 80-pin SCA SCSI drives) 
2U Dual-Channel U320 SCSI backplane provides 
power, bus termination  

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

 

 

 

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  
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Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) & 1 (x4) PCI-Express 
2x 64-bit 133MHz PCI-X 
1x 64-bit 100MHz PCI-X  

BOARD SIZE Enhanced Extended ATX 
13.68" x 13" (34.7cm x 33cm)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 3.5" slim bay 
8 x 3.5" SATA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) 
700W Redundant power supply - SC825S2-R700LPB 
Auto-switching 100/240 AC power 
Optimized air flow 
3x 80mm 6300 RPM fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 228T – 2U SERVER – DUAL XEON - SATA 

      

MANUFACTURER PART# STIRLING 228T 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SATA Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
SATA Subsystem 
8 hot-swap SATA drive bays 
SATA backplane provides power, bus termination 
Integrated controller supports six (6) drives only, for 
eight drive RAID use please make sure to select an 
additional RAID controller.  

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 

 

 

 

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  
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Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) & 1 (x4) PCI-Express 
2x 64-bit 133MHz PCI-X 
1x 64-bit 100MHz PCI-X  

BOARD SIZE Enhanced Extended ATX 
13.68" x 13" (34.7cm x 33cm)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 3.5" slim drive bay 
8 x 3.5" SATA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) 
700W Redundant power supply - SC825TQ-R700LPB 
Auto-switching 100/240 AC power 
Optimized air flow 
3x 80mm 6300 RPM fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-154  - 

 
 

STIRLING 228Q – 2U SERVER – DUAL XEON - SAS 

      

MANUFACTURER PART# STIRLING 228Q 
BLACK RACK 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
1 x Fast UART 16550 compatible serial port 
1 x Fast UART 16550 compatible serial header 
2 x USB Rear ports (3xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SAS Adaptec AIC-9410 Serial-Attached SCSI (SAS) 
Controller 
SAS Dual-Channel (internal) 
Each SAS channel supports up to 4 SAS/SATA 
drives for a total of up to 8 SAS or SATA hard 
drives 
Host RAID 0, 1, & 10 support 
SATA Subsystem 
8 x Hot-Swap SAS Drive Trays with SES2 
SAS backplane provides power, bus termination  

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

 

 

 

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  

 

 

   

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC                            

                                                             

-  I-155  - 

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) & 1 (x4) PCI-Express 
2x 64-bit 133MHz PCI-X 
1x 64-bit 100MHz PCI-X  

BOARD SIZE Enhanced Extended ATX 
13.68" x 13" (34.7cm x 33cm)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 3.5" slim drive bay 
8 x 3.5" SATA hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (2U height) 
560W High-efficiency Power Supply - SC825TQ-
560LPB 
Auto-switching 100/240 AC power 
Optimized air flow 
3x 80mm 6300 RPM fans/ Air Shroud 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 328S – 3U SERVER – DUAL XEON - SCSI 

      

MANUFACTURER PART# STIRLING 328S 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Eight 240-pin DIMM sockets 
Supports up to 32 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SCSI / SATA 
SATA RAID / ZCR CARD 

Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-SOZCR1) 
support  
SCA Subsystem -  - (Host RAID only supports 4 
drives)  
Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
8 hot-swap Ultra320 SCA drive bays  
- (for one-inch high, 80-pin SCA SCSI drives) 
4+4 SCA backplane provides power, bus 
termination  

ON BOARD LAN Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

 

 

 
Click images for larger versions.  
(redundant power pictured)  

Includes 1 x 3.5" floppy drive 
Slim CD-Rom Drive 
Rackmount Rails  
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Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Expansion Slots 
2 (x8) PCI-e slots  
1 (x4) PCI-e (using x8) slot 
2x 64-bit 133MHz PCI-X (3.3V) slots  
1x 64-bit 100MHz PCI-X (3.3V) slot  

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 5.25" drive bay 
8 x 3.5" SCSI hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (3U height) 
550W power supply - SC833S2-550 
OR 760W Triple Redundant - SC833S2-R760 
Auto-switching 100/240 AC power 
Optimized air flow 
4x 9cm 5,000 RPM Hot-swappable Fans 
2x 8cm 5,000 RPM Rear Exhaust Fans 
 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector  
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 428S – 4U SERVER – DUAL XEON - SCSI 

      

MANUFACTURER PART# STIRLING 428S 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs 
Memory Mirroring supported  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SCSI/SATA Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Adaptec AIC-7902 Controller 
Dual-Channel Ultra320 SCSI (Host RAID only 
supports 4 drives) 
Host RAID 0, 1, & 10 support 
Support for optional Zero-Channel RAID with 
Supermicro All-In-One-ZCR Card: 
AOC-LPZCR1 or AOC-LPZCR2 
Optional: (Card not includ RAID 0, 1, 5, 10  

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

 
 
 

Includes 1 x 3.5" floppy drive 
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Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Expansion Slots 
2 (x8) PCI-e slots  
1 (x4) PCI-e (using x8) slot 
2x 64-bit 133MHz PCI-X (3.3V) slots  
1x 64-bit 100MHz PCI-X (3.3V) slot  

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
2 x 5.25" Peripheral Drive Bays 
1x 5.25" Bay For Floppy Drive 
8 x 3.5" SCSI hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (4U height) - SC745S2-R800 
800W High Efficiency Redundant Power Supply 
Auto-switching 100/240 AC power 
Optimized air flow 
3 x 5,000 RPM Hot-Swappable Fans 
2 x 5,000 RPM Rear Exhaust Fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connectors 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STIRLING 428T – 4U SERVER – DUAL XEON - SATA 

      

MANUFACTURER PART# STIRLING 428T 
BLACK RACK 

  

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 64 GB 667 / 533MHz DDR2 ECC 
FB-DIMM memory 
Dual branch memory bus 
Memory must be populated in pairs 
Memory Mirroring supported  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 2xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SCSI/SATA 8 x 1" SAS/SATA Hot-swappable Drive Bays 
Hard Drive Backplane with SES2 
Integrated Intel ESB2 SATA 3.0Gbps Controller 
Supports six drives (RAID 0, 1, 5, 10) 
Optional SATA RAID Controllers support 8 drive arrays 

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video memory 
PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X More 
Bandwidth than Previous AGP8X Graphics 
Solutions 
Concurrent bandwidth sends signals in and out 
simultaneously, resulting in ultra-smooth high 
definition video. With 500 MB/s concurrent data 
transfer, PCI Express* I/O products like Gigabit 
LAN devices also enjoy over 3.5 times more 
theoretical bandwidth compared to PCI at 133 
MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 

 
 
  

Includes 1 x 3.5" floppy drive 
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Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Expansion Slots 
2 (x8) PCI-e slots  
1 (x4) PCI-e (using x8) slot 
2x 64-bit 133MHz PCI-X (3.3V) slots  
1x 64-bit 100MHz PCI-X (3.3V) slot  

BOARD SIZE Extended ATX 
12" x 13.05" in.(W x H)  

EXPANSION BAYS 1 x 3.5" drive bay 
2 x 5.25" Peripheral Drive Bays 
1x 5.25" Bay For Floppy Drive 
8 x 3.5" SCSI hot-swap drive bays  

CHASSIS FEATURES  19" rackmount ATX (4U height) - SC745TQ-R800 
800W High Efficiency Redundant Power Supply 
Auto-switching 100/240 AC power 
Optimized air flow 
3 x 5,000 RPM Hot-Swappable Fans 
2 x 5,000 RPM Rear Exhaust Fans 
1x Air Shroud 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connectors 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase. 
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STONEHAVEN 135S – 1U SERVER – QUAD OPTERON - SCSI  

      

MANUFACTURER 
PART# 

STONEHAVEN 135S 
BLACK RACK 

  

PROCESSOR Quad 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
AMD 8132 
1000MHz HyperTransport Link 

SYSTEM MEMORY 16 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 64 GB DDR2 400 MHz memory 
Up to 32 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
1 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO ATI ES1000 Graphics Controller  

ON BOARD LAN Intel® 82546GB Dual Port Gigabit Ethernet 
Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902W Controller 
Dual-Channel Ultra320 SCSI with Host RAID 
Host RAID 0, 1, 10, JBOD 
3 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 

 

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 (x16) PCI-Express 
1 x HyperTransport  
(Optional: AOC-SIMSO) Card not included  

BOARD SIZE Extended ATX 
16" x 13" (40.6 cm x 33.0 cm)  

CHASSIS 19" rackmount ATX (1U height) - SC818S+-
1000/B 
1000W AC power supply w/ PFC 
(Front Cold-Swap) 
I2C Temperature Sensing Logic 
Auto-switching 100/240V AC power 
6x Counter-rotating 3-pin Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Three x 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase. 
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STONEHAVEN 135T – 1U SERVER – QUAD OPTERON - SATA 

      

MANUFACTURER 
PART# 

STONEHAVEN 135T 
 

  

PROCESSOR Quad 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
AMD 8132 
1000MHz HyperTransport Link 

SYSTEM MEMORY 16 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 64 GB DDR2 400 MHz memory 
Up to 32 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
1 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO ATI ES1000 Graphics Controller  

ON BOARD LAN Intel® 82546GB Dual Port Gigabit Ethernet 
Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SATA  nVidia MCP55 Pro SATA2 3.0Gbps Controller 
nVidia RAID 2.0 
SATA RAID 0, 1, 0+1, 5 JBOD Support 
3 x 1" Hot-swap SATA drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 

 

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS 1 (x16) PCI-Express OR 
1 x HyperTransport  
(Optional: AOC-SIMSO) Card not included  

BOARD SIZE Extended ATX 
16" x 13" (40.6 cm x 33.0 cm)  

CHASSIS 19" rackmount ATX (1U height) - SC818TQ+-
1000 
1000W AC power supply w/ PFC 
(Front Cold-Swap) 
I2C Temperature Sensing Logic 
Auto-switching 100/240V AC power 
6x Counter-rotating 3-pin Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Three x 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  

 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-166  - 

 
STONEHAVEN 141S DUAL OPTERON 1U RACK - SCSI  

      

MANUFACTURER PART# STONEHAVEN 141S 
BLACK RACK 

  

PROCESSOR Dual µPGA 940-pin ZIF sockets 
AMD Opteron™ processors 
Two onboard 3-phase VRMs 
128-bit DDR dual-channel memory controller 
 (integrated in CPU) 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Analog Devices ADT7463 Hardware Monitoring 
IC 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB ECC Registered DDR SDRAM 
Compatible with ECC Registered DDR400 or 
slower 
ECC Registerd DDR Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked two USB v1.1 ports 
Two 9-pin UART serial ports 
One 15-pin VGA port  
Broadcom BCM5704C dual-channel GbE LAN 
- Two RJ-45 LAN connectors with LEDs  

ON BOARD VIDEO ATI Rage XL SVGA 8MB PCI video controller 

ON BOARD LAN Broadcom BCM5704C dual-channel GbE LAN 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A 
Two Front Panel LED headers  

SCSI SUBSYTEM 4 x 1" SCA Hot-Swap Drive Bays 
Adaptec AIC-7902W Ultra 320 controller 
- Connects to PCI-X Bridge A 
- Adaptec® and Intel® zero-channel RAID 
technology support  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 
- Power Management S1, S4, and S5 support  

EXPANSION SLOTS 1 64-bit, 133MHz PCI-X (half length)  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (1U height) 
400W power supply 

 
Includes 1 x slim floppy drive 

Includes 1 x slim CD-ROM drive 
Includes Rails  

 
Click image for larger version.  
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Supports up to 4 devices hot swappable SCSI 
HDD 
One standard 64/32 bit riser card 
Middle: 5 x 40 x 28mm easy-swaps 
Rear: 2 x 40 x 28mm (13K RPM) 
Front panel USB connector  

EXPANSION BAYS  One 3.5" slim floppy drive 
One 5.25" slim bay 
Four x 1" SCA drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STONEHAVEN 151S DUAL OPTERON 1U RACK - SCSI 

      

MANUFACTURER 
PART# 

STONEHAVEN 151S 
 

  

PROCESSOR Dual 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
NEC uPD720400 
1000MHz HyperTransport Link 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 32 GB DDR2 400 MHz memory 
Up to 16 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF Super I/O chip 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO ATI ES1000 graphics controller  

ON BOARD LAN nVidia MCP55 Pro Chipset Dual-Port LAN 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SCSI  Adaptec AIC-7902W Controller 
Dual-Channel Ultra320 SCSI with Host RAID 
Host RAID 0, 1, 10, JBOD 
Support for Supermicro All-In-One ZCR Card: 
AOC-LPZCR1 or AOC-LPZCR2 
(NOT included) 
4 x 1" Hot-swap Ultra320/160 SCSI drive bays  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 

Includes 1 x slim DVD-ROM drive 
Includes Rails and Telco 
accessories for mounting  
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control 
Chassis and CPU overheat alarm, LED 
indication and control 
System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS Left Universal Slot: 
64-bit PCI-X 133MHz OR PCI Express x8 
Right Universal Slot: 
64-bit Low Profile PCI-X 100MHz OR PCI 
Express x8 
IPMI Slot: v.2.0+ (Optional: AOC-SIM1U 
card)  

BOARD SIZE Extended ATX 
12" x 13.05" (30.5cm x 33.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC815S+-
560 
560W High-efficiency Power Supply 
I2C for Remote Management 
Auto-switching 100/240V AC power 
4x 4cm Counter-Rotating Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  
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STONEHAVEN 151T DUAL OPTERON 1U RACK - SATA 

      

MANUFACTURER 
PART# 

STONEHAVEN 151T 
 

  

PROCESSOR Dual 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
NEC uPD720400 
1000MHz HyperTransport Link 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 32 GB DDR2 400 MHz memory 
Up to 16 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF Super I/O chip 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD VIDEO ATI ES1000 graphics controller  

ON BOARD LAN nVidia MCP55 Pro Chipset Dual-Port LAN 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output  

ON BOARD SATA  6 port nVidia MCP55 Pro SATA2 3.0Gbps 
Controller 
4 x 1" SATA2 Hot-swap drive bays 
1U SATA / SAS Backplane w/ AMI 9071 chip  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 
indication and control 

Includes 1 x slim DVD-ROM drive 
Includes Rails and Telco 
accessories for mounting  
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System resource alert 
Supermicro System Management utility 
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 

BIOS  8Mb Flash EEPROM with AMI® BIOS 
SST49LF080A BIOS Chip  
ACPI/APM power management 
Plug and Play (PnP) 
DMI 2.3 /PCI 2.2/ ACPI 2.0 
USB Keyboard support  

EXPANSION SLOTS Left Universal Slot: 
64-bit PCI-X 133MHz OR PCI Express x8 
Right Universal Slot: 
64-bit Low Profile PCI-X 100MHz OR PCI 
Express x8 
IPMI Slot: v.2.0+ (Optional: AOC-SIM1U 
card)  

BOARD SIZE Extended ATX 
12" x 13.05" (30.5cm x 33.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC815TQ+-
560 
560W High-efficiency Power Supply 
I2C for Remote Management 
Auto-switching 100/240V AC power 
4x 4cm Counter-Rotating Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs/ Fan 
Fail LED/ UID LED 
+5V standby alert LED 
Chassis intrusion detection  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  
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STONEHAVEN 261S DUAL OPTERON 2U RACK - SCSI 

      

MANUFACTURER PART# STONEHAVEN 261S 
BLACK RACK 

  

PROCESSOR Dual µPGA 940-pin ZIF sockets 
AMD Opteron™ processors 
Two onboard 3-phase VRMs 
128-bit DDR dual-channel memory controller 
 (integrated in CPU) 

CHIPSET AMD-8000™ Series Chipset 
AMD-8131™ HyperTransport™ PCI-X Tunnel 
AMD-8111™ HyperTransport™ I/O Hub 
Winbond™ W83627HF Super I/O ASIC 
Analog Devices ADM1027 Hardware Monitoring 
IC 

TECHNOLOGY AMD Opteron processors deliver unsurpassed 
32-bit performance today and enable you to 
transition to 64-bit computing at your own pace. 

SYSTEM MEMORY 8 x 184-Pin DIMM Sockets 
(each CPU controls four via 128-bit Dual Channel 
DDR memory bus) 
Up to 16GB ECC Registered DDR SDRAM 
Compatible with ECC Registered DDR400 or 
slower 
ECC Registerd DDR SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

BACK PANEL I/O Stacked PS/2 mouse and keyboard ports 
Stacked two USB v1.1 ports + 1 RJ45 10/100 
Base-T port w/ activity LED 
Two 9-pin UART serial ports 
One 15-pin VGA port  
Two RJ45 10/100/1000 Base-T ports with 
activity LED  

ON BOARD VIDEO ATI Rage XL SVGA 8MB PCI video controller 

ON BOARD LAN Tri-LAN Ports 
Broadcom BCM5704C dual-channel GbE 
- Two RJ-45 LAN connectors with LEDs 
- Connected to PCI-X Bridge A 
Intel 82551QM 10/100 LOM 
- Operating at 32-bit/33MHz PCI bus  

SCSI RAID LSI Logic MegaRAID SCSI 320-2X Dual Channel RAID 
Controller 
Intel® Xscale® IOP321 integrated I/O processor 
64-bit, 133 MHz PCI-X, PCI-X 1.0 compliant 
6 Hot-Swap/Hot-Spare SCSI U320 drive bays 
Optional Battery Backup (Sold Separately) 
Microsoft® Cluster Server Support  
Advanced management and configuration 
utilities  
Supports up to 40 logical drives per controller  
Supports up to 30 disk drives per array  
Auto resume during array reconstruction  
Background initialization for Quick RAID 5 setup  
FlexRAID®: Online capacity expansion, Online 
RAID level migration 
RAID 0, 1, 10, 5, and JBOD support 

ON BOARD SCSI Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 

 
Includes 1 x slim floppy drive 

Includes 1 x slim CD-ROM drive 
Includes Rails  

 
Click image for larger version.  
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External Bracket w/ Wide SCSI connector 
(available connectors for internal or external 
SCSI tape drives)  

SCALABLE SOLUTION Connects to Aberdeen XDAS Direct Attached 
Storage Device 
Connect up to 3 devices with SCSI port.  

PC HEALTH 
MONITORING 

Temperature, voltage and fan monitoring 
7 x 3-pin fan headers with tachometer 
monitoring 
5 x (PWM) speed control fan headers 
1 x 2-pin Chassis Intrusion header  

BIOS  AMI® BIOS 8.0 on 4Mbit LPC Flash ROM 
- Supports APM 1.2 & ACPI 1.0 
- Power Management S1, S4, and S5 support  

EXPANSION SLOTS 1 64-bit, 133MHz PCI-X (full length)  

BOARD SIZE Full ATX 
12" x 13" in.(W x H)  

CHASSIS 19" rackmount ATX (2U height) 
460W Redundant power supply 
Supports up to 6 devices hot swappable SCSI 
HDD 
One standard 64/32 bit riser card 
6 x High Power Ball Bearing Fans 
Front panel USB connector  

EXPANSION BAYS  One 3.5" slim floppy drive 
One 5.25" slim bay 
One 5.25" bay 
Six 1" SCSI drive bays  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STONEHAVEN 284S DUAL OPTERON 2U RACK - SCSI 

      

MANUFACTURER 
PART# 

STONEHAVEN 284S 
 

  

PROCESSOR Dual 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
NEC uPD720400 
1000MHz HyperTransport Link 

SYSTEM MEMORY 16 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 64 GB DDR2 400 MHz memory 
Up to 32 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF Super I/O chip 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
2 x Front USB Ports + DB9 COM Port 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD SCSI / 
SATA  
SATA RAID / ZCR 
CARD 

Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
Support for Supermicro All-In-One-ZCR Zero-
channel SCSI RAID controller (AOC-
LPZCR1/LPZCR2) support  
SCA Subsystem -  - (Host RAID only supports 
4 drives)  
Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 
support 
8 hot-swap Ultra320 SCA drive bays  
- (for one-inch high, 80-pin SCA SCSI drives) 
2U Dual-Channel U320 SCSI backplane 
provides power, bus termination  

ON BOARD LAN nVidia MCP55 Pro Chipset Dual-Port LAN 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output 
2 RJ45 LAN ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video 
memory PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  
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over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and 
control 
Chassis and CPU overheat alarm, LED 
indication and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) & 1 (x4) PCI-Express 
2x 64-bit 133MHz PCI-X 
1x 64-bit 100MHz PCI-X  

BOARD SIZE Enhanced Extended ATX 
13.68" x 13" (34.7cm x 33cm)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 3.5" slim bay 
8 x 3.5" SATA hot-swap drive bays  

CHASSIS 
FEATURES  

19" rackmount ATX (2U height) 
700W Redundant power supply - SC825S2-
R700LPB 
Auto-switching 100/240 AC power 
Optimized air flow 
3x 80mm 6300 RPM fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector 
LED indicators for power on, network 
activity, IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase. 
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STONEHAVEN 284T DUAL OPTERON 2U RACK - SATA 

      

MANUFACTURER 
PART# 

STONEHAVEN 284T 
 

  

PROCESSOR Dual 1207-pin Socket F 
Supports two Dual-Core AMD Opteron 2000 
Series (Socket F) processors 
Single CPU configurations are not 
recommended  

CHIPSET nVidia nForce MCP55 Pro 
NEC uPD720400 
1000MHz HyperTransport Link 

SYSTEM MEMORY 16 x 240-Pin DIMM Sockets 
(bank of four per processor) 
Up to 64 GB DDR2 400 MHz memory 
Up to 32 GB DDR2 667/533 MHz memory 
DDR2 667/533/400MHz buffered (registered) ECC 
SDRAM 
2-way interleave provides outstanding 
memory performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HF Super I/O chip 
One EIDE channel supports up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Internal USB headers 
2 x Rear USB 2.0 ports 
2 x Front USB Ports + DB9 COM Port 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port  

ON BOARD SATA 6 port nVidia MCP55 Pro SATA2 3.0Gbps 
Controller 
2U SATA backplane with Enclosure 
Management (SGPIO) 
8 x 1" SATA2 Hot-swap drive bays bays 
Integrated controller supports six (6) drives only, 
for eight drive RAID use please make sure to 
select an additional RAID controller.  

ON BOARD LAN nVidia MCP55 Pro Chipset Dual-Port LAN 
Supports 10Base-T, 100Base-TX, 1000BASE-
TX, RJ45 output 
2 RJ45 LAN ports  

ON BOARD VGA ATI ES1000 controller 16 MB of video 
memory PCI graphic controller  

PCI EXPRESS PCI Express Graphics Provides Over 3.5X 
More Bandwidth than Previous AGP8X 
Graphics Solutions 
Concurrent bandwidth sends signals in and 
out simultaneously, resulting in ultra-smooth
high definition video. With 500 MB/s 
concurrent data transfer, PCI Express* I/O 
products like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical bandwidth 
compared to PCI at 133 MB/s.  

PC HEALTH 
MONITORING 

4 Onboard voltage monitors for CPU 
8 Fan status 
Environmental temperature monitor and 
control 

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  
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Chassis and CPU overheat alarm, LED 
indication and control 
System resource alert 
Supermicro System Management utility  
Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Console redirection 
PXE headless support  

EXPANSION SLOTS 6 x Low-Profile Expansion Slots 
2 (x8) & 1 (x4) PCI-Express 
2x 64-bit 133MHz PCI-X 
1x 64-bit 100MHz PCI-X  

BOARD SIZE Enhanced Extended ATX 
13.68" x 13" (34.7cm x 33cm)  

EXPANSION BAYS 1 x 3.5" drive bay 
1 x 5.25" slim CD-DVD drive bay 
1 x 3.5" slim drive bay 
8 x 3.5" SATA hot-swap drive bays  

CHASSIS 
FEATURES  

19" rackmount ATX (2U height) 
700W Redundant power supply - SC825TQ-
R700LPB 
Auto-switching 100/240 AC power 
Optimized air flow 
3x 80mm 6300 RPM fans 
Low noise fan speed control 
Pulse Width Modulated (PWM) fan connector 
LED indicators for power on, network 
activity, IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

WARRANTY 
*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  
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OPTIMIZE:  

• Network Storage Capacity  
• Hardware Redundancy and Reliability  
• Network Performance  
• Management Simplicity  
• Scalability  
• Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 

FEATURES:  

• 4 Terabytes of Pure Storage Capacity  
• 4 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Single RAID Array w/o Limitations  
• Browser-based Hardware RAID Manager  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  

As the ultimate reliable NAS server, the AberNAS 185 stresses 
speed, ease of management and dependable storage. Configured 
with a full 4TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 

The AberNAS 185 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
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storage without the high cost of ownership or sacrificing on security. 

 

SPECIFICATIONS 

MODEL AberNAS185 

FORM FACTOR 1U, 19" Rackmount 

BASE CAPACITY 4 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

4 Terabytes 

MAX  RAID 1 
CAPACITY 

2 Terabytes 

MAX  RAID 5 
CAPACITY 

2 Terabytes 

MAX SINGLE  
ARRAY SIZE 

4 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Intel Pentium 4 3.0E GHz at 
800MHz Front Side Bus 1MB Cache 

MEMORY 2GB Dual Channel DDR2 SDRAM 
(Low Latency) 

RAID ENVIRONMENT 4-port PCI-X SATA II 3Gb/s RAID 
Controller 

HOT SWAP 4 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

4 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 300W 

RAILS Included 

 

Reliability 
Aberdeen brings an industry leading  5-year warranty to the table 
with every fully configured AberNAS rackmount server. Our custom 
configured rackmounts and along with our pre-configured Stirling 
line of servers and AberNAS network appliances come with a  5-
year warranty standard unlike of some other companies 1 or 3 
year warranties. Take advantage of the speed, storage and security 
of the AberNAS by Aberdeen and configure yours today.   
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Click to learn more about  

Microsoft Windows Unified Data 
Storage Server 2003 R2.  

   

   

“All purpose Integrated NAS Solution plus iSCSI: 

• 6 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 8 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-

class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 

AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 

interfaces or the high cost of ownership. 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 215X 
utilizes 8 ultra fast 1 terabyte drives (1TB disk drives), the AberNAS 
can provide a RAID 0, 1, 5 or 6 storage environment. Yielding the 
best storage per dollar ratio, the a 2U AberNAS storage appliance 
offers flexibility, affordability and speed without sacrificing on 
security. 

New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  

• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 
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• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 

MODEL AberNAS 215X 

FORM FACTOR 2U, 19" Rackmount 

BASE CAPACITY 8 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

8 Terabytes 

MAX  RAID 1 
CAPACITY 

4 Terabytes 

MAX  RAID 10 
CAPACITY 

4 Terabytes 

MAX  RAID 5 
CAPACITY 

7 Terabytes 

MAX  RAID 6 
CAPACITY 

6 Terabytes 

MAX SINGLE  
ARRAY SIZE 

8 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSOR Dual-Core Intel Xeon 2.13GHz  
at 1066MHz Front Side Bus 

MEMORY 1GB Dual Channel DDR2  
533MHz SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 

RAID ENVIRONMENT 8-port SATA II 3Gb/s RAID 
Controller - RAID 6 Capable 

HOT SWAP 8 Bays 

INCLUDED MIRRORED 
OS/DATA DRIVES 

2 x 80GB SATA II 8MB Cache 
Internal fixed drives provide  
fail-over protection. 

INCLUDED DATA  
DISK DRIVES 

8 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 
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"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you."  
 - "Storage Central", PC Magazine, April. 26, 2005 

OPTIMIZE:  

• Network Storage Capacity  

• Hardware Redundancy and Reliability  

• Network Performance  

• Management Simplicity and Scalability  

• Cost / GB Ratio  

• Peace of Mind with a 5-Year Warranty  

Aberdeen AberNAS Linux appliance servers deliver enterprise-class 
network-attached storage platforms that can be deployed from a 
start-up small business to the largest of IT environments. The 
AberNAS Linux-based servers provide a robust open storage 
platform that can be tailored to optimize any IT manager's most 
stringent requirements. 

FEATURES:  

• 6 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• 8 Hot Swap Drives w/SATA II 3Gb/s transfer speed  
• Hardware RAID, Redundancy and Reliability  
• Browser-based Hardware RAID Manager  
• Single RAID Array w/o Limitations  
• RAID 0, 1, 5, 6 Configurable  
• Custom GUI Management Interface  
• Virus Resistant Operating System  
• NAS-2-NAS Replicator  
• iSCSI Target Capable  
• PCBackup Utility  
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As the ultimate reliable NAS server, the AberNAS 275 stresses 
speed, ease of management and dependable storage. Configured 
with a full 8TB of hardware RAID storage utilizing a blazing 3Gb/s 
transfer rate, the AberNAS by Aberdeen yields the best ROI of its 
kind and the largest storage capacity. 

The AberNAS 275 Linux-based storage appliance allows you to enjoy
the benefits of a feature-rich, high-performance network attached 
storage without the high cost of ownership or sacrificing on security. 

SPECIFICATIONS 

MODEL AberNAS 275 

FORM FACTOR 2U, 19" Rackmount 

BASE CAPACITY 8 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

8 Terabytes 

MAX  RAID 1 
CAPACITY 

4 Terabytes 

MAX  RAID 10 
CAPACITY 

4 Terabytes 

MAX  RAID 5 
CAPACITY 

7 Terabytes 

MAX  RAID 6 
CAPACITY 

6 Terabytes 

MAX SINGLE  
ARRAY SIZE 

8 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  

PROCESSOR Dual-Core Intel Xeon 2.13GHz  
at 1066MHz Front Side Bus 

MEMORY 2GB Dual Channel DDR2 SDRAM 
(Low Latency) 

RAID ENVIRONMENT 8-port PCI-E SATA II 3Gb/s RAID 
Controller 

HOT SWAP 8 Bays 

INCLUDED OS 1 x Disc-On-Module (DOM) 

INCLUDED DATA  
DISK DRIVES 

8 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 

RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 
 

 

Click to learn more about  

  All purpose Integrated NAS Solution plus iSCSI: 

• 16 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 16 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 383X 
utilizes 16 ultra fast 500GB disk drives, the AberNAS can provide a 
RAID 0, 1, 5 or 6 storage environment. Yielding the best storage per
dollar ratio, the a 3U AberNAS storage appliance offers flexibility, 
affordability and speed without sacrificing on security. 

New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  

• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  
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• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 

MODEL AberNAS 383X 

FORM FACTOR 3U, 19" Rackmount 

BASE CAPACITY 8 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

8 Terabytes 

MAX  RAID 1 
CAPACITY 

4 Terabytes 

MAX  RAID 10 
CAPACITY 

4 Terabytes 

MAX  RAID 5 
CAPACITY 

7.5 Terabytes 

MAX  RAID 6 
CAPACITY 

6 Terabytes 

MAX SINGLE  
ARRAY SIZE 

8 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 

RAID ENVIRONMENT 16-port SATA II 3Gb/s RAID 
Controller 

HOT SWAP 16 Bays 

INCLUDED OS DRIVE 1 x 60GB High Duty Cycle  
24x7 Rated ATA w/8MB Cache 

INCLUDED DATA  
DISK DRIVES 

16 x 500GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 650W Triple REDUNDANT 

RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 
 

Click to learn more about  
Unified Data Storage Server  

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 16 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 16 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 

The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 

"The AberNAS won't disappoint businesses in need of lots of storage 
capacity at a very good price."   

- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 384X 
utilizes 16 ultra fast 750GB disk drives, the AberNAS can provide a 
RAID 0, 1, 5 or 6 storage environment. Yielding the best storage per
dollar ratio, the a 3U AberNAS storage appliance offers flexibility, 
affordability and speed without sacrificing on security. 

New Features with Windows Unified Data Storage Server 
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2003 
• Volume Shadow Copy Services (VSS) for enhanced 

data protection through high-fidelity backups, rapid 
data restores, and data transport  

• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 

MODEL AberNAS 384X 

FORM FACTOR 3U, 19" Rackmount 

BASE CAPACITY 12 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

12 Terabytes 

MAX  RAID 1 
CAPACITY 

6 Terabytes 

MAX  RAID 10 
CAPACITY 

6 Terabytes 

MAX  RAID 5 
CAPACITY 

11.25 Terabytes 

MAX  RAID 6 
CAPACITY 

10.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

12 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 

RAID ENVIRONMENT 16-port SATA II 3Gb/s RAID 
Controller 

HOT SWAP 16 Bays 

INCLUDED OS DRIVE 1 x 60GB High Duty Cycle  
24x7 Rated ATA w/8MB Cache 

INCLUDED DATA  
DISK DRIVES 

16 x 750GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 
 

Click to learn more about  
Unified Data Storage Server  

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 16 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 16 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 

The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 

"The AberNAS won't disappoint businesses in need of lots of storage 
capacity at a very good price."   

- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 385X 
utilizes 16 ultra fast 1 terabyte drives (1TB disk drives), the 
AberNAS can provide a RAID 0, 1, 5 or 6 storage environment. 
Yielding the best storage per dollar ratio, the a 3U AberNAS storage 
appliance offers flexibility, affordability and speed without sacrificing 
on security. 
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New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  

• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 

MODEL AberNAS 385X 

FORM FACTOR 3U, 19" Rackmount 

BASE CAPACITY 16 Terabytes 

PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 

MAX  RAID 0 
CAPACITY 

16 Terabytes 

MAX  RAID 1 
CAPACITY 

8 Terabytes 

MAX  RAID 10 
CAPACITY 

8 Terabytes 

MAX  RAID 5 
CAPACITY 

15 Terabytes 

MAX  RAID 6 
CAPACITY 

14 Terabytes 

MAX SINGLE  
ARRAY SIZE 

16 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 

RAID ENVIRONMENT 16-port SATA II 3Gb/s RAID 
Controller 

HOT SWAP 16 Bays 

INCLUDED OS DRIVE 1 x 100GB High Duty Cycle  
24x7 Rated ATA w/8MB Cache 

INCLUDED DATA  
DISK DRIVES 

16 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 

Click to learn more about  
Unified Data Storage Server  

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 12 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 24 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 

The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 

"The AberNAS won't disappoint businesses in need of lots of storage 
capacity at a very good price."   

- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 513X 
utilizes 24 ultra fast 500GB SATA II 3Gb/s drives, the AberNAS can 
provide a RAID 0, 1, 5 or 6 storage environment. Yielding the best 
storage per dollar ratio, the AberNAS storage appliance offers 
flexibility, affordability and speed without sacrificing on security. 
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New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  

• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 

MODEL AberNAS 513X 

FORM FACTOR 5U, 19" Rackmount 
BASE CAPACITY 12 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

12 Terabytes 

MAX  RAID 1 
CAPACITY 

6 Terabytes 

MAX  RAID 10 
CAPACITY 

6 Terabytes 

MAX  RAID 5 
CAPACITY 

11.5 Terabytes 

MAX  RAID 6 
CAPACITY 

11 Terabytes 

MAX SINGLE  
ARRAY SIZE 

12 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 24-port SATA II 3Gb/s RAID 

Controller 
HOT SWAP 24 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

24 x 500GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 950W 3+1 REDUNDANT 
RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 

 
Click to learn more about  

Unified Data Storage Server  

   

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 18 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 24 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 
The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 
"The AberNAS won't disappoint businesses in need of lots of storage 

capacity at a very good price."   
- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 514X 
utilizes 24 ultra fast 750GB SATA II 3Gb/s drives, the AberNAS can 
provide a RAID 0, 1, 5 or 6 storage environment. Yielding the best 
storage per dollar ratio, the AberNAS storage appliance offers 
flexibility, affordability and speed without sacrificing on security. 
New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  
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• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 
MODEL AberNAS 514X 
FORM FACTOR 5U, 19" Rackmount 
BASE CAPACITY 18 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

18 Terabytes 

MAX  RAID 1 
CAPACITY 

9 Terabytes 

MAX  RAID 10 
CAPACITY 

9 Terabytes 

MAX  RAID 5 
CAPACITY 

17.25 Terabytes 

MAX  RAID 6 
CAPACITY 

16.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

18 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 24-port SATA II 3Gb/s RAID 

Controller 
HOT SWAP 24 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

24 x 500GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 950W 3+1 REDUNDANT 
RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2007 

 

 
Click to learn more about  

Unified Data Storage Server  

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 24 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s 1TB Hard Drives  
• Single RAID Array w/o Limitations & Auto Rebuild  
• Intel RAID 6 Engine Support  
• 24 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 
The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 
"The AberNAS won't disappoint businesses in need of lots of storage 

capacity at a very good price."   
- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 515X 
utilizes 24 ultra fast 1 terabyte drives (1TB disk drives), the 
AberNAS can provide a RAID 0, 1, 5 or 6 storage environment. 
Yielding the best storage per dollar ratio, the AberNAS storage 
appliance offers flexibility, affordability and speed without sacrificing 
on security. 
New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
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data restores, and data transport  
• Improved file serving performance for faster Server 

Message Block (SMB) and Network File System (NFS) 
• Multipath I/O (MPIO) support for improved 

availability and load balancing  
• Better integration with storage area networks 

(SANs), including gateway capability  
• Internet Small Computer System Interface (iSCSI) 

support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 
MODEL AberNAS 515X 
FORM FACTOR 5U, 19" Rackmount 
BASE CAPACITY 24 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

24 Terabytes 

MAX  RAID 1 
CAPACITY 

12 Terabytes 

MAX  RAID 10 
CAPACITY 

12 Terabytes 

MAX  RAID 5 
CAPACITY 

23 Terabytes 

MAX  RAID 6 
CAPACITY 

22 Terabytes 

MAX SINGLE  
ARRAY SIZE 

24 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 24-port SATA II 3Gb/s RAID 

Controller 
HOT SWAP 24 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

24 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 950W 3+1 REDUNDANT 
RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 

 

 
Click to learn more about  

Unified Data Storage Server  

   

“the AberNAS boasts outstanding features” 
 - Network Computing 2006 

All purpose Integrated NAS Solution plus iSCSI: 
• 16 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Dual RAID Array with Auto Rebuild  
• Intel RAID 6 Engine Support  
• 32 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 
The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 
"The AberNAS won't disappoint businesses in need of lots of storage 

capacity at a very good price."   
- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 613X 
utilizes 32 ultra fast 500GB SATA II 3Gb/s drives, the AberNAS can 
provide a RAID 0, 1, 5 or 6 storage environment. Yielding the best 
storage per dollar ratio, the AberNAS storage appliance offers 
flexibility, affordability and speed without sacrificing on security. 
New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  
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• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 
MODEL AberNAS 613X 
FORM FACTOR 6U, 19" Rackmount 
BASE CAPACITY 16 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

16 Terabytes 

MAX  RAID 1 
CAPACITY 

8 Terabytes 

MAX  RAID 10 
CAPACITY 

8 Terabytes 

MAX  RAID 5 
CAPACITY 

15 Terabytes 

MAX  RAID 6 
CAPACITY 

14 Terabytes 

MAX SINGLE  
ARRAY SIZE 

16 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 6130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 2 x 16-port SATA II 3Gb/s RAID 

Controllers 
HOT SWAP 32 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

32 x 500GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 
 
 

 
Click to learn more about  

Unified Data Storage Server  
   

   
“the AberNAS boasts outstanding features” 

 - Network Computing 2006 
All purpose Integrated NAS Solution plus iSCSI: 

• 24 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s Disk Drives  
• Dual RAID Array with Auto Rebuild  
• Intel RAID 6 Engine Support  
• 32 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 
The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 
"The AberNAS won't disappoint businesses in need of lots of storage 

capacity at a very good price."   
- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 614X 
utilizes 32 ultra fast 750GB SATA II 3Gb/s drives, the AberNAS can 
provide a RAID 0, 1, 5 or 6 storage environment. Yielding the best 
storage per dollar ratio, the AberNAS storage appliance offers 
flexibility, affordability and speed without sacrificing on security. 
New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  
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• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  
 

SPECIFICATIONS 
MODEL AberNAS 614X 
FORM FACTOR 6U, 19" Rackmount 
BASE CAPACITY 18 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

18 Terabytes 

MAX  RAID 1 
CAPACITY 

9 Terabytes 

MAX  RAID 10 
CAPACITY 

9 Terabytes 

MAX  RAID 5 
CAPACITY 

17.25 Terabytes 

MAX  RAID 6 
CAPACITY 

16.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

18 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 5130 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 2 x 16-port SATA II 3Gb/s RAID 

Controllers 
HOT SWAP 32 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

32 x 750GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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The AberNAS 211 was 
Rated 4 out of 5 Stars 

PC Magazine, April. 26, 2005 
 
 

 
Click to learn more about  

Unified Data Storage Server  
   

   
“the AberNAS boasts outstanding features” 

 - Network Computing 2006 
All purpose Integrated NAS Solution plus iSCSI: 

• 32 Terabytes of Pure Storage Capacity  
• Extra Fast SATA II 3Gb/s 1TB Hard Drives  
• Dual RAID Array with Auto Rebuild  
• Intel RAID 6 Engine Support  
• 32 Hot Swap Drives with Hot Spare  
• Dual Internal OS Disk Drives  
• DVD Recovery Disk  
• Hardware RAID, Redundancy and Reliability  
• Management Simplicity and Scalability  
• WUDSS 2003 with iSCSI SAN Enabled  
• Lowest Cost / GB Ratio  
• Peace of Mind with a 5-Year Warranty  

"If you are looking for the most storage capacity you can get for 
your money, the Aberdeen AberNAS is for you." 

 - PC Magazine 2005 
The AberNAS X-Series provides ease of use with the Windows 
Unified Data Storage Server 2003 (WUDSS) and delivers enterprise-
class NAS storage capacity while offering the flexibility of iSCSI 
target capability. Designed to serve as a complete NAS solution, the 
AberNAS X-Series enables small and mid-size businesses to 
maximize growth potential without cumbersome management 
interfaces or the high cost of ownership. 
"The AberNAS won't disappoint businesses in need of lots of storage 

capacity at a very good price."   
- PC Magazine 2005 

As the best valued all in one NAS plus iSCSI storage server, the 
AberNAS X-Series storage system stresses; speed, simplicity, ease 
of management and dependable storage. Configured with separate 
mirrored OS drives to provide system failover, the AberNAS 615X 
utilizes 32 ultra fast 1 terabyte drives (1TB disk drives), the 
AberNAS can provide a RAID 0, 1, 5 or 6 storage environment. 
Yielding the best storage per dollar ratio, the AberNAS storage 
appliance offers flexibility, affordability and speed without sacrificing 
on security. 
New Features with Windows Unified Data Storage Server 
2003 

• Volume Shadow Copy Services (VSS) for enhanced 
data protection through high-fidelity backups, rapid 
data restores, and data transport  
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• Improved file serving performance for faster Server 
Message Block (SMB) and Network File System (NFS) 

• Multipath I/O (MPIO) support for improved 
availability and load balancing  

• Better integration with storage area networks 
(SANs), including gateway capability  

• Internet Small Computer System Interface (iSCSI) 
support to enable connectivity to IP targets and IP 
SANs  

• Web-based user interface for simple, efficient 
management of storage devices  

• Windows Storage Server devices can now be used to 
consolidate Microsoft Exchange Server 2003 
databases  

• Discover more WSS 2003 R2 benefits.  

SPECIFICATIONS 
MODEL AberNAS 615X 
FORM FACTOR 6U, 19" Rackmount 
BASE CAPACITY 32 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

32 Terabytes 

MAX  RAID 1 
CAPACITY 

16 Terabytes 

MAX  RAID 10 
CAPACITY 

16 Terabytes 

MAX  RAID 5 
CAPACITY 

30 Terabytes 

MAX  RAID 6 
CAPACITY 

28 Terabytes 

MAX SINGLE  
ARRAY SIZE 

32 Terabytes 

OPERATING SYSTEM Windows Unified Data Storage 
Server 2003 - iSCSI SAN Enabled 

PROCESSORS Dual Intel Xeon 6150 at 1333MHz 
FSB Dual-Core w/4MB Cache 

MEMORY 2GB Fully Buffered ECC 667MHz 
DDR2 SDRAM 

DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 2 x 16-port SATA II 3Gb/s RAID 

Controllers 
HOT SWAP 32 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

32 x 1000GB (1TB) SATA II 3Gb/s 
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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STIRLING 121S XEON SCSI SERVER  
      

  

ABERDEEN PART# Stirling 121S 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 serial ports 
4 USB ports (2 internal/2 rear) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channels support up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100  

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
Supports 10BASE-T, 100BASE-TX, and 
1000BASE-T, RJ45 output 
Intel® I/OAT support for fast, scaleable, and 
reliable networking  

ON BOARD SCSI Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
SCA Subsystem 
4 hot-swap Ultra320 SCA drive bays (for one-
inch high, 80-pin SCA SCSI drives) 
External High Density SCSI Port (available 
connectors for internal or external SCSI tape 
drives)  
SCA backplane provides power, bus termination  

IPMI OPTION Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 
200-pin IPMI slot (SIM1U) 
(Optional: AOC-SIM1U-3B and AOC-SIM1U-3D)  

PC HEALTH 
MONITORING 

Monitors for CPU Cores, +3.3V, +5V, ±12V, +5V 
Standby, VBAT 
CPU Core 5-Phase-switching voltage regulator 
with auto-sense from 0.86V-1.63V 
Total of ten proprietary fan headers for up to ten 
fans 
Fan Status monitoring of fan speed power and 

 

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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noise 
Monitoring for CPU and chassis thermal 
environment 
I2C temperature sensing logic 
Thermal Monitor 2 (TM2) support  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS 1 x Universal (SXB-E) slots [ 1 (x8) PCI-Express 
Slots ]  
OR 
[ 1x 64-bit PCI-X 133MHz slot ] 
Supports Full-length add-on cards 
(1 slot for redundant power supply version) 
(2 slots for single power supply version)  

BOARD SIZE Proprietary 
9.6" x 16.2" (24.4cm x 41.1cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816S-R700B 
700W Hot-swap Redundant Power w/PFC or 700W 
Cold-swap AC power supply w/ PFC 
Auto-switching 140/240V AC power 
4x 6-pin Counter-rotating Cooling Fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

 

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 121T  XEON SATA SERVER  
      

  

ABERDEEN PART# Stirling 121T 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W processor 
support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 serial ports 
4 USB ports (2 internal/2 rear) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channels support up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100  

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
Supports 10BASE-T, 100BASE-TX, and 
1000BASE-T, RJ45 output 
Intel® I/OAT support for fast, scaleable, and 
reliable networking  

ON BOARD SCSI Dual channel Adaptec® AIC-7902 controller for 
Ultra320 SCSI 
SCA Subsystem 
4 hot-swap Ultra320 SCA drive bays (for one-
inch high, 80-pin SCA SCSI drives) 
External High Density SCSI Port (available 
connectors for internal or external SCSI tape 
drives)  
SCA backplane provides power, bus termination  

IPMI OPTION Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 
200-pin IPMI slot (SIM1U) 
(Optional: AOC-SIM1U-3B and AOC-SIM1U-3D)  

PC HEALTH 
MONITORING 

Monitors for CPU Cores, +3.3V, +5V, ±12V, +5V 
Standby, VBAT 
CPU Core 5-Phase-switching voltage regulator 
with auto-sense from 0.86V-1.63V 
Total of ten proprietary fan headers for up to ten 
fans 
Fan Status monitoring of fan speed power and 

 

 

 
Click images for larger versions.  

Includes 1 x slim floppy drive 
Includes 1 x slim DVD-ROM drive 

Includes Rails and Telco 
accessories for mounting  
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noise 
Monitoring for CPU and chassis thermal 
environment 
I2C temperature sensing logic 
Thermal Monitor 2 (TM2) support  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS 1 x Universal (SXB-E) slots [ 1 (x8) PCI-Express 
Slots ]  
OR 
[ 1x 64-bit PCI-X 133MHz slot ] 
Supports Full-length add-on cards 
(1 slot for redundant power supply version) 
(2 slots for single power supply version)  

BOARD SIZE Proprietary 
9.6" x 16.2" (24.4cm x 41.1cm)  

CHASSIS 19" rackmount ATX (1U height) - SC816S-R700B 
700W Hot-swap Redundant Power w/PFC or 700W 
Cold-swap AC power supply w/ PFC 
Auto-switching 140/240V AC power 
4x 6-pin Counter-rotating Cooling Fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

 

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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ABERDEEN STIRLING 122T DUAL-NODE SERVER 1U  
      

  

ABERDEEN PART# Stirling 122T 

PROCESSOR 
(PER NODE) 

Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
Twin Nodes allows for up to 4 processors and 16 
cores in 1U. 

CHIPSET 
(PER NODE) 

Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY 
(PER NODE) 

8 x 240-Pin DIMM Sockets 
Up to 32GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O 
(PER NODE) 

ATI ES1000 controller 16 MB PCI graphic 
controller 
1 Fast UART 16550 compatible serial ports 
4 USB ports (2 internal/2 rear) 

IPMI OPTION 
(PER NODE) 

Support for Intelligent Platform Management 
Interface v.2.0, v.1.5 
200-pin IPMI slot (SIMSO) supports 
IPMI 2.0 w/ Virtual Media Over LAN or 
IPMI 2.0 w/ Virtual Media + KVM Over LAN  

ON BOARD LAN 
(PER NODE) 

Intel 82563EB Dual Port Gigabit controller 
2 x 10/100/1000 ports  

ON BOARD SATA 
(PER NODE) 

Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 support
SATA Subsystem 
4 hot-swap SATA drive bays 
1U SATA Backplane provides power, bus 
termination 

INFINIBAND OPTION 
(PER NODE) 

Infiniband MT25204 20Gbps Controller Version 
Available 
Optional Mellanox MT25204AD-FCC-D Single-
Port  

PC HEALTH 
MONITORING 
(PER NODE) 

6-Phase-switching voltage regulator with auto-
sense from 0.8375V-1.60V 
Status monitor for speed control 
Environmental temperature monitor and control  
Chassis and CPU overheat alarm, LED indication 
and control 
Chassis intrusion switch header  
Supermicro System Management Utility 

BIOS 
(PER NODE)  

8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

 

 
Click image for larger versions.  

External DVD-ROM sold seperately 
Includes Rails and Telco 
accessories for mounting  
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EXPANSION SLOTS 
(PER NODE) 

1 (x8) PCI-e slot 

BOARD SIZE 
(PER NODE) 

Proprietary 
16" x 6.5" (40.6cm x 16.5cm) 

CHASSIS 19" rackmount ATX (1U height) - SC808T-980B 
Height 1.7" (43mm) x Width 17.2" (437mm) x 
Depth 27.75" (705mm)  
Gross Weight 40 lbs (18.1kg)  
980W AC power supply w/ PFC 
Auto-switching 140/240V AC power 
6 x 6-pin Counter-rotating Cooling Fans(3 per node) 
LED indicators for power on, network activity x 2, IDE 
HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  N/A (use external USB optical drives for setup)  

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 123 XEON SATA UI/O SERVER  

      

  

ABERDEEN PART# Stirling 123 

PROCESSOR Dual Socket 771 
Quad-Core and Dual-Core Intel® Xeon® 
processors 
5300/5100/5000 sequence 
(Clovertown, Woodcrest and Dempsey support) 
with 40W / 65W / 80W / 95W / 130W 
processor support 
with 2MB L2 Integrated Advanced Transfer 
Cache per core, 4MB L2 cache total 

CHIPSET Intel® 5000P (Blackford) chipset  
1333 / 1066 / 667 MHz FSB 

SYSTEM MEMORY 8 x 240-Pin DIMM Sockets 
Up to 32GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O ATI ES1000 controller 16 MB PCI graphic 
controller 
2 Fast UART 16550 serial (port + header) 
5 USB ports (3 headers/2 rear ports) 
PS/2 keyboard and mouse ports  

ON BOARD IDE Single EIDE channels support up to two UDMA 
IDE devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100  

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
Supports 10BASE-T, 100BASE-TX, and 
1000BASE-T, RJ45 output 
Intel® I/OAT support for fast, scaleable, and 
reliable networking  

ON BOARD SATA  
SATA RAID 

Intel SB SATA 3.0Gbps Controller 
RAID 0, 1, 5, 10 support (Windows) 
RAID 0, 1, 10 support (Linux) 
Six Serial ATA ports 
Four Hot-Swap SATA hard drives supported 
1U SATA / SAS Backplane w/ SES2 Enclosure 
Management  

IPMI OPTION Intelligent Platform Management Interface 
(IPMI) ver. 2.0 option 
200-pin IPMI slot (SIMSO) 
For Dedicated LAN, cable CBL-0177L must be 
used (cable sold separately)  

PC HEALTH Monitors for CPU Cores, +3.3V, +5V, ±12V, +5V 

 

 
Click image for larger version.  

Includes 1 x slim DVD-ROM drive 
Includes Rails and Telco 
accessories for mounting  

 

UIO servers allow users to 
select from a wide range of I/O 
options to provide the ultimate 
in storage and networking 
flexibility. The UIO card 
becomes a part of the 
serverboard, allowing the 
system to retain all of it’s PCI 
Express and PCI X slots for 
expansion cards. As a result, 
future upgrades can be 
acheived by replacing the UIO 
card and/or expansion cards 
instead of replacing the entire 
system.  
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MONITORING Standby, VBAT 
CPU Core 5-Phase-switching voltage regulator 
with auto-sense from 0.86V-1.63V 
Total of ten proprietary fan headers for up to 
ten fans 
Fan Status monitoring of fan speed power and 
noise 
Monitoring for CPU and chassis thermal 
environment 
I2C temperature sensing logic 
Thermal Monitor 2 (TM2) support  

BIOS  8Mb Flash EEPROM with Phoenix® BIOS 
ACPI/APM power management 
Plug and Play (PnP) 
BIOS rescue recovery feature 
Hardware BIOS virus protection 
Power-up mode control for recovery from AC 
power loss  

EXPANSION SLOTS Left Universal Slot 
* 1 Unversal I/O (UIO) Slot AND 
* 1 (x8) PCI-e Slot 
Right Universal Slot 
* 1 64-bit 133MHz PCI-X Slot OR 
* 1 (x8) PCI-e Slot 
UIO 
* 1 Universal I/O (UIO) slot (Left Side)  

BOARD SIZE Proprietary 
12" x 13" (30.5cm x 33.2cm)  

CHASSIS 19" rackmount ATX (1U height) - SC815TQ-
R650UB 
650W 1+1 Hot-swap Redundant Power w/PFC 
Auto-switching 100/240V AC power 
4x 6-pin Counter-rotating Cooling Fans 
LED indicators for power on, network activity, 
IDE HDD activity 
Power ON/OFF and system reset switches 
Chassis intrusion switch  

EXPANSION BAYS  One 3.5" slim drive bay 
One 5.25" slim drive bay 
Four 3.5" x 1" drive bays  

 

 

 

 

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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STIRLING 56T MULTI-CORE DUAL XEON SATA SERVER  

      

  

ABERDEEN PART# Stirling 56T 

PROCESSOR Dual 771-pin LGA Sockets 
Supports up to two Intel® 64-bit Xeon® 
processor(s) of the same type below: 
Quad-Core Intel® 
Xeon®Processor 5300 sequence (Clovertown 
processor) up to 2.66 GHz 
Dual-Core Intel® 
Xeon®Processor 5100/5000 sequence 
(Woodcrest/Dempsey processor) up to 3.73 GHz 
Hyper-Threading (HT) capable  

CHIPSET Intel® 5000V (Blackford VS) chipset 
MCH + ESB2 
1333 / 1066 / 667 MHz system bus 

CACHE MEMORY 4MB or 8MB Total L2 Cache per processor 

SYSTEM MEMORY 6 x 240-Pin DIMM Sockets 
Up to 16GB DDR2-667/533 FB-DIMM (Fully Buffered) 
ECC 
Dual channel memory bus 
ECC FB-DIMM DDR2 Low Profile SDRAM ONLY 
2-way interleave provides outstanding memory 
performance 
(memory must be used in pairs)  

ON BOARD I/O Winbond 83627HG chip 
One EIDE channel supports up to two UDMA IDE 
devices 
Supports UDMA Mode 5, PIO Mode 4, and 
ATA/100 
Floppy controller header 
2 x Front USB 2.0 ports 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port 
1 x Header 
1x ECP / EEP Parallel Header  

ON BOARD VIDEO On-board ATI ES1000 16MB graphics  

ON BOARD LAN Intel® (ESB2/Gilgal) 82563EB Dual-Port Gigabit 
Ethernet Controller 
Supports 10Base-T, 100Base-TX, 1000BASE-TX, RJ45 
output 
Intel® I/OAT support for fast, scaleable, and reliable 
networking  

ON BOARD SATA Intel ESB2 SATA 3.0Gbps Controller 
RAID 0, 1, 5, 10 support 
1x 3.5" internal SATA drive bay  

PC HEALTH 
MONITORING 

Onboard voltage monitors for CPU 
Fan status monitor with firmware/software 
speed control 
Environmental temperature monitor and control 
Chassis and CPU overheat alarm, LED indication 
and control 
System resource alert 
Supermicro System Management utility  

 

 
Click image for larger version.  

Includes 1 x slim DVD/CD-ROM drive 
(no floppy drive)  
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BIOS  8Mb Flash EEPROM with Phoenix BIOS® 
Plug and Play (PnP)/ APM 1.2/ DMI 2.3 / PCI 
2.2/ ACPI 1.0 
USB Keyboard support 
Hardware BIOS Virus protection  

EXPANSION SLOTS 1 x 64-bit 3.3V PCI-X - Left Side Slot 200-pin IPMI 
slot (SIM1U) 
Optional AOC-SIMLC(+) 
- IPMI 2.0 w/ Virtual Media (+ KVM Over LAN)  

BOARD SIZE Full ATX 
12" x 10" in.(W x H)  

CHASSIS 19" rackmount ATX (1U height) - SC512F-520 
Mini-1U Rackmount (14.5 in. Depth) Rackmount Kit 
optional 
Thermal Control 520W AC power supply w/PFC 
Auto-switching 100/240V AC power 
3 x 4cm 3-pin Nidec Counter-rotating Fans 
Power LED/ HDD activity LEDs/ 2xNetwork 
activity LEDs/ System Overheat LEDs 
Chassis intrusion detection  

EXPANSION BAYS  One 5.25" slim drive bay 
One internal SATA drive bay  

WARRANTY 1-year parts, 2-year labor warranty  

*Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, memory 
and hard disk drive all assembled and included in one 
purchase.  
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ABERDEEN XDAS 1001 - 8TB 
SCSI-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS581  

ABERDEEN PART# KITDAS-1001  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 8 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 

 

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13kgs / 28lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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ABERDEEN XDAS 1002 - 12TB 
SCSI-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS580  

ABERDEEN PART# KITDAS-1002  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  350W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA 
GUARDIAN  

ADG – (Dual Parity RAID Scheme – RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

 

 

 

Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  3.5" (H) x 19" (W) x 18.9" (D) 
13.5kgs / 29.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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ABERDEEN XDAS 1002F - 12TB 
FIBRE-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS5927  

ABERDEEN PART# KITDAS-1002F 

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  n/a 

POWER SUPPLY  375W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial ASIC to support 
extreme performance 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 4GB ECC DDR2 SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support) 
Supports S.M.A.R.T & NCQ & OOB Staggered 
Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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FEATURES  Dual Fibre Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID Scheme - RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" (D) 
17kgs / 34.75lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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ABERDEEN XDAS 1003 - 16TB 
SCSI-to-SATA II RAID 3U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS579  

ABERDEEN PART# KITDAS-1003 

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

SCSI  2 Ultra320 SCSI Host Channels 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  Intel 80321 Processor (64 bit/400MHz/RISC) 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 1GB ECC DDR 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support)  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual SCSI Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 

ADVANCED DATA ADG – (Dual Parity RAID Scheme – RAID-6) with 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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GUARDIAN  built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 18.5" (D) 
18kgs / 39.7lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 
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ABERDEEN XDAS 1003F - 16TB 
FIBRE-to-SATA II RAID 3U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS5937  

ABERDEEN PART# KITDAS-1003F 

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  n/a 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial ASIC to support 
extreme performance 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 4GB ECC DDR2 SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support) 
Supports S.M.A.R.T & NCQ & OOB Staggered 
Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual Fibre Hosts for Server Fail-Over Clustering 
Support 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID Scheme - RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" (D) 
20kgs / 44.1lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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ABERDEEN XDAS 1004 - 4U/24TB 
SCSI-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Single controller provides full RAID functionalities  

• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module (pre-

installed on the controller module)  
• Three (3) hot-swappable, redundant, 405W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  
• Two (2) front handles  
• One battery backup unit (BBU) is optional  

Host Interface 
• Two (2) SCSI-320 host channels interfaced 

through two (2) dual-stacked VHDCIs  
• Tagged command queuing up to 256  
• Host-side ordered tag support  

Drive Interface 
• Twenty-four (24) hot-swappable 3Gbps 

SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Native Command Queuing (NCQ) support  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

or RS-232C port   

 

 

 
Click images for larger versions.  

FEATURES  
- Full-featured RAID functionality with 
two (2) SCSI-320 host channels; 
transfer rate up to 320MBps each 
- Up to 12TB of storage capacity 
- Accommodates twenty-four (24) SATA
II hard drives, backward compatible 
with SATA I drives 
- Hardware XOR engine by dedicated 
ASIC266 chipsets 
- Dual-speed cooling modules to reduce 
system noise  
- Backplane-based, cableless, modular 
enclosure  
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• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o A variety of event notification methods 
via the Configuration Client sub-
module: email, fax, LAN broadcast, 
SNMP traps, MSN messenger, ICQ, and 
SMS short messages  

o Secure link over SSL  

Indicators 
• Onboard alarm  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Four (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Module failure alert through I2C bus  

Interfaces 
• Four (4) 68-pin VHDCIs in dual-stacked 

configurations  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port  

Power Supply Module 
Three (3) redundant, hot-swappable power 
supplies with PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules  

Dimensions 
• Chassis without handles: 445(W) x 174.4(H) 

x 498(D) mm (17.5 x 6.86 x 19.6 inches)  

• Chassis with handles: 447W x 174.4H x 514D 
mm (17.6 x 6.87 x 20.2 inches)  
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ABERDEEN XDAS 1004F - 4U/24TB 
FIBRE-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with 

dedicated or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 

3, 5, 10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy 

per array  
• Intelligent drive handling:  

System Components 
Single controller provides full RAID 
functionalities  

• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module 

(pre-installed on the controller module)  
• Three (3) hot-swappable, redundant, 

405W power supply units  
• Two (2) hot-swappable, redundant, dual-

fan cooling modules running in high/low 
speeds  

• Twenty-four (24) hot-swappable drive 
trays  

• Two (2) front handles  
• One (1) independent battery backup unit 

(BBU)  
• One (1) host connection module  

Host Interface 
• 8xFC-2G ports w/ hub  
• DIP switch settings to change host port 

attributes  
• Auto-negotiate FC-AL, point-to-point, or 

switched fabric  
• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps 
SATA-II drive trays that accommodate 1-
inch pitch, 3.5-inch SATA-II or SATA-I disk 

 

 

Click images for larger versions.  

FEATURES  

- Fibre controller with two (2) 2Gbps, Hub 
embedded Fibre host channels. 
- Eight (8) Fibre ports via independent host 
connection modules for multi-path access 
and channel availability 
- Accommodates twenty-four (24) 3Gbps, 
SATA-II hard drives, backward compatible 
with SATA-I drives 
- Highest density 4U chassis providing up to
12TB of storage capacity 
- Support up to 2GB DDR RAM DIMM 
module 
- Hot-Swappable Battery Backup Unit (BBU)
- Modular and passive backplane, high-
availability architecture with no single point 
of failure  
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drives  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected 

drive  
Management 

• Firmware-embedded utility via LCD 
keypad or RS-232C port  

• Host-side SES emulation with pass-
through to back-end SES emulation  

• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

o Firmware-embedded Java-based  
• Configuration Client for easy access to the 

configuration utility screen  
• SNMP 2.0 MIBs with get and set 

commands  
SAN Management 

Up to 1024 LUNs (if sufficiently large memory is 
used with the proper settings)  

Indicators 
• Onboard alarm is triggered when one of 

the following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, 

LAN broadcast, SNMP traps, MSN 
messenger, ICQ, SMS short messages  

• System alerts through Java-based 
RAIDWatch manager  

Interfaces 
• Eight (8) FC ports, each using a short-

wavelength adapter  
• Two (2) COM ports on each controller 

module for RS-232C serial port (38400, n, 
8, 1) and UPS support  

• One (1) 10/100BaseT Ethernet port on 
each controller module  

Power Supply Module 
Two (2) redundant, hot-swappable power 
supplies with PFC 
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ABERDEEN XDAS 1023F - 3U/16TB 
FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 

SOLUTION  
      

RAID 
• Multiple arrays configurable with 

dedicated or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 

3, 5, 10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy 

per array  
• Intelligent drive handling:  

System Components 
Redundant controller configuration provides 
full RAID functionalities  

• One (1) XDAS enhanced 3U enclosure  
• Two (2) RAID controller modules  
• Two (2) 256MB DDR RAM DIMM modules 

(pre-installed on the controller modules)  
• Two (2) hot-swappable, redundant, 

460W power supply units  
• Two (2) hot-swappable, redundant, 

dual-fan cooling modules running in 
high/low speeds  

• Sixteen (16) hot-swappable drive trays  
• Two (2) front handles  
• Two (2) independent battery backup 

units (BBUs)  
• One (1) enclosure configuration card  
• Two (2) host connection modules  

Host Interface 
• Two (2) FC-2G host channels with 

embedded bypass circuit to four (4) FC 
ports on two (2) hot-swappable, 
independent host connection modules  

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or 

sequential I/Os  

 

 

Click images for larger versions.  

FEATURES  

- Full-featured redundant controllers with two (2) FC-2G 
host channels; transfer rate up to 2Gb/s each 
- Independent host connection modules that ensure 
channel availability 
- Accommodates sixteen (16)SATA-II hard drives, 
backward compatible with SATA-I drives 
- Hardware XOR engine by dedicated ASIC266 chipsets 
- Support up to 2GB DDR RAM DIMM modules that are 
protected by standard BBUs 
- Dual-speed cooling modules to reduce noise 
- SAN-ready subsystem in an enhanced modular 
enclosure provides daisy chaining and clustering 
capabilities  
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Drive Interface 
• Sixteen (16) hot-swappable 3Gbps 

SATA-II drive trays that accommodate 1-
inch pitch, 3.5-inch SATA-II or SATA-I 
disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected 

drive  
Management 

• Firmware-embedded utility via LCD 
keypad or RS-232C port  

• Host-side SES emulation with pass-
through to back-end SES emulation  

• VT-100 terminal emulation via RS-232C  
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

o Firmware-embedded Java-based  
• Configuration Client for easy access to 

the configuration utility screen  
• SNMP 2.0 MIBs with get and set 

commands  
Indicators 

• Onboard alarm is triggered when one of 
the following fails:  

o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Six (6) per RAID controller module 

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

• Module failure alert through I2C bus  
• Event notifications sent over email, fax, 

LAN broadcast, SNMP traps, MSN 
messenger, ICQ, SMS short messages  

• System alerts through Java-based 
RAIDWatch manager  
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ABERDEEN XDAS 1024F - 4U/24TB 
FIBRE-to-SATA II REDUNDANT CONTROLLER RAID STORAGE 

SOLUTION  
      

RAID 
• Multiple arrays configurable with dedicated or 

global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant controller configuration provides full 
RAID functionalities  

• One (1) XDAS enhanced 4U enclosure  
• Two (2) RAID controller modules  
• Two (2) 512MB DDR RAM DIMM modules 

(pre-installed on the controller modules)  
• Three (3) hot-swappable, redundant, 405W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  
• Two (2) front handles  
• Two (2) independent battery backup units 

(BBUs)  
• One (1) enclosure configuration card  
• Two (2) host connection modules  

Host Interface 
• Four (4) FC-2G host channels with embedded 

bypass circuit to eight (8) Fibre ports on two 
(2) hot-swappable, independent host 
connection modules  

• DIP switch settings to change host port 
attributes  

• Auto-negotiate FC-AL, point-to-point, or 
switched fabric  

• Tagged command queuing up to 256  
• Variable stripe size per logical drive  
• Optimization setting for random or sequential 

I/Os  
Drive Interface 

• Twenty-four (24) hot-swappable 3Gbps SATA-

 

 

Click images for larger versions.  

FEATURES  

- Fibre controller with two (2) 2Gbps, Hub 
embedded Fibre host channels. 
- Eight (8) Fibre ports via independent host 
connection modules for multi-path access and 
channel availability 
- Accommodates twenty-four (24) 3Gbps, 
SATA-II hard drives, backward compatible with 
SATA-I drives 
- Highest density 4U chassis providing up to 
12TB of storage capacity 
- Support up to 2GB DDR RAM DIMM module 
- Hot-Swappable Battery Backup Unit (BBU) 
- Modular and passive backplane, high-
availability architecture with no single point of 
failure 
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II drive trays that accommodate 1-inch pitch, 
3.5-inch SATA-II or SATA-I disk drives  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Indicators 
• Onboard alarm is triggered when one of the 

following fails:  
o RAID controller module  
o Cooling module  
o Power supply unit  
o Hard drive  
o BBU module  
o Host connection module  

• Module status LED indicators:  
o Two (2) per drive tray  
o Three (3) per LCD panel  
o Five (5) per RAID controller module  
o Two (2) per Ethernet port  
o Two (2) per cooling module  
o One (1) per power supply unit  
o One (1) per BBU module  
o Two (2) per FC port (One LED is 

reserved)  
• Module failure alert through I2C bus  
• Event notifications sent over email, fax, LAN 

broadcast, SNMP traps, MSN messenger, ICQ, 
SMS short messages  

• System alerts through Java-based RAIDWatch 
manager  

Interfaces 
• Eight (8) FC ports, each using a short-

wavelength adapter  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port on each 
controller module  

Power Supply Module 
Two (2) redundant, hot-swappable power supplies 
with PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules 
Maximum Air Flow: High speed: 48.12 CFM  

Dimensions 
• Chassis without handles: 445(W) x 174.4(H) 

x 498(D) mm (17.5 x 6.86 x 19.6 inches)  
• Chassis with handles: 482(W) x 174.4 (H) x 

514(D) mm (19 x 6.86 x 20.2 inches)   
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ABERDEEN XDAS 303F/SA - 3U/4.8TB 
FIBRE-to-SAS RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Hardware RAID parity computing  

• Hardware RAID5 & RAID6 parity 
computation  

• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 
50, 60, and NRAID  

• RAID Migration  

• Configurable stripe size and write policy per 
array  

• Multiple Global, Dedicated, & Enclosure-
specific hot-spares  

• Intelligent Drive Handling:  
o In degraded mode: skips irreparable 

blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant, hot-swappable components , designed 
for no single point of failure  

• 800MHz PowerPC GL RISC CPU, 1MB L2  

• Heavy duty 3U enclosure  

• Single- (G1430) RAID and I/O management 
controller module  

• Fault-tolerant modules interfaced through a 
common backplane  

• High availability SAS domains to hard drives 
via expanders and port selectors  

• One (1) 512MB DDR DIMM module (default, 
supports up to 2GB in size)  

• Redundant, hot-swappable 530W power 
supply units  

• Redundant, dual-speed cooling modules  

• Sixteen (16), hot-swappable drive trays  

• Two (2) forearm handles  

Host Interface 
• Four (4) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type 

SFP  

• Concurrent I/O commands  

• Tagged command queuing up to 1024 Max  

• command queue up to 1024  

• Fault-tolerant host links via onboard bypass  

Drive Interface 

 

 
Click images for larger versions.  

FEATURES  
S16F-G1430 

• Active RAID controller 
configuration  

• Fault-tolerant enclosure 
design  

• Fifth-generation 
ASIC400 RAID engine  

• Two (2) 4G FC host 
channels per controller  

• Four (4) host ports per 
controller with onboard 
hub  

• SAS or SATA II disk 
drives in the sixteen 
(16) drive bays  

• Hardware RAID5 and 
RAID6  

• SAS 4x wide links (SFP-
8470) to expansion 
enclosures  

• S.M.A.R.T. and NCQ 
support  

• Supports expansion (1 
RAID + 3 JBODs)  

• Intelligent load-
balancing internally and 
externally between host 
links  

• Embedded, browser-
based RAIDWatch 
management tool  

• Windows Logo 
Certificated  
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• Sixteen (16) 3.0Gbps SAS, hot-swappable 
drive trays  

• Accommodates 1-inch pitch, 3.5-inch SAS or 
SATA-II disk drives  

• S.M.A.R.T. and NCQ support  

• Automatic bad-sector reassignment  

• Dedicated bandwidth to each connected drive 

Management 
• COM1 serial port for local access to 

firmware-embedded utility  

• COM2 for UPS connection  

• GUI, Telnet, and SSH system monitoring via 
Ethernet  

• Browser-based or Java-based RAIDWatch 
manager software  

• Firmware-embedded manager via RS-232C 
(audio jack) that is platform independent  

• Widest range of event notification methods 
including email, LAN broadcast, fax, SNMP 
traps, SMS, and MSN  

• LCD keypad panel to all configuration options 

• Event log in reserved space; Administrator's 
activity log  

• Variable logical drive options per DIMM size  

SAN Management 
Up to 1024 LUNs (if sufficiently large memory is 
used with the proper settings)  

Indicators 
• Module status LED indicators:  

 Two (2) per drive tray  

 Seven (7) per controller module  

 One (1) per power supply unit  

 One (1) per BBU module  

 Two (2) per cooling module  

• Presence detect & thermal sensors via I 2 C 
bus  

  
  

 
Fibre-to-SAS/SATA RAID 
Subsystem provides 4Gbps 
Fibre Channel interface for 
high-speed data transfer. It is 
fully compatible with cost- 
effective SATA II hard drives to 
offer tremendous storage 
capacity. Enterprise-class SAS 
drives are also supported for 
high performance and 
availability. The storage 
capacity can be further 
expanded by connecting the 
SAS 4x wide port to expansion 
enclosures. 
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ABERDEEN XDAS 323F/SA - 3U/4.8TB 
FIBRE-to-SAS REDUNDANT CONTROLLER RAID STORAGE 

SOLUTION  
      

RAID 
• 800MHz PowerPC GL RISC CPU, 1MB L2  

• Hardware RAID parity computing  

• Hardware RAID5 & RAID6 parity 
computation  

• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 
50, 60, and NRAID  

• RAID Migration  

• Configurable stripe size and write policy per 
array  

• Multiple Global, Dedicated, & Enclosure-
specific hot-spares  

• Intelligent Drive Handling:  
o In degraded mode: skips irreparable 

blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Redundant, hot-swappable components , designed 
for no single point of failure  

• Heavy duty 3U enclosure  

• Dual- (R1430) RAID and I/O management 
controller module  

• Fault-tolerant modules interfaced through a 
common backplane  

• High availability SAS domains to hard drives 
via expanders and port selectors  

• One (1) 512MB DDR DIMM module (default, 
supports up to 2GB in size)  

• Redundant, hot-swappable 530W power 
supply units  

• Redundant, dual-speed cooling modules  

• Sixteen (16), hot-swappable drive trays  

• Two (2) forearm handles  

• Li-Ion, life expectancy-aware battery backup 
unit (BBU)  

Host Interface 
• Eight (8) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type 

SFP  

• Concurrent I/O commands  

• Tagged command queuing up to 1024 Max  

 

 

 
Click images for larger versions.  

FEATURES  
S16F-R1430 

• Dual-active RAID 
controller configurations  

• Fault-tolerant enclosure 
design  

• Fifth-generation 
ASIC400 RAID engine  

• Two (2) 4G FC host 
channels per controller  

• Four (4) host ports per 
controller with onboard 
hub  

• SAS or SATA II disk 
drives in the sixteen 
(16) drive bays  

• Hardware RAID5 and 
RAID6  

• SAS 4x wide links (SFP-
8470) to expansion 
enclosures  

• S.M.A.R.T. and NCQ 
support  

• Supports expansion (1 
RAID + 3 JBODs)  

• Intelligent load-
balancing internally and 
externally between host 
links  
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• command queue up to 1024  

• Fault-tolerant host links via onboard bypass  

Drive Interface 
• Sixteen (16) 3.0Gbps SAS, hot-swappable 

drive trays  

• Accommodates 1-inch pitch, 3.5-inch SAS or 
SATA-II disk drives  

• S.M.A.R.T. and NCQ support  

• Automatic bad-sector reassignment  

• Dedicated bandwidth to each connected drive 

Management 
• COM1 serial port for local access to 

firmware-embedded utility  

• COM2 for UPS connection  

• GUI, Telnet, and SSH system monitoring via 
Ethernet  

• Browser-based or Java-based RAIDWatch 
manager software  

• Firmware-embedded manager via RS-232C 
(audio jack) that is platform independent  

• Widest range of event notification methods 
including email, LAN broadcast, fax, SNMP 
traps, SMS, and MSN  

• LCD keypad panel to all configuration options 

• Event log in reserved space; Administrator's 
activity log  

• Variable logical drive options per DIMM size  

SAN Management 
Up to 1024 LUNs (if sufficiently large memory is 
used with the proper settings)  

Indicators 
• Module status LED indicators:  

 Two (2) per drive tray  

 Seven (7) per controller module  

 One (1) per power supply unit  

 One (1) per BBU module  

 Two (2) per cooling module  

• Presence detect & thermal sensors via I 2 C 
bus  

Power Supply Module  
Redundant hot-swappable power supplies with PFC 
   

100VAC at 9A, 240VAC at 4.5A with 
PFC (auto-switching) Input  
47 to 63Hz 

(Maximum output: 530 Watts) 

+12.0V  32A max. 
+ 5.0V  32A max. 

Output  

+ 3.3V  30A max 

  

• Embedded, browser-
based RAIDWatch 
management tool  

• Windows Logo 
Certificated  

 

 
Fibre-to-SAS/SATA RAID 
Subsystem provides 4Gbps 
Fibre Channel interface for 
high-speed data transfer. It is 
fully compatible with cost- 
effective SATA II hard drives to 
offer tremendous storage 
capacity. Enterprise-class SAS 
drives are also supported for 
high performance and 
availability. The storage 
capacity can be further 
expanded by connecting the 
SAS 4x wide port to expansion 
enclosures. 
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ABERDEEN XDAS 502F-7 - 6TB 
FIBRE-to-SATA II RAID 2U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS5927  

ABERDEEN PART# KITDAS-502F-7  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  n/a 

POWER SUPPLY  375W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial ASIC to support 
extreme performance 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 4GB ECC DDR2 SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support) 
Supports S.M.A.R.T & NCQ & OOB Staggered 
Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual Fibre Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID Scheme - RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" (D) 
17kgs / 34.75lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase. 

 
 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-236  - 

 
 

  

ABERDEEN XDAS 503F-7 - 8TB 
FIBRE-to-SATA II RAID 3U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS5937  

ABERDEEN PART# KITDAS-503F-7  

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  n/a 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial ASIC to support 
extreme performance 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 4GB ECC DDR2 SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support) 
Supports S.M.A.R.T & NCQ & OOB Staggered 
Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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Audible alarm, Pager and Fax, E-mail Notification 

FEATURES  Dual Fibre Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID Scheme - RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" (D) 
20kgs / 44.1lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase  
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ABERDEEN XDAS 504 - 4U/12TB 
SCSI-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with dedicated 

or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 5, 

10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy per 

array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Single controller provides full RAID functionalities  

• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module (pre-

installed on the controller module)  
• Three (3) hot-swappable, redundant, 405W 

power supply units  
• Two (2) hot-swappable, redundant, dual-fan 

cooling modules running in high/low speeds  
• Twenty-four (24) hot-swappable drive trays  
• Two (2) front handles  
• One battery backup unit (BBU) is optional  

Host Interface 
• Two (2) SCSI-320 host channels interfaced 

through two (2) dual-stacked VHDCIs  
• Tagged command queuing up to 256  
• Host-side ordered tag support  

Drive Interface 
• Twenty-four (24) hot-swappable 3Gbps 

SATA-II drive trays that accommodate 1-inch 
pitch, 3.5-inch SATA-II or SATA-I disk drives  

• Native Command Queuing (NCQ) support  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive 

Management 
• Firmware-embedded utility via LCD keypad 

 

 

 
Click images for larger versions.  

FEATURES  
- Full-featured RAID functionality with 
two (2) SCSI-320 host channels; 
transfer rate up to 320MBps each 
- Up to 12TB of storage capacity 
- Accommodates twenty-four (24) SATA
II hard drives, backward compatible 
with SATA I drives 
- Hardware XOR engine by dedicated 
ASIC266 chipsets 
- Dual-speed cooling modules to reduce 
system noise  
- Backplane-based, cableless, modular 
enclosure  
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or RS-232C port   
• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band or 
out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units on 
one screen  

o A variety of event notification methods 
via the Configuration Client sub-
module: email, fax, LAN broadcast, 
SNMP traps, MSN messenger, ICQ, and 
SMS short messages  

o Secure link over SSL  

Indicators 
• Onboard alarm  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Four (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Module failure alert through I2C bus  

Interfaces 
• Four (4) 68-pin VHDCIs in dual-stacked 

configurations  
• Two (2) COM ports on each controller module 

for RS-232C serial port (38400, n, 8, 1) and 
UPS support  

• One (1) 10/100BaseT Ethernet port  

Power Supply Module 
Three (3) redundant, hot-swappable power 
supplies with PFC  

Cooling Module 
Two (2) redundant, dual-fan cooling modules  

Dimensions 
• Chassis without handles: 445(W) x 174.4(H) 

x 498(D) mm (17.5 x 6.86 x 19.6 inches)  

• Chassis with handles: 447W x 174.4H x 514D 
mm (17.6 x 6.87 x 20.2 inches)  



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-240  - 

 
 

 
  

ABERDEEN XDAS 704 - 4U/18TB 
SCSI-to-SATA II RAID SCALABLE STORAGE SOLUTION  

      

RAID 
• Multiple arrays configurable with 

dedicated or global hot spares  
• RAID levels supported: RAID 0, 1 (0+1), 3, 

5, 10, 30, 50, NRAID and JBOD  
• Online expansion by:  

o Adding new drives  
o Copying and replacing drives with 

drives of larger capacity  
• Automatic background rebuilds  
• Configurable stripe size and write policy 

per array  
• Intelligent drive handling:  

o In degraded mode: skips irreparable 
blocks to continue rebuild  

o In normal operation: data-block 
verification and repair  

System Components 
Single controller provides full RAID 
functionalities  

• One (1) XDAS enhanced 4U enclosure  
• One (1) RAID controller module  
• One (1) 512MB DDR RAM DIMM module 

(pre-installed on the controller module)  
• Three (3) hot-swappable, redundant, 

405W power supply units  
• Two (2) hot-swappable, redundant, dual-

fan cooling modules running in high/low 
speeds  

• Twenty-four (24) hot-swappable drive 
trays  

• Two (2) front handles  
• One battery backup unit (BBU) is optional  

Host Interface 
• Two (2) SCSI-320 host channels interfaced 

through two (2) dual-stacked VHDCIs  
• Tagged command queuing up to 256  
• Host-side ordered tag support  

Drive Interface 
• Twenty-four (24) hot-swappable 3Gbps 

SATA-II drive trays that accommodate 1-
inch pitch, 3.5-inch SATA-II or SATA-I disk 

 

 

 
Click images for larger versions.  

FEATURES  
- Full-featured RAID functionality with two 
(2) SCSI-320 host channels; transfer rate 
up to 320MBps each 
- Up to 18TB of storage capacity 
- Accommodates twenty-four (24) SATA II 
hard drives, backward compatible with 
SATA I drives 
- Hardware XOR engine by dedicated 
ASIC266 chipsets 
- Dual-speed cooling modules to reduce 
system noise  
- Backplane-based, cableless, modular 
enclosure  
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drives  
• Native Command Queuing (NCQ) support  

• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected 

drive  
Management 

• Firmware-embedded utility via LCD keypad 
or RS-232C port   

• Telnet access via onboard Ethernet port  
• 10/100 BaseT Ethernet for out-of-band 

management  
• Two (2) COM ports for local access to 

firmware-embedded utility and UPS 
connectivity  

• Firmware-embedded Java-based 
RAIDWatch® manager:  

o Graphical user interface  

o Local/remote management; in-band 
or out-of-band via TCP/IP  

o Centralized management to monitor 
and administer multiple RAID units 
on one screen  

o A variety of event notification 
methods via the Configuration Client 
sub-module: email, fax, LAN 
broadcast, SNMP traps, MSN 
messenger, ICQ, and SMS short 
messages  

o Secure link over SSL  

Indicators 
• Onboard alarm  

• Module status LED indicators:  
o Two (2) per drive tray  

o Three (3) per LCD panel  
o Four (5) per RAID controller module  

o Two (2) per Ethernet port  

o Two (2) per cooling module  

o One (1) per power supply unit  

o One (1) per BBU module  

o Two (2) per FC port (One LED is 
reserved)  

• Module failure alert through I2C bus   
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ABERDEEN XDAS 752F-7 - 8TB 
FIBRE-to-SATA II RAID 2U SCALABLE STORAGE 

SOLUTION  
      

MANUFACTURER 
PART# 

CS5927  

ABERDEEN PART# KITDAS-752F-7  

FORM FACTOR 19" Rack Mount 2U high  

DRIVE BAYS 12 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to 
maximize data transfer rate per 
Fibre channel.  

SCSI  n/a 

POWER SUPPLY  375W 1+1 Redundant Hot-Swap 
Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, 
Power supply, Fan, Temperature
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature 
Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial 
ASIC to support extreme 
performance 
RAID Support 0, 1, 3, 5, 6(ADG) 
& 0+1, JBOD, plus Hot-Spare, 
Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery 
Backup 
Upgradeable to 4GB ECC DDR2 
SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / 
LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands 
Queud 
Greater than 2TB per volume 
set (64-bit LBA support) 
Supports S.M.A.R.T & NCQ & 
OOB Staggered Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant 
Firmware Images 
Fast RAID Initialization and 
Fast Rebuilt process 
Foreground and background 
Initialization selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) and HSM Data 
Migration 
- RIS (Reference Information Storage), also known as 
CAS (Content Addressed Storage) and FCS (Fixed 
Content Storage) 
- Storage units for NAS or iSCSI behind the NAS/iSCSI 
gateway/switch/head/concentrator  
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Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error 
recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size 
Migration 
Array Management Support 
Audible alarm, Pager and Fax, 
E-mail Notification  

FEATURES  Dual Fibre Hosts for Server Fail-
Over Clustering Support 
Modular/Cable-less design for 
backplane, power and controller 
OS Independent & Host 
Transparent. 
Intuitive / Self-Explaining User 
Interface for ease of use 
Fibre Channel bandwidth is 
2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID 
Scheme - RAID-6) with built-in 
2 separate XOR engine for 
mission critical server storage, 
survives up to 2 disks failure at 
the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI 
Setup and Management 
Support SNMP traps & SNMP 2.0 
MIBs with get and set 
commands, allowing it to be 
easily incorporated into existing 
enterprise management 
infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" 
(D) 
17kgs / 34.75lbs (without 
drives)  

WARRANTY  *Aberdeen includes a 5-YEAR 
WARRANTY on all complete 
rackmount servers. A fully 
configured rackmount server 
consists of; rackmount chassis, 
motherboard, processor, 
cooling equipment, memory and 
hard disk drive all assembled 
and included in one purchase. 
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ABERDEEN XDAS 753F-7 - 12TB 
FIBRE-to-SATA II RAID 3U SCALABLE STORAGE SOLUTION  

      

MANUFACTURER PART# CS5937  

ABERDEEN PART# KITDAS-753F-7  

FORM FACTOR 19" Rack Mount 3U high  

DRIVE BAYS 16 x Hot Swap SATA HDD bays 
(Serial ATA)  

FIBRE 2 Fibre Host Channels 
6 HDDs per channel to maximize data transfer 
rate per Fibre channel.  

SCSI  n/a 

POWER SUPPLY  460W 1+1 Redundant Hot-Swap Power 
PFC, AC 110 ~ 230VAC 
Power Draw (Full Load): 2.4 Amps 
  

LEDs  RAID Controller LCD Display 
RAID Status/Notifications, Power supply, Fan, 
Temperature 
Individual Disk LED Indicators 
Power On/ Access / Error  

COOLING  2 x Blower Fans 
(Individual Temperature Sensors Per Disk)  

RAID CONTROLLER  PowerPC 440SP 64-bit Processor 
Proprietary PCI-X 2.0 Polynomial ASIC to support 
extreme performance 
RAID Support 0, 1, 3, 5, 6(ADG) & 0+1, JBOD, 
plus Hot-Spare, Hot-Swap, and Auto-Rebuild 
256MB ECC DDR Cache w/Battery Backup 
Upgradeable to 4GB ECC DDR2 SDRAM 
1 x 184 pin DDR DIMM Socket 
Multiple RAIDs / Volumes / LUNs Support: 
Online volume set expansion 
Up to 16 Array groups 
Up to 255 Tagged Commands Queud 
Greater than 2TB per volume set (64-bit LBA 
support) 
Supports S.M.A.R.T & NCQ & OOB Staggered 
Spin-Up  

FUNCTIONS  Dual Flash ROM for Redundant Firmware Images 
Fast RAID Initialization and Fast Rebuilt process 
Foreground and background Initialization 
selectable. 
Failed drive auto-rebuild 
Failed drive indicators 
Continuous rebuild 
Online consistency check 
Environment monitor 
Online expansion 
Password protection 
Automatic Bad-Sector & Error recovery 
Multiple RAID selection 
Array roaming 
Online RAID level migration 
Online RAID Strip Size Migration 
Array Management Support 
Audible alarm, Pager and Fax, E-mail Notification 

 

 

 

 
Click images for larger versions.  

FEATURES & BENEFITS 
 
APPLICATIONS: 
- On-Line Mission Critical Database Server 
Storage 
- Disk-to-Disk Backup/Replication 
- Disk-to-Disk-to-Tape Backup Staging 
- ILM (information lifecycle management) 
and HSM Data Migration 
- RIS (Reference Information Storage), 
also known as CAS (Content Addressed 
Storage) and FCS (Fixed Content Storage) 
- Storage units for NAS or iSCSI behind 
the NAS/iSCSI 
gateway/switch/head/concentrator  
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FEATURES  Dual Fibre Hosts for Server Fail-Over Clustering 
Support 
Modular/Cable-less design for backplane, power 
and controller 
OS Independent & Host Transparent. 
Intuitive / Self-Explaining User Interface for 
ease of use 
Fibre Channel bandwidth is 2GB/s 
up to 10KM cable length  

ADVANCED DATA 
GUARDIAN  

ADG - (Dual Parity RAID Scheme - RAID-6) with 
built-in 2 separate XOR engine for mission 
critical server storage, survives up to 2 disks 
failure at the same period of time.  

REMOTE TCP/IP  Built-in RJ-45 Ethernet Port 
Use any Web Browser for GUI Setup and 
Management 
Support SNMP traps & SNMP 2.0 MIBs with get and 
set commands, allowing it to be easily 
incorporated into existing enterprise 
management infrastructures 
(such as HP OpenView, etc)  

DIMENSIONS  5.25" (H) x 19" (W) x 20.75" (D) 
20kgs / 44.1lbs (without drives)  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount 
chassis, motherboard, processor, cooling 
equipment, memory and hard disk drive all 
assembled and included in one purchase.  
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Click to learn more about  

Microsoft® Storage Server 2003.  
   
 

 
   

   
"the most storage capacity you can get for your money" - "Storage 

Central", PC Magazine, 2005 
FEATURES: 

SPECIFICATIONS 
MODEL AberNAS 244 R2 
FORM FACTOR 2U, 19" Rackmount 
BASE CAPACITY 9 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

9 Terabytes 

MAX  RAID 1 
CAPACITY 

4.5 Terabytes 

MAX  RAID 10 
CAPACITY 

4.5 Terabytes 

MAX  RAID 5 
CAPACITY 

8.25 Terabytes 

MAX  RAID 6 
CAPACITY 

7.5 Terabytes 

MAX SINGLE  
ARRAY SIZE 

9 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 1GB Dual Channel DDR2  

533MHz SDRAM 
USB MODULE Added USB Drive for Recovery 

Purposes 
RAID ENVIRONMENT 12-port SATA II 3Gb/s RAID 

Controller 
HOT SWAP 12 Bays 
INCLUDED OS DRIVE 1 x 100GB SATA II 8MB Cache 

Internal fixed drives provide  
fail-over protection. 

INCLUDED DATA  
DISK DRIVES 

12 x 750GB SATA II 3Gb/s  
8MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 
RAILS Included 
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Click to learn more about  

Microsoft Storage Server 2003 R2  

 

   

SPECIFICATIONS 
MODEL AberNAS 245 
FORM FACTOR 2U, 19" Rackmount 
BASE CAPACITY 12 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

12 Terabytes 

MAX  RAID 1 
CAPACITY 

6 Terabytes 

MAX  RAID 10 
CAPACITY 

6 Terabytes 

MAX  RAID 5 
CAPACITY 

11 Terabytes 

MAX  RAID 6 
CAPACITY 

10 Terabytes 

MAX SINGLE  
ARRAY SIZE 

12 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 1GB Dual Channel DDR2  

533MHz SDRAM 
USB MODULE Added USB Drive for Recovery 

Purposes 
RAID ENVIRONMENT 12-port SATA II 3Gb/s RAID 

Controller 
HOT SWAP 12 Bays 
INCLUDED OS DRIVE 1 x 100GB SATA II 8MB Cache 

Internal fixed drives provide  
fail-over protection. 

INCLUDED DATA  
DISK DRIVES 

12 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 
RAILS Included 
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SPECIFICATIONS 
MODEL AberNAS 285 ( 
FORM FACTOR 2U, 19" Rackmount 
BASE CAPACITY 12 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

12 Terabytes 

MAX  RAID 1 
CAPACITY 

6 Terabytes 

MAX  RAID 10 
CAPACITY 

6 Terabytes 

MAX  RAID 5 
CAPACITY 

11 Terabytes 

MAX  RAID 6 
CAPACITY 

10 Terabytes 

MAX SINGLE  
ARRAY SIZE 

12 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 2GB Dual Channel DDR2 SDRAM 

(Low Latency) 
RAID ENVIRONMENT 12-port PCI-E SATA II 3Gb/s RAID 

Controller 
HOT SWAP 12 Bays 
INCLUDED OS 1 x Disc-On-Module (DOM) 
INCLUDED DATA  
DISK DRIVES 

12 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 460W Dual Hot Swap REDUNDANT 
RAILS Included 
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SPECIFICATIONS 
MODEL AberNAS 375 
FORM FACTOR 3U, 19" Rackmount 
BASE CAPACITY 16 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

16 Terabytes 

MAX  RAID 1 
CAPACITY 

8 Terabytes 

MAX  RAID 10 
CAPACITY 

8 Terabytes 

MAX  RAID 5 
CAPACITY 

15 Terabytes 

MAX  RAID 6 
CAPACITY 

14 Terabytes 

MAX SINGLE  
ARRAY SIZE 

16 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 2GB Dual Channel DDR2 SDRAM 

(Low Latency) 
RAID ENVIRONMENT 16-port PCI-E SATA II 3Gb/s RAID 

Controller 
HOT SWAP 16 Bays 
INCLUDED OS 1 x Disc-On-Module (DOM) 
INCLUDED DATA  
DISK DRIVES 

16 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 560W Dual Hot Swap REDUNDANT 
RAILS Included 

 



Authorized Federal Supply Service       Information Technology Schedule Price List                          Aberdeen LLC           

  

 -  I-250  - 

 

 

 

 

 

 

  SPECIFICATIONS 
MODEL AberNAS 575 
FORM FACTOR 5U, 19" Rackmount 
BASE CAPACITY 24 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

24 Terabytes 

MAX  RAID 1 
CAPACITY 

12 Terabytes 

MAX  RAID 10 
CAPACITY 

12 Terabytes 

MAX  RAID 5 
CAPACITY 

23 Terabytes 

MAX  RAID 6 
CAPACITY 

22 Terabytes 

MAX SINGLE  
ARRAY SIZE 

24 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 2GB Dual Channel DDR2 SDRAM 

(Low Latency) 
RAID ENVIRONMENT 24-port PCI-E SATA II 3Gb/s RAID 

Controller 
HOT SWAP 24 Bays 
INCLUDED OS 1 x Disc-On-Module (DOM) 
INCLUDED DATA  
DISK DRIVES 

24 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 950W 3+1 REDUNDANT 
RAILS Included 
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SPECIFICATIONS 

MODEL AberNAS 675 
FORM FACTOR 6U, 19" Rackmount 
BASE CAPACITY 32 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

32 Terabytes 

MAX  RAID 1 
CAPACITY 

16 Terabytes 

MAX  RAID 10 
CAPACITY 

16 Terabytes 

MAX  RAID 5 
CAPACITY 

30 Terabytes 

MAX  RAID 6 
CAPACITY 

28 Terabytes 

MAX SINGLE  
ARRAY SIZE 

32 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 2GB Dual Channel DDR2 SDRAM 

(Low Latency) 
RAID ENVIRONMENT 2 x 16-port PCI-E SATA II 3Gb/s 

RAID Controller 
HOT SWAP 32 Bays 
INCLUDED OS 1 x Disc-On-Module (DOM) 
INCLUDED DATA  
DISK DRIVES 

32 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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SPECIFICATIONS 
MODEL AberNAS 875 
FORM FACTOR 8U, 19" Rackmount 
BASE CAPACITY 40 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

40 Terabytes 

MAX  RAID 1 
CAPACITY 

20 Terabytes 

MAX  RAID 10 
CAPACITY 

20 Terabytes 

MAX  RAID 5 
CAPACITY 

38 Terabytes 

MAX  RAID 6 
CAPACITY 

36 Terabytes 

MAX SINGLE  
ARRAY SIZE 

40 Terabytes 

OPERATING SYSTEM Enterprise-Class Linux-based NAS  
PROCESSOR Dual-Core Intel Xeon 2.13GHz  

at 1066MHz Front Side Bus 
MEMORY 2GB Dual Channel DDR2 SDRAM 

(Low Latency) 
RAID ENVIRONMENT 24-port & 16-port PCI-E SATA II 

3Gb/s RAID Controller 
HOT SWAP 40 Bays 
INCLUDED OS 1 x Disc-On-Module (DOM) 
INCLUDED DATA  
DISK DRIVES 

40 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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Click to learn more about  

Microsoft Storage Server 2003 R2  

 

   

SPECIFICATIONS 
MODEL AberNAS 815 R2 
FORM FACTOR 8U, 19" Rackmount 
BASE CAPACITY 40 Terabytes 
PROTOCOL SUPPORT CIFS, NFS, NCP, HTTP and FTP 
MAX  RAID 0 
CAPACITY 

40 Terabytes 

MAX  RAID 1 
CAPACITY 

20 Terabytes 

MAX  RAID 10 
CAPACITY 

20 Terabytes 

MAX  RAID 5 
CAPACITY 

38 Terabytes 

MAX  RAID 6 
CAPACITY 

36 Terabytes 

MAX SINGLE  
ARRAY SIZE 

40 Terabytes 

OPERATING SYSTEM Windows® Storage Server 2003 R2 
PROCESSORS Dual Intel Xeon 5335 at 1333MHz 

FSB Quad-Core w/8MB Cache 
MEMORY 2GB Fully Buffered ECC 667MHz 

DDR2 SDRAM 
DVD-ROM Slim DVD for Recovery Purposes 
RAID ENVIRONMENT 24-port & 16-port SATA II 3Gb/s 

RAID Controllers 
HOT SWAP 32 Bays 
INCLUDED OS DRIVE 2 x 80GB High Duty Cycle  

24x7 Rated ATA w/8MB Cache 
INCLUDED DATA  
DISK DRIVES 

40 x 1000GB (1TB) SATA II 3Gb/s 
32MB Cache 

ETHERNET Dual Intel Gigabit controller 
2 x 10/100/1000 ports 

ETHERNET LOAD 
BALANCING 

Load Balancing, Teaming and 
Failover 

POWER SUPPLY 1350W 3+1 REDUNDANT 
RAILS Included 
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STIRLING 107T - 1U RACKMOUNT SERVER  
  
MANUFACTURER 
PART# 

STIRLING 107T 
BLACK RACK 

ABERDEEN 
PART# MB1294 

PROCESSOR Single LGA775 ZIF Socket 
Quad-Core Intel® Xeon® 3300/3200 
series 
Dual-Core Intel® Xeon® E3100/3000 
series 
Intel® Core™2 Quad Q9000/Q6000 
series 
Intel® Core™2 Duo E8000/E6000 
series 
Intel® Pentium® dual-core E2000 
series 
Intel® Celeron® 400 series  

CHIPSET Intel 3210 (Bigby) chipset 
ICH9R + PXH + Intel® 82573V + 
Intel® 82573L 
1333 / 1066 / 800 MHz system bus 

CACHE MEMORY 2MB / 4MB / 6MB / 8MB / 12MB (built 
into processor) 

SYSTEM MEMORY Four 240-pin DIMM sockets 
Supports up to 8 GB DDR2 800/667MHz 
ECC (unbuffered) or non-ECC memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O Winbond 83627DHG chip 
One EIDE channel supports up to two 
UDMA IDE devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, 
and ATA/100 
White Connector for Compact Flash 
(CF) card only 
Floppy controller header 
2 x Front USB 2.0 ports 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port 
1 x Header 
1x ECP / EEP Parallel Header  

ON BOARD VIDEOOn-board ATI ES1000 32MB graphics  
ON BOARD LAN 2 x Single-port Gigabit PCI-Express 

Ethernet Controllers 
Intel® 82573V PCIE + Intel® 82573L 
PCIE  

ON BOARD SATA Intel® ICH9R SATA2 controller 
Six Serial ATA ports (3 Gbps 
performance) 
RAID 0, 1, 5, 10 support (Windows 
Only) 
RAID 0, 1, 10 support (Linux) 
4x 3.5" SATA Hot Swap drive bays  
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STIRLING 129 - 1U  RACKMOUNT SERVER  
  
MANUFACTURER 
PART# 

Stirling 129 
 
BLACK RACK 

ABERDEEN 
PART# 

MB1293 (Redundant) 
MB1295 (Single PS) 

PROCESSOR Dual 771-pin LGA Sockets 
Supports Dual Intel® 64-bit 
Xeon®processor(s) of the same type: 
Quad-Core Intel® Xeon®Processor 
5400/5300 sequence 
(Harpertown/Clovertown processor) 
up to 3.2GHz 
Dual-Core Intel® Xeon®Processor 
5200/5100 sequence 
(Wolfdale/Woodcrest processor) up to 
3.4GHz  

CHIPSET Intel® 5400 (Seaburg) chipset  
1600 / 1333 / 1066 MHz FSB 

SYSTEM MEMORY Eight 240-pin DIMM sockets 
Supports up to 64 GB 800 / 667 / 
533MHz DDR2 ECC FB-DIMM memory 
512 MB, 1GB, 2GB, 4GB, 8GB 
1.8 V or 1.5 V Memory 
Memory Sparing supported  
Dual branch memory bus 
Memory must be populated four at a time. 
1600FSB processor required for DDR2 800 
memory  

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial 
ports 
2 x USB ports (2xRear + 2xInternal 
Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SATA Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 
10 support 
SATA Subsystem 
8 hot-swap SATA drive bays 
SATA backplane provides power, bus 
termination  

ON BOARD LAN Intel 82575 Dual Port Gigabit controller 
2 x 10/100/1000 ports 
Intel® I/OAT support for fast, 
scaleable, and reliable networking  

ON BOARD VGA ATI ES1000 controller 32 MB of video 
memory PCI graphic controller  

PCI EXPRESS GEN
2 

Serial I/O technology provides a direct 
connection between the MCH chipset 
and PCI Express component/adapters 
with bandwidth up to 48 GB/s on each 
PCI Express gen 2 x8 interface. PCI 
Express offers higher bandwidth, lower
latency and fewer I/O bottlenecks 
than PCI-X.  

  

  

 

Includes Slim DVD-DVD (floppy optional) 
Includes rails for mounting  
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STIRLING 144 - 1U  RACKMOUNT SERVER 

      
MANUFACTURER 
PART# 

Stirling 144 

BLACK RACK 
ABERDEEN 
PART# MB6227 

PROCESSOR Quad Socket 771 
Quad-Core and Dual-Core Intel® 
Xeon® MP processors 
7300/7200 sequence 
(Tigerton) 
with 50W / 80W / 130W processor 
support 
2 x 2M / 2 x 3M / 2 x 4M 
Shared L2 Cache 

CHIPSET Intel® 7300 (Clarksboro) chipset  
1066 MT/s FSB 

SYSTEM MEMORY 24 x 240-pin DIMM sockets 
Supports up to 192 GB 667 / 533MHz 
DDR2 ECC FB-DIMM memory 
Dual branch memory bus 
Memory must be populated four at a time. 

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible 
serial ports 
2 x USB ports (2xRear + 2xInternal 
Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD IDE Single EIDE channel supports up to 
two UDMA IDE devices (IDE-M, IDE-S)
including CF(Compact Flash) Card  
Compact Flash (40-pin connector, IDE 
1, single channel) slot  
Supports UDMA Mode 5, PIO Mode 4, 
and ATA/100 

ON BOARD LAN Dual Gigabit LAN Ports (Intel 82575EB) 2 
x 10/100/1000 ports  

ON BOARD SATA SAS/SATA Subsystem 
3x Hot-swappable SATA Drives w/ SGPIO 
SATA backplane provides power, bus 
termination  

PCI EXPRESS PCI Express Graphics Provides Over 
3.5X More Bandwidth than Previous 
AGP8X Graphics Solutions 
Concurrent bandwidth sends signals 
in and out simultaneously, resulting 
in ultra-smooth high definition video. 
With 500 MB/s concurrent data 
transfer, PCI Express* I/O products 
like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical 
bandwidth compared to PCI at 133 
MB/s.  

  

  

 

 
Click image for larger versions.  

Includes 1 x slim DVD-ROM drive 
Includes Rails and Telco 
accessories for mounting  
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STIRLING 244 - 2U RACKMOUNT SERVER  
      
MANUFACTURER 
PART# 

Stirling 244 
BLACK RACK 

ABERDEEN 
PART# MB6228 

PROCESSOR Quad Socket 771 
Quad-Core and Dual-Core Intel® 
Xeon® MP processors 
7300/7200 sequence 
(Tigerton) 
with 50W / 80W / 130W processor 
support 
2 x 2M / 2 x 3M / 2 x 4M 
Shared L2 Cache 

CHIPSET Intel® 7300 (Clarksboro) chipset  
1066 MT/s FSB 

SYSTEM MEMORY 24 x 240-pin DIMM sockets 
Supports up to 192 GB 667 / 533MHz 
DDR2 ECC FB-DIMM memory 
Dual branch memory bus 
Memory must be populated four at a time. 

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible 
serial ports 
2 x USB ports (2xRear + 2xInternal 
Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SAS LSI 1068E SAS Controller 
Host RAID 0, 1, & 10 support 
SAS/SATA Subsystem 
5x Hot-swappable SAS/SATA Drives w/ 
SGPIO 
SAS backplane provides power, bus 
termination  

ON BOARD LAN Dual Gigabit LAN Ports (Intel 82575EB) 
2 x 10/100/1000 ports  

ON BOARD VGA ATI ES1000 32MB Graphics  
PCI EXPRESS PCI Express Graphics Provides Over 

3.5X More Bandwidth than Previous 
AGP8X Graphics Solutions 
Concurrent bandwidth sends signals 
in and out simultaneously, resulting 
in ultra-smooth high definition video. 
With 500 MB/s concurrent data 
transfer, PCI Express* I/O products 
like Gigabit LAN devices also enjoy 
over 3.5 times more theoretical 
bandwidth compared to PCI at 133 
MB/s. 

 

 
Click image for larger versions.  

Includes Slim CD-DVD (floppy optional) 
Includes rails for mounting  
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STIRLING 429 - 4U RACKMOUNT/TOWER SERVER  

  
MANUFACTURER 
PART# 

Stirling 429 
BLACK RACK 

ABERDEEN PART# MB1288 
PROCESSOR Dual 771-pin LGA Sockets 

Supports Dual Intel® 64-bit 
Xeon®processor(s) of the same type: 
Quad-Core Intel® Xeon®Processor 
5400/5300 sequence 
(Harpertown/Clovertown processor) up to 
3.2GHz 
Dual-Core Intel® Xeon®Processor 
5200/5100 sequence (Wolfdale/Woodcrest 
processor) up to 3.4GHz 

CHIPSET Intel® 5400 (Seaburg) chipset  
1600 / 1333 / 1066 MHz FSB 

SYSTEM MEMORY Sixteen 240-pin DIMM sockets 
Supports up to 128 GB 800 / 667 / 533MHz 
DDR2 ECC FB-DIMM memory 
512 MB, 1GB, 2GB, 4GB, 8GB 
1.8 V or 1.5 V Memory 
Memory Sparing supported  
Dual branch memory bus 
Memory must be populated four at a time. 
1600FSB processor required for DDR2 800 memory

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 3xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SATA Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 
support 
SATA Subsystem 
8 hot-swap SATA drive bays 
SATA backplane provides power, bus 
termination  
Integrated controller supports six (6) drives only, 
for eight drive RAID use please make sure to select
an additional RAID controller.  

ON BOARD LAN Intel 82575 Dual Port Gigabit controller 
2 x 10/100/1000 ports 
Intel® I/OAT support for fast, scaleable, and 
reliable networking  

ON BOARD VGA ATI ES1000 controller 32 MB of video 
memory PCI graphic controller  

PCI EXPRESS GEN 2Serial I/O technology provides a direct 
connection between the MCH chipset and PCI 
Express component/adapters with bandwidth 
up to 48 GB/s on each PCI Express gen 2 x8 
interface. PCI Express offers higher 
bandwidth, lower latency and fewer I/O 
bottlenecks than PCI-X.  

  

  

  

 

 
Click image for larger version.  

Includes 1 x 3.5" floppy drive  
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STIRLING 55T – 1U RACKMOUNT SERVER  
  
MANUFACTURER 
PART# 

SYS-5015B-MRB 
BLACK RACK 

ABERDEEN 
PART# MB1291 

PROCESSOR Single LGA775 ZIF Socket 
Quad-Core Intel® Xeon® 3300/3200 
series 
Dual-Core Intel® Xeon® E3100/3000 
series 
Intel® Core™2 Quad Q9000/Q6000 
series 
Intel® Core™2 Duo E8000/E6000 
series 
Intel® Pentium® dual-core E2000 
series 
Intel® Celeron® 400 series  

CHIPSET Intel 3210 (Bigby) chipset 
ICH9R + PXH + Intel® 82573V + 
Intel® 82573L 
1333 / 1066 / 800 MHz system bus 

CACHE MEMORY 2MB / 4MB / 6MB / 8MB / 12MB (built 
into processor) 

SYSTEM MEMORY Four 240-pin DIMM sockets 
Supports up to 8 GB DDR2 800/667MHz 
ECC (unbuffered) or non-ECC memory 
Dual channel memory bus 
Memory must be populated in pairs  

ON BOARD I/O Winbond 83627DHG chip 
One EIDE channel supports up to two 
UDMA IDE devices 
IDE Master / Slave 2 ports 
Supports UDMA Mode 5, PIO Mode 4, 
and ATA/100 
White Connector for Compact Flash 
(CF) card only 
Floppy controller header 
2 x Front USB 2.0 ports 
2 x Rear USB 2.0 ports 
PS/2 keyboard and mouse ports 
1 x Fast UART 16550 serial port 
1 x Header 
1x ECP / EEP Parallel Header  

ON BOARD VIDEOOn-board ATI ES1000 32MB graphics  
ON BOARD LAN 2 x Single-port Gigabit PCI-Express 

Ethernet Controllers 
Intel® 82573V PCIE + Intel® 82573L 
PCIE  

SATA SUBSYSTEMIntel® ICH9R SATA2 controller 
Six Serial ATA ports (3 Gbps 
performance) 
RAID 0, 1, 5, 10 support (Windows 
Only) 
RAID 0, 1, 10 support (Linux) 
1x 3.5" internal SATA drive bay  

 

 
Click image for larger version.  
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STIRLING W414 WORKSTATION/SERVER  

  
MANUFACTURER 
PART# 

Stirling W414 
BLACK RACK 

ABERDEEN PART# MB1278 
PROCESSOR Dual 771-pin LGA Sockets 

Supports Dual Intel® 64-bit 
Xeon®processor(s) of the same type: 
Quad-Core Intel® Xeon®Processor 
5400/5300 sequence 
(Harpertown/Clovertown processor) up to 
3.2GHz 
Dual-Core Intel® Xeon®Processor 
5200/5100 sequence (Wolfdale/Woodcrest 
processor) up to 3.4GHz 

CHIPSET Intel® 5400 (Seaburg) chipset 
Intel® ICH9R + PXH-V  
1600 / 1333 / 1066 MHz FSB 

SYSTEM MEMORY Eight 240-pin DIMM sockets 
Supports up to 64 GB 800 / 667 / 533MHz 
DDR2 ECC FB-DIMM memory 
512 MB, 1GB, 2GB, 4GB, 8GB 
1.8 V or 1.5 V Memory 
Memory Sparing supported  
Dual branch memory bus 
Memory must be populated two at a time. 
1600FSB processor required for DDR2 800 memory

ON BOARD I/O 1 x Floppy Controller 
2 x Fast UART 16550 compatible serial ports 
2 x USB ports (2xRear + 3xInternal Headers) 
PS/2 keyboard and mouse ports 
Parallel Port  

ON BOARD SATA Intel ESB2 SATA2 Controller - RAID 0, 1, 5, 10 
support 
SATA Subsystem 
8 hot-swap SATA drive bays 
SATA backplane provides power, bus 
termination  
Integrated controller supports six (6) drives only, 
for eight drive RAID use please make sure to select
an additional RAID controller.  

ON BOARD LAN Intel 82575EB Dual Port Gigabit controller 
2 x 10/100/1000 ports 
Intel® I/OAT support for fast, scaleable, and 
reliable networking  

ON BOARD AUDIO 
& VGA 

High Definition 7.1 Channel Audio 
ATI ES1000 controller 32 MB  

PCI EXPRESS GEN 2Serial I/O technology provides a direct 
connection between the MCH chipset and PCI 
Express component/adapters with bandwidth 
up to 48 GB/s on each PCI Express gen 2 x8 
interface. PCI Express offers higher 
bandwidth, lower latency and fewer I/O 
bottlenecks than PCI-X.  
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Incomparable 
The massive Aberdeen Stirling X840 storage 
backup server, dubbed the "Teralith" can provide 
up to 40TB of true SATA II 3Gb/s pure single 
array storage.  

With the continued storage file explosion and the need 
for high-volume access such as digital video editing 
and real-time streaming media, the "Teralith" was 
developed to change the dynamics of the storage 
server framework.  

The custom configurable "Stirling X840" rackmount 
server features the Multi-Core Intel® Xeon® 
processors utilizing the Intel 5000P (Blackford) 
chipset. Configurable as a Dual-Core (Dempsey) 5000 
Series processor, offering a new low price point, lower 
power consumption or the higher performance 
(Woodcrest) 5100 Series processors. The performance 
optimized Quad-Core Intel® Xeon® (Clovertown) 
processor 5300 series, based on the new Intel Core 
Microarchitecture, yields another 40% more 
performance in the same server platform and will only 
consume a maximum of 65 watts.  

New advancements and features to the Quad-Core 
Intel Xeon Processor include; 65nm fabrication, 2MB 
L2 cache per core, up to 1333 MHz FSB system, and 
lower power consumption to the storage server 
market. By utilizing the 3Gb/s SATA II disk drives this 
Stirling storage server can provide 800MB/S 
internal transfer speeds via the best RAID 
controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
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Incomparable 
The original world famous revolutionary all 
inclusive "Backup Monster" storage server can't 
be beat.  

This storage server with up to 8 terabytes, is suited 
to fill the need of IT Managers seeking a beefy backup 
storage solution and the production and content 
creation communities in need of high-volume storage 
access for digital video editing and real-time 
streaming media. 

The custom configurable Stonehaven X30 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset.  This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this Stonehaven storage server can provide 
800MB/S internal transfer speeds via the best 
RAID controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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Incomparable 
The Stonehaven X318 is an ultra-dense version of 
the original revolutionary "Backup Monster" 
storage server.  

This storage server with up to 16 terabytes, is 
suited to fill the need of IT Managers seeking a beefy 
backup storage solution and the production and 
content creation communities in need of high-volume 
storage access for digital video editing and real-time 
streaming media nearline storage. 

The custom configurable Stonehaven X318 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset.  This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this Stonehaven storage server can provide 
800MB/S internal transfer speeds via the best 
RAID controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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Incomparable 
The all-inclusive Aberdeen Stonehaven X418 
storage server, dubbed the "TeraBuster" can 
provide up to 16 terabytes of storage in a single 
array.  

This storage server is suited to fill the need of IT 
Managers seeking a beefy backup storage solution and
the production and content creation communities in 
need of high-volume storage access for digital video 
editing and real-time streaming media. 

The custom configurable Stonehaven X418 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset.  This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this Stonehaven storage server can provide 
800MB/S internal transfer speeds via the best 
RAID controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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Incomparable 
The all-inclusive Aberdeen Stonehaven X526 
shared media storage server, dubbed 
the "TeraStorus" can provide up to 24 terabytes of 
storage in a single array.  

This shared media storage server is suited to fill the 
need of IT Managers seeking a beefy backup storage 
solution and the production and content creation 
communities in need of high-volume storage access 
for digital video editing and shared media storage. 

The custom configurable Stonehaven X526 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset. This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this Stonehaven storage server can provide 
800MB/S internal transfer speeds via the best 
RAID controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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Incomparable 
The massive Aberdeen Stonehaven X633 storage 
server, dubbed the "Terazilla" can provide up to  
32 terabytes of storage.  

This storage server with up to 32 terabytes, is 
suited to fill the need of IT Managers seeking a beefy 
backup storage solution and the post production and 
content creation communities in need of high-volume 
storage access for digital video editing and real-time 
streaming media. 

The custom configurable Stonehaven X633 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset.  This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this storage server can provide 800MB/S 
internal transfer speeds via the best RAID 
controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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Incomparable 
The massive Aberdeen Stonehaven X840 storage 
server, dubbed the "Teralith" can provide up to  
40 terabytes of storage.  

This storage server with up to 40 terabytes, is 
suited to fill the need of IT Managers seeking a beefy 
backup storage solution and the post production and 
content creation communities in need of high-volume 
storage access for digital video editing and real-time 
streaming media. 

The custom configurable Stonehaven X840 rackmount 
server features the AMD Opteron Quad-Core ready 
nVidia nForce chipset.  This storage server features 
AMD's next generation Opteron™ Rev F 2000 series 
processors. As a quad-core ready Opteron server the 
Stonehaven can be configured with dual-core 
processors and the quad-core Opterons.  

Features to the AMD Opteron processors include; 
90nm fabrication, 1MB L2 cache per core, 64-bit 
computing, 1000MHz Hypertransport, and lower power
consumption. By utilizing the 3Gb/s SATA II disk 
drives this storage server can provide 800MB/S 
internal transfer speeds via the best RAID 
controller on the market without RAID array 
limitations. This is a vast improvement over the 
archaic IDE disk drives and the over-priced SCSI 
drives. 
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ABERDEEN XDAS 1003F/SA - 3U/16TB 

FIBRE-to-SAS/SATA RAID SCALABLE STORAGE SOLUTION  

RAID 

• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, and 

NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks to 
continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Heavy duty 3U enclosure  
• Single- (G1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  

Host Interface 

• Four (4) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Management 

• COM1 serial port for local access to firmware-
embedded utility  

• COM2 for UPS connection  
• GUI, Telnet, and SSH system monitoring via Ethernet  
• Browser-based or Java-based RAIDWatch manager 

softwar 

 

 
 
 
FEATURES  
S16F-G1430 

• Active RAID controller 
configuration  

• Fault-tolerant enclosure design  
• Fifth-generation ASIC400 RAID 

engine  
• Two (2) 4G FC host channels per 

controller  
• Four (4) host ports per controller 

with onboard hub  
• SAS or SATA II disk drives in the 

sixteen (16) drive bays  
• Hardware RAID5 and RAID6  
• SAS 4x wide links (SFP-8470) to 

expansion enclosures  
• S.M.A.R.T. and NCQ support  
• Supports expansion (1 RAID + 4 

JBODs) 
XDAS 1003J 16TB JBOD 
XDAS 703J 12TB JBOD  

• Intelligent load-balancing 
internally and externally between 
host links  

• Embedded, browser-based 
RAIDWatch management tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel interface for 
high-speed data transfer. It is fully 
compatible with cost- effective SATA II 
hard drives to offer tremendous storage 
capacity. Enterprise-class SAS drives are 
also supported for high performance and 
availability. The storage capacity can be 
further expanded by connecting the SAS 
4x wide port to expansion enclosures. 
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ABERDEEN XDAS 1003J - 3U/16TB 
JBOD SAS/SATA SGL CONTROLLER RAID EXPANSION  

      

JBOD Characteristics 
• Single controller (S16S-J1000-S)  
• 2 SAS 4x wide ports per controller 

(SFF-8470)  
• Separate SAS domains to dual-ported  

SAS drives  
• 2 PSUs  
• 2 cooling modules  
• Diagnostic LED panel  

Drive Interface 
• SAS or SATA  
• SAS-to-SATA MUX kit for access from 

dual-controller RAID  
• 16 drive trays 

   
Maximum Connection 

• 2: to dual-controller RAID  
• 4: to single-controller RAID  

Requirements 
• AC Input: 100 ~ 240VAC with PFC  
• DC Output: 

12V-32A 
5V-32A 
3.3V-30A  

• Relative Humidity:  
5% to 95% non-condensing  

• Operating Temperature: 
0º to 40ºC 
    

  
  

 

   
3U 16-bay DAS w/16 x 

1TB SATA II Hard Drives  

for use with..  
XDAS 1003FSA  

XDAS 703FSA  

XDAS 503FSA  

(up to (4) JBOD per Single 
Controller XDAS) 
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ABERDEEN XDAS 1023F/SA - 3U/16TB 
FIBRE-to-SAS/SATA REDUNDANT CONTROLLER RAID 

STORAGE SOLUTION  
      

RAID 

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, and 

NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks to 
continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• Heavy duty 3U enclosure  
• Dual- (R1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  
• Li-Ion, life expectancy-aware battery backup unit 

(BBU)  
Host Interface 

• Eight (8) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Management 

• COM1 serial port for local access to firmware-
embedded utility  

 

 
FEATURES  
S16F-R1430 

• Dual-active RAID controller 
configurations  

• Fault-tolerant enclosure design  
• Fifth-generation ASIC400 RAID 

engine  
• Two (2) 4G FC host channels per 

controller  
• Four (4) host ports per controller 

with onboard hub  
• SAS or SATA II disk drives in the 

sixteen (16) drive bays  
• Hardware RAID5 and RAID6  
• SAS 4x wide links (SFP-8470) to 

expansion enclosures  
• S.M.A.R.T. and NCQ support  
• Supports expansion (1 RAID + 3 

JBODs) 
XDAS 1023J 16TB JBOD 
XDAS 723J 12TB JBOD  

• Intelligent load-balancing 
internally and externally between 
host links  

• Embedded, browser-based 
RAIDWatch management tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel interface for 
high-speed data transfer. It is fully 
compatible with cost- effective SATA II 
hard drives to offer tremendous storage 
capacity. Enterprise-class SAS drives are 
also supported for high performance and 
availability. The storage capacity can be 
further expanded by connecting the SAS 
4x wide port to expansion enclosures. 
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• COM2 for UPS connection  
  

ABERDEEN XDAS 1023J - 3U/16TB 
JBOD SAS/SATA RDT CONTROLLER RAID EXPANSION  

     

JBOD Characteristics 
• Redundant controller (S16S-J1000-R)  
• 2 SAS 4x wide ports per controller 

(SFF-8470)  
• Separate SAS domains to dual-ported  

SAS drives  
• 2 PSUs  
• 2 cooling modules  
• Diagnostic LED panel  

Drive Interface 
• SAS or SATA  
• SAS-to-SATA MUX kit for access from 

dual-controller RAID  
• 16 drive trays 

   
Maximum Connection 

• 2: to dual-controller RAID  
• 4: to single-controller RAID  

Requirements 
• AC Input: 100 ~ 240VAC with PFC  
• DC Output: 

12V-32A 
5V-32A 
3.3V-30A  

• Relative Humidity:  
5% to 95% non-condensing  

• Operating Temperature: 
0º to 40ºC 
    

  

  

 

Click images for larger versions.  

   

3U 16-bay DAS w/16 x 
1TB SATA II Hard Drives  

for use with..  

XDAS 1023FSA  

XDAS 723FSA  

XDAS 523FSA  

(up to (3) JBOD per 
Redundant Controller XDAS) 
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ABERDEEN XDAS 503F/SA - 3U/8TB 
FIBRE-to-SAS/SATA RAID SCALABLE STORAGE SOLUTION  

      

RAID 

• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, and 

NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks to 
continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Heavy duty 3U enclosure  
• Single- (G1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  

Host Interface 

• Four (4) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Management 

• COM1 serial port for local access to firmware-
embedded utility  

• COM2 for UPS connection  
• GUI, Telnet, and SSH system monitoring via Ethernet  
• Browser-based or Java-based RAIDWatch software  

 

 
 
FEATURES  
S16F-G1430 

• Active RAID controller 
configuration  

• Fault-tolerant enclosure design  
• Fifth-generation ASIC400 RAID 

engine  
• Two (2) 4G FC host channels per 

controller  
• Four (4) host ports per controller 

with onboard hub  
• SAS or SATA II disk drives in the 

sixteen (16) drive bays  
• Hardware RAID5 and RAID6  
• SAS 4x wide links (SFP-8470) to 

expansion enclosures  
• S.M.A.R.T. and NCQ support  
• Supports expansion (1 RAID + 4 

JBODs) 
XDAS 1003J 16TB JBOD 
XDAS 703J 12TB JBOD  

• Intelligent load-balancing 
internally and externally between 
host links  

• Embedded, browser-based 
RAIDWatch management tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel interface for 
high-speed data transfer. It is fully 
compatible with cost- effective SATA II 
hard drives to offer tremendous storage 
capacity. Enterprise-class SAS drives are 
also supported for high performance and 
availability. The storage capacity can be 
further expanded by connecting the SAS 
4x wide port to expansion enclosures. 
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ABERDEEN XDAS 523F/SA - 3U/8TB 
FIBRE-to-SAS/SATA REDUNDANT CONTROLLER RAID 

STORAGE SOLUTION  
      

RAID 

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, 

and NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks 
to continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• Heavy duty 3U enclosure  
• Dual- (R1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  
• Li-Ion, life expectancy-aware battery backup unit 

(BBU)  
Host Interface 

• Eight (8) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive   

  

  
  

 

FEATURES  
S16F-R1430 

• Dual-active RAID controller 
configurations  

• Fault-tolerant enclosure 
design  

• Fifth-generation ASIC400 
RAID engine  

• Two (2) 4G FC host 
channels per controller  

• Four (4) host ports per 
controller with onboard hub 

• SAS or SATA II disk drives 
in the sixteen (16) drive 
bays  

• Hardware RAID5 and RAID6
• SAS 4x wide links (SFP-

8470) to expansion 
enclosures  

• S.M.A.R.T. and NCQ 
support  

• Supports expansion (1 
RAID + 3 JBODs) 
XDAS 1023J 16TB JBOD 
XDAS 723J 12TB JBOD  

• Intelligent load-balancing 
internally and externally 
between host links  

• Embedded, browser-based 
RAIDWatch management 
tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel 
interface for high-speed data 
transfer. It is fully compatible with 
cost- effective SATA II hard drives to
offer tremendous storage capacity.  
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ABERDEEN XDAS 703F/SA - 3U/12TB 
FIBRE-to-SAS/SATA RAID SCALABLE STORAGE SOLUTION  

      

RAID 

• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, and 

NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks to 
continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Heavy duty 3U enclosure  
• Single- (G1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  

Host Interface 

• Four (4) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Management 

• COM1 serial port for local access to firmware-
embedded utility  

• COM2 for UPS connection  
• GUI, Telnet, and SSH system monitoring via Ethernet  
• Browser-based or Java-based RAIDWatch manager 

software  

 

 
 
FEATURES  
S16F-G1430 

• Active RAID controller 
configuration  

• Fault-tolerant enclosure design  
• Fifth-generation ASIC400 RAID 

engine  
• Two (2) 4G FC host channels per 

controller  
• Four (4) host ports per controller 

with onboard hub  
• SAS or SATA II disk drives in the 

sixteen (16) drive bays  
• Hardware RAID5 and RAID6  
• SAS 4x wide links (SFP-8470) to 

expansion enclosures  
• S.M.A.R.T. and NCQ support  
• Supports expansion (1 RAID + 4 

JBODs) 
XDAS 1003J 16TB JBOD 
XDAS 703J 12TB JBOD  

• Intelligent load-balancing 
internally and externally between 
host links  

• Embedded, browser-based 
RAIDWatch management tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel interface for 
high-speed data transfer. It is fully 
compatible with cost- effective SATA II 
hard drives to offer tremendous storage 
capacity. Enterprise-class SAS drives are 
also supported for high performance and 
availability. The storage capacity can be 
further expanded by connecting the SAS 
4x wide port to expansion enclosures. 
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ABERDEEN XDAS 703J - 3U/12TB 
JBOD SAS/SATA SGL CONTROLLER RAID EXPANSION  

     

JBOD Characteristics 
• Single controller (S16S-J1000-S)  
• 2 SAS 4x wide ports per controller 

(SFF-8470)  
• Separate SAS domains to dual-ported  

SAS drives  
• 2 PSUs  
• 2 cooling modules  
• Diagnostic LED panel  

Drive Interface 
• SAS or SATA  
• SAS-to-SATA MUX kit for access from 

dual-controller RAID  
• 16 drive trays 

   
Maximum Connection 

• 2: to dual-controller RAID  
• 4: to single-controller RAID  

Requirements 
• AC Input: 100 ~ 240VAC with PFC  
• DC Output: 

12V-32A 
5V-32A 
3.3V-30A  

• Relative Humidity:  
5% to 95% non-condensing  

• Operating Temperature: 
0º to 40ºC 
    

  

  

 

   

3U 16-bay DAS w/16 x 
750GB SATA II Hard 

Drives  

for use with..  

XDAS 1003FSA  

XDAS 703FSA  

XDAS 503FSA  

(up to (4) JBOD per Single 
Controller XDAS) 
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ABERDEEN XDAS 723F/SA - 3U/12TB 
FIBRE-to-SAS/SATA REDUNDANT CONTROLLER RAID 

STORAGE SOLUTION  
      

RAID 

• 800MHz PowerPC GL RISC CPU, 1MB L2  
• Hardware RAID parity computing  
• Hardware RAID5 & RAID6 parity computation  
• Supports RAID 0, 1 (0+1) , 3, 5, 6, 10, 30, 50, 60, and 

NRAID  
• RAID Migration  
• Configurable stripe size and write policy per array  
• Multiple Global, Dedicated, & Enclosure-specific hot-

spares  
• Intelligent Drive Handling:  

o In degraded mode: skips irreparable blocks to 
continue rebuild  

o In normal operation: data-block verification 
and repair  

System Components 
Redundant, hot-swappable components , designed for no 
single point of failure  

• Heavy duty 3U enclosure  
• Dual- (R1430) RAID and I/O management controller 

module  
• Fault-tolerant modules interfaced through a common 

backplane  
• High availability SAS domains to hard drives via 

expanders and port selectors  
• One (1) 512MB DDR DIMM module (default, supports 

up to 2GB in size)  
• Redundant, hot-swappable 530W power supply units  
• Redundant, dual-speed cooling modules  
• Sixteen (16), hot-swappable drive trays  
• Two (2) forearm handles  
• Li-Ion, life expectancy-aware battery backup unit 

(BBU)  
Host Interface 

• Eight (8) 4G FC  
• 4Gb/s via short-/long-wavelength LC-type SFP  
• Concurrent I/O commands  
• Tagged command queuing up to 1024 Max  
• command queue up to 1024  
• Fault-tolerant host links via onboard bypass  

Drive Interface 

• Sixteen (16) 3.0Gbps SAS, hot-swappable drive trays  
• Accommodates 1-inch pitch, 3.5-inch SAS or SATA-II 

disk drives  
• S.M.A.R.T. and NCQ support  
• Automatic bad-sector reassignment  
• Dedicated bandwidth to each connected drive  

Management 

• COM1 serial port for local access to firmware-

 

 
 
FEATURES  
S16F-R1430 

• Dual-active RAID controller 
configurations  

• Fault-tolerant enclosure design  
• Fifth-generation ASIC400 RAID 

engine  
• Two (2) 4G FC host channels per 

controller  
• Four (4) host ports per controller 

with onboard hub  
• SAS or SATA II disk drives in the 

sixteen (16) drive bays  
• Hardware RAID5 and RAID6  
• SAS 4x wide links (SFP-8470) to 

expansion enclosures  
• S.M.A.R.T. and NCQ support  
• Supports expansion (1 RAID + 3 

JBODs) 
XDAS 1023J 16TB JBOD 
XDAS 723J 12TB JBOD  

• Intelligent load-balancing 
internally and externally between 
host links  

• Embedded, browser-based 
RAIDWatch management tool  

• Windows Logo Certificated  
 

 
Fibre-to-SAS/SATA RAID Subsystem 
provides 4Gbps Fibre Channel interface for 
high-speed data transfer. It is fully 
compatible with cost- effective SATA II 
hard drives to offer tremendous storage 
capacity. Enterprise-class SAS drives are 
also supported for high performance and 
availability. The storage capacity can be 
further expanded by connecting the SAS 
4x wide port to expansion enclosures. 
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embedded utility  
• COM2 for UPS connection  

   

ABERDEEN XDAS 723J - 3U/12TB 
JBOD SAS/SATA RDT CONTROLLER RAID EXPANSION  

     

JBOD Characteristics 
• Redundant controller (S16S-J1000-R)  
• 2 SAS 4x wide ports per controller 

(SFF-8470)  
• Separate SAS domains to dual-ported  

SAS drives  
• 2 PSUs  
• 2 cooling modules  
• Diagnostic LED panel  

Drive Interface 
• SAS or SATA  
• SAS-to-SATA MUX kit for access from 

dual-controller RAID  
• 16 drive trays 

   
Maximum Connection 

• 2: to dual-controller RAID  
• 4: to single-controller RAID  

Requirements 
• AC Input: 100 ~ 240VAC with PFC  
• DC Output: 

12V-32A 
5V-32A 
3.3V-30A  

• Relative Humidity:  
5% to 95% non-condensing  

• Operating Temperature: 
0º to 40ºC 
    

  

  

 

   

3U 16-bay DAS w/16 x 
750GB SATA II Hard 

Drives  

for use with..  

XDAS 1023FSA  

XDAS 723FSA  

XDAS 523FSA  

(up to (3) JBOD per 
Redundant Controller XDAS) 
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ABERDEEN XDAS iSCSI 1003 - 16TB 
iSCSI-to-SATA/SAS RAID 3U SCALABLE STORAGE SOLUTION 
      
MANUFACTURER 
PART# 

KITDAS-iS1003  

ABERDEEN PART# SRVXDAS-iSCSI  
FORM FACTOR 19" Rack Mount 3U high  
DRIVE BAYS 16 x Hot Swap SATA/SAS HDD bays  
SYSTEM 
ARCHITECTURE 

SATA-to-GbE (10/100 Ethernet support) 
Quad channel (4) GbE ports 

CONTROLLER 
ARCHITECTURE  

Dedicated RAID processor 
Dual PCI bus architecture 
64-bit 133MHz PCI-X bridge 
1GB cache 
Upgradeable firmware in flash ROM  

CONTROLS & 
INDICATORS  

Backlit LCD control panel 
Power and drive failure indicators 
Built-in alarm with mute button  

RAID SUPPORT  RAID level 0 ( 0+1 ), 3, 5, 6 and JBOD 
Multiple array support (up to 8 separate arrays) 
Hot-swap drive support 
Hot/global spare drive support 
Online capacity expansion  

MANAGEMENT  User configurable via control panel 
Web browser remote management 
RS232 VT100 ANSI terminal emulation 
Event & fault notification to e-mail  

ENCLOSURE 
SPECS  

Hot-Swappability 16 x Removable HDD Tray 
Drive Failure 16 x LED Indicator for each HDD 
System Fan 2 hot-swappable blowers 
Status LEDs 1 x access LED for each HDD 
Fan-fail LED 1 x fan-fail LED for system 
Mute Button 1 x mute button for fan & temp 
alarm 

PHYSICAL 
ENVIRONMENT  

Temperature built in thermal & fan sensor 
Operating Temperature 10°C ~ 35°C 
Non-Operating Temperature -10°C ~ 50°C 
Operating Humidity 20% to 90% non-condensing  

SUPPORTED OS  Windows 95, 98/98SE, NT, 2000, Millennium, XP, 
2003 
Mac 9.1 and above with ATTO iSCSI initiator 
Linux (all latest builds) which support iSCSI 
initiator 
And all other systems supporting iSCSI protocol  

POWER SUPPLY  1+1 Hot-swap Redundant (2x460Watt) 
(removable modules) 
AC input: 90 ~ 264 VAC, 47Hz ~ 63Hz 
Continuous output power: 460W  

COOLING  Three hot swappable fan modules 
12V DC, 0.36A, 3-pin connector  

DIMENSIONS  Dimension (H x W x D) 5.25" x 19" x 21.5" 
Weight (without drives) 60 Lbs  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase. 

 

 

 

  

Key Features 
 - 3U w/16 SAS/SATA HDD for 
external storage 
 - Multiple RAID configuration 
options 
 - Embedded hardware RAID 
controller 
 - 4 GbE full iSCSI offload with 
load-balancing & fail-over 
 - One logical volume shared by 
as many as 16 hosts 
 - Windows VDS/VSS/MPIO 
support 
 - Hot swappable modular design 
components 
 - Secure control panel with 
backlit LCD 
 - Host access control & CHAP  
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ABERDEEN XDAS iSCSI 303 - 4.8TB 
iSCSI-to-SAS RAID 3U SCALABLE STORAGE SOLUTION  

      
MANUFACTURER 
PART# 

KITDAS-iS303  

ABERDEEN PART# SRVXDAS-iSCSI  
FORM FACTOR 19" Rack Mount 3U high  
DRIVE BAYS 16 x Hot Swap SAS HDD bays 

Seagate 300GB Cheetah 15K SAS Hard Drvies  
SYSTEM 
ARCHITECTURE 

SATA-to-GbE (10/100 Ethernet support) 
Quad channel (4) GbE ports 

CONTROLLER 
ARCHITECTURE  

Dedicated RAID processor 
Dual PCI bus architecture 
64-bit 133MHz PCI-X bridge 
1GB cache 
Upgradeable firmware in flash ROM  

CONTROLS & 
INDICATORS  

Backlit LCD control panel 
Power and drive failure indicators 
Built-in alarm with mute button  

RAID SUPPORT  RAID level 0 ( 0+1 ), 3, 5, 6 and JBOD 
Multiple array support (up to 8 separate arrays) 
Hot-swap drive support 
Hot/global spare drive support 
Online capacity expansion  

MANAGEMENT  User configurable via control panel 
Web browser remote management 
RS232 VT100 ANSI terminal emulation 
Event & fault notification to e-mail  

ENCLOSURE 
SPECS  

Hot-Swappability 16 x Removable HDD Tray 
Drive Failure 16 x LED Indicator for each HDD 
System Fan 2 hot-swappable blowers 
Status LEDs 1 x access LED for each HDD 
Fan-fail LED 1 x fan-fail LED for system 
Mute Button 1 x mute button for fan & temp 
alarm 

PHYSICAL 
ENVIRONMENT  

Temperature built in thermal & fan sensor 
Operating Temperature 10°C ~ 35°C 
Non-Operating Temperature -10°C ~ 50°C 
Operating Humidity 20% to 90% non-condensing  

SUPPORTED OS  Windows 95, 98/98SE, NT, 2000, Millennium, XP, 
2003 
Mac 9.1 and above with ATTO iSCSI initiator 
Linux (all latest builds) which support iSCSI 
initiator 
And all other systems supporting iSCSI protocol  

POWER SUPPLY  1+1 Hot-swap Redundant (2x460Watt) 
(removable modules) 
AC input: 90 ~ 264 VAC, 47Hz ~ 63Hz 
Continuous output power: 460W  

COOLING  Three hot swappable fan modules 
12V DC, 0.36A, 3-pin connector  

DIMENSIONS  Dimension (H x W x D) 5.25" x 19" x 21.5" 
Weight (without drives) 60 Lbs  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase. 

 

 

 

 
 

Key Features 
 - 3U w/16 SAS/SATA HDD for 
external storage 
 - Multiple RAID configuration 
options 
 - Embedded hardware RAID 
controller 
 - 4 GbE full iSCSI offload with 
load-balancing & fail-over 
 - One logical volume shared by 
as many as 16 hosts 
 - Windows VDS/VSS/MPIO 
support 
 - Hot swappable modular design 
components 
 - Secure control panel with 
backlit LCD 
 - Host access control & CHAP  
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ABERDEEN XDAS iSCSI 503 - 8TB 
iSCSI-to-SATA/SAS RAID 3U SCALABLE STORAGE SOLUTION 
      
MANUFACTURER 
PART# 

KITDAS-iS503  

ABERDEEN PART# SRVXDAS-iSCSI  
FORM FACTOR 19" Rack Mount 3U high  
DRIVE BAYS 16 x Hot Swap SATA/SAS HDD bays  
SYSTEM 
ARCHITECTURE 

SATA-to-GbE (10/100 Ethernet support) 
Quad channel (4) GbE ports 

CONTROLLER 
ARCHITECTURE  

Dedicated RAID processor 
Dual PCI bus architecture 
64-bit 133MHz PCI-X bridge 
1GB cache 
Upgradeable firmware in flash ROM  

CONTROLS & 
INDICATORS  

Backlit LCD control panel 
Power and drive failure indicators 
Built-in alarm with mute button  

RAID SUPPORT  RAID level 0 ( 0+1 ), 3, 5, 6 and JBOD 
Multiple array support (up to 8 separate arrays) 
Hot-swap drive support 
Hot/global spare drive support 
Online capacity expansion  

MANAGEMENT  User configurable via control panel 
Web browser remote management 
RS232 VT100 ANSI terminal emulation 
Event & fault notification to e-mail  

ENCLOSURE 
SPECS  

Hot-Swappability 16 x Removable HDD Tray 
Drive Failure 16 x LED Indicator for each HDD 
System Fan 2 hot-swappable blowers 
Status LEDs 1 x access LED for each HDD 
Fan-fail LED 1 x fan-fail LED for system 
Mute Button 1 x mute button for fan & temp 
alarm 

PHYSICAL 
ENVIRONMENT  

Temperature built in thermal & fan sensor 
Operating Temperature 10°C ~ 35°C 
Non-Operating Temperature -10°C ~ 50°C 
Operating Humidity 20% to 90% non-condensing  

SUPPORTED OS  Windows 95, 98/98SE, NT, 2000, Millennium, XP, 
2003 
Mac 9.1 and above with ATTO iSCSI initiator 
Linux (all latest builds) which support iSCSI 
initiator 
And all other systems supporting iSCSI protocol  

POWER SUPPLY  1+1 Hot-swap Redundant (2x460Watt) 
(removable modules) 
AC input: 90 ~ 264 VAC, 47Hz ~ 63Hz 
Continuous output power: 460W  

COOLING  Three hot swappable fan modules 
12V DC, 0.36A, 3-pin connector  

DIMENSIONS  Dimension (H x W x D) 5.25" x 19" x 21.5" 
Weight (without drives) 60 Lbs  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase. 

 

 

 

 
 

Key Features 
 - 3U w/16 SAS/SATA HDD for 
external storage 
 - Multiple RAID configuration 
options 
 - Embedded hardware RAID 
controller 
 - 4 GbE full iSCSI offload with 
load-balancing & fail-over 
 - One logical volume shared by 
as many as 16 hosts 
 - Windows VDS/VSS/MPIO 
support 
 - Hot swappable modular design 
components 
 - Secure control panel with 
backlit LCD 
 - Host access control & CHAP  
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ABERDEEN XDAS iSCSI 753 - 12TB 
iSCSI-to-SATA/SAS RAID 3U SCALABLE STORAGE SOLUTION 
      
MANUFACTURER 
PART# 

KITDAS-iS753  

ABERDEEN PART# SRVXDAS-iSCSI  
FORM FACTOR 19" Rack Mount 3U high  
DRIVE BAYS 16 x Hot Swap SATA/SAS HDD bays  
SYSTEM 
ARCHITECTURE 

SATA-to-GbE (10/100 Ethernet support) 
Quad channel (4) GbE ports 

CONTROLLER 
ARCHITECTURE  

Dedicated RAID processor 
Dual PCI bus architecture 
64-bit 133MHz PCI-X bridge 
1GB cache 
Upgradeable firmware in flash ROM  

CONTROLS & 
INDICATORS  

Backlit LCD control panel 
Power and drive failure indicators 
Built-in alarm with mute button  

RAID SUPPORT  RAID level 0 ( 0+1 ), 3, 5, 6 and JBOD 
Multiple array support (up to 8 separate arrays) 
Hot-swap drive support 
Hot/global spare drive support 
Online capacity expansion  

MANAGEMENT  User configurable via control panel 
Web browser remote management 
RS232 VT100 ANSI terminal emulation 
Event & fault notification to e-mail  

ENCLOSURE 
SPECS  

Hot-Swappability 16 x Removable HDD Tray 
Drive Failure 16 x LED Indicator for each HDD 
System Fan 2 hot-swappable blowers 
Status LEDs 1 x access LED for each HDD 
Fan-fail LED 1 x fan-fail LED for system 
Mute Button 1 x mute button for fan & temp 
alarm 

PHYSICAL 
ENVIRONMENT  

Temperature built in thermal & fan sensor 
Operating Temperature 10°C ~ 35°C 
Non-Operating Temperature -10°C ~ 50°C 
Operating Humidity 20% to 90% non-condensing  

SUPPORTED OS  Windows 95, 98/98SE, NT, 2000, Millennium, XP, 
2003 
Mac 9.1 and above with ATTO iSCSI initiator 
Linux (all latest builds) which support iSCSI 
initiator 
And all other systems supporting iSCSI protocol  

POWER SUPPLY  1+1 Hot-swap Redundant (2x460Watt) 
(removable modules) 
AC input: 90 ~ 264 VAC, 47Hz ~ 63Hz 
Continuous output power: 460W  

COOLING  Three hot swappable fan modules 
12V DC, 0.36A, 3-pin connector  

DIMENSIONS  Dimension (H x W x D) 5.25" x 19" x 21.5" 
Weight (without drives) 60 Lbs  

WARRANTY  *Aberdeen includes a 5-YEAR WARRANTY on all 
complete rackmount servers. A fully configured 
rackmount server consists of; rackmount chassis, 
motherboard, processor, cooling equipment, 
memory and hard disk drive all assembled and 
included in one purchase.  

 

 

 

 
 

Key Features 
 - 3U w/16 SAS/SATA HDD for 
external storage 
 - Multiple RAID configuration 
options 
 - Embedded hardware RAID 
controller 
 - 4 GbE full iSCSI offload with 
load-balancing & fail-over 
 - One logical volume shared by 
as many as 16 hosts 
 - Windows VDS/VSS/MPIO 
support 
 - Hot swappable modular design 
components 
 - Secure control panel with 
backlit LCD 
 - Host access control & CHAP 

 
 


